Fehler! Kein Text mit angegebener Formatvorlage im Dokument.
Page 4  V(4)




Change Request

	Title:
	Stream reception Report Bugfix
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	BAC BCAST

	Doc to Change:
	OMA-TS-BCAST_Distribution-V1_0 (version under followup review)

	Submission Date:
	2 Feb 2007

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Uwe Rauschenbach, Siemens, uwe.rauschenbach@siemens.com
Jack Lee, Samsung, jonghyo.lee@samsung.com 

	Replaces:
	n/a

	Attachments:
	


1 Reason for Change

This CR fixes the structure of the streaming reception report such that it can be implemented using XML schema and improves the clarity of the explanation. 

It closes a review comment from Siemens and Samsung on the matter (see doc 2007-0168).

2 Impact on Backward Compatibility

none

3 Impact on Other Specifications

none

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The group is requested to agree the proposed changes.

6 Detailed Change Proposal

6.8.2 Streaming Reception Report

A streaming reception report is sent to the server based upon the measurements made according to the original request in StreamingAssociatedProcedure. Depending upon the type of measurement conducted one or more reception reports may be delivered to the server. The XML syntax for the Streaming Reception Report can be found at [BCAST10-XMLSchema-SDRecRep].
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	Description
	Data Type

	StreamingReceptionReport
	E
	
	
	Reception Report for Stream Delivery

Contains the following attributes:

serverURI

globalServiceID

Contains the following elements:

DeviceID 

SessionID

MBMSMetrics
	

	globalServiceID
	A
	M
	1
	The identifier of the service that the measurement was performed on.
	anyURI

	DeviceID
	E1
	M
	1
	A unique device identification known to the BSM

Contains the following attribute:

  type
	unsignedInt 

	type
	A
	M
	1
	Specifies the type of device ID. The following values are allowed:

0 –DVB Device ID

1 –3GPP Device ID (IMEI)

2 –3GPP2 Device ID (MEID)

3-127 reserved for future use

128-255 reserved for proprietary use
	unsignedByte

	Session
	E1
	M
	1..N
	Information identifiying the session and related data that was monitored for recpetion reporting.  
Contains the following attributes:
id
Contains the following elements:

Content
	

	id
	A
	M
	1
	The identifier of the session that was monitored for reception reporting, originating from the o= line in the SDP description of the streaming session.
	anyURI

	Content
	E2
	M
	1..N
	Contains the content id and its measurement parameters which was performed on.

Contains the following attributes:

globalContentID
reportType

measurementStartRTPTimestamp

measurementEndRTPTimestamp

expectedTotalPacket

receivedTotalPackets

lostTotalPackets

receptionRatio

serviceArea

cellID
	

	globalContentID
	A
	M
	1
	The identifier of the content, globally unique
	anyURI

	reportType
	A
	M
	1
	The type of the reception report

Has the following values

0 – SessionMeasurement 

1 – FixedDurationMeasurement 

2 – IntervalMeasurement 

3 – ThresholdCheckingMeasurement 

4 – EventTriggeredMeasurement

5 – MBMSMeasurement 

6 - 127 reserved for future use 

128 - 255 reserved for proprietary use 
	unsingedByte

	measurementStartRTPTimestamp
	A
	M
	1
	The start time of the RTP timestamp used for the measurement.
	unsignedInt

	measurementEndRTPTimestamp
	A
	M
	1
	The end time of the RTP timestamp used for the measurement.
	unsignedInt

	expectedTotalPackets
	A
	O
	0..1
	The total number of expected packets during measurement.
	unsignedInt

	receivedTotalPackets
	A
	O
	0..1
	The total number of successfully received packets during measurement.
	unsignedInt

	lostTotalPackets
	A
	O
	0..1
	The total number of packets lost during measurement.
	unsignedInt

	receptionRatio
	A
	M
	1
	The reception ratio during the measurement period. Calculated from expectedTotalPackets and receivedTotalPackets.
	Float

	serviceArea
	A
	O
	0..1
	The area that the measurements were taken.
	unsignedInt

	cellID
	A
	O
	0..1
	The cell that the measurement were taken.

Note: Only applies to 3GPP/2
	unsignedInt

	MBMSmetrics
	E1
	O
	0..1
	3GPP MBMS based reception reporting.

The associated delivery procedure reception report for streaming reception should be inserted here.

Refer to 3GPP 26.346 for details
	anyType


Table 19: XML Syntax for Streaming Reception Report
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