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1 Reason for Change



The reference to Notification Message in 5.14.5.2.1、5.14.5.3.2 is wrong, it still reference to TS SG.
2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

BCAST group discuss this contribution and accept the proposed solution.
6 Detailed Change Proposal

5.14.5.2 Notification Event Delivery

Notification Event can be generated in CC, BSA, BSM, or BSD/A.  Each Entity delivers Notification Event via Backend Interface such as NT-1, NT-3, and NT-4. CC can deliver Notification Event to NTE via NT-1, NTE will deliver Notification Event generated in either CC or BSA to NTG via NT-3, and NTDA will deliver Notification Event generated in BSD/A to NTG via NT-4.
5.14.5.2.1 Request Message

The following is the delivery message of Notification Event, which is sent from the CC (Content Creation) to the NTE over interface NT-1, from NTE to NTG over interface NT-3 or NTDA to NTG over interface NT-4. 

	Name
	Type
	Category
	Cardinality
	Description
	Data Type

	NTEReq
	E
	
	
	Specifies the delivery message of Notification Event for generating Notification Message.

Contains the following attributes:

nteID
entityAddress

deliveryPriority

Contains the following elements:

NotificationEvent
	

	nteID
	A
	M
	1
	Identifier of Notification Event
	unsignedInt 

	entityAddress
	A
	M
	1
	Network Entity Address to receive the response of this message.
	anyURI

	deliveryPriority
	A
	O
	0..1
	Defines the priority of this notification event.  This information is applied to generate Notification Message in NTG.  NTG may be ignored this field.
	boolean

	NotificationEvent
	E1
	M
	1..N
	Specifies the Notification Event, containing information to be included into the Notification Message. It is RECOMMENDED that the information is delivered in the form of BCAST Notification Message format (as specified in section 5.14.3). Other formats MAY be used only for NT-1.

Contains the following sub-element:

NotificationMessage
	

	NotificationMessage
	E2
	O
	0..1
	BCAST NotificationMessage format as specified in section 5.14.3. The following rule applies to child elements or attributes of NotificationMessage which are not relevant: If the element/attribute has a minimum cardinality of 0, it SHALL NOT be instantiated. Otherwise, it SHALL be delivered as empty field.
	complexType as specified in section 5.14.3

	Private
	E2
	O
	0..1
	This container allows to use data formats not specified in BCAST.
	


Table 39: Structure of Notification Event Request Message

5.14.5.3 Notification Message Delivery

Notification Message is generated by NTG in BSM. NTG will request to deliver Notification Message to NTDA via NT-4.
5.14.5.3.1 Request Message

The following is the delivery message of Notification Message which is sent from the NTG to NTDA over interface NT-4.

	Name
	Type
	Category
	Cardinality
	Description
	Data Type

	NTDReq
	E
	
	
	Specifies the Request message of Notification Message Delivery from NTG to NTDA.

Contains the following attributes:

ntdReqID

entityAddress

deliveryPriority

Contains the following elements:

TargetAddress

NotificationMessage
	

	ntdReqID
	A
	M
	1
	Identifier of NTDReq
	unsignedInt 

	entityAddress
	A
	M
	1
	Network Entity Address to receive the response of this message.
	anyURI

	deliveryPriority
	A
	O
	0..1
	Defines the delivery priority of this Notification Message.  NTG can request NTDA to deliver this notifcaiton message as high priority. If priority=true, it means high priority. If priority=false, it means general message.
	boolean

	TargetAddress
	E1
	O
	0..N
	Specifies TargetAddress to deliver Notification Message. 

For service-specific notification, AccessReference or address under NotificationReception in ‘Access’ fragment can be possible value.

If Notification message is delivered over interaction channel, the value can be e-mail address, IMSI, etc.

If not given, Notification message SHALL be delivered to all users of the service provider using address defined in SGDD.

Contains the following attributes:

deliveryChannel

AddressType
	string

	deliveryChannel
	A
	M
	1
	Specifies the delivery channel

If deliveryChannel = false, Notificaiton Message SHALL be delivered over Broadcast Channel.

If deliveryChannel = true, Notification Message SHALL be delivered over Interaction Channel.
	boolean

	addressType
	A
	M
	1
	Specifies the type of TargetAddress Value

0 - IPAddress

1 - anyURI 

2 - IMSI

3 -127: For Future Use

128 - 255: For Proprietary Use
	unsignedByte

	NotificationMessage
	E1
	O
	0..1
	BCAST NotificationMessage format as specified in section 5.14.3. The following rule applies to child elements or attributes of NotificationMessage which are not relevant: If the element/attribute has a minimum cardinality of 0, it SHALL NOT be instantiated. Otherwise, it SHALL be delivered as empty field.
	complexType as specified in section 5.14.3
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