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1 Reason for Change

This CR proposes to remove the "keyIndicator" field in the OMAKeySample for the Adapted PDCF. 
One reason for change is that the "keyIndicatorLength" value is also missing inside the STKM track. This can be recovered from the base media track, but is inefficient and potentially ambiguous in the case of multiple base tracks with only one STKM track.

Further the "keyIndicator" field is already present in the STKM (short_term_key_message() ), so that it is redundant to include it also in the OMAKeySample. Furthermore the "keyIndicator" is always located at a fixed position in the STKM, hence duplicating it does not result in an optimisation.
Moreover the "keyIndicator" in the STKM track is only specified for ISMACryp. The meaning of this field is undefined for SRTP and other protection schemes.
In DVB File Format (DVB Document A121) the key Indicator data is not present in the receivedKeySample, which is the DVB equivalent to the OMAKeySample.

2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

For the BCAST and DRM group to agree these changes.
6 Detailed Change Proposal

Change 1:  Remove the "keyIndicator" field in the OMAKeySample for the Adapted PDCF
13.3.3 STKM Tracks
A PDCF file, as any other “ISO File Format based” file, contains one or more audio or video tracks as defined in the ISO specification [ISO14496-12] and, for the storage of alternating TEKs, can additionally contain one or more STKM tracks as defined in this specification.

The STKM track is a Timed Metadata track as defined in [ISO14496-12:2005/Amd1]. 

Note that track references as defined in the ISO File Format provide the mechanism to relate the STKM track with the corresponding media data track. A track-reference of type ‘cdsc’ is used for linkage. The timing information (as provided as basic functionality in the ISO File Format) in the STKM track and the media data track are used to relate every STKM sample to the corresponding media sample.

The STKM track is defined by the OMAKeySampleEntry as extension of the MetadataSampleEntry as follows:

aligned(8) class OMAKeySampleEntry extends MetadataSampleEntry(‘oksd’) {


unsigned int(8) sample_version;


// sample version


unsigned int(8) sample_type;



// sample type


if( terminal_binding_flag_in_STKM == 1 ) {

// from the STKM



unsigned int(32) TerminalBindingKeyID;

// from the SG



unsigned int(16) RightsIssuerURILength;
// Rights Issuer URI field length in bytes



char RightsIssuerURI[];


// Rights Issuer URI string


}

}

The OMAKeySampleEntry box contains the following fields:

Table 42: OMAKeySampleEntry fields

	Field name
	Type
	Purpose

	sample_version
	unsigned int (8)
	Identifies OMA key sample version

In this specification, sample_version contains 0x00.

	sample_type
	unsigned int (8)
	Identifies the OMA key sample type:
0x00 for STKM for DRM profile

0x01 for STKM using MIKEY for smartcard profile using (U)SIM

0x02 STKM for BCMCS using R-UIM


The terminal_binding_flag_in_STKM has by default a value of zero. For the smartcard profile from [BCAST10-ServContProt], the value of terminal_binding_flag_in_STKM equals the value of the terminal_binding_flag in the Short Term Key Message (STKM). If the flag contains a one, the fields TerminalBindingKeyID, RightsIssuerURILength and RightsIssuerURI are included in the OMAKeySampleDescriptionEntry box. See [BCAST10-ServContProt] for more details.

The sample description of each STKM track MUST contain exactly one OMAKeySampleEntry.

The samples in the STKM track have the following format:

aligned(8) class OMAKeySample {



unsigned int(8*STKMLength) STKM;


// short term key message as defined in [BCAST-ServContProt]

}

The format of the STKM is described in [BCAST10-ServContProt]. 
In order to provide maximum flexibility, the STKM track version and size are included. As needs evolve, new sample formats can be defined, identifying new formats with new STKM track sample version numbers. This approach ensures that future PDCF specifications will remain fully backward compatible.
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