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1 Reason for Change
This CR proposes to update the SCR tables for BCAST1.3
2 Impact on Backward Compatibility
No backward compatibility issues.
3 Impact on Other Specifications

No impact
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended to the group to accept the change proposed in this contribution.

6 Detailed Change Proposal

Change 1:  Change in Appendix C Static Conformance Requirements
Appendix C. Static Conformance Requirements
(Normative)

The notation used in this appendix is specified in [IOPPROC].

Note 1: References refer to this specification unless otherwise noted.

Note 2: BCAST adaptation specifications, in which it is specified how the BCAST 1.0 enabler is implemented over a specific BDS (BCAST Distribution System), may overrule or adapt requirements from this SCR or provide additional requirements

C.1 SCR for BCAST Client

	Item
	Function
	Reference
	Status
	Requirement

	BCAST-SERVICES-C-001
	Terminal with access to interaction channel
	general
	O
	BCAST-SERVICES-C-011 AND

BCAST-SERVICES-C-012 AND

BCAST-SERVICES-C-013 AND

BCAST-SERVICES-C-017 AND

BCAST-SERVICES-C-018 AND

BCAST-SERVICES-C-019 AND

BCAST-SERVICES-C-020 AND

BCAST-SERVICES-C-025 AND

BCAST-NT-C-003 AND

BCAST-NT-C-005

	BCAST-SERVICES-C-002
	Terminal with access to interaction channel and support for Service and/or Content Protection
	general, [BCAST13-ServContProt]
	O
	BCAST-SERVICES-C-006 AND

BCAST-SERVICES-C-007 AND 

BCAST-SERVICES-C-008

	BCAST-SERVICES-C-003
	Terminal supporting SMS
	general
	O
	BCAST-SERVICES-C-014

	BCAST-SERVICES-C-004
	Terminal supporting MMS
	general
	O
	BCAST-SERVICES-C-015

	BCAST-SERVICES-C-005
	Terminal supporting Voice call
	general
	O
	BCAST-SERVICES-C-016

	BCAST-SERVICES-C-006
	Service Provisioning
	Section 5.1
	O
	

	BCAST-SERVICES-C-007
	HTTP POST for service provisioning
	Section 5.1.1
	O
	

	BCAST-SERVICES-C-008
	Provisioning Messages
	Section 5.1
	O
	BCAST-SERVICES-C-009

	BCAST-SERVICES-C-009
	GZIP compression of Provisioning Messages 
	Section 5.1.7
	O
	

	BCAST-SERVICES-C-010
	Web-based Service Provisioning
	Section 5.1.8
	O
	

	BCAST-SERVICES-C-011
	Terminal Provisioning using OMA DM
	Sections 5.2, 5.2.2
	O
	

	BCAST-SERVICES-C-012
	Reception of terminal provisioning messages and update of the parameters included in the terminal provisioning messages
	Section 5.2
	O
	

	BCAST-SERVICES-C-013
	Service interaction using IP, TCP, HTTP
	Section 5.3.1
	O
	

	BCAST-SERVICES-C-014
	Service interaction using SMS
	Sections 5.3.1, 5.3.6.1.2., 5.3.6.1.3
	O
	

	BCAST-SERVICES-C-015
	Service interaction using MMS
	Sections 5.3.1., 5.3.6.1.2
	O
	

	BCAST-SERVICES-C-016
	Service interaction using Voice Call
	Section 5.3.6.1.2
	O
	

	BCAST-SERVICES-C-017
	Interactive retrieval of SG
	Section 5.3.2
	O
	

	BCAST-SERVICES-C-018
	Interactive retrieval of Service Guide related information
	Section 5.3.3
	O
	

	BCAST-SERVICES-C-019
	Reception of InteractivityMedia documents over broadcast file distribution
	Section 5.3.6.1, 5.3.6.2
	O
	

	BCAST-SERVICES-C-020
	Retrieval of InteractivityMedia documents and associated files over interaction channel
	Section 5.3.6.1, 5.3.6.3
	O
	

	BCAST-SERVICES-C-021
	Rendering of InteractivityMedia objects
	Section 5.3.6.1
	M
	

	BCAST-SERVICES-C-022
	Acquisition and rendering of the media objects attached to the InteractivityMedia document without interrupting the acquisition and rendering of the ‘regular’ broadcast media stream
	Section 5.3.6.1.3
	M
	

	BCAST-SERVICES-C-023
	Description and evaluation of end user preferences
	Section  5.4
	O
	BCAST-SERVICES-C-024

	BCAST-SERVICES-C-024
	Format of end user preference description
	Section 5.4.2
	O
	

	BCAST-SERVICES-C-025
	Broadcast Roaming
	Section 5.7
	O
	BCAST-SERVICES-C-026

	BCAST-SERVICES-C-026
	Format of roaming messages
	Sections 5.7.1
	O
	

	BCAST-SERVICES-C-027
	Support of Location Information
	Section 5.8
	O
	(BCAST-SERVICES-C-028 OR

BCAST-SERVICES-C-029 OR

BCAST-SERVICES-C-030) AND (BCAST-SERVICES-C-033 OR

BCAST-SERVICES-C-034)

	BCAST-SERVICES-C-028
	Support of Location Information in OMA MLP format
	Section 5.8
	O
	

	BCAST-SERVICES-C-029
	Support of Location Information in zip code format
	Section 5.8
	O
	

	BCAST-SERVICES-C-030
	Support of Location Information in BDS-specific cell_id format
	Section 5.8
	O
	

	BCAST-SERVICES-C-031
	XML formatting rules for signalling
	Section 5.9
	M
	

	BCAST-SERVICES-C-032
	3GPP Timed Text for Subtitling and Closed Captions
	Section 5.13
	O
	

	BCAST-SERVICES-C-033
	Support of Parental Control for Service Ordering
	Section 5.1.10
	O
	BCAST-SERVICES-C-006 AND (BCAST-SERVICES-C-055 OR BCAST-SERVICES-C-056)

	BCAST-SERVICES-C-034
	Support of Rich Media  
	Section 5.18
	O
	(BCAST-SERVICES-C-035 OR BCAST-SERVICES-C-036 OR BCAST-SERVICES-C-037 OR BCAST-SERVICES-C-038 OR BCAST-SERVICES-C-039)

AND

(BCAST-SERVICES-C-040  OR BCAST-SERVICES-C-041 OR BCAST-SERVICES-C-042 OR BCAST-SERVICES-C-043 OR BCAST-SERVICES-C-044 OR BCAST-SERVICES-C-045)

	BCAST-SERVICES-C-035
	Support of W3C SVG for BCAST Rich Media Solution
	Section 5.18.3
	O
	

	BCAST-SERVICES-C-036
	Support of 3GPP DIMS for BCAST Rich Media Solution
	Section 5.18.4
	O
	

	BCAST-SERVICES-C-037
	Support of OMA RME for BCAST Rich Media Solution
	Section 5.18.5
	O
	

	BCAST-SERVICES-C-038
	Support of MPEG LASeR for BCAST Rich Media Solution
	Section 5.18.6
	O
	

	BCAST-SERVICES-C-039
	Support of other BCAST Rich Media Solution identified by MIME Type
	Section 5.18.7
	O
	

	BCAST-SERVICES-C-040
	Support of  Rich Media “Service Guide presentation” usage scenario
	Section 5.18.1.1
	O
	 BCAST-SG-C-020

	BCAST-SERVICES-C-041
	Support of  Rich Media “Streaming” usage scenario
	Section 5.18.1.1
	O
	

	BCAST-SERVICES-C-042
	Support of  Rich Media “File Delivery” usage scenario
	Section 5.18.1.1
	O
	 

	BCAST-SERVICES-C-043
	Support of  Rich Media “Notification” usage scenario
	Section 5.18.1.1
	O
	BCAST-NT-C-006

	BCAST-SERVICES-C-044
	Support of  Rich Media “IMD Interactivity” usage scenario
	Section 5.18.1.1
	O
	BCAST-SERVICES-C-046

	BCAST-SERVICES-C-045
	Support of  Rich Media “Preview Data” usage scenario
	Section 5.18.1.1
	O
	

	BCAST-SERVICES-C-046
	Service Interaction using InteractivityMediaDocuments
	Section 5.3.6
	O
	BCAST-SERVICES-C-014 OR BCAST-SERVICES-C-015 OR BCAST-SERVICES-C-016 OR BCAST-SERVICES-C-019 OR BCAST-SERVICES-C-020 OR BCAST-SERVICES-C-021 OR BCAST-SERVICES-C-022

	BCAST-SERVICES-C-047
	Support of Smartcard Broadcast Provisioning
	Section 5.19
	O
	BCAST-SERVICES-C-048 AND 
BCAST-SERVICES-C-049 AND 
BCAST-SERVICES-C-050

	BCAST-SERVICES-C-048
	Support the discovery of Smartcard Broadcast Provisioning support in the Smartcard
	Section 5.19.2
	O
	

	BCAST-SERVICES-C-049
	Support the Smartcard Broadcast Provisioning services filtering
	Section 5.19.3
	O
	

	BCAST-SERVICES-C-050
	Support ENVELOPE Command defined in [ETSI TS 102.221]
	Section 5.19.3
	O
	

	BCAST-SERVICES-C-051
	Support [OMA SCWS11]
	Section 5.19.3
	O
	

	BCAST-SERVICES-C-052
	Support for Related Contents Inquiry
	Section 5.21
	O
	BCAST-SERVICES-C-053 AND
BCAST-SERVICES-C-054 AND

BCAST-SG-C-014

	BCAST-SERVICES-C-053
	Support for Related Contents Request messages via HTTP(S)
	Section 5.1.5.8
	O
	

	BCAST-SERVICES-C-054
	Format of Related Contents Request messages
	Section 5.1.5.8
	O
	

	BCAST-SERVICES-C-055
	Support of generic solution for Parental Control for Service Ordering
	Section 5.1.10
	O
	

	BCAST-SERVICES-C-056
	Support of Smartcard Profile extension for Parental Control for Service Ordering
	Section 5.1.10.1
	O
	BCAST-SERVICES-C-057

	BCAST-SERVICES-C-057
	Support of AUTHENTICATE Command for OMA BCAST operation: Parental Control Service Provisioning Mode
	Section 5.1.10.1
	O
	

	BCAST-SERVICES-C-058
	Support of Parental Control of Unicast Services
	Section 5.17
	O
	BCAST-SERVICES-C-001

	BCAST-SERVICES-C-059
	Support of Broadcast Terminal Provisioning signalling
	Section 5.2
	O
	

	BCAST-SERVICES-C-060
	Support of Pause & Resume of Subscription Period messages
	Section 5.1.5.7
	O
	

	BCAST-SERVICES-C-061
	Support of User Defined Bundle related provisioning messages
	Section 5.1.5.2.4 

5.1.5.2.6
	O
	

	BCAST-SERVICES-C-062
	Reception of Coupon documents as a result of Service Provisioning Transaction.
	Section 5.1.5.2, Sectio n5.1.5.5
	O
	

	BCAST-SERVICES-C-063
	Redemption of Coupon documents via Service Provisioning
	Section 5.1.5.2, Section 5.1.5.5
	O
	

	BCAST-SERVICES-C-064
	Reception of Coupon documents over broadcast file distribution
	Section 5.22
	O
	

	BCAST-SERVICES-C-065
	Retrieval of Coupon documents over interaction channel
	Section 5.22
	O
	

	BCAST-SERVICES-C-066
	Support for simple TargetArea location filters
	Section 5.8, 
	O
	BCAST-SG-C-023

	BCAST-SERVICES-C-067
	Support for history-based LocationFilter location filters
	Section 5.8
	O
	BCAST-SG-C-023

	BCAST-SERVICES-C-068
	Support of Dynamic Adaptive Streaming Services
	Section 5.23
	O
	


C.2 SCR for BCAST Service Application (BSA)

The BSA is an entity in the OMA BCAST Architecture, see [BCAST11-Architecture] Fig. 3.

	Item
	Function
	Reference
	Status
	Requirement

	BCAST-SERVICES-BSA-001
	Service interaction using one or several of: IP, TCP, HTTP, SMS, IPSEC, UDP, MMS, WAP, HTTPS based on SSL 3.0 [SSL30] and TLS 1.0 [RFC 2246], SIP/IMS
	Section 5.3.1
	O
	

	BCAST-SERVICES-BSA-002
	Support for Interactivity MediaDocument format and delivery
	Section 5.3.6.1.2
	O
	

	BCAST-SERVICES-BSA-003
	Support for Smartcard Broadcast provisioning messages format and delivery
	Section 5.19
	O
	

	BCAST-SERVICES-BSA-004
	Support for Coupon Document format and delivery
	Section 5.22
	O
	


C.3 SCR for BCAST Service Distribution/Adaptation (BSDA)

The BSDA is an entity in the OMA BCAST Architecture, see [BCAST11-Architecture] Fig. 3.

	Item
	Function
	Reference
	Status
	Requirement

	BCAST-SERVICES-BSDA-001
	Description and evaluation of end user preferences
	Section  5.4
	O
	BCAST-SERVICES-BSDA-002

	BCAST-SERVICES-BSDA-002
	Format of end user preference description
	Section 5.4.1
	O
	

	BCAST-SERVICES-BSDA-003
	Use of Location Information
	Section 5.8
	O
	BCAST-SERVICES-BSDA-004 OR

BCAST-SERVICES-BSDA-005 OR

BCAST-SERVICES-BSDA-006

	BCAST-SERVICES-BSDA-004
	Use of Location Information in OMA MLP format
	Section 5.8
	O
	

	BCAST-SERVICES-BSDA-005
	Use of Location Information in zip code format
	Section 5.8
	O
	

	BCAST-SERVICES-BSDA-006
	Use of Location Information in BDS-specific cell_id format
	Section 5.8
	O
	

	BCAST-SERVICES-BSDA-007
	XML formatting rules for signalling
	Section 5.9
	M
	

	BCAST-SERVICES-BSDA-008
	Subtitling and Closed Captions
	Section 5.13
	O
	

	BCAST-SERVICES-BSDA-009
	Support of Rich Media 
	Section 5.18
	O
	(BCAST-SERVICES-BSDA-010 OR BCAST-SERVICES-BSDA-011 OR BCAST-SERVICES-BSDA-012 OR BCAST-SERVICES-BSDA-013 OR BCAST-SERVICES-BSDA-014)

AND

(BCAST-SERVICES-BSDA-015 OR BCAST-SERVICES-BSDA-016 OR BCAST-SERVICES-BSDA-017 OR BCAST-SERVICES-BSDA-018 OR BCAST-SERVICES-BSDA-019 OR BCAST-SERVICES-BSDA-020)

	BCAST-SERVICES-BSDA-010
	Support of W3C SVG for BCAST Rich Media Solution
	Section 5.18.3
	O
	

	BCAST-SERVICES-BSDA-011
	Support of 3GPP DIMS for BCAST Rich Media Solution
	Section 5.18.4
	O
	

	BCAST-SERVICES-BSDA-012
	Support of OMA RME for BCAST Rich Media Solution
	Section 5.18.5
	O
	

	BCAST-SERVICES-BSDA-013
	Support of MPEG LASeR for BCAST Rich Media Solution
	Section 5.18.6
	O
	

	BCAST-SERVICES-BSDA-014
	Support of other BCAST Rich Media Solution identified by MIME Type
	Section 5.18.7
	O
	

	BCAST-SERVICES-BSDA-015
	Support of  Rich Media “Service Guide presentation” usage scenario
	Section 5.18.1.1
	O
	 BCAST-SGGAD-S-027

	BCAST-SERVICES-BSDA-016
	Support of  Rich Media “Streaming” usage scenario
	Section 5.18.1.1
	O
	

	BCAST-SERVICES-BSDA-017
	Support of  Rich Media “File Delivery” usage scenario
	Section 5.18.1.1
	O
	

	BCAST-SERVICES-BSDA-018
	Support of  Rich Media “Notification” usage scenario
	Section 5.18.1.1
	O
	 BCAST-NT-DA-014

	BCAST-SERVICES-BSDA-019
	Support of  Rich Media “IMD Interactivity” usage scenario
	Section 5.18.1.1
	O
	

	BCAST-SERVICES-BSDA-020
	Support of  Rich Media “Preview Data” usage scenario
	Section 5.18.1.1
	O
	

	BCAST-SERVICES-BSDA-021
	Support of Broadcast Terminal Provisioning signalling
	Section 5.2
	O
	

	BCAST-SERVICES- BSDA-022
	Support of Parental Control of Unicast Services
	Section 5.17
	O
	

	BCAST-SERVICES-BSM-023
	Support for Provisioning using Coupon documents
	Section 5.22
	O
	

	BCAST-SERVICES-BSDA-024
	Generation of simple TargetArea location filters
	Section 5.8
	O
	

	BCAST-SERVICES-BSDA-025
	Generation of history-based LocationFilter location filters
	Section 5.8
	O
	

	BCAST-SERVICES-BSDA-026
	Support for Dynamic Adaptive Streaming Services
	Section 5.23
	O
	


C.4 SCR for BCAST Subscription Management (BSM)

The BSM is an entity in the OMA BCAST Architecture, see [BCAST11-Architecture] Fig. 3.

	Item
	Function
	Reference
	Status
	Requirement

	BCAST-SERVICES-BSM-001
	Service Provisioning
	Section 5.1
	M
	

	BCAST-SERVICES-BSM-002
	HTTP POST for service provisioning
	Section 5.1.1
	M
	

	BCAST-SERVICES-BSM-003
	GZIP compression of Provisioning Messages 
	Section 5.1.7
	M
	

	BCAST-SERVICES-BSM-004
	Web-based Service Provisioning
	Section 5.1.8
	O
	

	BCAST-SERVICES-BSM-005
	Terminal Provisioning using OMA DM
	Section 5.2
	M
	

	BCAST-SERVICES-BSM-006
	Delivery of OMA DM messages through Interaction Channel using DM mechanism
	Section 5.2.4
	M
	

	BCAST-SERVICES-BSM-007
	Broadcast Roaming
	Section 5.7
	O
	BCAST-SERVICES-BSM-008

	BCAST-SERVICES-BSM-008
	Format of roaming messages
	Sections 5.7.1, 5.7.2
	O
	

	BCAST-SERVICES-BSM-009
	XML formatting rules for signalling
	Section 5.9
	M
	

	BCAST-SERVICES-BSM-010
	Protocol stack for message exchanges between BSMs
	Section 7.2.1
	M
	

	BCAST-SERVICES-BSM-011
	Support of Parental Control for Service Ordering
	Section 5.1.10
	O
	BCAST-SERVICES-BSM-001 AND (BCAST-SERVICES-BSM-028 OR BCAST-SERVICES-BSM-029)

	BCAST-SERVICES-BSM-012
	Support of Rich Media 
	Section 5.18
	O
	BCAST-SERVICES-BSM-013 OR BCAST-SERVICES-BSM-014 OR BCAST-SERVICES-BSM-015 OR BCAST-SERVICES-BSM-016 OR BCAST-SERVICES-BSM-017)

AND

(BCAST-SERVICES-BSM-018 OR BCAST-SERVICES-BSM-019 OR BCAST-SERVICES-BSM-020 OR BCAST-SERVICES-BSM-021 OR BCAST-SERVICES-BSM-022 OR BCAST-SERVICES-BSM-023)

	BCAST-SERVICES-BSM-013
	Support of W3C SVG for BCAST Rich Media Solution
	Section 5.18.3
	O
	

	BCAST-SERVICES-BSM-014
	Support of 3GPP DIMS for BCAST Rich Media Solution
	Section 5.18.4
	O
	

	BCAST-SERVICES-BSM-015
	Support of OMA RME for BCAST Rich Media Solution
	Section 5.18.5
	O
	

	BCAST-SERVICES-BSM-016
	Support of MPEG LASeR for BCAST Rich Media Solution
	Section 5.18.6
	O
	

	BCAST-SERVICES-BSM-017
	Support of other BCAST Rich Media Solution identified by MIME Type
	Section 5.18.7
	O
	

	BCAST-SERVICES-BSM-018
	Support of  Rich Media “Service Guide presentation” usage scenario
	Section 5.18.1.1
	O
	

	BCAST-SERVICES-BSM-019
	Support of  Rich Media “Streaming” usage scenario
	Section 5.18.1.1
	O
	

	BCAST-SERVICES-BSM-020
	Support of  Rich Media “File Delivery” usage scenario
	Section 5.18.1.1
	O
	

	BCAST-SERVICES-BSM-021
	Support of  Rich Media “Notification” usage scenario
	Section 5.18.1.1
	O
	BCAST-SERVICES-BSM-024

	BCAST-SERVICES-BSM-022
	Support of  Rich Media “IMD Interactivity” usage scenario
	Section 5.18.1.1
	O
	

	BCAST-SERVICES-BSM-023
	Support of  Rich Media “Preview Data” usage scenario
	Section 5.18.1.1
	O
	

	BCAST-SERVICES-BSM-024
	Notification Generation (NTG)
	Section 5.14
	O
	

	BCAST-SERVICES-BSM-025
	Support of Smartcard Broadcast Provisioning service
	Section 5.19
	O
	

	BCAST-SERVICES-BSM-026
	Support of Related Contents Inquiry
	Section 5.21
	O
	BCAST-SERVICES-BSM-027

	BCAST-SERVICES-BSM-027
	Format of Related Contents Request messages
	Section 5.1.5.8
	O
	

	BCAST-SERVICES-BSM-028
	Support of generic solution for Parental Control for Service Ordering
	Section 5.1.10
	O
	

	BCAST-SERVICES-BSM-029
	Support of Smartcard Profile extension for Parental Control for Service Ordering
	Section 5.1.10.1
	O
	

	BCAST-SERVICES-BSM-030
	Support of Parental Control of Unicast Services
	Section 5.17
	O
	

	BCAST-SERVICES-BSM-031
	Support of Broadcast Terminal Provisioning signalling
	Section 5.2
	O
	

	BCAST-SERVICES-BSM-032
	Support of Pause & Resume of Subscription Period messages
	Section 5.1.5.7
	O
	

	BCAST-SERVICES-BSM-033
	Support of User Defined Bundle related provisioning messages
	Section 5.1.5.2.5 

5.1.5.2.7
	O
	

	BCAST-SERVICES-BSM-034
	Support for Dynamic Adaptive Streaming Services
	Section 5.23
	O
	


C.5 SCR for BCAST Notification Client (NTC)

	Item
	Function
	Reference
	Status
	Requirement

	BCAST-NT-C-001
	Support for the signalling of the availability and access to generic notifications through the SGDD.
	Sections 5.14.1.1.1, [BCAST13-SG] 5.4.2.5
	O
	

	BCAST-NT-C-002
	Support for the signalling of the availability and access to service-specific notifications through ‘Access’ fragment.
	Sections 5.14.1.2.1, [BCAST13-SG] 5.1.2.4
	O
	

	BCAST-NT-C-003
	Support for subscribing to notifications by sending a Notification Request to NTG
	Section 5.14.4.2.1
	O
	

	BCAST-NT-C-004
	Support for user-oriented notification request message format
	Section 5.14.4.2.1
	O
	BCAST-NT-C-003

	BCAST-NT-C-005
	Support for polling to notifications over Interaction Channel 
	Section 5.14.4.3
	O
	

	BCAST-NT-C-006
	BCAST Notification Client (NTC)
	Section 5.14
	O
	BCAST-NT-C-001 OR 

BCAST-NT-C-002 OR

BCAST-NT-C-004 OR

BCAST-NT-C-005

	BCAST-NT-C-007
	Support of Broadcast Terminal Provisioning signalling
	Section 5.2, 5.14
	O
	


C.6 SCR for BCAST Notification Distribution Adaptation (NTDA)

	Item
	Function
	Reference
	Status
	Requirement

	BCAST-NT-DA-001
	Support for the signalling of the availability and access to generic notifications through the SGDD.
	Sections 5.14.1.1.1, [BCAST13-SG] 5.4.2.5
	O
	

	BCAST-NT-DA-002
	Support for the signalling of the availability and access to service-specific notifications through the ‘Access’ fragment.
	Sections 

5.14.1.2.1,

[BCAST13-SG] 5.1.2.4
	O
	

	BCAST-NT-DA-003
	Notification back-end interface exposed
	Section 5.14.5.1
	O
	BCAST-NT-DA-004 AND

BCAST-NT-DA-005

	BCAST-NT-DA-004
	Support back-end interface for notification function
	Section 5.14.5.1
	O
	

	BCAST-NT-DA-005
	Support the back-end message for notification 
	Section 5.14.5.2
	O
	

	BCAST-NT-DA-006
	Backend interface SG-4 exposed in implementation
	Section 5.14.5.1
	O
	BCAST-NT-DA-007

	BCAST-NT-DA-007
	Support backend interface SG-4 for SG function
	Section 5.14.5.1
	O
	(BCAST-NT-DA-008 OR 

BCAST-NT-DA-009) AND 

BCAST-NT-DA-010 AND 

(BCAST-NT-DA-011 OR 

BCAST-NT-DA-012) AND 

BCAST-NT-DA-013 AND 

BCAST-NT-DA-005 

	BCAST-NT-DA-008
	Support IPv4
	Section 5.14.5.1
	O
	

	BCAST-NT-DA-009
	Support IPv6
	Section 5.14.5.1
	O
	

	BCAST-NT-DA-010
	Support TCP
	Section 5.14.5.1
	O
	

	BCAST-NT-DA-011
	Support HTTP1.1
	Section 5.14.5.1
	O
	

	BCAST-NT-DA-012
	Support HTTPS
	Section 5.14.5.1
	O
	

	BCAST-NT-DA-013
	SG backend messages for content delivery
	Section 5.14.5.1
	O
	

	BCAST-NT-DA-014
	BCAST Notification Distribution Adaptation
	Section 5.14
	O
	BCAST-NT-DA-001 OR BCAST-NT-DA-002 OR BCAST-NT-DA-003 OR BCAST-NT-DA-006

	BCAST-NT-DA-0015
	Support of Broadcast Terminal Provisioning signalling
	Section 5.2, 5.14
	O
	


C.7 SCR for BCAST Audience Measurement Client in Terminal (BCAST AM-C)
	Item
	Function
	Reference
	Status
	Requirement

	BCAST-AM-C-001
	Support for Terminal-Centric Audience Measurement
	Section 5.20.1
	O
	[BCAST-AM-C-002 OR 
(BCAST-AM-C-002 AND 
BCAST-AM-C-003) OR 
(BCAST-AM-C-005 AND
BCAST-AM-C-002 AND 
BCAST-AM-C-003) OR
(BCAST-AM-C-005 AND
BCAST-AM-C-002)] AND

BCAST-AM-C-034   

	BCAST-AM-C-002
	Support for Terminal-Centric Audience Measurement via HTTP(S)
	Section 5.20.1
	O
	BCAST-AM-C-007 AND 
BCAST-AM-C-013 AND 
BCAST-AM-C-015 AND 
BCAST-AM-C-021 AND 
BCAST-AM-C-023 AND 
BCAST-AM-C-025

	BCAST-AM-C-003
	Support for Terminal-Centric Audience Measurement via SMS
	Section 5.20.1
	O
	BCAST-AM-C-004

	BCAST-AM-C-004
	Audience Measurement SMS Trigger
	Section 5.20.1.1.7
	O
	BCAST-AM-C-008 AND 
BCAST-AM-C-026 AND    BCAST-AM-C-033

	BCAST-AM-C-005
	Support  signalling of Audience Measurement function in SG
	Section 5.4.1.5.2 in [BCAST13-SG]
	O
	BCAST-AM-C-006

	BCAST-AM-C-006
	Audience Measurement Trigger (AM Trigger) message over SG
	Section 
5.20.1.1.2,

5.20.1.2.1, [BCAST13-SG]
	O
	BCAST-AM-C-010 AND 
BCAST-AM-C-012 

	BCAST-AM-C-007
	AM Trigger message over HTTP(S)
	Section 
5.20.1.1.2,

5.20.1.2.1
	O
	BCAST-AM-C-009

	BCAST-AM-C-008
	AM Trigger  message over SMS
	Section 5.20.1.1.7
	O
	BCAST-AM-C-009

	BCAST-AM-C-009
	AM Trigger  message format
	Section 5.20.1.2.1
	O
	BCAST-AM-C-010 AND 
BCAST-AM-C-012

	BCAST-AM-C-010
	ServerAddressURL authentication
	Section 
5.20.1.1.2,

5.20.1.2.1
	O
	

	BCAST-AM-C-011
	Silent Opt-In
	Section 
5.20.1.1.2, 5.20.1.2.1
	O
	

	BCAST-AM-C-012
	Non-silent Opt-In, user consent asked explicitly
	Section
5.20.1.1.2,  
5.20.1.2.1
	O
	

	BCAST-AM-C-013
	Audience Measurement Request (AM Request) message over HTTP(S)
	Section 5.20.1.1.2
	O
	BCAST-AM-C-014

	BCAST-AM-C-014
	AM Request message format
	Section 5.20.1.2.2
	O
	BCAST-AM-C-016

	BCAST-AM-C-015
	Audience Measurement Response (AM Response) message over HTTP(S)
	Section 
5.20.1.1.2, 5.20.1.1.3,

5.20.1.2.3
	O
	BCAST-AM-C-018

	BCAST-AM-C-016
	AM Response message responding the AM Request
	Section
5.20.1.1.2, 5.20.1.1.3,

5.20.1.2.3
	O
	BCAST-AM-C-018

	BCAST-AM-C-017
	AM Response message pushed (not responding to an AM Request message)
	Section
5.20.1.1.3,  
5.20.1.2.3
	O
	BCAST-AM-C-018

	BCAST-AM-C-018
	AM Response message format
	Section 5.20.1.2.3
	O
	BCAST-AM-C-019

	BCAST-AM-C-019
	Audience Measurement Configuration Data
	Section 5.20.1.2.7, 5.20.1.2.3
	O
	BCAST-AM-C-020

	BCAST-AM-C-020
	Event measurement
	Section 5.20.1.1.4
	O
	

	BCAST-AM-C-021
	Audience Measurement Report Delivery (AMRD) message over HTTP(S)
	Section
5.20.1.1.5, 

5.20.1.2.4
	O
	BCAST-AM-C-022 AND 
BCAST-AM-C-023

	BCAST-AM-C-022
	AMRD message format
	Section 5.20.1.2.4
	O
	

	BCAST-AM-C-023
	Audience Measurement Report Response (AMRR) message over HTTP(S)
	Section
5.20.1.1.5,

5.20.1.2.5
	O
	BCAST-AM-C-024

	BCAST-AM-C-024
	AMRR message format
	Section 5.20.1.2.5
	O
	

	BCAST-AM-C-025
	Audience Measurement Report Trigger (AMRT) message over HTTP(S)
	Section
5.20.1.1.5, 

5.20.1.2.6
	O
	BCAST-AM-C-027

	BCAST-AM-C-026
	AMRT message over SMS
	Section
5.20.1.1.5, 5.20.1.1.7, 

5.20.1.2.6
	O
	BCAST-AM-C-027

	BCAST-AM-C-027
	AMRT message format
	Section 5.20.1.2.6
	O
	

	BCAST-AM-C-028
	Support for Smartcard-centric Audience measurement 
	Sections 5.20.2
	O
	BCAST-AM-C-029 AND (BCAST-AM-C-030 OR  BCAST-AM-C-031) AND

BCAST-AM-C-035 AND BCAST-AM-C-036

	BCAST-AM-C-029
	Support of DISPLAY TEXT and GET INPUT SIMtookit commands
	Sections 5.20.2.1.2 
	O
	

	BCAST-AM-C-030
	Support of SMS-PP protocol
	Sections 5.20.2.2.2 
	O
	

	BCAST-AM-C-031
	Support of BIP protocol
	Sections 5.20.2.2.3
	O
	

	BCAST-AM-C-032
	Support of Smartcard Broadcast provisioning protocol
	Sections 5.20.2.2.4
	O
	

	BCAST-AM-C-033
	Support CampaignInfo in SG
	Section 5.4.1.5.2 in [BCAST13-SG]
	O
	

	BCAST-AM-C-034
	Allowing/Disallowing measurements of particular service or content items
	Section 5.20.1
	O
	

	BCAST-AM-C-035
	Support of Event Signalling Modes of the BCAST command (Time Consumption and AMallowed/AMDisallowed
	Section  of [BCAST13-ServContProt]
	O
	

	BCAST-AM-C-036
	Support of STKM for Clear to air Services with NULL encryption
	Section  5.20.2.1.8
	O
	


C.8 SCR for BCAST Audience Measurement Client in Smartcard (BCAST AM-C)
	Item
	Function
	Reference
	Status
	Requirement

	BCAST-AM-SC-001
	Support of Audience measurement in Smartcard
	Sections 5.20.2
	O
	(BCAST-SCSPCP-C-005

OR  BCAST-SCSPCP-C-007) AND 

BCAST-AM-SC-005 AND BCAST-AM-SC-008 AND BCAST-AM-SC-009 AND BCAST-AM-SC-0010 AND BCAST-AM-SC-011 AND BCAST-AM-SC-023 AND BCAST-AM-SC-024 AND BCAST-AM-SC-025

	BCAST-AM-SC-002
	Support of Registration Process for AM
	Sections 5.20.2.1.1 
	O
	BCAST-AM-SC-001 AND BCAST-AM-SC-003 AND BCAST-AM-SC-004

	BCAST-AM-SC-003
	Support of REGISTRATION-REQUEST 
	Sections 5.20.2.1.1
	O
	BCAST-AM-SC-018

	BCAST-AM-SC-004
	Support of REGISTRATION-RESPONSE Message
	Sections 5.20.2.1.1
	O
	BCAST-AM-SC-018

	BCAST-AM-SC-005
	Support of OPT_IN message
	Sections 5.20.2.1.2
	O
	

	BCAST-AM-SC-006
	Support of OPT_IN_INVITATION_TRIGGER  message
	Sections 5.20.2.1.2
	O
	BCAST-AM-SC-007

	BCAST-AM-SC-007
	Support of OPT_IN_STATE_NOTIFICATION message
	Sections 5.20.2.1.2
	O
	

	BCAST-AM-SC-008
	Support of Configuration process
	Sections 5.20.2.1.3
	O
	BCAST-AM-SC-012

	BCAST-AM-SC-009
	Support of Activation  process
	Sections 5.20.2.1.4
	O
	BCAST-AM-SC-013

	BCAST-AM-SC-0010
	Support of Metering Process
	Sections 5.20.2.1.5
	O
	

	BCAST-AM-SC-011
	Support of Reporting Process
	Sections 5.20.2.1.6 
	O
	BCAST-AM-SC-014 AND BCAST-AM-SC-015 AND BCAST-AM-SC-016 AND BCAST-AM-SC-017

	BCAST-AM-SC-012
	Support of CONFIGURATION message 
	Sections 5.20.2.1.3
	O
	BCAST-AM-SC-018 OR BCAST-AM-SC-019 OR BCAST-AM-SC-020

	BCAST-AM-SC-013
	Support of ACTIVATION message
	Sections 5.20.2.1.4
	O
	BCAST-AM-SC-018 OR BCAST-AM-SC-019 OR BCAST-AM-SC-020

	BCAST-AM-SC-014
	Support of REPORTING message
	Sections 5.20.2.1.6
	O
	BCAST-AM-SC-018 OR BCAST-AM-SC-019

	BCAST-AM-SC-015
	Support of REPORTING_RESPONSE message
	Sections 5.20.2.1.6
	O
	BCAST-AM-SC-018 OR BCAST-AM-SC-019

	BCAST-AM-SC-016
	Support of REPORTING_REQUEST message
	Sections 5.20.2.1.6
	O
	BCAST-AM-SC-018 OR BCAST-AM-SC-019 OR BCAST-AM-SC-020

	BCAST-AM-SC-017
	Reporting based on internal event
	Sections 5.20.2.1.6
	O
	BCAST-AM-SC-014

	BCAST-AM-SC-018
	Support of SMS-PP protocol
	Sections 5.20.2.2.2
	O
	

	BCAST-AM-SC-019
	Support of HTTP protocol
	Sections 5.20.2.2.3
	O
	

	BCAST-AM-SC-020
	Support of Smartcard Broadcast provisioning protocol
	Sections 5.20.2.2.4
	O
	

	BCAST-AM-SC-021
	Support of Security at transport level
	Sections 5.20.2.2.1
	O
	

	BCAST-AM-SC-022
	Support of Security at application level
	Sections 5.20.2.2.1
	O
	

	BCAST-AM-SC-023
	Support of AM Control using Access criteria in STKM
	Section 5.20.2
	O
	

	BCAST-AM-SC-024
	Support of AM Control using Event Signalling command for clear to air services
	Section 5.20.2
	O
	

	BCAST-AM-SC-025
	Support of Event Signalling command for Time consumption
	Section 5.20.2
	O
	


C.9 SCR for BCAST Audience Measurement Management (AM-M)
	Item
	Function
	Reference
	Status
	Requirement

	BCAST-AM-M-001
	Support for Terminal-Centric Audience Measurement
	Section 5.20.1
	O
	[(BCAST-AM-M-002 OR 

(BCAST-AM-M-002 AND 

BCAST-AM-M-003)) OR 
(BCAST-AM-M-002 AND 
BCAST-AM-M-003 AND
BCAST-AM-M-005) OR 
(BCAST-AM-M-002 AND 
BCAST-AM-M-005)] AND 
BCAST-AM-M-042

	BCAST-AM-M-002
	Support for Terminal-Centric Audience Measurement via HTTP(S)
	Section 5.20.1
	O
	BCAST-AM-M-007 AND
BCAST-AM-M-010 AND 

BCAST-AM-M-012 AND 

BCAST-AM-M-017 AND 

BCAST-AM-M-019 AND 

BCAST-AM-M-021

	BCAST-AM-M-003
	Support for Terminal-Centric Audience Measurement via SMS
	Section 5.20.1
	O
	BCAST-AM-M-004

	BCAST-AM-M-004
	Audience Measurement SMS Trigger
	Section 5.20.1.1.7
	O
	BCAST-AM-M-008 AND

BCAST-AM-M-022 AND 

BCAST-AM-M-039

	BCAST-AM-M-005
	Support  signalling of Audience Measurement function in SG
	Section 5.4.1.5.2 in [BCAST13-SG]
	O
	BCAST-AM-M-006

	BCAST-AM-M-006
	Audience Measurement Trigger (AM Trigger) message over SG
	Section
5.20.1.1.2, 

5.20.1.2.1, [BCAST13-SG]
	O
	

	BCAST-AM-M-007
	AM Trigger message over HTTP(S)
	Section 
5.20.1.1.2,

5.20.1.2.1
	O
	BCAST-AM-M-009

	BCAST-AM-M-008
	AM Trigger message over SMS
	Section 5.20.1.1.7
	O
	BCAST-AM-M-009

	BCAST-AM-M-009
	AM Trigger  message format
	Section 5.20.1.2.1
	O
	

	BCAST-AM-M-010
	Audience Measurement Request (AM Request) message over HTTP(S)
	Section 
5.20.1.1.2

5.20.1.2.2
	O
	BCAST-AM-M-011

	BCAST-AM-M-011
	AM Request message format
	Section 
5.20.1.1.2

5.20.1.2.2
	O
	BCAST-AM-M-013

	BCAST-AM-M-012
	Audience Measurement Response (AM Response) message over HTTP(S)
	Section 
5.20.1.1.2 5.20.1.1.3

5.20.1.2.3
	O
	BCAST-AM-M-015

	BCAST-AM-M-013
	AM Response message responding the AM Request
	Section 
5.20.1.1.2 5.20.1.1.3

5.20.1.2.3
	O
	BCAST-AM-M-015

	BCAST-AM-M-014
	AM Response message pushed (not responding to an AM Request message)
	Section 
5.20.1.1.3

5.20.1.2.3
	O
	BCAST-AM-M-015

	BCAST-AM-M-015
	AM Response message format
	Section 5.20.1.2.3
	O
	BCAST-AM-M-016

	BCAST-AM-M-016
	Audience Measurement Configuration Data
	Section 5.20.1.2.7, 5.20.1.2.3
	O
	

	BCAST-AM-M-017
	Audience Measurement Report Delivery (AMRD) message over HTTP(S)
	Section 
5.20.1.1.5

5.20.1.2.4
	O
	BCAST-AM-M-018 AND 

BCAST-AM-M-019

	BCAST-AM-M-018
	AMRD message format
	Section 5.20.1.2.4
	O
	BCAST-AM-M-020

	BCAST-AM-M-019
	Audience Measurement Report Response (AMRR) message over HTTP(S)
	Section 
5.20.1.1.5

5.20.1.2.5
	O
	BCAST-AM-M-020

	BCAST-AM-M-020
	AMRR message format
	Section 5.20.1.2.5
	O
	

	BCAST-AM-M-021
	Audience Measurement Report Trigger (AMRT) message over HTTP(S)
	Section 
5.20.1.1.5

5.20.1.2.6
	O
	BCAST-AM-M-023

	BCAST-AM-M-022
	AMRT message over SMS
	Section 
5.20.1.1.5 5.20.1.1.7
5.20.1.2.6
	O
	BCAST-AM-M-023

	BCAST-AM-M-023
	AMRT message format
	Section 5.20.1.2.6
	O
	

	BCAST-AM-M-024
	Support of Audience measurement in Smartcard
	Sections 5.20.2
	O
	BCAST-AM-M-028 AND BCAST-AM-M-031 AND BCAST-AM-M-032 AND BCAST-AM-M-033 AND BCAST-AM-M-034 AND BCAST-AM-M-035 AND 
(BCAST-AM-M-043 OR BCAST-AM-M-044) AND BCAST-AM-M-045

	BCAST-AM-M-025
	Support of Registration Process for AM
	Sections 5.20.2.1.1 
	O
	BCAST-AM-M-024 AND BCAST-AM-M-026 AND BCAST-AM-M-027

	BCAST-AM-M-026
	Support of REGISTRATION-REQUEST 
	Sections 5.20.2.1.1
	O
	BCAST-AM-M-036

	BCAST-AM-M-027
	Support of REGISTRATION-RESPONSE Message
	Sections 5.20.2.1.1
	O
	BCAST-AM-M-036

	BCAST-AM-M-028
	Support of OPT_IN message
	Sections 5.20.2.1.2
	O
	

	BCAST-AM-M-029
	Support of OPT_IN_INVITATION_TRIGGER  message
	Sections 5.20.2.1.2
	O
	BCAST-AM-M-030

	BCAST-AM-M-030
	Support of OPT_IN_STATE_NOTIFICATION message
	Sections 5.20.2.1.2
	O
	

	BCAST-AM-M-031
	Support of CONFIGURATION message 
	Sections 5.20.2.1.3
	O
	BCAST-AM-M-036 OR BCAST-AM-M-037 OR BCAST-AM-M-038

	BCAST-AM-M-032
	Support of ACTIVATION message
	Sections 5.20.2.1.4
	O
	BCAST-AM-M-036 OR BCAST-AM-M-037 OR BCAST-AM-M-038

	BCAST-AM-M-033
	Support of REPORTING message
	Sections 5.20.2.1.6
	O
	BCAST-AM-M-036 OR BCAST-AM-M-037

	BCAST-AM-M-034
	Support of REPORTING_RESPONSE message
	Sections 5.20.2.1.6
	O
	BCAST-AM-M-036 OR BCAST-AM-M-037

	BCAST-AM-M-035
	Support of REPORTING_REQUEST message
	Sections 5.20.2.1.6
	O
	BCAST-AM-M-036 OR BCAST-AM-M-037 OR BCAST-AM-M-038

	BCAST-AM-M-036
	Support of SMS-PP protocol
	Sections 5.20.2.2 
	O
	

	BCAST-AM-M-037
	Support of HTTP protocol
	Sections 5.20.2.2
	O
	

	BCAST-AM-M-038
	Support of Smartcard Broadcast provisioning protocol
	Sections 5.20.2.2
	O
	

	BCAST-AM-M-039
	Support CampaignInfo  in SG
	Section 5.4.1.5.2 in [BCAST13-SG]
	O
	

	BCAST-AM-M-040
	Support of Smartcard-centric Security at transport level
	Sections 5.20.2.2
	O
	

	BCAST-AM-M-041
	Support of Smartcard-centric Security at application level
	Sections 5.20.2.2
	O
	

	BCAST-AM-M-042
	Allowing/Disallowing measurements of particular service or content items
	Section 5.20.1 
	O
	

	BCAST-AM-M-043
	Support of AM Control using signalling in Service Guide (clear to air services).
	Section  5.20.2
	O
	

	BCAST-AM-M-044
	Support of AM Control using Access criteria in STKM (clear-to-air services)
	Section  5.20.2
	O
	BCAST-AM-M-046

	BCAST-AM-M-045
	Support of AM Control using Access criteria in STKM (encrypted services)
	Section  5.20.2
	O
	

	BCAST-AM-M-046
	Support of Smartcard Centric AM for clear to air services using STKM with NULL encryption.
	Section  5.20.2
	O
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