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1 Reason for Change

This contribution describes the concept of ATIS CSF Content Delivery Network Interconnect and its functionalities.  
2 Impact on Backward Compatibility

No impact

3 Impact on Other Specifications

No other specifications are affected.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

We recommend that changes be discussed, accepted and incorporated into the white paper.

6 Detailed Change Proposal

Change 1:  Add Chapter 5.6 ATIS CSF CDN-Interconnection
5.6  ATIS CSF CDN-Interconnection
ATIS CSF in June 2011 published CDN Interconnection (CDN-I) Use Case Specification and High Level Requirements Release 1 (ATIS-0200003) with use cases and requirements structured by phase in the interconnect lifecycle, and providing model that addresses software download, cached delivery and peer-to-peer interconnection.
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Figure X – ATIS CSF CDN-I cache based delivery
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Figure X – ATIS CSF use case areas
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Figure X – ATIS CSF CDN-I interface domains

CDN-I Release 2 is still a work in progress with use cases and requirements for multicast content delivery (live streaming), Federated CDN-I and cloud services charging.
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Figure X – ATIS CSF CDN federation model interface domains

Change 2:  Add new changes

Change 3:  Add new changes
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