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1 Reason for Change

	A0342
	2008.05.11
	T
	5.1
	Source: Acision

Form: doc #0089

Comment: Dependency on SDP is not mentioned anywhere in the rest of the document.

Proposed Change: Add notes on SDP in the appropriate interface descriptions (CPM-CONV, CPM-NNI, CPM-IW1, CPM-IW2).
	Status: Closed
Proposal implemented within the text  of the interface description instead of a note.




2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Review and accept this change request.
6 Detailed Change Proposal

Change 1:  Proposal implemented
5.3.5 Interfaces between CPM Entities

CPM-CONV

The CPM-CONV interface is provided by the CPM Conversation Server to allow other entities (such as the CPM Client) to access / trigger the functionalities of the CPM Conversation Server on behalf of a user.

In an optional configuration, a remote CPM Client from a different domain may communicate with the CPM Conversation Server over this interface, e.g. to allow direct Media flow between the CPM Client and a CPM Conversation Server performing the CPM Controlling Function, depending on service provider policies and user preferences. This may happen, for example, when a CPM Client initiates communication using a CPM Pre-defined Group managed in another network, with floor control centralized in one CPM Controlling Function, and when the CPM Participating Function in the CPM Client’s domain does not insert itself in the User Plane communication.

Supported functionality:
· CPM Session signalling
· CPM Group Session related signalling for:
· Subscription and notification of Participant and CPM Group Session state information

· CPM Group Session control requests (e.g. adding Participants) 
· CPM Message transfer
· Continuous Media transfer
· Control of continuous Media transfers
· Delivery of stored deferred messages
The protocols used for the CPM-CONV interface are SIP, SDP [RFC4566], MSRP [RFC4975], and RTP/RTCP [RFC3550]. SIP is used for CPM Session signalling and for discrete Pager Mode CPM Message transfer. SDP is used to describe the set of media streams, codecs, and other media related parameters supported during CPM Session set up.  MSRP is used for the transfer of Large Message Mode CPM Messages, as well as for the exchange of CPM Messages, both small and large, within a CPM Session. RTP is used for continuous Media transport and RTCP supports for the exchange of information needed to control RTP sessions.
CPM-IW1

The CPM-IW1 interface is provided by the Interworking Selection Function to allow other entities (such as the CPM Conversation Server) to route CPM Messages, continuous Media, and CPM Sessions towards an Interworking Function that takes care of the interworking towards Non-CPM Communication Services.

Supported functionality:
· CPM Session signalling
· CPM Message transfer
The protocols used for the CPM-IW1 interface are SIP and SDP [RFC4566]. SIP is used for CPM Session signalling and for discrete Pager Mode CPM Message transfer. SDP is used to describe the set of media streams, codecs, and other media related parameters supported during CPM Session set up
CPM-IW2
The CPM-IW2 interface is provided by the Interworking Function to allow other entities (such as the Interworking Selection Function) to perform interworking functionality of CPM Messages, continuous Media, and CPM Sessions towards Non-CPM Communication Services.

Supported functionality:
· CPM Session signalling
· CPM Message transfer
The protocols used for the CPM-IW2 interface are SIP and SDP [RFC4566]. SIP is used for CPM Session signalling and for discrete Pager Mode CPM Message transfer. SDP is used to describe the set of media streams, codecs, and other media related parameters supported during CPM Session set up
5.3.3.4 CPM-IW3

The CPM-IW3 interface is provided by the Interworking Function to support the direct User Plane communication between other entities (such as the CPM Conversation Server or the CPM Client) and the Interworking Function.

Supported functionality:

· CPM Message transfer

· Continuous Media transfer

· Control of continuous Media transfers

The MSRP [RFC4975] and RTP/RTCP [RFC3550] protocols are used for the CPM-IW3 interface. MSRP is used for the transfer of Large Message Mode CPM Messages, as well as for the exchange of CPM Messages, both small and large, within a CPM Session. It is not used for Pager Mode CPM Messages. RTP is used for continuous Media transport and RTCP supports the exchange of information needed to control RTP sessions.
Change 2:  Proposal implemented

5.3.5 Interfaces between CPM Entities and External Entities

5.3.5.1 Communication with a Remote CPM Environment

5.3.5.1.1 CPM-NNI

The CPM-NNI interface is provided by the CPM Conversation Server to allow entities in a remote CPM environment to access / trigger the functionalities of the CPM Conversation Server in the home CPM environment.

Signalling Control interface CPM-NNI supports the communication between the home CPM Conversation Server and a CPM Conversation Requestor located in a remote CPM Environment.  The CPM Conversation Requestor can be the remote CPM Conversation Server. The interface relies on the communication via the SIP/IP Cores between the different networks.
Supported functionality:
· CPM Session signalling
· CPM Message transfer
· Continuous Media transfer
· Control of continuous Media transfers
The protocols used for the CPM-NNI are SIP, SDP [RFC4566], MSRP [RFC4975], and RTP/RTCP [RFC3550]. SIP is used for CPM Session signalling and for discrete Pager Mode CPM Message transfer. SDP is used to describe the set of media streams, codecs, and other media related parameters supported during CPM Session set up .MSRP is used for the transfer Large Message Mode CPM Messages, as well as for the exchange of CPM Messages, both small and large, within a CPM Session. RTP is used for continuous Media transport and RTCP supports for the exchange of information needed to control the RTP sessions.
5.3.5.1.2 CPM-UUI

The CPM-UUI interface is provided by the CPM Client to support the direct User Plane communication between other entities (such as another CPM Client, possibly in a remote CPM environment) and the CPM Client.

Media interfaces in CPM-UUI support a direct peer-to-peer connection for User Plane communication between two CPM Clients either in the same domain or in different domains. This reference point to enable the “direct Peer-to-Peer link” solution is optional and is permitted based on service provider policies and user preferences checked during the signalling phase of session setup.
Supported functionality:
· CPM Message transfer
· Continuous Media transfer
· Control of continuous Media transfers
The MSRP [RFC4975] and RTP/RTCP [RFC3550] protocols are used for the CPM-UUI interface. MSRP is used for the transfer Large Message Mode CPM Messages, as well as for the exchange of CPM Messages, both small and large, within a CPM Session. It is not used for Pager Mode CPM Messages. RTP is used for continuous Media transport and RTCP supports for the exchange of information needed to control RTP sessions.
5.3.5.2 Interfaces to the SIP/IP Core 

Each of the interfaces is an I2 interface in the OSE context and provided by the SIP/IP Core entities. When the SIP/IP Core is based on the 3GPP IMS or 3GPP2 MMD, the utilization of these interfaces complies to the rules described in [OMA-IMS-AD].
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