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1 Reason for Change

	A0752
	2008.05.13
	E
	5.3.1.4
	Source: Nortel

Form: document #0263

Comment: The first sentence “The Interworking Selection Function selects the Non-CPM Communication Service a CPM Session or a CPM Message needs to be routed to.” Is redundant with the normative description below it. It is proposed to delete it.

Proposed Change: Change “The Interworking Selection Function selects the Non-CPM Communication Service a CPM Session or a CPM Message needs to be routed to.

The Interworking Selection Function SHALL:” to “The Interworking Selection Function SHALL:”
	Status: OPEN
Need to be discussed
CR 300

	A0753
	2008.05.13
	E
	5.3.1.4
	Source: Nortel

Form: document #0263

Comment: Missing “a”

Proposed Change: Change “The Interworking Selection Function SHALL also be able to route a CPM Session or a CPM Message to functionality in the SIP/IP Core that performs interworking.” to ”The Interworking Selection Function SHALL also be able to route a CPM Session or a CPM Message to a functionality in the SIP/IP Core that performs interworking.”
	Status: CLOSED
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	A0754
	2008.05.09
	T
	5.3.1.4
	Source: Huawei
Form: INP

Comment: in the following sentence, what is functionality in the SIP/IP Core? Which entity? It is vague.

The Interworking Selection Function SHALL also be able to route a CPM Session or a CPM Message to functionality in the SIP/IP Core that performs interworking.
Proposed Change: Clarify it.
	Status: OPEN

Need to be discussed
CR 300

	A0755
	2008.04.30
	T
	5.3.1.4
	Source: Jerry Shih (AT&T)

Form: INP

Comment: need to cover originating scenario also

Proposed Change: 

Modify the existing bullet and

Add a new bullet item for originating scenario as follow:

· Select the Interworking Function to which a CPM Session or CPM Message needs to be routed, based on recipient user’s preferences and/or service provider’s policies.
· Select the Interworking Function to which a CPM Session or CPM Message needs to be routed based on service provider’s policies.
	Status: OPEN 

Need to be discussed

	A0756
	2008.05.07
	E
	5.3.1.4
	Source: NeuStar

Form: Review contribution

Comment: Editorial comments 

Proposed Change: Change "be routed to." to "interwork with" in the 2nd line. 
	Status: CLOSED
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	A0757
	2008.05.07
	T
	5.3.1.4
	Source: NeuStar

Form: Review contribution

Comment: Need to include functions such as selection of another IWF when the selected IWF fails to interwork and indicating to the CPM CS if interworking is successful or fails.

Proposed Change: Will have a CR on this.
	Status: OPEN
Need to be discussed

	A0758
	2008.05.09
	E
	5.3.1.4
	Source: Nokia

Form: INP doc

Comment: New wording

Proposed Change: “The Interworking Selection Function SHALL also be able to...” -> “Additionally, the Interworking Selection Function SHALL be able to...”
	Status: CLOSED
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	A0759
	
	E
	5.3.1.4
	Source: Mike Parsel, Sprint Nextel

Form: INP doc

Comment: Select the Interworking Function to which a CPM Session or CPM Message needs to be routed, based on e.g. recipient user’s preferences and/or service provider’s policies.

Hard to understand the meaning   

Proposed Change: 

Select the Interworking Function (e.g. based on recipient user’s preferences and/or service provider’s policies) to which a CPM Session or CPM Message needs to be routed.
	Status: CLOSED
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	A0760
	2008.05.09
	T
	5.3.1.4
	Source: Samsung Electronics

Form: INP

Comment: ‘The Interworking Selection Function SHALL also be able to route a CPM Session or a CPM Message to functionality in the SIP/IP Core that performs interworking.’ It sounds strange. In the previous description, it says ISF SHALL route the CPM Message to the selected Interworking Function. Now, ISF SHALL be able to route a CPM Message to functionality in the SIP/IP Core? It is wrong for ISF to do two ‘SHALL route~’, (i.e., route different functionalities at the same time). 

Proposed Change: change like this.

The Interworking Selection Function MAY route a CPM Session or a CPM Message to functionality in the SIP/IP Core that performs interworking, if Interworking Function is not selected based on e.g. recipient user’s preferences or service provider’s policies or both.
	Status: OPEN

Need to be discussed
Related to 0754
CR 300

	A0761
	2008.04.23
	T
	5.3.1.4
	Source: China Mobile

Comment：It’s mentioned that “The Interworking Selection Function SHALL also be able to route a CPM Session or a CPM Message to functionality in the SIP/IP Core that performs interworking”  but if the ISF supporting continues media routing isn’t  described. So the two issues shown as below should be clarified.

Should ISF be able to route continues media? 

If  ISF supports continues media routing, which entity should be responsible for  route continues media to functionality in the SIP/IP Core that performs interworking, ISF of CS?

 
	Status: OPEN
Need to be discussed
Related to 0754
CR 300

	A0762
	2008.05.13
	T
	5.3.1.4
	Source: Orange

Form: 

Comment: add "type of content" as a criteria

Proposed Change: 
Select the Interworking Function to which a CPM Session or CPM Message needs to be routed, based on e.g. recipient user’s preferences and/or service provider’s policies, type of content

	Status: CLOSED
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	A0763
	2008.05.07
	E
	5.3.1.4

5.3.1.5
	Source: NEC

Form: OMA-MWG-CPM-2008-0237

Comment: editorial adjustments for more clarification on ISF and IWF

 Proposed Change: 

Included in CR: OMA-MWG-CPM-2008-0245-CR_AD_Comment_ Resolution_sec_5_3_1_4_and_5.doc
	Status: OPEN 
Need to be discussed


2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

No impact on other CPM specifications.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

OMA MWG-CPM is recommended to agree with the proposed changes.
6 Detailed Change Proposal

5.3.1.4 Interworking Selection Function

The Interworking Selection Function selects the Non-CPM Communication Service a CPM Session or a CPM Message needs to interwork with.

The Interworking Selection Function SHALL:

· Select the Interworking Function (e.g. recipient user’s preferences, service provider’s policies and/or type of content) to which a CPM Session or CPM Message needs to be routed.
· Subsequently route the CPM Session or CPM Message to the selected Interworking Function.
Additionally, the Interworking Selection Function SHALL also be able to route a CPM Session or a CPM Message to a functionality in the SIP/IP Core that performs interworking.
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