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1 Reason for Change

The following ADRR comments on the term CPM framework are still open:
	A0084
	2008.04.30
	E
	3.2
	Source: Jerry Shih (AT&T)

Form: INP

Comment: missing “CPM Framework” definition

Proposed Change: 

Do we need a definition of “CPM Framework”?
	Status: 
CLOSED

CPM framework term removed by OMA-MWG-CPM-2008-0577.

	A0106
	2008.05.13
	T
	3.2
	Source: ZTE Corporation

Form: INP
Comment: there isnot definition of “CPM Framework”,AD document should provide it. 

Proposed Change: the workgroup should discuss the problem and give a solution.
	Status: CLOSED

CPM framework term removed by OMA-MWG-CPM-2008-0577.

	A0128
	2008.05.09
	T
	4
	Source: Huawei
Form: INP

Comment: what is “CPM framework”? Is CPM framework any difference with CPM enabler? Maybe we should give a definition for “CPM framework”.

Proposed Change: give a definition for “CPM framework”.
	Status: CLOSED

CPM framework term removed by OMA-MWG-CPM-2008-0577.

	A0136
	2008.05.09
	T
	4
	Source: NSN

Form: INP doc

Comment: in the 1st paragraph, "CPM Enabler provides building blocks" while in 2nd paragraph, "CPM framework is composed of the set of building blocks". it is not clear how CPM enabler differs from CPM framework

Proposed Change: replace "CPM framework" with "CPM Enabler"  everywhere or  explain the difference
	Status: CLOSED

CPM framework term removed by OMA-MWG-CPM-2008-0577.

	A0153
	2008.05.11
	T
	4, 2nd paragraph
	Source: Acision

Form: doc #0089

Comment: A definition of CPM framework needs to be added. 

Proposed Change: Add definition.
	Status: CLOSED

CPM framework term removed by OMA-MWG-CPM-2008-0577.

	A0162
	2008.05.12
	T
	4
	Source: Alcatel-Lucent

Comment: The use of CPM framework instead of (or complementary to) the use of CPM enabler is not consistent. It may be that the CPM framework is not defined. There is no definition for the term “framework” in OMA either! 
 Proposed Change: 

A comprehensive CR is needed to address consistently places where CPM framework is used. In case this approach is taken, a definition is needed, and use of CPM framework (assumed different than CPM enabler) should be restricted to an informative section, while the use of CPM enabler should be allowed in both informative and normative sections.
	Status: CLOSED

CPM framework term removed by OMA-MWG-CPM-2008-0577.


After giving these comments some thought, it is clear that the CPM framework term is unclear to people, especially in what the difference with the CPM Enabler is. Therefore it is decided to not use the term CPM framework anymore, but rather to more generic term CPM Enabler.

Hence this change request proposed the removal of the term CPM framework from the AD, in favour of the term CPM Enabler.

2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

OMA MWG-CPM is recommended to agree with the proposed changes.
6 Detailed Change Proposal

Change 1:  Update Definition of VAS Application
3.2 Definitions

	Aggregation Proxy
	A functional component of the XDM architecture, as defined in [OMA-XDM-AD].

	Authorized Principal
	See [OMA-DICT].  

	Charging Event
	See [OMA-DICT].

	Communication Capabilities
	See [OMA-CPM-RD].

	CPM-based Service
	A Service that uses the functionalities of the CPM framework to fulfil its communication needs.

	CPM Ad-hoc Group
	See [OMA-CPM-RD].

	CPM Address

	See [OMA-CPM-RD].

	CPM Client
	A functional component of the CPM architecture, as defined in this document

	CPM Controlling Function
	A function of the CPM Conversation Server functional component of the CPM architecture, as defined in this document.

	CPM Conversation
	See [OMA-CPM-RD].

	CPM Conversation History Function
	A function of the CPM Conversation Server functional component of the CPM architecture, as defined in this document.

	CPM Conversation Server
	A functional component of the CPM architecture, as defined in this document.

	CPM Deferred Messaging Function
	A function of the CPM Conversation Server functional component of the CPM architecture, as defined in this document.

	CPM Group
	See [OMA-CPM-RD].

	CPM Group Session
	See [OMA-CPM-RD].

	CPM Message
	See [OMA-CPM-RD].

	CPM Participating Function
	A function of the CPM Conversation Server functional component of the CPM architecture, as defined in this document.

	CPM Pre-defined Group
	See [OMA-CPM-RD].

	CPM Session
	See [OMA-CPM-RD].

	CPM Session History
	See [OMA-CPM-RD].

	CPM Session Invitation
	See [OMA-CPM-RD].

	CPM Thread
	See [OMA-CPM-RD].

	CPM User
	User of a CPM-based Service.

	CPM User Preferences
	A functional component of the CPM architecture, as defined in this document.

	Deferred Delivery Messaging
	See [OMA-DICT].

	Device
	See [OMA-DICT].

	Discrete Media
	See [OMA-CPM-RD].

	Enabler
	See [OMA-DICT].

	Immediate Messaging
	See [OMA-DICT].

	Interworking Function
	A functional component of the CPM architecture, as defined in this document.

	Interworking Selection Function
	A functional component of the CPM architecture, as defined in this document.

	Large Message Mode
	This mode is used to send a single large CPM Message using MSRP.

	Media
	See [OMA-CPM-RD].

	Media Type
	See [OMA-DICT].

	Media Object
	A piece of Discrete Media that can be referenced by a URL, or included directly in a CPM Message. 

	Media Stream
	See [RFC3264].

	Media Stream Type
	The Media Stream Type corresponds to the <media> parameter of a Media description, referred to as “media types” in [RFC4566].

	Message and Media Storage Client
	A functional component of the CPM architecture, as defined in this document.

	Message and Media Storage Server
	A functional component of the CPM architecture, as defined in this document.

	Message Session Relay Protocol
	See [RFC4975].

	Non-CPM Communication Service
	See [OMA-CPM-RD].

	Offline Charging
	See [OMA-DICT].

	Online Charging
	See [OMA-DICT].

	Pager Mode
	Sending a single CPM Message of limited size without requiring the establishment of an MSRP session.

	Participant
	See [OMA-DICT].

	Presence Information
	See [OMA-PRS-RD].

	Presentity
	See [OMA-PRS-RD].

	Principal
	See [OMA-DICT].

	Pseudonym
	See [OMA-CPM-RD].

	Pull
	See [OMA-DICT].

	Push
	See [OMA-DICT].

	Real-Time Transport Protocol
	See [RFC3350].

	RTP Control Protocol
	See [RFC3350].

	Service
	See [OMA-DICT].

	Session Description Protocol
	See [RFC4566].

	Session Initiation Protocol
	See [RFC3261].

	Shared Group XDMS
	A functional component of the XDM architecture, as defined in [OMA-XDM-AD]

	Shared List XDMS
	A functional component of the XDM architecture, as defined in [OMA-XDM-AD]

	Shared Policy XDMS
	A functional component of the XDM architecture, as defined in [OMA-XDM-AD]

	User
	See [OMA-DICT].

	User Communication Preferences
	See [OMA-CPM-RD].

	User Plane
	A specification of the Media and Media control signalling (e.g. floor control) between CPM functional components.

	User Preferences Profile
	See [OMA-CPM-RD].

	VAS
	See [OMA-DICT].

	VAS Application
	An external entity offering a VAS which uses the functionalities of the CPM Enabler as part of its service logic.


Change 2:  Update Section 4.
4. Introduction
(Informative)

The Converged IP Messaging (CPM) enabler provides the convergence of multi-media communication services while  leveraging standardized service functionalities from existing communication enablers like Instant Messaging [OMA-SIMPLE-IM] or Push to talk over Cellular [OMA-POC].
The CPM Enabler provides building blocks, by reuse of existing blocks and by defining new ones, to allow for both the consolidation of present and the creation of future inter-personal interactive multimedia communication services which accommodate different user experiences such as Deferred Delivery Messaging and Immediate Messaging, session-based messaging, and half duplex/full duplex conferencing.

Figure 1 shows a schematic overview, in which the CPM Enabler is composed of a set of building blocks, and in which the CPM-based Services (the top-level boxes) are the Services that are built on top of the CPM Enabler. The CPM-based Services communicate via the features and functions exposed by the CPM Enabler. One particular example of a CPM-based Service is an inter-personal messaging Service. Another example of a CPM-based Service is a game Service that requires communication between specific game-clients using messages or Media Streams.
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Figure 1: Schematic overview of environment of the CPM Enabler
The CPM Enabler supports both one-to-one and one-to-many communications.
The CPM Enabler allows the creation of CPM-based Services that make it possible for CPM Users to:

· communicate without explicitly selecting the underlying technology being used, 

· participate in multiple conversations in parallel,
· use multiple Devices in parallel,

· personalise their CPM-based Services by setting preferences to indicate, for example, which Device(s) messages should be received on,
· store any type of message and Media in the network.
The CPM Enabler is designed to support interworking with legacy messaging, voice and video services (e.g., SMS, MMS and email) as well as communicating with VAS Applications.
The CPM Enabler makes efficient use of resources (e.g. radio bandwidth) for all of its features.
This document covers the CPM Enabler architecture designed to provide functionalities identified in [OMA-CPM-RD] for the requirements defined for CPM V1.0 and CPM V1.1.
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