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1 Reason for Change

This CR proposes set of procedures about receiving Large Message Mode CPM Message at terminating CPM Client.
Scope of change:
· clause “7.3.x  Recieving Large Message”
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended that the proposed changes are discussed and agreed.
6 Detailed Change Proposal

Change 1:  Add in the Normative Reference section

2.1
Normative References
	[3GPP TS24.229]
	“IP Multimedia Call Control Protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP);”, 3GPP, TS24.229, URL:http://www.3gpp.org/

	[3GPP2 X.S0013.004]
	“All-IP Core Network Multimedia Domain: IP Multimedia Call Control Protocol Based on SIP and SDP”, 3GPP2, X.S0013.004, URL:http://www.3gpp2.org/

	[draft-ietf-sip-gruu]
	“Obtaining and Using Globally Routable User Agent (UA) URIs (GRUU) in the Session Initiation Protocol (SIP)”, J. Rosenberg, 11 October 2007, URL:http://www.ietf.org/internet-drafts/draft-ietf-sip-gruu-15.txt

	[draft-ietf-sip-outbound]
	“Client Initiated Connections in the Session Initiation Protocol (SIP)”, C. Jennings, 29 October 2008, URL: http://www.ietf.org/internet-drafts/draft-ietf-sip-outbound-16.txt

	[draft-update-pai]                       
	“Updates to Asserted Identity in the Session Initiation Protocol (SIP) 
URL: http://tools.ietf.org/html/draft-ietf-sipping-update-pai-09.txt

	[OMA-CPM-AD]
	“Converged IP Messaging Architecture”, Open Mobile Alliance™, OMA-AD-CPM-V1_0, URL:http://www.openmobilealliance.org/

	[OMA-CPM-RD]
	“Converged IP Messaging Requirements”, Open Mobile Alliance™, OMA-RD-CPM-V1_0, URL:http://www.openmobilealliance.org/

	[OMA-XDM-Shared-Group]
	“Shared Group XDM Specification”, Open Mobile Alliance™, OMA-TS-XDM_Shared_Group-V1_0,

URL:http://www.openmobilealliance.org/

	[RFC2119]
	IETF RFC 2119: “Key words for use in RFCs to Indicate Requirement Levels”,
URL: http://www.ietf.org/rfc/rfc2119.txt

	[RFC3261]
	IETF RFC 3261 (June 2002): “SIP: Session Initiation Protocol”, 
URL:http://www.ietf.org/rfc/rfc3261.txt

	[RFC3265]
	IETF RFC 3265: “Session Initiation Protocol (SIP)-Specific Event Notification”,
URL: http://www.ietf.org/rfc/rfc3265.txt

	[RFC3323]
	IETF RFC 3265: “A Privacy Mechanism for the Session Initiation Protocol (SIP)”,
URL: http://www.ietf.org/rfc/rfc3323.txt

	[RFC3325]
	IETF RFC 3325: “Private Extensions to the Session Initiation Protocol (SIP) for Asserted Identity within Trusted Networks”,  URL: http://www.ietf.org/rfc/rfc3325.txt

	[RFC3428]
	IETF RFC 3428: “Session Initiation Protocol (SIP) Extension for Instant Messaging”,

URL: http://www.ietf.org/rfc/rfc3428.txt

	[RFC3680]
	IETF RFC 3680: “A Session Initiation Protocol (SIP) Event Package for Registrations”,

URL: http://www.ietf.org/rfc/rfc3680.txt

	[RFC3840]
	IETF RFC 3840 (Aug 2004): "Indicating User Agent Capabilities in the Session Initiation Protocol (SIP)", URL: http://www.ietf.org/rfc/rfc3840.txt

	[RFC3841]
	IETF RFC 3841: “Caller Preferences for the Session Initiation Protocol (SIP)”,
URL: http://www.ietf.org/rfc/rfc3841.txt

	[RFC3903],
	IETF RFC 3903: “Session Initiation Protocol (SIP) Extension for Event State Publication”,
URL: http://www.ietf.org/rfc/rfc3903.txt

	[RFC4353]
	IETF RFC 3261: “Conferencing Framework with SIP”,

URL: http://www.ietf.org/rfc/rfc4353.txt

	[RFC4975]
	IETF RFC 4975: “The Message Session Relay Protocol (MSRP)”,
URL: http://www.ietf.org/rfc/rfc4975.txt

	[RFC5365]
	IETF RFC 5365: “Multiple-Recipient MESSAGE Requests in the Session Initiation Protocol”, 
URL: http://www.ietf.org/rfc/rfc5365.txt

	[RFC5366]
	IETF RFC 5366: “Conference Establishment Using Request-Contained Lists in the Session Initiation Protocol (SIP)”, URL: http://www.ietf.org/rfc/rfc5366.txt

	[RFC5438]
	IETF RFC 5438: “Instant Message Disposition Notification (IMDN)”, 
URL: http://www.rfc-editor.org/rfc/rfc5438.txt

	[RFC3264]
	IETF RFC 3264 “An Offer/Answer Model with the Session Description Protocol (SDP) ”, 
URL: http://www.ietf.org/rfc/rfc3264.txt

	[RFC4566]
	IETF RFC 4566 “SDP: Session Description Protocol”,
URL: http://www.rfc-editor.org/rfc/rfc4566.txt


Change 2:  Add the following to clause “7.3.x
Recieving Large Message”

7.3.x Receiving Large Message
When the CPM Client receives a SIP INVITE request to set up a session for Large Message Mode CPM Message, the CPM Client:
Editor’s note: It is FFS how the CPM Client knows that the SIP INVITE is for a Large Message Mode.

1. SHALL check if the accept-type attribute of the SDP m line in the SIP INVITE request are acceptable to the CPM Client and if not, reject the request with a SIP 488 "Media Type Not Acceptable Here" response. Otherwise, continue with the rest of the steps;
2. SHALL store the content of the Contact header field;
3. SHALL generate a SIP 200 OK response to the received initial SIP INVITE request according to rules and procedures of [RFC3261] with the following clarification, the CPM Client:

a. SHALL include the CPM release version in the User Agent header; 
Editor’s note: How to express “CPM release version” in User Agent header is FFS.
b. SHOULD include an Allow header with all supported SIP methods; 
c. SHALL include the CPM Address of the CPM User as the Authenticated Originator's CPM Address as specified in subclause 6.2 “Authenticated Originator's CPM Address”.
d. SHALL include an answer SDP according to rules and procedures of [RFC3264], [RFC4566] and [RFC4975] with the following clarification, the CPM Client:

-
SHALL set the SDP directional media attribute to a=recvonly;

-
SHALL set the content type as a=accept-types: message/cpim.
Editor’s note: It is FFS if “a=accept-types: message/cpim” is the appropriate content type.
4. SHALL send the SIP 200 OK response according to rules and procedures of the SIP/IP Core.
When the CPM Client receives a SIP ACK acknowledgement, the CPM Client:
1. SHALL establish the TCP connection according to the offerer SDP;
2. SHALL prepare to receive MSRP SEND messages according to rules and procedures of [RFC4975].

When the CPM Client receives a MSRP SEND request, the CPM Client SHALL handle it according to rules and procedures of [RFC4975].













NO REPRESENTATIONS OR WARRANTIES (WHETHER EXPRESS OR IMPLIED) ARE MADE BY THE OPEN MOBILE ALLIANCE OR ANY OPEN MOBILE ALLIANCE MEMBER OR ITS AFFILIATES REGARDING ANY OF THE IPR’S REPRESENTED ON THE “OMA IPR DECLARATIONS” LIST, INCLUDING, BUT NOT LIMITED TO THE ACCURACY, COMPLETENESS, VALIDITY OR RELEVANCE OF THE INFORMATION OR WHETHER OR NOT SUCH RIGHTS ARE ESSENTIAL OR NON-ESSENTIAL.

THE OPEN MOBILE ALLIANCE IS NOT LIABLE FOR AND HEREBY DISCLAIMS ANY DIRECT, INDIRECT, PUNITIVE, SPECIAL, INCIDENTAL, CONSEQUENTIAL, OR EXEMPLARY DAMAGES ARISING OUT OF OR IN CONNECTION WITH THE USE OF DOCUMENTS AND THE INFORMATION CONTAINED IN THE DOCUMENTS.

USE OF THIS DOCUMENT BY NON-OMA MEMBERS IS SUBJECT TO ALL OF THE TERMS AND CONDITIONS OF THE USE AGREEMENT (located at http://www.openmobilealliance.org/UseAgreement.html) AND IF YOU HAVE NOT AGREED TO THE TERMS OF THE USE AGREEMENT, YOU DO NOT HAVE THE RIGHT TO USE, COPY OR DISTRIBUTE THIS DOCUMENT.

THIS DOCUMENT IS PROVIDED ON AN "AS IS" "AS AVAILABLE" AND "WITH ALL FAULTS" BASIS.

© 2009 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 1 (of 3)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20090101-I]

© 2009 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 3 (of 3)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20090101-I]

