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1 Reason for Change

This CR modifies the System Description as a follow up of the discussions held on “OMA-MWG-CPM-2009-0329-INP_SD_DelRprtAndReadReply_FlowsOrNot”.

It adds Delivery Notification to “C.4.1.2 Pager Mode CPM Message Interworking at the Terminating Side”.

Boston MOMs excerpt “OMA-MWG-CPM-2009-0333R01-MINUTES_22Jun2009_Boston”

“Option e: Update the interworking flows for delivery notification not the read reply.“

2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The Group is recommended to agree on the proposed changes.
6 Detailed Change Proposal
C.4.1.2 Pager Mode CPM Message Interworking at the Terminating Side

This section describes an interworking message flow in a case that a recipient has subscription to CPM service and other Non-CPM Communication services but he is not available or not willing to receive a CPM Message.
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Figure 1: Interworking based on recipient’s user preferences at the terminating network
1. In order for a CPM Message to reach to CPM Client B, CPM System A passes the CPM Message to SIP/IP Core B.

2. SIP/IP Core B routes the CPM Message to CPM Participating Function B serving CPM Client B.

3. CPM Participating Function B retrieves the recipient’s user preferences from preference XDMS B.

4. CPM Participating Function B makes a decision about whether interworking is needed or not.

5. If the decision is taken to interwork, CPM Participating Function B routes the CPM Message to SIP/IP Core B.

6. SIP/IP Core B routes the CPM Message to Interworking Selection Function B.

7. Interworking Selection Function B retrieves the recipient’s user preferences for interworking selection from Preference XDMS B.

8. Interworking Selection Function B selects the most appropriate Interworking Function for handling the CPM Message. For this purpose, Interworking Selection Function B may:

· interact with supporting Enablers (e.g. request / obtain the recipient's Presence Information)

· use additional information, such as 

· the Non-CPM Communication Services available

· a non-CPM address to be used for routing.

NOTE: 
To select the appropriate Interworking Function, Interworking Selection Function can take into account other factors along with the recipient’s user preferences based on service provider policies.

9. Interworking Selection Function B routes the CPM Message to SIP/IP Core B.
10. SIP/IP Core B routes the CPM Message to the selected Interworking Function B.

11. Interworking Function B converts the CPM Message into a non-CPM message routable in the non-CPM System B.

12. Interworking Function B routes the non-CPM message to non-CPM system B.

13. The acknowledgement of the non-CPM message is returned from non-CPM system B to Interworking Function B.

14. Interworking Function B converts the acknowledgement of the non-CPM message into an OK response to the CPM Message.

15-20. The OK response is routed to the CPM Client A Home Network along the Signalling Path that the CPM Message experienced before.
21. If supported by the non-CPM system B, it generates a delivery notification towards the sender.
NOTE:
The Client B may opt to disallow a delivery notification, even though asked to by Client A.

22. Interworking Function B converts the non-CPM message delivery notification into a CPM Message delivery notification.

23-26. The Interworking Function B routes the CPM Message delivery notification towards CPM System A, via the CPM Participating Function B and the SIP/IP Core B.

27-30. CPM System A sends an OK response towards non-CPM system B along the same Signalling Path, via the SIP/IP Core B and the CPM Participating Function B.

31. Interworking Function B routes the ack towards the non-CPM System B.
NOTE 1:
The non-CPM System B may or may not require an ack.

NOTE 2:
The CPM Client A served by the CPM System A might have requested a read report. If so, and if supported by the non-CPM system, the recipient client in the non-CPM System B might provide one. The read report will be handled in a similar way to the delivery notification (steps 21 to 31).
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