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1 Reason for Contribution

The attached documents will be presented to the next 3GPP SA1 meeting.
Supporting companies in CPM are requested to review and indicate if they support  for the Work Item.

The table in the WID contains a list of the CPM companies that have indicated support so far. If there is nay inconsistency, please inform the author to correct accordingly.

2 Summary of Contribution

3 Detailed Proposal
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4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The group should discuss the proposed WID and CR and indicate if they support the work item.
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11
Interworking


11.1
General


It should be possible for the IMS Messaging subscriber to send/receive messages to/ from subscribers of 3GPP defined messaging services (SMS, EMS, MMS). Optionally, it should be possible to send/receive messages to/from users of fixed Internet messaging service (e.g. SMTP and SIMPLE based services).


11.2
Requirements for SMS-Immediate Messaging service-level interworking


These requirements shall be considered for SMS-Immediate Messaging service-level interworking:


-
it shall be possible for a user to send an Immediate Message or an SMS message to another user without having to know which messaging client the receiving user has;


-
The user experience shall be consistent with the SMS and Immediate Messaging service level expectations to as large an extent as possible. If the recipient is not available and deferred messaging is offered then the message shall be kept until delivery is possible or the message expires;


-
When interworking from an SMS message to an Immediate Message, the network should deliver all content types in an SMS message to equivalent IMS content types where they exist;


-
When interworking from an Immediate Message to an SMS message, the network should deliver all content types in an Immediate Message to equivalent SMS content types where they exist;


-
When interworking from an Immediate Message to an SMS message and a form of anonymity has been requested by the sending party and the operator of the interworking function cannot identify the sending party, subject to operator policy, interworking shall be suppressed for that message.  Subject to operator policy and / or the ability to identify the sending party, the sending party may be informed that the message could not be delivered.


-
When interworking from an Immediate Message to an SMS message, it shall be possible for the sender of the Immediate message to request to hide its public ID from the recipient (e.g. be an anonymous sender).  In this case the sender's public ID may not be delivered to the recipient subject to operator policy.


-
Based on operator policy, it shall be possible for e.g., an SMS system or data download message such as an over the air configuration message, to be prevented from being interworked at a service level to an Immediate Message, but to instead by transported as an SMS message via IMS, CS or PS;


-
If a user is registered to receive SMS service, then the SMS message should be delivered as an SMS message via IMS, CS or PS transport instead of via service-level interworking, subject to operator and user preferences;

-
If a user is registered to receive Immediate Messaging service, then the Immediate Message should be delivered that way instead of via service-level interworking, subject to operator and user preferences;

-
If an SMS user requests an SMS status report, then an SMS status report should be generated when the message is delivered using Immediate Messaging;


-
If an IMS user requests a notification that the message was delivered to the recipient, an SMS status report should be generated when the message is delivered to the SMS user’s client;


-
It shall be possible to generate the appropriate charging-related information and provide the appropriate online charging mechanism (if it is applied for the SMS and/or Immediate Messaging services) for the interworking services.

11.3
Requirements for SMS-Session based Messaging service-level interworking


These requirements shall be considered for SMS-Session based messaging service-level interworking:

· it shall be possible for a session based messaging user to send a messaging session invitation to an SMS user;

· When interworking from a Session based message to an SMS message, the network should deliver all content types in the Session based message to equivalent SMS content types where they exist;

· When interworking from an SMS message to a Session based message, the network should deliver all content types in an SMS message to equivalent Session based message content types where they exist;

· If an SMS user requests an SMS status report, then an SMS status report should be generated when the message is delivered using Session based message;

· If a Session based message user requests a notification that the message was delivered to the recipient, an SMS status report should be generated when the message is delivered to the SMS user’s client; an SMS status report should be communicated to a Session based message user as a delivery notification;

· The session invitation will be delivered as an SMS message to the SMS user;

· The SMS user will send back a response in an SMS message; 

· The user experience shall be consistent with the SMS and Session based messaging service level expectations to as large an extent as possible;

-     When interworking a session invitation from a Session based messaging service  to an SMS message and a form of anonymity has been requested by the sending party and the operator of the interworking function cannot identify the sending party, subject to operator policy, interworking shall be suppressed for that session invitation.  Subject to operator policy and / or the ability to identify the sending party, the sending party may be informed that the session invitation could not be delivered.


-
When interworking a session invitation from a Session based messaging service to an SMS message, it shall be possible for the sender of the session invitation to request to hide its public ID from the recipient (e.g. be an anonymous sender).  In this case the sender's public ID may not be delivered to the recipient subject to operator policy.


· It shall be possible to generate the appropriate charging-related information and provide the appropriate online charging mechanism (if it is applied for the SMS and/or Session based messaging services) for the interworking services.
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