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 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Michel Houde, Michel.Houde@ericsson.com

	Replaces:
	n/a


1 Reason for Change

It has been mentioned that the interworking tables are unclear due to the label “Not Applicable”.

As all handling of all “Not Applicable” parameters is explained in the “Comment” column, we propose to change the wording to say that.
2 Impact on Backward Compatibility

n/a

3 Impact on Other Specifications

n/a

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The Group is recommended to agree on the proposed changes.

6 Detailed Change Proposal
5.2.2 Interworking with SMS

Interworking between CPM and SMS will consist of translating CPM Messages (both outside and within a CPM Session) to SMS messages as well as translating SMS messages to CPM pager mode or large mode messages.

5.2.2.1 IP_SM Gateway realization

Editor’s note: The aim is to reuse the 3GPP specifications TS 23.204 and TS 29.311 developed for IM to SMS interworking with the assumption that the 3GPP specifications will be enhanced to support CPM.

5.2.2.1.1 CPM to SMS

5.2.2.1.2 SMS to CPM

5.2.2.2 ESME Realization

5.2.2.2.1 CPM to SMS

5.2.2.2.1.1. General
The SMS Interworking Function acts as an ESME to the SMS-C. When the SMS Interworking Function receives a Pager Mode CPM Message(MESSAGE message [RFC3428]) that is to be sent to an SMS user, it determines the address of the SMS-C(e.g, via an ENUM/DNS query) by which the message can be delivered to the SMS user and translates the CPM Message into a Short Message. When the payload of the received CPM Message can not be delivered by one Short Message due to the size limit,  then the SMS Interworking Function may translate the received CPM Message into concatenated Short Messages. 

NOTE The IWF has to perform SMPP bind operation before sending SMS messages.
NOTE The IWF may leave generating the concatenated messages to the SMS-C. However this is not a scope of this document as it is not a typical case.

Figure 1 shows the architecture of interworking between CPM and SMS-C.
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Figure 1 CPM to SMS interworking architecture
NOTE   Typically, SMS-C is located in the same network with the SMS IWF
if SMPP is used for an Interface protocol between the SMS Interworking Function and the SMS-C, the operations from the SMS IWF to SMS-C are as follows:
· Submit-SM
· Submit-SM-resp
NOTE  
As there is no translation issue, the rest of SMPP operations will not be considered.

5.2.2.2.1.2. Pager Mode to SMS message mapping
When the SMS IWF receives the Pager Mode CPM Message from Interworking Selection Function as a SIP MESSAGE, it converts the received CPM Message into the Submit-SM based on the following mapping tables (Table 1, Table 2). 

	CPM Message headers [headers from RFC3428 unless otherwise noted]
	Submit-SM parameters
	SMPP parameters

status
	Comment

	See Comment.
	service_type
	Mandatory
	 Set by the IWF to NULL 

	P-Asserted-Identity [RFC3325], if present, otherwise From
	source_addr_ton, source_addr_npi, source_addr
	Mandatory
	Translated by the IWF to the corresponding routable originating user’s address.

	Request-URI or To
	dest_addr_ton, dest_addr_npi, destination_addr
	Mandatory
	Translated by the IWF to the corrsponding routable target user’s address.

	See Comment.
	esm_class
	Mandatory
	 Set by the IWF to “Store and Forward” as defined in [SMPP].

	See Comment.
	protocol_id
	Mandatory
	Set by the IWF to the appropriate value defined in [SMPP] based on the network type(e.g, GSM, CDMA) 

	Priority
	priority_flag
	Mandatory
	Set to corresponding value of  CPM Message, for examples, 

non-urgent= 0,
normal= 1,
urgent= 2 

in case of GSM(SMS)

NOTE As different technologies use the different priority value, how to map the level of priority accordingly between CPM side and SMS-C side is network-dependent.

	See Comment.
	schedule_delivery_time
	Mandatory
	Set to NULL for immediate delivery.

	Expires
	validity_period
	Mandatory
	

	imdn.Disposition-Notification[RFC5438]
	registered_delivery
	Mandatory
	Set to the corresponding  value based on [SMPP] when imdn.Dispositioin-Notification is set to positive-delivery, negative-delivery or both. Otherwise, set to NULL.

	See Comment.
	replace_if_present_flag
	Mandatory
	 set to NULL

	Content-Type
	data_coding
	Mandatory
	Set by the IWF along with characterset parameter of Content-Type.

	See Comment.
	sm_default_msg_id
	Mandatory
	Set by the IWF to NULL.

	Content-Length
	sm_length
	Mandatory
	

	body
	short_message
	Mandatory
	

	Reply-To
	callback_num
	Optional
	Translated by the IWF to the corresponding routable address. Callback-num is omitted if the CPM originator requests the anonymity.

NOTE  This parameter is not used in GSM.

	Content-Language
	language_indicator
	Optional
	

	See Comment.
	sar_ref_num
	Optional
	Set by the IWF to the total number of concatenated SMs based on [SMPP].

	See Comment.
	sar_segment_num
	Optional
	Set by the IWF to the ordering number of each concatenated SM based on [SMPP].

	See Comment.
	sar_total_segments
	Optional
	Set by the IWF to the total number of concatenated SMs based on [SMPP].


Table 1 Pager Mode CPM message to Submit-SM parameters mapping
	Submit-SM-resp parameters
	CPM Message headers [headers from RFC3428 unless otherwise noted]
	CPM Headers status
	Comment

	See Comment.
	Response code and phrase based on [RFC3261]
	Mandatory
	if command-status header in the Submit-SM-resp is 0, Set to 202 Acccepted.

	See Comment.
	Call-ID
	Mandatory
	Set to the Call-ID header field received in the CPM Message.

	See Comment.
	To
	Mandatory
	Set to the To header field received in the CPM Message with an additional tag based on [RFC3261]

	See Comment.
	Via
	Mandatory
	Set to the Via header field received in the CPM Message.

	See Comment.
	From
	Mandatory
	Set to the From header field received in the CPM Message.

	See Comment.
	Cseq
	Mandatory
	Set to CSeq header field received in the CPM Message.

	See Comment.
	Content-Length
	Mandatory
	Set to 0


Table 2 Submit-SM-resp to CPM parameters mapping of 202 Accepted
Editor’s NOTE It is FFS how to handle CPM specific parameters(i.e, CPM Conversation Id, CPM Contribution Id, CPM Contribution Id being replied to) at SMS IWF.
Editor’s NOTE   It is FFS how to handle error responses.
5.2.2.2.1.3. SMS status report to CPM Delivery Notification procedures and parameters mapping
When the IWF receives Deliver-SM as a status report from SMC, it performs the following:

1. Check if there is the same stored message_id received in Submit-SM-resp as the receipted_message_id parameter received in Deliver-SM with the following clarification:
a. If there is no matched message_id, then responds with an error towards the SMC setting Command Status header to ESME_RINVMSGID based on [SMPP];
b. Otherwise, continue with the rest of the steps;
2. It builds a SIP MESSAGE message with a delivery notification as described in Table 3 using a CPIM body per [RFC3862] that carries a Disposition Notification XML document. The MIME type of the Disposition Notification XML document is "message/imdn+xml", and sends it with the following clarification:
a. Set <message-id> element in the body to the imdn.Message-ID received in SIP MESSAGE following the rules and procedures in [RFC5438].
3. It responds with a Deliver-SM-resp towards SMC following the rules and procedures in [SMPP].
	Deliver-SM
[status report[
	CPM Delivery Notification  header

[headers from RFC 5438 unless otherwise noted]
	CPM Presence
	Comment

	source_addr_ton, source_addr_npi, source_addr
	From
	Mandatory
	Translated by the IWF to the corresponding routable originating user’s address

	dest_addr_ton, dest_addr_npi, destination_addr
	To
	Mandatory
	Translated by the IWF to the corresponding routable target CPM User’s address

	See Comment.
	imdn.Message-ID
	Mandatory
	Set to the message id newly generated by the IWF based on [RFC5438].

	message_state
	Content-Disposition : notification

body: <delivery-notification>

             <status>
	Mandatory
	Set the delivery notification body to the corresponding value of message_state(e.g, DELIVERED=delivered, REJECTED=forbidden, UNKNOWN=error, etc) based on Service Provider’s Policy.

	See Comment.
	Body: <datetime>
	Mandatory
	Set by the IWF to the received DateTime header in SIP MESSAGE.

	See Comment.
	Body: <message-id>
	Mandatory
	Set to the received imdn.Message-ID in SIP MESSAGE based on [RFC5438]


Table 3 Deliver-SM to CPM Delivery Notification parameter mapping
5.2.2.2.2 SMS to CPM

5.2.2.2.2.1. General

The SMS Interworking Function acts as an ESME to the SMS-C. When the SMS Interworking Function receives a Short Message that is to be sent to a CPM User, it translates the Short Message into a Pager Mode CPM Message (SIP MESSAGE [RFC3428]). When the SMS Interworking Function receives concatenated Short Messages, it shall aggregate payloads of each Short Message and send it as one CPM Message to the SIP/IP Core. If the size of the resulting CPM Message is too large to be sent as a Pager Mode, then SMS IWF shall send it as a Large Message mode.

NOTE It is assumed that the IWF has completed the SMPP bind operation before receiving the SMS message.
Figure 2 shows the architecture of interworking between SMS-C and CPM.
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Figure 2 SMS to CPM interworking architecture
NOTE   Typically, SMS-C is located in the same network with the SMS IWF

if SMPP is used for an Interface protocol between the SMS-C and the SMS Interworking Function. 

The SMPP operations from the SMS-C to SMS IWF are as follows:
· Deliver-SM
· Deliver-SM-resp
Editor’s NOTE It is FFS whether it is appropriate to use Data-SM operations.

NOTE  As there is no translation issue, the rest of SMPP operations will not be considered.

5.2.2.2.2.2. SMS message to CPM Pager Mode message mapping
When the SMS IWF receives the Deliver-SM, it converts the received Deliver-SM message into the CPM MESSAGE based on the following mapping tables (Table 4, Table 5, and Table 6 ). 

	Deliver-SM parameters
	CPM Message headers[headers from RFC3428 unless otherwise noted]
	CPM Headers status
	Comment

	See Comment.
	Call-ID
	Mandatory
	Set by the IWF according to [RFC3261]

	language_indicator
	Content-Language
	Optional
	

	sm_length
	Content-Length
	Optional
	

	data_coding
	Content-Type
	Mandatory
	Set to ‘text/plain’ and characterset parameter is set along with the received SMS parameter by the IWF 

	See Comment.
	CSeq
	Mandatory
	Set by the IWF according to [RFC3261].

	See Comment.
	Date 
	Optional
	Set to the current time by the IWF when the Deliver-SM is received if needed.

	source_addr_ton, source_addr_npi, source_addr
	P-Asserted-Identity[RFC3325] or From
	Mandatory
	Translated by the IWF to the corresponding routable originating user’s address.

	See Comment.
	Max-Forwards
	Mandatory
	Set by the IWF according to [RFC3261].

	priority_flag
	Priority
	Optional
	Set to corresponding value of  the received Deliver-SM, for examples, 

0=non-urgent,
1=normal,
2=urgent 

in case of GSM(SMS)

	callback_num
	Reply-To
	Optional
	Translated by the IWF to the corresponding routable originating user’s callback address.

	dest_addr_ton, dest_addr_npi, destination_addr
	To and Requeust-URI
	Mandatory
	Translated by the IWF to the corresponding routable target CPM User’s address. 

	See Comment.
	Via
	Mandatory
	Set to the address of the IWF.

	registered_delivery
	imdn.Disposition-Notification[RFC5438]
	Conditional
	Set to the corresponding value(e.g, positive-delivery, negative-delivery or both) if the sender requests adelivery receipt based on [SMPP].

	See Comment.
	imdn.Message-ID[RFC5438]
	Conditional
	Assigned by the IWF based on [RFC5438] if the sender requests a Disposition Notification.




Table 4 Deliver-SM to Pager Mode CPM message parameters mapping
	CPM Message response header
	Deliver-SM-resp Header
	Comment

	Response code
	command_status
	Set by the IWF to NULL if the received CPM Message response is 2xx.

	See Comment.
	sequence_number
	Set by the SMS IWF =to the received value in Deliver-SM


Table 5 CPM to Deliver-SM-resp headers mapping
	CPM Message headers[headers from RFC3428 unless otherwise noted]
	SMPP/Deliver-SM-resp parameters


	SMPP/Deliver-SM-resp parameters status
	Comment

	See Comment.
	message-id
	Mandatory
	Set to NULL.


Table 6 CPM to Deliver-SM-resp parameters mapping
Editor’s NOTE It is FFS how to handle CPM specific parameters(i.e, CPM Conversation Id, CPM Contribution Id, CPM Contribution Id being replied to) at SMS IWF.

Editor’s NOTE   It is FFS how to handle error responses.
5.2.2.2.2.3. SMS message to MSRP  procedures and parameters mapping
NOTE: This section assumes that a CPM Session has been established with the IWF on behalf of the SMS user.
When the IWF receives the Deliver-SM from the SMS-C, it performs the following:

1. If the received Deliver-SM is a concatenated message, then it waits for the rest of the concatenated Deliver-SM based on sar_msg_ref_num, sar_segment_seqnum and sar_total_segments parameters.

2. Once all of the concatenated Deliver-SM have been received, the IWF generates MSRP SEND based on the Table 7 below.

NOTE the message may be chunked into more than one MSRP SEND.

3. SHALL send MSRP SEND towards the CPM Client.
Upone receiving the MSRP response, the IWF performs the following:
1. SHALL set command_status header value of the Deliver-SM-resp along with the Response_code of the MSRP response.

2. SHALL send the Deliver-SM-resp towards the SMS-C.

	Deliver-SM parameters
	MSRP SEND [headers from RFC4975 unless otherwise noted]
	MSRP headers

status
	Comment

	See Comment.
	To-path
	Mandatory
	Set to the MSRP address received in the SDP offer.

	See Comment.
	From-path
	Mandatory
	Set to the MSRP address from the SDP answer.

	See Comment.
	Message-ID
	Mandatory
	Set to the Message-ID newly generated by the IWF following the rules in [RFC4975].

	See Comment.
	Byte-Range
	Mandatory
	Set to the appropriate value following the rules in [RFC4975].

	See Comment.
	Content-Type
	Mandatory
	Set to ‘message/cpim’.

	See Comment.
	Success-Report and/or Failure-Report
	Optional
	Set by the IWF based on service provider’s policy.

	short_message
	body
	Mandatory
	


Table 7 Deliver-SM to MSRP SEND parameters mapping
5.2.3 Interworking with MMS

In the use case shown below, the ISF selects the MMS Interworking Function.

5.2.3.1 MM4 Realization

The interworking function (IWF) is seen as an MMS relay server node in the MMS network. 
5.2.3.1.1 CPM to MMS

5.2.3.1.1.1. General
When the MMS Interworking Function receives a CPM message that is to be sent to an MMS user, it determines the address of the recipient’s MMS Relay/Server, (e.g., via an ENUM/DNS query).

The IWF receives from the ISF a Pager Mode CPM Message, or a Large Message mode CPM Message.

· When the IWF receives a Pager Mode CPM Message (SIP MESSAGE) [RFC3428] it translates it into an SMTP [RFC2821] whose DATA carries the MM4 message [3GPP 23.140] as described in the sections below.

· When the IWF receives a Message mode CPM Message, it will first receive a SIP INVITE, followed by one or more MSRP SEND messages. The IWF buffers the content received in the SEND message and then translates it into an SMTP [RFC2821] whose DATA carries the MM4 message [3GPP 23.140] as described in the sections below.

Note: The tables in the following sections contain a description of the parameters that are necessary for CPM to/from MM4 interworking. Not all of the CPM or MMS parameters are needed for interworking.
Figure 3 shows the architecture and protocols used for interworking between CPM and MMS.
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Figure 3 CPM to MMS interworking architecture

The MM4 interface consists of three message groups that are supported by the IWF:

· The MM4 Forward Request and Response messages

· The MM4 Delivery Report Request and Response messages

· The MM4 Read Reply request and response messages

The IWF shall be able translate CPM messages to MM4 messages and MM4 messages to CPM messages as described in the following sections. 

5.2.3.1.1.2. CPM Pager Mode to MMS message mapping, MM4 Forward
When the IWF receives a Pager Mode CPM Message, carried as a SIP MESSAGE message, it performs the following

1. It initiates an ENUM/DNS query to find the address of the recipient’s MMS relay server in his home network. 

2. It builds a MM4 Forward Request Message as described in Table 8 and Table 9 (below) by mapping the relevant headers and body from the CPM Message to the MMS message.

3. It sends the MM4Forward.REQ message and keeps the transaction open to wait for the MM4Forward.RES message

4. If it receives a positive response, it composes a SIP 202 Accepted message as described in Table 10 (below), otherwise it composes the corresponding SIP error message as shown in Table 11 below.
	CPM MESSAGE header
	SMTP/MM4_Forward.REQ
	Comment

	See Comment.
	MAIL From
	Set by the MMS IWF to its own SMTP address 

	Request_URI
	 RCPT To:
	Interworked by the MMS IWF.


Table 8 Pager Mode CPM Message to MM4_Forward.REQ  message mapping, SMTP level
	CPM MESSAGE header

[headers from RFC 3428 unless otherwise noted]
	MM4 Information element
	MM4 Parameter status
	Comment

	See Comment.
	3GPP MMS Version


	Mandatory
	Set according to the MMS protocol version supported by the IWF.

	See Comment.
	Message Type
	Mandatory
	Set to “MM4_forward.REQ”

	See Comment.
	Transaction ID
	Mandatory
	Unique transaction identifier assigned by the IWF.

	See Comment. 
	Message ID
	Mandatory
	Unique ID for this instance of the message assigned by the IWF.

FFS how Message ID can be mapped to Contribution ID.

	To (when sent to one recipient or when sent to a CPM Pre-defined Group)

URI list  [RFC 5365] (when sent to more than one recipient)
	Recipient(s) address
	Mandatory
	Set to either the “To” header in case of one recipient or when sent to a CPM Pre-defined group or to the list of recipients in the “URI-List” in case of multiple recipients.

	P-Asserted-Identity [RFC 3325], if present, otherwise, 

From
	Sender address
	Mandatory
	Address not revealed if CPM sender requested Anonymity.

	Content-Type
	Content type
	Mandatory
	

	Date 

or 

imdn.DateTime [RFC 5438]
	Date and time
	Mandatory
	Set to date provided in SIP MESSAGE message otherwise set to current date and time at the IWF


	Expires


	Time of Expiry
	Conditional
	Set to received value in “Expires” otherwise set according to service provider policy.

	imdn.Disposition-Notification [RFC 5438]

	Delivery report
	Conditional
	Set to true when Disposition Notification is requested with value set to “positive-delivery”, “negative-delivery”, or both  

	Priority
	Priority
	Conditional
	Set to corresponding value of  CPM Message – 

non-urgent= low

normal= medium

urgent= high

	Display-Name (from P-Asserted-Identity header  if present otherwise from the From header)
	Sender visibility
	Conditional
	Set only if Display-Name = “Anonymous”

	imdn.Disposition_Notification [RFC 5438]
	Read reply
	Conditional
	Set only of Disposition_Notification = “display” 

	Subject
	Subject
	Conditional
	Set only if “Subject” header is set in CPM Message.

	See Comment.
	Acknowledgement Request
	Optional
	 Shall always be set to yes since MESSAGE message must be acknowledged 

	See Comment.
	Forward counter
	Conditional
	Set per the service provider policy

	
	
	
	

	See Comment.
	Originator-System-Address
	Optional
	FFS if set to IWF’s Address

	See Comment.
	Forward-Route
	Optional
	Set by the IWF to its own address, formatted as an MMS R/S address.

	Body
	Content
	Conditional
	Set to corresponding body types received in SIP MESSAGE Body


Table 9 Pager Mode CPM Message to MM4_Forward.REQ parameter mapping
	MM4 Information element
	CPM MESSAGE response header [headers from RFC 3428 unless otherwise noted]
	CPM Presence
	Comment

	Request Status
	response code[RFC 3261] set to 202, 

reason phrase [RFC 3261] set to Accepted
	Mandatory
	202 Accepted sent when X-Mms-Request-Status-Code is “Ok”

	See Comment.
	Call-ID
	Mandatory
	Set by the MMS IWF per the Call-ID header field received in the CPM Message.

	See Comment.
	To
	Mandatory
	Set by the MMS IWF, per the To header field received in the CPM Message, with the possible addition of a tag as per RFC 3261.

	See Comment.
	Via
	Mandatory
	Set by the MMS IWF, per the Via header field received in the CPM Message.

	See Comment.
	From
	Mandatory
	Set by the MMS IWF, per the From header field received in the CPM Message.

	See Comment.
	CSeq
	Mandatory
	Set by the MMS IWF, per the CSeq header field received in the CPM Message.

	See Comment.
	Content-Length 
	Mandatory
	Set to 0 by the MMS IWF.


Table 10 MM4Forward.RES to CPM mapping of a 202 Accepted, parameter level
Place holder

Table 11 Place Holder 
5.2.3.1.1.3. MM4 Delivery Report from CPM Pager Mode to MMS message mapping

When the IWF receives an MM4_Delivery_Report.REQ, it performs the following

1. It builds a SIP MESSAGE message with a delivery notification as described in Table 12 (below) using a CPIM body per [RFC3862] that carries a Disposition Notification XML document. The MIME type of the Disposition Notification XML document is "message/imdn+xml", and sends it
2. It responds with an MM4_Delivery_Report.RES, as described in Table 13 and Table 14.

	MM4 Information element
	CPM Delivery Notification  header

[headers from RFC 5438 unless otherwise noted]
	CPM Presence
	Comment

	Sender Address
	From
	Mandatory
	

	Recipient Address
	To
	Mandatory
	

	MM Status
	Content-Disposition : notification

Body: delivery-notification
	Mandatory
	Set the delivery notification body to the corresponding value of MM4_Delivery_Report (i.e., X-Mms-MM-Status-Code: Retrieved = delivered; Rejected = failed,  Indeterminate = error). 

	See Comment.
	 body:message-id
	Mandatory
	 Set by the MMS IWF, to the value of the imdn.Message-ID parameter received in the MESSAGE message that triggered the delivery report.

	Date and Time
	datetime
	
	


Table 12 MM4_Delivery_Report.REQ to CPM Delivery Notification parameter mapping
	SMTP/MM4_Delivery_Report.RES
	Comment

	MAIL From
	Set by the MMS IWF to its own SMTP address 

	 RCPT To:
	Set by the MMS IWF to the “Mail From” header that was carried in  the MM4_Delivery_Report.REQ


Table 13 MM4_Delivery_Report.RES parameters messagemapping, SMTP level
	MM4 Information element
	MM4 Parameter status
	Comment

	3GPP MMS Version
	Mandatory
	Set according to the MMS protocol version supported by the IWF.

	Message Type
	Mandatory
	Set to “MM4_Delivery_Report.RES”.

	Transaction ID
	Mandatory
	Set by the MMS IWF to the “Transaction ID” received in the MM4_Delivery_Report.REQ.

	Message ID
	Mandatory
	Set by the MMS IWF to the “Message ID” received in the MM4_Delivery_Report.REQ.

	Request Status
	Mandatory
	Set by the IWF to the appropriate value, as defined for X-Mms-Request-Statius-Code.

	Originator-System-Address
	Optional
	FFS if set to IWF’s Address

	Return-Route
	Optional
	Set per the content of the Forward-Route received in the MM4_Delivery_Report.REQ


Table 14 MM4_Delivery_Report.RES parameters

5.2.3.1.1.4. MM4 Read Reply Report from CPM Pager Mode to MMS message mapping

When the IWF receives an MM4_Read_Reply_Report.REQ, it performs the following

1. It builds a SIP MESSAGE message with a delivery notification as described in Table 15 (below) using a CPIM body per [RFC3862] that carries a Disposition Notification XML document. The MIME type of the Disposition Notification XML document is "message/imdn+xml", and sends it
2. It responds with an MM4_Read_Reply_Report.RES, as described in Table 16 and Table 17.

	MM4 Information element
	CPM Delivery Notification  header

[headers from RFC 5438 unless otherwise noted]
	CPM Presence
	Comment

	Sender Address
	From
	Mandatory
	

	Recipient Address
	To
	Mandatory
	

	Read Status
	Content-Disposition : notification

Body: display-notification
	Mandatory
	Set display notification body to the corresponding value of MM4_Read_Reply_Report (i.e., X-Mms-Read-Status:  (i.e.,Content-Disposition: Read = displayed)

	See Comment.
	 body:message-id
	Mandatory
	 MM4_Read_Reply_Report.REQ

	Date and Time
	datetime
	
	


Table 15 MM4_Read_Reply_Report.REQ to CPM Delivery Notification parameter mapping
	SMTP/MM4_Read-Reply_Report.RES
	Comment

	MAIL From
	Set by the MMS IWF to its own SMTP address 

	 RCPT To:
	Set by the MMS IWF to the “Mail From” header that was carried in  the MM4_Read_Reply_Report.REQ


Table 16 MM4_Read_Reply_Report.RES  message mapping, SMTP level
	MM4 Information element
	MM4 Parameter status
	Comment

	3GPP MMS Version
	Mandatory
	Set according to the MMS protocol version supported by the IWF.

	Message Type
	Mandatory
	Set to “MM4_Read_Reply_Report.RES”.

	Transaction ID
	Mandatory
	Set by the MMS IWF to the “Transaction ID” received in the MM4_Read_Reply_Report.REQ.

	Message ID
	Mandatory
	Set by the MMS IWF to the “Message ID” received in the MM4_Read_Reply_Report.REQ.

	Request Status
	Mandatory
	Set by the IWF to the appropriate value, as defined for X-Mms-Request-Status-Code.

	Originator-System-Address
	Optional
	FFS if set to IWF’s Address

	Return-Route
	Optional
	Set per the content of the Forward-Route received in the MM4_Read_Reply_Report.REQ


Table 17 MM4_Read_Reply_Report.RES parameters

5.2.3.1.1.5. CPM Large Message Mode to MMS message mapping
When the IWF receives a SIP INVITE for a Large CPM Message, it sends a 200 OK response if no errors are found in the INVITE or an appropriate error response otherwise.

When the IWF subsequently receives an MSRP SEND request, it performs the following:

1. It temporarily stores the content received in the MSRP SEND request. If other MSRP SEND requests are expected based on the Byte-Range in the MSRP SEND request, it waits for them.

2. Once all of the MSRP SEND requests have been received, the IWF rearranges (if needed) all the received chunks into the message.

3. The IWF initiates an ENUM/DNS query to find the address of the recipient’s MMS relay server in his home network. 

4. The IWF formats the received content in an MM4_Forward.REQ message as shown in Table 18 and Table 19 below by mapping the relevant headers and body from the Large CPM Message to the MMS message, and sends the message to the recipient,

5. when an acknowledgement has been requested in the MM4_Forward.REQ, the IWF keeps the transaction open to wait for the MM4Forward.RES.
6. If the IWF receives a negative response and a Failure report was requested by the sender, it composes a Failure REPORT message as shown in Table 20 below.
Note: If a Success-Report was requested, the IWF must wait for the MM4 Delivery Report message and then start a new MSRP session to deliver the Success-Report as described in the AT&T Draft “xxxx”.
	CPM INVITE header
	SMTP/MM4_Forward.REQ
	Comment

	See Comment.
	MAIL From
	Set by the MMS IWF to its own SMTP address 

	Request_URI
	 RCPT To:
	Interworked by the MMS IWF.


Table 18 Large CPM Message to MM4_Forward.REQ  message mapping, SMTP level 

	CPM headers
[headers from SIP INVITE (RFC 3261) or MSRP (RFC4975} unless otherwise noted]
	MM4 Information element
	MM4 Parameter status
	Comment

	See Comment.
	3GPP MMS Version


	Mandatory
	Set according to the MMS protocol version supported by the IWF.

	See Comment.
	Message Type
	Mandatory
	Set to “MM4_forward.REQ”.

	See Comment.
	Transaction ID
	Mandatory
	Unique transaction identifier assigned by the IWF.

	See Comment. 
	Message ID
	Mandatory
	Unique ID for this instance of the message assigned by the IWF. 
FFS how Message ID can be mapped to Contribution ID.

	To (when sent to one recipient or when sent to a CPM Pre-defined Group)

URI list [RFC 5366] (when sent to more than one recipient) 
	Recipient(s) address
	Mandatory
	Set to either the “To” header in case of one recipient or when sent to a CPM Pre-defined group or to the list of recipients in the “URI-List” in case of multiple recipients 

	P-Asserted-Identity [RFC 3325], if present, otherwise, 

From
	Sender address
	Mandatory
	Address not revealed if CPM sender requested Anonymity

	Content-Type
	Content type
	Mandatory
	

	Date 
	Date and time
	Mandatory
	Set to date provided in SIP INVITE otherwise set to current date and time at the IWF.

	See Comment.
	Time of Expiry
	Conditional
	FFS after determining for CPM-to-CPM case.

	Failure-Report and/or Success-Report
	Delivery report
	Conditional
	Set to true when either a Failure-Report, Success-Report or both are received in the SEND request

FFS: To be validated based on ongoing discussion on Large Message Mode delivery report

	
	Read reply
	Conditional
	FFS: To be validated based on ongoing discussion on Large Message Mode read report

	Display-Name (from P-Asserted-Identity header  if present otherwise from the From header)
	Sender visibility
	Conditional
	Set only if Display-Name = “Anonymous”

	Subject


	Subject
	Conditional
	Set only if “Subject” header is set in the Large CPM Message.

	See Comment.
	Acknowledgement Request
	Optional
	Set per the service provider policy

	See Comment.
	Forward counter
	Conditional
	Set per the service provider policy

	See Comment.
	Originator-System-Address
	Optional
	FFS if set to IWF’s Address

	See Comment.
	Forward-Route
	Optional
	Set by the IWF to its own address, formatted as an MMS R/S address.

	See Comment.
	Content
	Conditional
	Set per the payload received via MSRP.


Table 19 Large CPM Message to MM4_Forward.REQ parameter mapping 

	MM4 Information element
	CPM REPORT headers [headers from RFC 4975 unless otherwise noted]
	CPM Presence
	Comment

	Request Status
	Status
	Mandatory
	Set to the following values based on the value of the request Status

· 400 -> "Error-unspecified"  or "Error-network-problem" 

· 403 -> "Error-service-denied"

· 415  -> "Error-content-not-accepted" or "Error-message-format-corrupt" 

	See Comment.
	Message-ID
	Mandatory
	Set by the MMS IWF  to the Message-ID header field received in the SEND message.

	See Comment.
	To-Path
	Mandatory
	Set by the MMS IWF, to the From-Path received in the SEND message.

	See Comment.
	From-Path
	Mandatory
	Set by the MMS IWF, to the To-Path received in the SEND message.

	See Comment.
	Byte-Range
	Mandatory
	Set to the Byte-Range of the complete message.


Table 20 MM4_Forward.RES to Failure-Report parameter mapping 

5.2.3.1.2 MMS to CPM

5.2.3.1.2.1. General

When the MMS Interworking Function receives an MMS message that is to be sent to a CPM User, it translates the MMS Message (SMTP [RFC2821] whosei DATA carries the MM4_Forward.REQ [3GPP 23.140]) into either a Pager Mode CPM Message (MESSAGE message [RFC3428]) as described in the sections below or a Large Mode CPM Message.

Note: The tables in the following sections contain a description of the parameters that are necessary for CPM to/from MM4 interworking. Not all of the CPM or MMS parameters are needed for interworking.
Figure 4 shows the architecture and protocols used for interworking between CPM and MMS.


[image: image4.emf]MMS Client A Home Network

CPM Client B Home Network

IWF

(MMS)

MMS Relay/

Server

MM4


Figure 4 MMS to CPM interworking architecture
The MM4 interface consists of three message groups that are supported by the IWF:

· The MM4 Forward Request and Response messages

· The MM4 Delivery Report Request and Response messages

· The MM4 Read Reply request and response messages

The IWF shall be able translate CPM messages to MM4 messages and MM4 messages to CPM messages as described in the following sections. 

5.2.3.1.2.2. MMS to Pager Mode CPM message mapping, MM4 Forward
When the IWF receives an MM4_Forward.REQ, it performs the following

1. When the message is short (e.g., 1300) it builds a Pager Mode CPM Message  request as described in Table 21 and Table 22 below, by mapping the relevant headers and body from the MMS message to the Pager Mode CPM Message 

2. It sends the Pager Mode CPM Message and keeps the transaction open to wait for the response.

3. If it receives a positive response, it composes an MM4Forward.RES message as described in Table 23 and Table 24 below, otherwise it composes the corresponding MM4Forward.RES error message as shown in Table 25  below.

	SMTP/MM4_Forward.REQ
	CPM MESSAGE header
[headers from RFC 3261 unless otherwise noted]
	Comment

	 RCPT To:
	Request_URI and 

To
	Interworked by the MMS IWF.


Table 21 MM4_Forward.REQ parameter to Pager Mode CPM message mapping, SMTP level
	MM4 Information element
	CPM MESSAGE header

[headers from RFC 3428 or RFC 3261 unless otherwise noted]
	CPM MESSAGE Parameter status
	Comment

	Recipient(s) address
	Not used if there is only one recipient. If there is more than one recipient, all recipients are added in the CPM Message body as part of a recipient-list-history body as per [RFC 5365]
	Optional
	

	Sender address
	From, 

P-Asserted-Identity [RFC 3325]
	Mandatory
	Address not revealed in case MMS sender requested Anonymity. See Sender Visibility in this table.

	Date and time
	Date
	Optional
	Set to date provided in MM4_Forward.REQ, otherwise set to current date and time at the IWF.

	Time of Expiry
	Expires


	Optional
	Set to received value in “Time of Expiry” otherwise set according to service provider policy.

	Delivery report
	imdn.Disposition-Notification [RFC 5438]
	Conditional
	When Delivery Report is requested , value of Disposition-Notification is set to “positive-delivery, negative-delivery” .

	Priority
	Priority
	Optional
	Set to corresponding value of  CPM Message (i.e., MMS X-Mms-Priority: low = CPM "non-urgent"; 

Normal = "normal";

High = "urgent"

	Sender visibility
	not directly used
	Conditional
	When Sender Visibility is set to Hide, , the From header SHALL contain an anonymous URI according to [RFC 3323] and optionally an alias or "Anonymous" as the display name, and the Privacy header field values SHALL be set according to [RFC3323] and [RFC3325].

	Read reply
	Imdn.Disposition-Notification [RFC 5438]
	Optional
	If Read reply is requested, then Set imdn.Disposition-Notification = “display”

	Subject
	Subject
	Optional
	Set only if “Subject” header is set in MMS message.

	See Comment.
	Max-Forwards
	Mandatory
	Set per the service provider policy

	Content
	Body
	Conditional
	Set to corresponding body types received in MM4_Forward.REQ

	See Comment.
	Via
	Mandatory
	Set to the address of the IWF.

	See Comment.
	CSeq
	Mandatory
	Set by the IWF.

	See Comment.
	Call-ID
	Mandatory
	Set by the IWF.


Table 22 MM4_Forward.REQ parameter to Pager Mode CPM Message mapping
	CPM MESSAGE header
[headers from RFC 3428 unless otherwise noted]
	SMTP/MM4_Forward.REQ
	Comment

	See Comment.
	MAIL From
	Set by the MMS IWF to its own SMTP address.

	See Comment.

	RCPT To:  
	Set by the MMS IWF to the “Mail From” header that was carried in  the MM4_Forward.REQ


Table 23 CPM to MMS mapping, SMTP level
	CPM MESSAGE header

[headers from RFC 3261 unless otherwise noted]
	MM4 Information element
	MM4 Parameter status
	Comment

	response code is 200, reason phrase is OK, or

response code is 202, reason phrase is Accepted
	Request Status
	Mandatory
	Upon receipt of either a 200 or a 202, the MMS IWF sets the X-Mms-Request-Status-Code to “Ok”.


	See Comment.
	Return-Route
	Optional
	 Set per the content of the Forward-Route received in the MM4_Forward.REQ.

	See Comment.
	3GPP MMS Version
	Mandatory
	Set by the MMS IWF according to the MMS protocol version supported the IWF.

	See Comment.
	Message Type
	Mandatory
	Set by the MMS IWF, to “MM4_forward.RES”

	See Comment.
	Transaction ID
	Mandatory
	Set by the MMS IWF to the “Transaction ID” received in the MM4_Forward.REQ.

	See Comment.
	Message ID
	Mandatory
	Set by the MMS IWF to the “Message ID” received in the MM4_Forward.REQ.

	See Comment.
	Return-Route
	Optional
	Set by the MMS IWF to the “Forward-Route” received in the MM4_Forward.REQ.


Table 24 CPM Message response to MM4_Forward.RES parameter mapping
Place holder

Table 25  Place Holder 
5.2.3.1.2.3. MM4 Delivery Report from CPM Pager Mode to MMS message mapping

When the IWF receives a CPM Delivery Notification:

1. It builds a MM4 Delivery_Report.REQ as described in Table 26 and Table 27 (below) by mapping the relevant headers and body from the CPM Delivery Notification to the MMS message.

2. If the Acknowledgement Request carried in MM4 Delivery_Report.REQ ask for a MM4 Delivery_Report.RES, one will be generated as described in Table 28.

	CPM MESSAGE header
	SMTP/MM4_Delivery_Report.RES
	Comment

	See Comment.
	MAIL From
	Set by the MMS IWF to its own SMTP address 

	Request_URI
	 RCPT To:
	Interworked by the MMS IWF.


Table 26 CPM Delivery Notification to MM4_Delivery_Report.REQ message mapping, SMTP level
	CPM Delivery Notification  header

[headers from RFC 5438 unless otherwise noted]
	MM4 Information element
	MM4 Parameter status
	Comment

	See Comment.
	3GPP MMS Version


	Mandatory
	Set according to the MMS protocol version supported by either the MM4 relay server or the IWF.

	See Comment.
	Message Type
	Mandatory
	Set to “MM4_Delivery_Report.REQ”.

	See Comment.
	Transaction ID
	Mandatory
	Unique transaction identifier assigned by the IWF.

	See Comment. 
	Message ID
	Mandatory
	 This is the Message ID of the original MMS.

	To
	Recipient Address
	Mandatory
	Set to the “To” header.

	P-Asserted-Identity [RFC 3325], if present, otherwise, 

From
	Sender Address
	Mandatory
	Address not revealed if CPM sender requested Anonymity

	Date 

or 

imdn.DateTime [RFC 5438]
	Date and time
	Mandatory
	Set to date provided in the imdn request, otherwise set to current date and time at the IWF


	See Comment.
	Acknowledgement Request
	Optimal
	Set according to service provider policy

	Content-Disposition : notification

Body: delivery-notification
	MM Status
	Mandatory
	Set to corresponding value of MM4_Delivery_Report (i.e., X-Mms-MM-Status-Code: 

delivered = Retrieved, failed = Rejected,  error = Indeterminate).

Xxx = Expired, xxx = Retrieved, xxx = Rejected, xxx = Deferred, xxx = Indeterminate, xxx = Forwarded, xxx = Unrecognized).

	See Comment.
	Originator-System-Address
	Optional
	FFS if set to IWF’s Address

	See Comment.
	Forward-Route
	Optional
	Set by the IWF to its own address, formatted as an MMS R/S address.


Table 27 CPM Delivery Notification to MM4_Delivery_Report.REQ parameter mapping
	MM4 Information element
	MM4 Parameter status
	Comment

	3GPP MMS Version


	Mandatory
	Set according to the MMS protocol version supported by either the MM4 relay server or the IWF.

	Message Type
	Mandatory
	Set to “MM4_Delivery_Report.RES”.

	Transaction ID
	Mandatory
	Set by the MMS IWF to the “Transaction ID” received in the MM4_Delivery_Report.REQ.

	Message ID
	Mandatory
	Set by the MMS IWF to the “Message ID” received in the MM4_Delivery_Report.REQ.

	Request Status
	Mandatory
	Set by the IWF to the appropriate value, as defined for X-Mms-Request-Status-Code.

	Originator-System-Address
	Optional
	FFS if set to IWF’s Address.


Table 28 MM4_Delivery_Report.RES parameters

5.2.3.1.2.4. MM4 Read_Reply Report from CPM Pager Mode to MMS message mapping, 
When the IWF receives a CPM Delivery Notification:

1. It builds a MM4 Read_Reply_Report.REQ as described in Table 29 and Table 30 (below) by mapping the relevant headers and body from the CPM Delivery Notification to the MMS message.

Note: If the original CPM message sender asked for anonymity, the IWF will make best effort to send him the  Delivery Notification “display”.

2. If the Acknowledgement Request carried in MM4 Read_Reply_Report.REQ ask for a MM4 Read-Reply_Report.RES, one will be generated as described in Table 31.

	CPM MESSAGE header
	SMTP/MM4_Read_Reply_Report.REQ
	Comment

	See Comment.
	MAIL From
	Set by the MMS IWF to its own SMTP address 

	Request_URI
	 RCPT To:
	Interworked by the MMS IWF.


Table 29 CPM Delivery Notification to MM4_Delivery_Report.REQ  message mapping, SMTP level
	CPM Delivery Notification  header

[headers from RFC 5438 unless otherwise noted]
	MM4 Information element
	MM4 Parameter status
	Comment

	See Comment.
	3GPP MMS Version


	Mandatory
	Set according to the MMS protocol version supported by either the MM4 relay server or the IWF.

	See Comment.
	Message Type
	Mandatory
	Set to “MM4_Read_Reply_Report.REQ”.

	See Comment.
	Transaction ID
	Mandatory
	Unique transaction identifier assigned by the IWF.

	See Comment. 
	Message ID
	Mandatory
	Unique ID for this instance of the message assigned by the IWF.

FFS how Message ID can be mapped to Contribution ID.

	To
	Recipient Address
	Mandatory
	Set to the “To” header.

	P-Asserted-Identity [RFC 3325], if present, otherwise, 

From
	Sender Address
	Mandatory
	Address not revealed if CPM sender requested Anonymity 

	Date 

or 

imdn.DateTime [RFC 5438]
	Date and time
	Mandatory
	Set to date provided in the imdn request, otherwise set to current date and time at the IWF.

	See Comment.
	Acknowledgement Request
	Optimal
	Set according to service provider policy

	Content-Disposition : notification

Body: display-notification
	Read Status
	Mandatory
	Set to X-Mms-Read-Status to the  corresponding value of Content-Disposition (i.e., displayed = Read).

	See Comment.
	Originator-System-Address
	Optional
	FFS if set to IWF’s Address

	See Comment.
	Forward-Route
	Optional
	Set by the IWF to its own address, formatted as an MMS R/S address.


Table 30 CPM Delivery Notification to MM4_Delivery_Report.REQ parameter mapping
	MM4 Information element
	MM4 Parameter status
	Comment

	3GPP MMS Version


	Mandatory
	Set according to the MMS protocol version supported by either the MM4 relay server or the IWF.

	Message Type
	Mandatory
	Set to “MM4_Read-Reply_Report.RES”.

	Transaction ID
	Mandatory
	Set by the MMS IWF to the “Transaction ID” received in the MM4_Read_Reply_Report.REQ.

	Message ID
	Mandatory
	This is the Message ID of the original MMS..

	Request Status
	Mandatory
	Set by the IWF to the appropriate value, as defined for X-Mms-Request-Status-Code.

	Originator-System-Address
	Optional
	FFS if set to IWF’s Address


Table 31 MM4_Read_Reply_Report.RES parameters

5.2.3.1.2.5. MMS to a Large CPM Message Mode message mapping

When the IWF receives an MM4_Forward.REQ, it performs the following

1. When the message is long (e.g., more than 1300 bytes) it buffers all parameters and sends the MM4_FORWARD.RES.

2. It initiates a session with the CPM Participating Function of the receiver by sending a SIP INVITE. The mapping the relevant headers and body of the MM4_FORWARD.REQ to the SIP INVITE is shown in Table 32 and Table 33.

3. Assuming the CPM Participating Function responds with a 200 OK, the IWF subsequently sends as many MSRP SEND request as needed to transmit to the CPM system the content of the Content received in the MM4_FORWARD.REQ. The mapping the relevant headers and body of the MM4_FORWARD.REQ to the SEND MSRP is shown in Table 34.

4. Upon receipt of the MSRP response, the IWF sends a BYE and the session is closed.

	SMTP/MM4_Forward.REQ
	CPM INVITE header
[headers from RFC 3261 unless otherwise noted]
	Comment

	 RCPT To:
	Request_URI and 

To
	Interworked by the MMS IWF.


Table 32 MM4_Forward.REQ parameter to SIP INVITE  message mapping, SMTP level
	MM4 Information element
	CPM SIP INVITE header

[headers from RFC 3261 unless otherwise noted]
	CPM MESSAGE Parameter status
	Comment

	Recipient(s) address
	Not used if there is only one recipient. If there is more than one recipient, all recipients are added in the CPM Message body as part of a recipient-list-history body as per [RFC 5366]
	Optional
	

	Sender address
	From, 

P-Asserted-Identity [RFC 3325]
	Mandatory
	Address not revealed in case MMS sender requested Anonymity. See Sender Visibility in this table.

	Date and time
	Date
	Optional
	Set to date provided in MM4_Forward.REQ, otherwise set to current date and time at the IWF.

	See Comment.
	Expires
	Optional
	Set according to service provider policy.

	Priority
	Priority
	Optional
	Set to corresponding value of  CPM Message (i.e., MMS X-Mms-Priority: low = CPM "non-urgent"; 

Normal = "normal";

High = "urgent"

	Sender visibility
	not directly used
	Conditional
	When Sender Visibility is set to Hide, the From header SHALL contain an anonymous URI according to [RFC 3323] and optionally an alias or "Anonymous" as the display name, and the Privacy header field values SHALL be set according to [RFC3323] and [RFC3325].

	Subject
	Subject
	Optional
	Set only if “Subject” header is set in MMS message.

	See Comment.
	Max-Forwards
	Mandatory
	Set per the service provider policy.

	See Comment.
	Via
	Mandatory
	Set to the address of the IWF.

	See Comment.
	CSeq
	Mandatory
	Set by the IWF.

	See Comment.
	Call-ID
	Mandatory
	Set by the IWF.


Table 33 MM4_Forward.REQ parameter to SIP INVITE mapping 

	MM4 Information element
	CPM SEND MSRPheader

[headers from RFC 4975 unless otherwise noted]
	CPM MESSAGE Parameter status
	Comment

	See Comment.
	To-Path
	Mandatory
	Set by the IWF.

	See Comment.
	From-Path
	Mandatory
	Set by the IWF.

	See Comment.
	Message-ID
	
	Set by the IWF.

	See Comment.
	Byte-Range
	
	Set by the IWF per the byte chunk being sent.

	See Comment.
	Content Type
	
	Set by the IWF.

	Content
	Body
	
	Set by the IWF, function of the Byte-Range


Table 34 MM4_Forward.REQ parameter to SEND MSRP mapping 
5.2.4 Interworking with e-mail

In the use case shown below, the ISF selects the e-mail Interworking Function.
The e-mail interworking function (IWF/SMTP) is seen as an SMTP client node in the CPM System according to [RFC2821]. 

5.2.4.1 CPM to e-mail

5.2.4.1.1 General

When the e-mail Interworking Function receives a CPM Message that is to be sent as an e-mail message to a user, it determines the address of the recipient’s SMTP server, (e.g., via DNS query).

The IWF receives from the ISF a Pager Mode CPM Message, or a Large Message Mode CPM Message.

· When the IWF receives a Pager Mode CPM Message (SIP MESSAGE) [RFC3428] it translates it into an SMTP [RFC2821] whose DATA carries the e-mail message [RFC2822] as specified in the sections below.

· When the IWF receives a Large Message Mode CPM Message, it will first receive a SIP INVITE, followed by one or more MSRP SEND [RFC4975] messages. The IWF buffers the content received in the MSRP SEND message and then translates it into an SMTP [RFC2821] whose DATA carries the e-mail message [RFC2822] as specified in the sections below.

Note: The tables in the following sections contain a description of the parameters that are necessary for CPM to/from e-mail interworking. Not all of the CPM or e-mail related parameters are needed for interworking.
Figure 5 CPM to e-mail interworking architecture
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Figure 5 shows the architecture and protocols used for interworking between CPM and e-mail.


[image: image5.emf]CPM Client A Home Network

E-mail client B Home Network

SMTP server

IWF

(SMTP client)

SMTP


Figure 5 CPM to e-mail interworking architecture
IWF SHALL support the commands and replies specified in SMTP [2821].

The IWF SHALL: 

· translate CPM Messages to SMTP [RFC2821] commands and Internet Message Format [RFC2821], and 

· translate SMTP [RFC2821] commands and Internet Message Format [RFC2822] to CPM Messages 

as specified in the following sections.

5.2.4.1.2 Pager Mode CPM Message to e-mail message mapping

When the IWF receives a Pager Mode CPM Message, carried as a SIP MESSAGE message, it performs the following:

1. It initiates a DNS query to find the address of the recipient’s SMTP server. 

2. It establishes a two-way transmission channel to SMTP server as specified in [RFC2821] and Table 35 by mapping the relevant headers from the CPM Message to the SMTP command.

3. It builds e-mail message as specified in [RFC2822] and Table 36 by mapping the relevant headers and body from the CPM Message to the e-mail message.

4. It initiates e-mail transaction to send the message to the recipient and keeps the transaction open to wait for the SMTP reply on the last data transmitted.
5. If it receives a positive response, it composes a SIP 202 Accepted message as described in Table 37, otherwise it composes the corresponding SIP error message.

Editor’s Note: Mapping for the negative response is FFS.

	CPM MESSAGE header
	SMTP Commands [RFC2821]
	Comment

	P-Asserted-Identity [RFC 3325], if present, otherwise, 

From
	MAIL FROM
	Editor’s note: How to construct MAIL FROM is FFS.

	Request_URI
	 RCPT TO
	Editor’s note: How to construct RCPT TO is FFS.


Table 35 CPM to e-mail message parameter mapping, SMTP level
	CPM MESSAGE header

[headers from RFC 3428 unless otherwise noted]
	Internet Message Format (RFC 2822) header and body
	Internet Message Format parameter status
	Comment

	P-Asserted-Identity [RFC 3325], if present, otherwise, 

From

	From
	Mandatory
	Editor’s note: How to construct From is FFS.
Interworked by the e-mail IWF.Address not revealed if CPM sender requested Anonymity

	Date 

or 

imdn.DateTime [RFC 5438]
	orig-date
	Mandatory
	Set to date provided in SIP MESSAGE message otherwise set to current date and time at the IWF


	Request-URI 


	To
	Optional
	Interworked by the e-mail IWF.

	See Comment.
	msg-id
	Optional
	Unique ID for the message. 
FFS how msg-id can be mapped to Contribution ID.

	See Comment.
	Sender
	Optional
	

	Subject


	Subject
	Optional
	Set only if “Subject” header is set in CPM Message.

	Priority
	X-Priority
	Optional
	Set to corresponding value of  Priority (i.e., 5 = CPM "non-urgent"; 3 = "normal"; 1 = "urgent"

	Expires


	Either SMTP – DELIVER BY

or MAIL FROM BY

 [RFC2852]
	Optional
	Editor’s note: to decide which of the two fields in Email should be mapped to.
Set according to received value in Expires, otherwise set according to service provider policy.

	imdn.Disposition-Notification [RFC 5438]
	Disposition-Notification-To and disposition-type

[RFC3798]
	Conditional
	When RFC5438 “imdn.Disposition-Notification” is set to “positive-delivery” or “ negative-delivery” or both 
Set "Disposition-Notification-To is "required" according to RFC3798.

When RFC5438  “imdn.Disposition-Notification” is set to "display", set "disposition-type" to "displayed" according to RFC3798.

	MIME body
	Message body
	Optional
	Set to corresponding body types received in SIP MESSAGE body


Table 36 Pager Mode CPM Message to e-mail message parameter mapping
Editor’s Note: How to correlate e-mail disposition notification with the corresponding CPM Message IMDN is FFS.

	SMTP [RFC2821] Reply header
	CPM MESSAGE response header [headers from RFC 3428 unless otherwise noted]
	CPM parameter status
	Comment

	250 OK 
	Response code[RFC 3261] set to 202, 

reason phrase [RFC 3261] set to Accepted
	Mandatory
	

	See Comment.
	Call-ID
	Mandatory
	Set by the e-mail IWF per the Call-ID header field received in the CPM Message.

	See Comment.
	To
	Mandatory
	Set by the e-mail IWF, per the To header field received in the CPM Message.

	See Comment.
	Via
	Mandatory
	Set by the e-mail IWF, per the Via header field received in the CPM Message.

	See Comment.
	From
	Mandatory
	Set by the e-mail IWF, per the From header field received in the CPM Message.

	See Comment.
	CSeq
	Mandatory
	Set by the e-mail IWF, per the CSeq header field received in the CPM Message.

	See Comment.
	Content-Length 
	Mandatory
	Set to 0 by the e-mail IWF.


Table 37 SMTP 250 OK to CPM mapping of a SIP 202 Accepted, parameter level
5.2.4.2 E-mail to CPM

When the e-mail Interworking Function receives an SMTP message that is to be sent to a CPM User, it translates the message into either a Pager Mode CPM Message (MESSAGE message [RFC3428]) as described in the sections below or a Large Message Mode CPM Message.
Note: The tables in the following sections contain a description of the parameters that are necessary for CPM to/from e-mail interworking. Not all of the CPM or e-mail parameters are needed for interworking.
Figure 6 shows the architecture and protocols used for interworking between CPM and e-mail.
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Figure 6 e-mail to CPM interworking architecture
The SMTP interface consists of three main commands:

· Mail From

· RCPT To

· Data

The IWF shall be able translate CPM messages to SMTP messages and the SMTP messages to CPM messages as described in the following sections. 

5.2.4.2.1 E-mail to Pager Mode message mapping

When the IWF receives an e-mail message, it performs the following

1. it accepts & acknowledges the EHLO, performs MX lookup verification & subsequent SMTP commands (e.g., MAIL FROM, RCPT TO). Once the DATA receipt is completed, if the  message is short (e.g., less than 1300 bytes), the IWF builds a Pager Mode CPM Message  request as described in Table 38 and Table 39 below, by mapping the relevant headers and body from the SMTP message to the Pager Mode CPM Message 

2. It sends the Pager Mode CPM Message

3. If it receives a positive response to the Pager Mode CPM Message (e.g., 200 OK or 2XX), it sends a 250 OK in response of the DATA, otherwise it sends a corresponding error message.
Editor’s Note: Mapping for the negative response is FFS.

Editor’s Note: The IWF should not be used as a relaying MTA.

	SMTP

[headers from RFC 2821 unless otherwise noted]
	CPM MESSAGE header

[headers from RFC 3261 unless otherwise noted]
	Comment

	 RCPT TO:
	Request-URI and 

To
	Interworked by the e-mail IWF (map to a SIP URI following a lookup).

FFS: other interworking of SMTP to CPM.


Table 38 e-mail parameter to Pager Mode CPM Message mapping, SMTP level
	DATA part of the SMTP Information element 

[headers from RFC 2822  unless otherwise noted]
	CPM MESSAGE header

[headers from RFC 3428 or RFC 3261 unless otherwise noted]
	CPM MESSAGE Parameter status
	Comment

	MIME - To:, Cc:, Bcc:
	Not used if there is only one recipient. If there is more than one recipient, all recipients are added in the CPM Message body as part of a recipient-list-history body as per [RFC 5365]
	Optional
	

	SMTP - MAIL FROM:
	From, 

P-Asserted-Identity [RFC 3325]


	Mandatory
	

	MIME orig-date
	Date
	Optional
	Set to date provided by SMTP, otherwise set to current date and time at the IWF.

	Either SMTP – DELIVERBY

or MAIL FROM BY

 [RFC2852]
	Expires


	Optional
	Set to received value in either SMTP DELIVERBY or the MAIL FROM BY, otherwise set according to service provider policy.

	MIME - X-Priority
	Priority
	Optional
	Set to corresponding value of  X-Priority (i.e., 5 = CPM "non-urgent"; 3 = "normal"; 1 = "urgent"

	Disposition-Notification-To and disposition-type

[RFC3798]
	imdn.Disposition-Notification [RFC 5438]
	Conditional
	When RFC3798 "Disposition-Notification-To is "required", include "positive-delivery, negative-delivery" in the imdn.Disposition-Notification header.

When RFC3798 "disposition-type" is set to "displayed", include "display" in the imdn.Disposition-Notification.

	MIME - Subject:
	Subject


	Optional
	Set only if “Subject” header is set in the SMTP message.

	See Comment.
	Max-Forwards
	Mandatory
	Set per the service provider policy

	MIME - Content-Type:
	Body
	Conditional
	Set to corresponding body types received in SMTP

	See Comment.
	Via
	Mandatory
	Set to the address of the IWF.

	See Comment.
	CSeq
	Mandatory
	Set by the IWF.

	See Comment.
	Call-ID
	Mandatory
	Set by the IWF.


Table 39 e-mail parameter to Pager Mode CPM Message mapping
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