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1 Reason for Change

This CR initiates discussion on CPM provisioning.
2 Impact on Backward Compatibility

n/a

3 Impact on Other Specifications

n/a

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The Group is recommended to investigate what is required for CPM provisioning and agree to it.
6 Detailed Change Proposal
2.1. Normative References

	[OMA Client Provisioning]
	OMA Client Provisioning, Version 1.1, Open Mobile Alliance™, OMA-ERP-ClientProvisioning-V1_1,
URL: http://www.openmobilealliance.org/  

	[OMA DM]
	"OMA Device Management Protocol", Version 1.2, Open Mobile Alliance™, 
OMA-TS-DM_Protocol-V1_2,
URL: http://www.openmobilealliance.org/  

	[Provisioning Content] 
	"Provisioning Content", Version 1.1, Open Mobile Alliance(, OMA-WAP-TS-ProvCont-V1_1
URL: http://www.openmobilealliance.org/ 


Appendix D  The parameters to be provisioned for CPM service  (Normative) 

A.1 OMA CPM Device Management general

This Appendix describes the parameters that are needed for initiation of CPM service, as well as continuous provisioning by service provider. These parameters are specified in Client Provisioning Application Characteristics document (AC file) and Device Management Management Object (DM MOs). The bootstrap function specified in [OMA Client Provisioning] and [OMA DM] SHALL be used to enforce the security of provisioning. Existing parameters in [Provisioning Content] and [OMA DM] are re-used; those without corresponding parameters are defined in present specification and to be registered in OMNA through OMA official registration procedures. 

· 1. APPID (Application ID): The application characteristics name for this application, to be used by DM Client to uniquely identify the application.
· 2. NAME: Application name. To be displayed in equipment, it's specific for each service provider.
· 3. PROVIDER-ID: provides an identifier for the application service access point described by an APPLICATION characteristic. 
· 4. TO-NAPID: This parameter allows an application to refer to a network access point with a matching NAPID parameter. It is only possible to refer to network access points defined within the same provisioning document.

· 5. TO-APPREF: The TO-APPREF parameter links the APPLICATION characteristics to another secondary APPLICATION characteristic with a matching APPREF parameter.

· 6. Max Ad-hoc Group size: Maximum number of Participants allowed for an Ad-hoc CPM Group Session.
· 7. Controlling Function: A SIP URI used for setting up an Ad-hoc CPM Group Session.
· 
· 9. Message Storage Server URI: A URI for CPM user’s Message Storage Server.
· 10. CPM Server Presence support: This parameter indicates the Presence publish capability of the CPM Server on behalf of a CPM Client.

· 11. Version number: This parameter indicates the CPM Controlling Function release number. 
These parameters are to be registered in OMNA.
These parameters SHALL be obtained via the DM-1 reference point, from the data which is provisioned to the DM Client as specified in [Provisioning Content] and [OMA DM].
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