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1 Reason for Change

This CR changes the CPM interworking TS.

It provides suggested text for Appendix X, in order to close the editor’s note in section 5.2.1.1.2:
R01: 2009/12/07

Acision mentioned alternate ways of filling Appendix X when we presented 0557. Since then we contacted Acision many times to explore these other ways but never got responses, so we re-present this CR as is. 
2 Impact on Backward Compatibility

n/a

3 Impact on Other Specifications

n/a

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The Group is recommended to agree on the proposed changes.

6 Detailed Change Proposal
5.2.1.1.2 Large Message Mode CPM Message handling

Upon receiving a SIP INVITE request with the CPM Feature Tag corresponding to Large Message Mode CPM Message, the Interworking Function:
1. SHALL check if the accept-type attribute of the SDP m-line in the SIP INVITE request are acceptable to the Interworking Function and if not, reject the request with a SIP 488 "Media Type Not Acceptable Here" response. Otherwise, continue with the rest of the steps;

2. SHALL act  as a User Agent Server  (UAS) according to rules and procedures of [RFC3261];
3. SHALL store the content of the Contact header field;
4. SHALL generate a SIP 200 OK response to the received initial SIP INVITE request according to rules and procedures of [RFC3261] with the following clarification, the Interworking Function:

a. SHALL include a Server header to indicate the OMA CPM release version of the Interworking Function as specified in Appendix C. 

b. SHOULD include an Allow header with all supported SIP methods; 
c. SHALL include the CPM Address of the CPM User as the Authenticated Originator's CPM Address as specified in subclause 6.1 “Authenticated Originator's CPM Address” of [OMA-CPM-TS-Conv-Func].
d. SHALL include an answer SDP according to rules and procedures of [RFC3264], [RFC4566], [RFC4975] and [RFC4145] with the following clarification, the Interworking Function:

-
SHALL include media line proposing MSRP media parameters;
-
SHALL include its own MSRP URI for the MSRP connection setup as a=path: MSRP URI;
-
SHALL set the content type as Content-Type = message/cpim;
-
SHALL set the SDP directional media attribute to a=recvonly.
5. SHALL send the SIP 200 OK response according to rules and procedures of the SIP/IP Core.
Upon receiving a SIP ACK acknowledgement, the Interworking Function: 
1. SHALL act as MSRP client according to [RFC4975];
2. SHALL act as an "active" endpoint to open the transport connection according to [RFC4975]; and
3. SHALL establish the MSRP connection according to the MSRP URI in the SDP offer received in the SIP INVITE request;
4. SHALL send empty MSRP SEND message to bind connection to MSRP session from the perspective of the passive endpoint according to rules and procedures of [RFC4975].

Upon receiving an MSRP SEND, the Interworking Function SHALL act as a gateway between the CPM service and the  non-CPM Communication Service with the following clarification, the Interworking Function:
1. SHALL store data in a temporary buffer until the whole Large Message Mode CPM Message is received;
2. SHALL handle the Large Message Mode CPM Message for the corresponding non-CPM message. See sections ‎5.2.2, ‎5.2.3, and ‎5.2.4 for SMS,  MMS and e-mail.
Upon receiving response from non-CPM Communication Service, the Interworking Function SHALL handle the response according to the non-CPM Communication Service. See sections ‎5.2.2, ‎5.2.3, and ‎5.2.4 for SMS, MMS, and e-mail.
Upon receiving SIP BYE request, the Interworking Function: 

1. SHALL release all Media Plane resources corresponding to the MSRP session being closed.

Appendix C.  Release Version in User-Agent and Server Headers
User-Agent and Server headers are used to indicate the release version and product information of the CPM  Interworking Function.

The Interworking Function shall implement the User-Agent and Server headers, according to rules and procedures of [RFC3261] with the clarifications in this subclause specific for IWF.

The User-Agent and Server headers ABNF are specified in [RFC3261] and extended as follows:

Server = "Server" HCOLON server-val *(LWS server-val)

User-Agent = "User-Agent" HCOLON server-val *(LWS server-val)

server-val =  product / comment
product =  IWF-product / token [SLASH product-version]

product-version = token

This specification allows having several server-val tags. The first of those server-val tags shall be encoding according to the following ABNF:

IWF -product =  iwf-type-token"- " iwf-device-token (SLASH iwf-product-version)

iwf-type-token =  "IWF-SMS" | "IWF-MMS" | "IWF-e-mail"

iwf -device-token = "client" | "serv" token
iwf -product-version = "OMA1.0"
Where:
client = IWF-SMS/MMS/e-mail client
serv = IWF-SMS/MMS/e-mail  server
iwf -product-version = OMA IWF release version

Example 1:

In this example the IWF acting as UAC is an OMA IWF release version 1.0 product. The IWF interworks with MMS. The IWF has inserted its own company and product name and version "Arena-Messaging1000/v1.01".

User-Agent: IWF-MMS-client/OMA1.0 Arena-Messaging1000/v1.01
Example 2:

In this example the IWF acting as UAS is an OMA IWF release version 1.0 product. The IWF interworks with MMS. The IWF has inserted its own company and product name and version "Arena-Messaging1000/v1.01".

Server: IWF-MMS-serv/OMA1.0 Arena-Messaging1000/v1.01
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