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1 Reason for Change

This CR resolves the following comments. 
	D529
	2010.01.22
	Q
	8.3.2.1.3
	Source: Alcatel-Lucent

Form: OMA-CONR-2010-0016-CPM_V1_0_Comments_ALU

Comment: A CPM Message that includes references to replaced media should be smaller than 1300 bytes (as specified in 5.1) in order to be delivered by SIP. Otherwise, it has to be turned into a Large Message Mode using MSRP session resulting in odd behavior of having opened both an MSRP session for Large Message Mode followed by an IMAP session to get the (referenced) media! The text of the specs is not clear on this interaction of MSRP & IMAP Sessions.  

Proposed Change: specify various steps of the operations. 

A CR should be provided 
	Status: Closed by this CR

	D531
	2010.01.24
	T
	8.3.2.1.3
	Source: Gertjan van Wingerde

Form: doc #CONR-2010-0007

Comment: Do we really want to check on a per-device basis whether this needs to be done?

Proposed Change: Use one setting for all devices.
	Status:  Closed by this CR

	D532
	2010.01.24
	T
	8.3.2.1.3
	Source: Gertjan van Wingerde

Form: doc #CONR-2010-0007

Comment: Do we really want to check on a per-Media-Object basis whether this needs to be done?

Proposed Change: Use one setting for all Media Objects.
	Status: Closed by this CR
I am not clear “per-Media-Object”.
When a message include image and audio clip and if a user want to receive only image, audio clip can be replaced by a reference.  

	D533
	2010.01.24
	T
	8.3.2.1.3
	Source: Gertjan van Wingerde

Form: doc #CONR-2010-0007

Comment: Step 2: Why fetch the body structure, can’t the PF create the IMAP URL just on the basis of the returned UID?

Proposed Change: Validate against IMAP URL RFC.
	Status: Closed by this CR 



2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

OMA MWG-CPM is recommended to agree with the proposed changes.
6 Detailed Change Proposal

Change 1:  Modify section 7.2.6.2.1
8.3.2.1.4. Replacing Media with a Reference

Upon receiving a CPM Message containing Media Objects in the body, the CPM Participating Function:

1. For each Media Object included in the CPM Message, SHALL check for rules where the <conditions> child element < allow-convert-media2link> evaluates to true for the Media Objects with references;
2. if true, continue with the rest of the steps; 
3. SHALL store the CPM Message to the Message Storage Server according to procedures specified in section 6.1.1.1 of [OMA-CPM_TS_MessageStorage] and obtain an UID from the Message Storage Server;
4. SHALL generate IMAP URL for each Media Object decided to be replaced according to procedures of [RFC5092];

5. SHALL remove the Media Objects to be replaced from the received CPM Message as selected in step 1
6. SHALL include the IMAP URL in the body of the CPM Message corresponding to each Media Object to be replaced according to procedures of [RFC4483].

NOTE: If there are other Content-Type headers within the CPM Message, the CPM Participating Function keeps the Content-Type header “multipart/mixed” with the proper boundary value to distinguish the URL part and existing parts as described in [RFC2046]
7. SHALL check the message size. 

a. If the maximum size of the message is not larger than1300 bytes, it SHALL generate SIP MESSAGE to each CPM Client as described in section 8.3.2.1.3 “Pager Message Mode CPM Message Request Originating at CPM Participating Function”.; 
b. Otherwise, it SHALL generate SIP INVITE to each CPM Client as described in section 8.3.2.1.4 “Large Message Mode CPM Message Request Originating at CPM Participating Function”. 












Change 2:  Make a new section 8.3.2.1.3
8.3.2.1.3. Pager Message Mode CPM Message Request Originating at CPM Participating Function
When the CPM Participating Function has to create an outgoing SIP MESSAGE request for Pager Message Mode CPM Message, the CPM Participating Function:

1. SHALL generate a SIP MESSAGE request according to the rules and procedures of [RFC3428];
2. SHALL include Accept-Contact header with the CPM Feature Tag ‘3gpp-service.ims.icsi.oma.cpm.msg' for pager message mode;
3. SHALL copy the authenticated originator’s CPM Address to the Outgoing SIP MESSAGE request
4. SHALL include the CPM release version in the User-Agent header as specified in Appendix D “Release Version in User-agent and Server headers”;
5. SHALL copy the Reply-To header to the outgoing SIP MESSAG request if it was included in the incoming request.
6. SHALL copy the Privacy header to the outgoing SIP MESSAGE request if it was included in the incoming request.
7. SHALL copy the Request-URI to the outgoing SIP MESSAGE request from the incoming request.
8. SHALL copy the MIME resource-list body to the outgoing SIP MESSAGE request if it was included in the incoming request
9. SHALL send the SIP MESSAGE request according to the rules and procedures of the SIP/IP core
Change 3:  Modify the section numbers
8.3.2.1.4. Large Message Mode CPM Message Request Originating at CPM Participating Function

8.3.2.1.5. Replacing Media with a Reference

8.3.2.1.6. Content Adaptation

8.3.2.1.7. Establish MSRP Session for Receiving Large Messag
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