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1 Reason for Change

This contribution is resolving the following CONRR comment:
	C387
	2010.01.22
	T
	C.5.1.1 & C.5.1.2
	Source: Gertjan van Wingerde

Form: doc #CONR-2010-0007
Comment: These flows are the same; combine them in a single flow.
Proposed Change: 
	Status: Closed


Regarding C387: 

Instead of combining them, in this CR the signalling flow on originating side has been updated so that interworking decision happens after receiving an error response. The added signalling part is considered a major thing that differentiates the originating flow from the terminating flow. With this change, the author believes that C387 can be closed. 
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

COM-CPM is recommended to agree on the proposal.
6 Detailed Change Proposal

Change 1: Change section B.5.4.1
B.5.4.1 Pager Mode CPM Message Interworking at the Origination Side

This section describes the case where a sending CPM User sends a Pager Mode CPM Message to a recipient, and it is decided that to reach the recipient, interworking is required. This Pager Mode CPM Message is sent outside a CPM Session.  
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Figure 33: Interworking at the originating network
1. CPM Client A sends a CPM Message towards a recipient. CPM Client A may include a disposition notification request for a delivery notification and/or read report in the CPM Message. In this flow CPM Client A requests a delivery notification.

2. SIP/IP core A routes the CPM Message to CPM Participating Function A triggered on the CPM Feature Tag and CPM Client A’s CPM Address.  
3. CPM Participating Function A performs originating CPM services and send the CPM Message to the SIP/IP core A.

4. The CPM Message fails to reach the recipient for one of the reasons described in section 5.3.1.1.2, section 5.3.1.1.3 and section 5.3.1.1.4.

5. The CPM Participating Function A receives an error response to the CPM Message.
NOTE: In case the received address is neither a SIP URI nor a TEL URI, Steps 3 to 5 are not executed.
6. CPM Participating Function A decides whether interworking is required.

7. CPM Participating Function A sends the request to Interworking Selection Function A.

8. Interworking Selection Function A selects the most appropriate Interworking Function for handling the CPM Message as defined in section 5.3.1.2.
9. Interworking Selection Function A routes the CPM Message to the selected Interworking Function A.

10. Interworking Function A converts the CPM Message into a non-CPM message routable in the Non-CPM System B.

11. Non-CPM system B receives the message. 

12. Non-CPM system B acknowledges reception. 

NOTE 1:
Step 13 could be skipped and steps 14-17 could be initiated before step 12 (e.g. per service provider policies, to prevent the risk of timeout).

13. Interworking Function A converts the acknowledgement of the non-CPM message into an Accepted response to the CPM Message.

14. Interworking Function A sends the Accepted response to Interworking Selection Function A.
15. Interworking Selection Function A forwards the Accepted response to CPM Participating Function A.
16-17. The Accepted response is routed to CPM Client A along the Signalling Path that the CPM Message experienced before


NOTE 2: 
The procedure can end in step 17. Steps 18 to 28 occur only if the CPM User requested a delivery notification in the CPM Message sent in step 1.

18. Non-CPM system B generates a delivery notification towards the sender.

19. Interworking Function A converts the non-CPM message delivery notification into a CPM Message delivery notification.

20-23. The Interworking Function A routes the CPM Message delivery notification towards CPM Client A.

24-27. CPM Client A sends an OK response towards non-CPM system B along the same Signalling Path.

28. Interworking Function A routes the ack towards the sender, if required by the particular non-CPM system.
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