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Change Request

	Title:
	OMA-MWG-CPM-2010-0005R01-CR_CONR_TS_intrwrk_ReadReply_Tb23
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	MWG-CPM

	Doc to Change:
	OMA-TS-CPM_Interworking-V1_0-20091221-D

	Submission Date:
	27 January 2010

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Michel Houde, Michel.Houde@ericsson.com

	Replaces:
	  OMA-MWG-CPM-2010-0005-CR_CONR_TS_intrwrk_ReadReply_Tb23


1 Reason for Change

This CR changes the CPM Interworking TS by proposing resolution of the Editor’s Notes:
	
	Read reply
	Conditional
	Editor’s Note: FFS: To be validated based on ongoing discussion on Large Message Mode read report.


Table 1 Large Message Mode Message to MM4_Forward.REQ parameter mapping 

The editor’s note in the above table should be deleted, and the mapping should be done.

2010/01/27: R01 Addressing the following comment:

	E349
	2010.01.21
	T
	5.2.3.1.1.5, table 23, “Read reply”
	Source: Michel.Houde@Ericsson.com

Form: OMA-CONR-2010-0018
Comment: Need to solve the Editor’s note WRT “Read reply”. 

Proposed Change: See CR “OMA-MWG-CPM-2010-0005-CR_CONR_TS_intrwrk_ReadReply_Tb23”.
	Status: OPEN


2 Impact on Backward Compatibility

n/a

3 Impact on Other Specifications

n/a

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The Group is recommended to agree on the proposed changes.

6 Detailed Change Proposal
5.2.3.1.1.5 CPM Large Message Mode to MMS message mapping
When the IWF receives a SIP INVITE for a Large Message Mode CPM Message, it SHALL send a 200 OK response if no errors are found in the INVITE or an appropriate error response otherwise.

When the IWF subsequently receives an MSRP SEND request, it SHALL perform the following:

1. It temporarily stores the content received in the MSRP SEND request. If other MSRP SEND requests are expected based on the Byte-Range in the MSRP SEND request, it waits for them.

2. Once all of the MSRP SEND requests have been received, the IWF rearranges (if needed) all the received chunks into the message.

3. The IWF initiates an ENUM/DNS query to find the address of the recipient’s MMS relay server in his home network. 

4. The IWF formats the received content in an MM4_Forward.REQ message as shown in Table 2 and Table 1 below by mapping the relevant headers and body from the Large Message Mode CPM Message to the MMS message, and sends the message to the recipient,

5. When an acknowledgement has been requested in the MM4_Forward.REQ, the IWF keeps the transaction open to wait for the MM4Forward.RES.
6. If the IWF receives a negative response and a Failure Report was requested by the sender, it composes a Failure REPORT message as shown in Error! Reference source not found. below.
NOTE: If a Success-Report was requested, the IWF must wait for the MM4 Delivery Report message and then start a new MSRP session to deliver the Success-Report as described in the AT&T Internet Draft “xxxx”.
Editor’s Note: Reference to the internet draft is needed.
Editor’s Note: the group must decide whether to reference the I-D or to add the procedures described in that I-D to this TS.

	CPM INVITE header
	SMTP/MM4_Forward.REQ
	Comment

	See Comment.
	MAIL From
	Set by the MMS IWF to its own SMTP address 

	Request-URI
	 RCPT To:
	Interworked by the MMS IWF.


Table 2 Large Message Mode Message to MM4_Forward.REQ message mapping, SMTP level 

	CPM headers
[headers from SIP INVITE (RFC 3261) or MSRP (RFC4975) unless otherwise noted]
	MM4 Information element
	MM4 Parameter status
	Comment

	See Comment.
	3GPP MMS Version
	Mandatory
	Set according to the MMS protocol version supported by the IWF.

	See Comment.
	Message Type
	Mandatory
	Set to “MM4_forward.REQ”.

	See Comment.
	Transaction ID
	Mandatory
	Unique transaction identifier assigned by the IWF.

	Conversation-ID and Contribution-ID.
	Message ID
	Mandatory
	IWF assigned unique ID for the message, related to the Conversation-ID and the Contribution-ID 

	Request-URI(when sent to one recipient or when sent to a CPM Pre-defined Group)

URI list body carrying the “recipient-list-history” [RFC 5366] (when sent to more than one recipient) 
	Recipient(s) address
	Mandatory
	Set to either the value of the “Request-URI” header in case of one recipient or when sent to a CPM Pre-defined group or to the list of recipients in the “URI-List” in case of multiple recipients.

The URIs with copyControl="to" are mapped to the MM4 Recipient(s) Address STD 11 To: header 

The URIs with copyControl="cc" are mapped to the MM4 Recipient(s) Address STD 11 Cc: header.

NOTE: it is expected that the MMS Client display CPM Addresses that it does not support but will not allow the user to send an MMS message to a CPM Address not supported by MMS (e.g., to a SIP URI).

	P-Asserted-Identity [RFC 3325], if present, otherwise, 

From
	Sender address
	Mandatory
	Address not revealed if CPM sender requested Anonymity.

	Content-Type
	Content type
	Mandatory
	

	Date 
	Date and time
	Mandatory
	Set to date provided in SIP INVITE otherwise set to current date and time at the IWF.

	See Comment.
	Time of Expiry
	Conditional
	Editor’s Note: FFS after determining for CPM-to-CPM case.

	Failure-Report and/or Success-Report
	Delivery report
	Conditional
	Set to true when either a Failure-Report, Success-Report or both are received in the SEND request.
Editor’s Note: FFS: To be validated based on ongoing discussion on Large Message Mode delivery report.

	imdn.Disposition-Notification : display [RFC5438]
	Read reply
	Conditional
	When the Disposition-Notification is set to “display”, set the Read reply to “Yes”.


	Display-Name (from P-Asserted-Identity header if present otherwise from the From header)
	Sender visibility
	Conditional
	Set only if Display-Name = “Anonymous”.

	Subject


	Subject
	Conditional
	Set only if “Subject” header is set in the Large Message Mode Message.

	See Comment.
	Acknowledgement Request
	Optional
	Set per the service provider policy.

	See Comment.
	Forward counter
	Conditional
	Set per the service provider policy.

	See Comment.
	Originator-System-Address
	Optional
	Set by the IWF to its own address, formatted as an MMS R/S address.

	See Comment.
	Forward-Route
	Optional
	Set by the IWF to its own address, formatted as an MMS R/S address.

	See Comment.
	Content
	Conditional
	Set per the payload received via MSRP.


Table 3 Large Message Mode Message to MM4_Forward.REQ parameter mapping 

Change 1:  … and we suggest doing similar change below, for consistency.
5.2.3.1.1.2 CPM Pager Mode to MMS message mapping, MM4 Forward
When the IWF receives a Pager Mode CPM Message, carried as a SIP MESSAGE message, it SHALL perform the following

1. It initiates an ENUM/DNS query to find the address of the recipient’s MMS relay server in his home network. 

2. It builds an MM4_Forward Request Message as described in Table  and Table  (below) by mapping the relevant headers and body from the CPM Message to the MMS message.

3. It sends the MM4_Forward.REQ message and keeps the transaction open to wait for the MM4Forward.RES message.

4. If it receives a positive response, it composes a SIP 202 Accepted message as described in Error! Reference source not found. (below), otherwise it composes the corresponding SIP error message as shown in Error! Reference source not found. below.
	CPM SIP MESSAGE header
	SMTP/MM4_Forward.REQ
	Comment

	See Comment.
	MAIL From
	Set by the MMS IWF to its own SMTP address. 

	Request-URI
	 RCPT To:
	Interworked by the MMS IWF.


Table 12  Pager Mode CPM Message to MM4_Forward.REQ message mapping, SMTP level
	CPM SIP MESSAGE header

[headers from [RFC 3428] unless otherwise noted]
	MM4 Information element
	MM4 Parameter status
	Comment

	See Comment.
	3GPP MMS Version


	Mandatory
	Set according to the MMS protocol version supported by the IWF.

	See Comment.
	Message Type
	Mandatory
	Set to “MM4_forward.REQ”

	See Comment.
	Transaction ID
	Mandatory
	Unique transaction identifier assigned by the IWF.

	 Conversation-ID and Contribution-ID.
	Message ID
	Mandatory
	IWF assigned unique ID for the message, related to the Conversation-ID and the Contribution-ID.

	Request-URI (when sent to one recipient or when sent to a CPM Pre-defined Group)

URI list body carrying the “recipient-list-history” [RFC 5365] (when sent to more than one recipient)
	Recipient(s) address
	Mandatory
	Set to either the value of the “Request-URI” header in case of one recipient or when sent to a CPM Pre-defined group or to the list of recipients in the “URI-List” in the case of multiple recipients.

The URIs with copyControl="to" are mapped to the MM4 Recipient(s) Address STD 11 To: header 

The URIs with copyControl="cc" are mapped to the MM4 Recipient(s) Address STD 11 Cc: header.

NOTE: it is expected that the MMS Client display CPM Addresses that it does not support but will not allow the user to send an MMS message to a CPM Address not supported by MMS (e.g., to a SIP URI).

	P-Asserted-Identity [RFC 3325], if present, otherwise, 

From
	Sender address
	Mandatory
	Address not revealed if CPM sender requested Anonymity.

	Content-Type
	Content type
	Mandatory
	

	Date 

or 

imdn.DateTime [RFC 5438]
	Date and time
	Mandatory
	Set to date provided in SIP MESSAGE message otherwise set to current date and time at the IWF.



	Expires
	Time of Expiry
	Conditional
	Set to received value in “Expires” otherwise set according to service provider policy.

	imdn.Disposition-Notification [RFC 5438]
	Delivery report
	Conditional
	Set to true when Disposition Notification is requested with value set to “positive-delivery”, “negative-delivery”, or both. 

	Priority
	Priority
	Conditional
	Set to corresponding value of  CPM Message – 

non-urgent= low

normal= medium

urgent= high

	Display-Name (from P-Asserted-Identity header  if present otherwise from the From header)
	Sender visibility
	Conditional
	Set only if Display-Name = “Anonymous”.

	imdn.Disposition_Notification: display [RFC 5438]
	Read reply
	Conditional
	When the Disposition-Notification is set to “display”, set the Read reply to “Yes”.

	Subject
	Subject
	Conditional
	Set only if “Subject” header is set in CPM Message.

	See Comment.
	Acknowledgement Request
	Optional
	Shall always be set to yes since MESSAGE message must be acknowledged.

	See Comment.
	Forward counter
	Conditional
	Set per the service provider policy.

	See Comment.
	Originator-System-Address
	Optional
	Set by the IWF to its own address, formatted as an MMS R/S address.

	See Comment.
	Forward-Route
	Optional
	Set by the IWF to its own address, formatted as an MMS R/S address.

	Body
	Content
	Conditional
	Set to corresponding body types received in SIP MESSAGE Body.


Table 13 Pager Mode CPM Message to MM4_Forward.REQ parameter mapping
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