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1 Reason for Change

This CR fixes the CPM Interworking TS, specifically:

	RCPT TO:
	Request-URI and 

To
	Interworked by the e-mail IWF (map to a SIP URI following a lookup).

Editor’s Note: FFS: other interworking of SMTP to CPM.


As no other interworking has been suggested during the development of the TS, we suggest simply deleting the Editor’s note.
2 Impact on Backward Compatibility

n/a

3 Impact on Other Specifications

n/a

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The Group is recommended to agree on the proposed changes.

6 Detailed Change Proposal
5.2.4.3.1 e-mail to Pager Mode CPM Message mapping

When the IWF receives an e-mail message, it SHALL perform the following:
1. It accepts & acknowledges the EHLO, performs MX lookup verification & subsequent SMTP commands (e.g., MAIL FROM, RCPT TO). Once the DATA receipt is completed, if the  message is short (e.g., less than 1300 bytes), the IWF builds a Pager Mode CPM Message  request as described in Table 44 and Table 45 below, by mapping the relevant headers and body from the SMTP message to the Pager Mode CPM Message 

2. It sends the Pager Mode CPM Message.
3. If it receives a positive response to the Pager Mode CPM Message (e.g., 200 OK or 202 Accepted), it sends a 250 OK in response of the DATA, otherwise it sends a corresponding error message.
Editor’s Note: Mapping for the negative response is FFS.

NOTE: The IWF should not be used as a relaying MTA.
	SMTP

[headers from [RFC 2821] unless otherwise noted]
	CPM SIP MESSAGE header

[headers from [RFC 3261] unless otherwise noted]
	Comment

	 RCPT TO:
	Request-URI and 

To
	Interworked by the e-mail IWF (map to a SIP URI following a lookup).




Table 44 e-mail parameter to Pager Mode CPM Message mapping, SMTP level
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