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1 Reason for Change

There is no text describing how OMA CPM sets the SIP Warning header.
This CR proposes to add this new section

The CR addresses comment XXXX

2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended that the proposed changes be discussed and agreed.
6 Detailed Change Proposal
Change 1:  Add new reference to section 2.1

2.1 Normative References

	[3GPP TS24.229]
	“IP Multimedia Call Control Protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP);”, 3GPP, TS24.229, URL:http://www.3gpp.org/

	[3GPP TS 26.141]
	IP Multimedia System (IMS) Messaging and Presence; Media formats and codecs, TS 26.141 URL: http://www.3gpp.org/

	[3GPP2 X.S0013.004]
	“All-IP Core Network Multimedia Domain: IP Multimedia Call Control Protocol Based on SIP and SDP”, 3GPP2, X.S0013.004, URL:http://www.3gpp2.org/

	[draft-drage-service-identification]
	IETF draft: "A Session Initiation Protocol (SIP) Extension for the Identification of Services", K. Drage, March 2009,  URL: http://www.ietf.org/id/draft-drage-sipping-service-identification-03.txt

	[draft-ietf-sip-gruu]
	“Obtaining and Using Globally Routable User Agent (UA) URIs (GRUU) in the Session Initiation Protocol (SIP)”, J. Rosenberg, 11 October 2007, URL:http://www.ietf.org/internet-drafts/draft-ietf-sip-gruu-15.txt

	[draft-ietf-sip-outbound]
	“Client Initiated Connections in the Session Initiation Protocol (SIP)”, C. Jennings, 29 October 2008, URL: http://www.ietf.org/internet-drafts/draft-ietf-sip-outbound-16.txt

	[draft-update-pai] 
	“Updates to Asserted Identity in the Session Initiation Protocol (SIP) 

URL: http://tools.ietf.org/html/draft-ietf-sipping-update-pai-09.txt

	[MSRP-ACM]
	IETF Draft: “An Alternative Connection Model for the Message Session Relay Protocol”, November 2009, URL: http://www.ietf.org/internet-drafts/draft-ietf-simple-msrp-acm-02.txt

	[MSRP-SESSMATCH]
	“Session Matching Update for the Message Session Relay Protocol (MSRP)”, December 2009, URL: http://www.ietf.org/internet-drafts/draft-ietf-simple-msrp-sessmatch-00.txt.txt

	[GMSA IR.74]
	GSM Association, PRD IR.74, “Video Share Interoperability Specification, 1.3”, 
URL: http://www.gsmworld.com/documents/IR7413.pdf 

	[GSMA IR 84]
	GSM Association, PRD IR.84, “Video Share Phase 2 Interoperability Specification”, 1.0, URL: http://www.gsmworld.com/documents/IR.84v1_0.pdf

	[OMA-SIMPLE-IM]
	“Instant Messaging using SIMPLE”; Open Mobile Alliance™, OMA-TS-SIMPLE_IM-V1_0,  URL: http://www.openmobilealliance.org/   

	[OMA Client Provisioning]
	OMA Client Provisioning, Version 1.1, Open Mobile Alliance™, OMA-ERP-ClientProvisioning-V1_1,
URL: http://www.openmobilealliance.org/  

	[OMA-CPM-AD]
	“Converged IP Messaging Architecture”, Open Mobile Alliance™, OMA-AD-CPM-V1_0, URL:http://www.openmobilealliance.org/

	[OMA-CPM-RD]
	“Converged IP Messaging Requirements”, Open Mobile Alliance™, OMA-RD-CPM-V1_0, URL:http://www.openmobilealliance.org/

	[OMA-CPM-SD]
	“Converged IP Messaging System Description”, Open Mobile Alliance™, OMA-TS-CPM_System_Description-V1_0, URL:http://www.openmobilealliance.org/

	[OMA-CPM_TS_MessageStorage]
	“CPM Message Storage; Open Mobile Alliance ™, OMA-TS-CPM_MessageStorage -V1_0, URL:http://www.openmobilealliance.org/

	[OMA DM]
	"OMA Device Management Protocol", Version 1.2, Open Mobile Alliance™, 
OMA-TS-DM_Protocol-V1_2,
URL: http://www.openmobilealliance.org/  

	[OMA-POC-CP]
	“PoC Control Plane”, Version 2.1, Open Mobile Alliance™, OMA-TS-PoC_ControlPlane-V2_1-20091222-C

URL: http://www.openmobilealliance.org/   

	[OMA-XDM-Core]
	“XML Document Management (XDM) Specification”; Open Mobile Alliance™, OMA-TS-XDM_Core-V2_1,  URL: http://www.openmobilealliance.org/   

	[OMA-XDM-Shared-Policy]
	“Shared Policy XDM Specification”; Open Mobile Alliance™, OMA-TS-XDM_Shared_Policy-V1_0,  URL: http://www.openmobilealliance.org/   

	[OMA-XDM-Shared-Profile]
	“Shared Profile XDM Specification”, Open Mobile Alliance™, OMA-TS-XDM_Shared_Profile-V1_0,

URL:http://www.openmobilealliance.org/

	[OMA-XDM-Shared-Group]
	“Shared Group XDM Specification”, Open Mobile Alliance™, OMA-TS-XDM_Shared_Group-V1_0,

URL:http://www.openmobilealliance.org/

	[OMA-XDM-UPP]
	“UPP Directory XDM Specification”; Open Mobile Alliance™, OMA-TS-XDM_UPP_Directory-V1_0,  URL: http://www.openmobilealliance.org/   

	[Provisioning Content] 
	"Provisioning Content", Version 1.1, Open Mobile Alliance(, OMA-WAP-TS-ProvCont-V1_1
URL: http://www.openmobilealliance.org/ 

	[RFC2046]
	IETF RFC 2046: “Multipurpose Internet Mail Extensions (MIME) Part Two: Media Types”,
URL: http://www.ietf.org/rfc/rfc2046.txt

	[RFC2119]
	IETF RFC 2119: “Key words for use in RFCs to Indicate Requirement Levels”,
URL: http://www.ietf.org/rfc/rfc2119.txt

	[RFC2183]
	IETF RFC 2183: “Communicating Presentation Information in Internet Messages: The Content-Disposition Header Field”, URL: http://www.ietf.org/rfc/rfc2183.txt

	[RFC3261]
	IETF RFC 3261 (June 2002): “SIP: Session Initiation Protocol”, 

URL:http://www.ietf.org/rfc/rfc3261.txt

	[RFC3264]
	IETF RFC 3264: “An Offer/Answer Model with the Session Description Protocol (SDP) ”, 
URL: http://www.ietf.org/rfc/rfc3264.txt

	[RFC3265]
	IETF RFC 3265: “Session Initiation Protocol (SIP)-Specific Event Notification”,
URL: http://www.ietf.org/rfc/rfc3265.txt

	[RFC3323]
	IETF RFC 3323: “A Privacy Mechanism for the Session Initiation Protocol (SIP)”,
URL: http://www.ietf.org/rfc/rfc3323.txt

	[RFC3325]
	IETF RFC 3325: “Private Extensions to the Session Initiation Protocol (SIP) for Asserted Identity within Trusted Networks”,  URL: http://www.ietf.org/rfc/rfc3325.txt

	[RFC3326]
	IETF RFC 3326: “The Reason Header Field for the Session Initiation Protocol”,
URL: http://www.ietf.org/rfc/rfc3326.txt

	[RFC3420]
	IETF RFC 3420: “Internet Media Type message/sipfrag”,

URL: http://www.ietf.org/rfc/rfc3420.txt

	[RFC3428]
	IETF RFC 3428: “Session Initiation Protocol (SIP) Extension for Instant Messaging”,

URL: http://www.ietf.org/rfc/rfc3428.txt

	[RFC3501]
	IETF RFC 3501: “Internet Message Access Protocol - Version 4rev1”,  URL: http://www.ietf.org/rfc/rfc3501.txt

	[RFC3515]
	IETF RFC 3515: “The Session Initiation Protocol (SIP) Refer Method”,  URL: http://www.ietf.org/rfc/rfc3515.txt

	[RFC3550]
	IETF RFC 3550: “RTP: A Transport Protocol for Real-Time Applications”,

URL: http://www.ietf.org/rfc/rfc3550.txt

	[RFC3680]
	IETF RFC 3680: “A Session Initiation Protocol (SIP) Event Package for Registrations”,

URL: http://www.ietf.org/rfc/rfc3680.txt

	[RFC3840]
	IETF RFC 3840 (Aug 2004): "Indicating User Agent Capabilities in the Session Initiation Protocol (SIP)", URL: http://www.ietf.org/rfc/rfc3840.txt

	[RFC3841]
	IETF RFC 3841: “Caller Preferences for the Session Initiation Protocol (SIP)”,
URL: http://www.ietf.org/rfc/rfc3841.txt

	[RFC3862]
	IETF RFC 3862: “Common Presence and Instant Messaging (CPIM): Message Format”,  URL: http://www.ietf.org/rfc/rfc3862.txt

	[RFC3903],
	IETF RFC 3903: “Session Initiation Protocol (SIP) Extension for Event State Publication”,

URL: http://www.ietf.org/rfc/rfc3903.txt

	[RFC4028]
	IETF RFC 4028: “Session Timers in the Session Initiation Protocol (SIP)”,
URL: http://www.ietf.org/rfc/rfc4028.txt

	[RFC4086]
	IETF RFC 4086, "Randomness Recommendations for Security", URL:http://www.ietf.org/rfc/rfc4086.txt

	[RFC4353]
	IETF RFC 3261: “Conferencing Framework with SIP”,

URL: http://www.ietf.org/rfc/rfc4353.txt

	[RFC4483]
	IETF RFC 2119: “A Mechanism for Content Indirection in Session Initiation Protocol (SIP) Messages”,
URL:http://www.ietf.org/rfc/rfc4483.txt

	[RFC4488]
	IETF RFC 4488: “Suppression of Session Initiation Protocol (SIP) REFER Method Implicit Subscription”,  URL: http://www.ietf.org/rfc/rfc4488.txt

	[RFC4566]
	IETF RFC 4566: “SDP: Session Description Protocol”,
URL: http://www.ietf.org/rfc/rfc4566.txt

	[RFC4575]
	IETF RFC 4575: “A Session Initiation Protocol (SIP) Event Package for Conference State”,
URL: http://www.ietf.org/rfc/rfc4575.txt

	[RFC4579]
	IETF RFC 4579: “Session Initiation Protocol (SIP) Call Control - Conferencing for User Agents”,
URL: http://www.ietf.org/rfc/rfc4579.txt

	[RFC4975]
	IETF RFC 4975: “The Message Session Relay Protocol (MSRP)”,
URL: http://www.ietf.org/rfc/rfc4975.txt

	[RFC5092]
	IETF RFC 5092: “IMAP URL Scheme”,
URL: http://www.ietf.org/rfc/rfc5092.txt

	[RFC5318]
	IETF RFC 5318: “The Session Initiation Protocol (SIP) P-Refused-URI-List Private-Header (P-Header) ”,
URL: http://www.ietf.org/rfc/rfc5318.txt

	[RFC5365]
	IETF RFC 5365: “Multiple-Recipient MESSAGE Requests in the Session Initiation Protocol”, 
URL: http://www.ietf.org/rfc/rfc5365.txt

	[RFC5366]
	IETF RFC 5366: “Conference Establishment Using Request-Contained Lists in the Session Initiation Protocol (SIP)”, URL: http://www.ietf.org/rfc/rfc5366.txt

	[RFC5368]
	IETF RFC 5368: “Referring to Multiple Resources in the Session Initiation Protocol (SIP)”,  URL: http://www.ietf.org/rfc/rfc5368.txt

	[RFC5438]
	IETF RFC 5438: “Instant Message Disposition Notification (IMDN)”, 
URL: http://www.ietf.org/rfc/rfc5438.txt

	[RFC5547]
	IETF RFC 5547 “A Session Description Protocol (SDP) Offer/Answer Mechanism to Enable File Transfer”, URL: http://www.ietf.org/rfc/rfc5547.txt

	[SCRRULES]
	“SCR Rules and Procedures”, Open Mobile Alliance™, OMA-ORG-SCR_Rules_and_Procedures, URL:http://www.openmobilealliance.org/


Change 2:  Add new section 6.x

6.x Warning header

6.x.1General

The CPM Participating Function or CPM Controlling Function MAY include a free text string in a SIP response to SIP requests.
When the CPM Participating Function or CPM Controlling Function includes a text string in a response to a SIP INVITE request the text string SHALL be included in a Warning header as specified in [RFC3261]. The CPM Participating Function or CPM Controlling Function SHALL include the Warning code set to 399 and MAY include the host name set to the host name of the CPM Participating Function or CPM Controlling Function.

The CPM Client MAY include the preferred language in Accept-Language header in the SIP INVITE request and SIP 2xx response.

The CPM Participating Function or CPM Controlling Function SHOULD choose language of the warning text in the Warning-header depending on the preferred language indicated in Accept-Language header received from the CPM Client in the SIP INVITE request or in the SIP 2xx response. If the warning text is to be translated, only explanatory text of the free text string SHALL be replaced by the preferred language.

6.x.2 Warning texts

The text string included in a Warning header consists of an explanatory text preceded by a 3-digit text code, according to the following format <xxx> + <explanatory text>, for example '102 Too many participants'. 

The warning texts and codes are defined in [OMA-POC-CP].
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