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1 Reason for Change

This contribution proposes to resolve the following comments:
	E169
	2010.01.22
	T
	5.2.2.2.1.1
	Source: Gertjan van Wingerde

Form: doc #CONR-2010-0007

Comment: Make the text less Pager Mode oriented, this is general so also covers Large Message Mode and CPM Sessions.

Proposed Change: 
	Status: CLOSE

Closed by 2010-CR0075

	E170
	2010.01.22
	T
	5.2.2.2.1.1
	Source: Gertjan van Wingerde

Form: doc #CONR-2010-0007

Comment: The IWF has a fixed relationship with an SMS-C.

Proposed Change: remove the resolution of the SMS-C address via ENUM.
	Status: CLOSE

Closed by 2010-CR0075


For CONRR editor, the above comments were closed by 2009-CR-0075 in Sorrento.

	E191
	2010.01.22
	T
	5.2.2.2.1.2
	Source: Gertjan van Wingerde

Form: doc #CONR-2010-0007

Comment: In table 1, provide proper mapping instructions for the priority_flag, registered_delivery, data_coding and content_language rows. These are not ‘easy’ 1-1 mappings.

Proposed Change: 
	Status: CLOSE


	E192
	2010.01.22
	T
	5.2.2.2.1.2
	Source: Gertjan van Wingerde

Form: doc #CONR-2010-0007

Comment: In table 1, explain that for the sm_length and short_message rows proper translation towards SMS format is needed (e.g. SMS only uses 7-bit alphabet or UCS2).

Proposed Change: 
	Status: CLOSE

	E196
	2010.01.22
	T
	5.2.2.2.1.2
	Source: Gertjan van Wingerde

Form: doc #CONR-2010-0007

Comment: In table 2, in the To row, provide details on what this additional tag is.
Proposed Change: 
	Status: CLOSE


2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended that the proposed changes be discussed and agreed.
6 Detailed Change Proposal

Change 1:  CONRR Comments resolution for table1 and table2 in 5.2.2.2.1.2
5.2.2.2.1.2 Pager Mode CPM Message to SMS message mapping
When the SMS IWF receives the SIP MESSAGE request with the feature tag ‘3gpp-service.ims.icsi.oma.cpm.message’ from the Interworking Selection Function, it:

1. SHALL check the size of the received payload of the SIP MESSAGE request. If the size of the payload is too large to be sent as a Submit-SM, the payload SHALL be divided into concatenated Submit-SMs. Otherwise, the SMS IWF
2. SHALL convert the received SIP MESSAGE request into the Submit-SM based on Table 1 and send the Submit-SM towards the SM-SC.

When the SMS IWF receives the Submit-SM-resp:

1. SHALL store the message_id parameter in order to find the corresponding SMS transaction upon receiving Deliver-SM containing the status report information from the SM-SC later.

2. SHALL convert the received Submit-SM-resp into the corresponding SIP response based on Table 2 and send it towards the Interworking Selection Function. If the SMS messages sent to the SM-SC were concatenated messages, the SMS IWF SHALL wait until all the Submit-SM-resp for each Submit-SM. In this case, the SIP response SHALL be sent when the SMS IWF receives the last Submit-SM-resp. 

If the CPM Client has requested the CPM Delivery Notification and the SMS status report is received from the SM-SC as a result of the delivery, the SMS IWF SHALL handle the received SMS status report as described in 5.2.2.2.1.3. 

	CPM SIP MESSAGE  headers [headers from [RFC3428] unless otherwise noted]
	Submit-SM parameters
	SMPP parameters

status
	Comment

	See Comment.
	service_type
	Mandatory
	Set by the IWF to NULL.

	P-Asserted-Identity [RFC3325], if present, otherwise From
	source_addr_ton, source_addr_npi, source_addr
	Mandatory
	Translated by the IWF to the corresponding routable originating user’s address.

	Request-URI or To
	dest_addr_ton, dest_addr_npi, destination_addr
	Mandatory
	Translated by the IWF to the corresponding routable target user’s address.

	See Comment.
	esm_class
	Mandatory
	Set by the IWF to “Store and Forward” as defined in [SMPP].

	See Comment.
	protocol_id
	Mandatory
	Set by the IWF to the appropriate value defined in [SMPP] based on the network type (e.g, GSM, CDMA). 

	Priority
	priority_flag
	Mandatory
	Set to the corresponding value from the  CPM Message, for examples, 

non-urgent= non-priority,
normal= Level1 priority,
urgent= Level2 priority,
emergency=Level3 (highest) priority
in the case of GSM (SMS)

NOTE: As different technologies use different priority values, how to map the level of priority accordingly between CPM side and SM-SC side is network-dependent.

	See Comment.
	schedule_delivery_time
	Mandatory
	Set to NULL for immediate delivery.

	Expires
	validity_period
	Mandatory
	

	imdn.Disposition-Notification [RFC5438]
	registered_delivery
	Mandatory
	Set to the corresponding value based on [SMPP] when imdn.Disposition-Notification is set to positive-delivery, negative-delivery or both with the following clarification:
positive-delivery = xxxxxx01
negative-delivery= xxxxxx10
positive-delivery & negative-delivery=xxxxxx01,

 Otherwise, set to NULL.

	See Comment.
	replace_if_present_flag
	Mandatory
	 Set to NULL

	Content-Type 
	data_coding
	Mandatory
	Set by the IWF along with character set parameter of Content-Type based on [SMPP] and service provider’s policy. If there is no character set parameter or corresponding value, set to NULL.

	See Comment.
	sm_default_msg_id
	Mandatory
	Set by the IWF to NULL.

	Content-Length
	sm_length
	Mandatory
	Set by the IWF to be the length of the payload of the resulting short message.

	body
	short_message
	Mandatory
	NOTE: The payload needs to be encoded using the encoding scheme indicated by data_coding.
NOTE: The mapping is restricted to only the text.

	
	
	
	

	Content-Language
	language_indicator
	Optional
	Set by the IWF, if any, to the corresponding value based on the [SMPP] and service provider’s policy. Otherwise, set to NULL.

	See Comment.
	sar_msg_ref_num
	Optional
	Set by the IWF to the newly generated reference number to the concatenated SMs based on [SMPP].

	See Comment.
	sar_segment_seq_num
	Optional
	Set by the IWF to the ordering number of each concatenated SM based on [SMPP].

	See Comment.
	sar_total_segments
	Optional
	Set by the IWF to the total number of concatenated SMs based on [SMPP].


Table 1 Pager Mode CPM Message to Submit-SM parameters mapping
	Submit-SM-resp parameters
	CPM SIP MESSAGE  headers [headers from [RFC3428] unless otherwise noted]
	CPM Headers status
	Comment

	See Comment.
	Response code and phrase based on [RFC3261]
	Mandatory
	If command-status header in the Submit-SM-resp is 0, set to 202 Accepted.

	See Comment.
	Call-ID
	Mandatory
	Set to the Call-ID header field received in the CPM Message.

	See Comment.
	To
	Mandatory
	Set to the To header field received in the CPM Message.

	See Comment.
	Via
	Mandatory
	Set to the Via header field received in the CPM Message.

	See Comment.
	From
	Mandatory
	Set to the From header field received in the CPM Message.

	See Comment.
	Cseq
	Mandatory
	Set to CSeq header field received in the CPM Message.

	See Comment.
	Content-Length
	Mandatory
	Set to 0.


Table 2 Submit-SM-resp to CPM parameters mapping of 202 Accepted
Editor’s Note: It is FFS how to handle error responses.
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