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1 Reason for Change

This CR addresses the following comments
	B057
	2010.01.22
	T
	5.3.1.1
	Source: Gertjan van Wingerde

Form: doc #CONR-2010-0007

Comment: There is a spurious cross-reference to 5.3.1.10, which doesn’t make sense.

Proposed Change: Remove it.
	Status: CLOSED by CR xx

	B059
	2010.01.22
	T
	5.3.1.1
	Source: Gertjan van Wingerde

Form: doc #CONR-2010-0007

Comment: Turn paragraph and bullet list on client-side CPM service logic related functions into a normative statement.

Proposed Change: Start paragraph with “The CPM Client SHALL support the following …”.
	Status:  CLOSED by CR xx

	B060
	2010.01.22
	T
	5.3.1.1
	Source: Gertjan van Wingerde

Form: doc #CONR-2010-0007

Comment: Turn paragraph and bullet list on client component interactions into a normative statement.

Proposed Change: Change into  “The CPM Client SHALL perform the following …”.
	Status: OPEN
Not clear which bullet relate to interactions?

	B061
	2010.01.22
	T
	5.3.1.1
	Source: Gertjan van Wingerde

Form: doc #CONR-2010-0007

Comment: Last paragraph: The phrase “SHALL be responsible for” is very strange.

Proposed Change: Change into  “The CPM Client SHALL perform the following …”.
	Status:  CLOSED by CR xx

	B064
	2010.01.21
	T
	5.3.1.1
	Source: Nadia.Bishai@ericsson.com

Form: OMA-CONR-2010-0018 

Comment: Missing registration of CPM device name.
Proposed Change: 

Registration of the CPM Client, the CPM User’s Address(es) and the CPM Device name .
	Status:  CLOSED by CR xx

	B065
	2010.01.21
	T
	5.3.1.1
	Source: Nadia.Bishai@ericsson.com

Form: OMA-CONR-2010-0018 

Comment: The following sentence is misleading as it implies the CPM Client fetches registration information, when it only receives this information if it subscribes to the reg event package. 

“Retrieval of registration information”
Proposed Change: 

Receiving registration information

	Status:  CLOSED by CR xx

	B066
	2010.01.21
	T
	5.3.1.1
	Source: Nadia.Bishai@ericsson.com

Form: OMA-CONR-2010-0018 

Comment: The following sentence is incomplete

· Requesting, generating and receiving delivery notifications and/or read reports

Proposed Change: 

· Requesting and receiving, as well as generating and sending delivery notifications and/or read reports


	Status:  CLOSED by CR xx

	
	
	
	
	
	


2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended that the proposed changes be discussed and agreed.
6 Detailed Change Proposal

Change 1:  Fix section 5.3.1.1
5.3.1 CPM Functional Components
5.3.1.1 CPM Client

The CPM Client resides in a Device. It is used to access network-based CPM functional components. The other functional components in the Device may communicate internally with the CPM Client. More detail on these functional components can be found in sections 5.3.1.2 and 5.3.1.3.

NOTE:
Specifying interfaces or protocols for internal communication within a Device is out of scope of the CPM Enabler.
The CPM Client is involved in the following high level functions: 

· SIP/IP core related communication

· Media Plane communication

· Client-side CPM service logic execution

· Communication internal to the Device with the supporting Enablers clients, the Message Storage Client and Content Storage Client.

The CPM Client SHALL  generate and receive SIP requests and responses. The CPM Client SHALL be able to use related functions provided by the SIP/IP core.

The CPM Client SHALL perform the following registration-related functions:
· Registration of the CPM Client, the CPM User’s Address(es) and the CPM Device name
· Receiving registration information
The CPM Client SHALL perform the following client-side CPM service logic related functions:

· Supporting the CPM User to use his/her associated CPM Addresses in parallel.

· Generating, sending and receiving CPM Messages within and outside of CPM Sessions

· Sending a CPM Message

· Indicating the sensitive nature of a CPM Message
· Indicating the priority level of a CPM Message
· Indicating one or more CPM Addresses to be used for reply
· Receiving a CPM Message
· Requesting to forward a CPM Message without downloading the CPM Message

· Requesting and receiving as well as generating and sending delivery notifications and/or read reports

· Attaching Media Objects, CPM Messages, CPM File Transfer Histories, CPM Session Histories or CPM Conversation Histories to a CPM Message:

· from the local storage of the Device
· or by providing references to their locations on either the Message Storage Server or the Content Storage Server (without requiring their download to the Device)
· Activating/de-activating storage of CPM Messages during a CPM Conversation
· Initiating and receiving files with Media Objects via CPM File Transfers within and outside of CPM Sessions.
· Performing CPM Session handling related functions
· CPM Session initiation, joining and termination

· Negotiating the CPM Session characteristics (e.g. Media Stream Types and codecs of used Media Streams)
· Indicating the preferred Media Stream
· CPM Session modification
· Dynamically adding/modifying/removing Media Streams during a CPM Session
· Activating/de-activating storage (in the network) of a CPM Session for a CPM User

· CPM Session information request and reception

· Requesting information such as the Media Stream Types of the Media Streams currently being used in an ongoing CPM Session of the CPM User and receiving this information
· Performing CPM Group Session handling related functions

· Using CPM Pre-defined Group definition to initiate a CPM Group Session

· Initiating ad-hoc type of CPM Group Sessions

· Receiving invitations to CPM Group Sessions

· Requesting CPM Group Session information (e.g. Participant information), and receiving notifications of changes in the CPM Group Session information

· Setting and modifying its own SIP session parameters

· Terminating its own participation

· Setting and modifying CPM Group Session parameters  

· Terminating a CPM Group Session

· Adding and removing Participants

· Providing the CPM User with the capability to negotiate a unique Pseudonym when requesting to join anonymously in a CPM Group Session

· Performing CPM Conversation handling related functions
· Starting a CPM Conversation by sending a CPM Message, initiating a CPM File Transfer or establishing a CPM Session.

The CPM Client SHALL perform the following client-side CPM service logic related functions related to the usage of multiple Devices:
· Activating, splitting, merging, and transferring CPM Sessions between Devices

· Allowing the CPM User to create/modify a Device name

· Providing the Device name during registration
· Accessing the list of the registered Devices (i.e. the list of names of his/her Devices)

The CPM Client SHALL interact with the client components of the supporting Enablers as well as with the CPM-based Service Clients.
The CPM Client SHALL perform the following Media Plane communication related functions:

· Establishing and maintaining Media Plane connections

· Generating and receiving Media Plane requests and responses

· Handling Media Plane floor control requests when applicable 
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