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1 Reason for Change

This CR solves the following comments:
	D421
	2010.01.22
	T
	8.1.2
	 Source: Jerry Shih

Form: OMA-CONR-2010-003-CPM_V1_0_Comments_ATT

Comment: Shouldn’t terminate the reg subscription after the notification

Proposed Change: 

Change the following text as marked:

3. SHALL handle the received registration information as specified in subclause 8.1.3 “Handling Registration Event Information”

	Status: OPEN

	D422
	2010.01.21
	T
	8.1.2
	Source: Nadia.Bishai@ericsson.com

Form: OMA-CONR-2010-0018 

Comment:  text about SIP/IP Core should be removed as it is already described in section 6.2

Proposed Change: Remove last paragraph


	Status: OPEN

	D423
	2010.01.22
	T
	8.1.2
	Source: Christophe Le Thierry D'ennequin
Form: OMA-CONR-2010-0019-CPM_V1_0_Comments_LGE
Comment: step 4:

Termination SHALL be done only when the last CPM Client is unregistered.

Proposed Change: 

Modify step 4 as follows :
4. If needed, SHALL terminate the subscription…

 
	Status: OPEN

	D424
	2010.01.24
	T
	8.1.2
	Source: Gertjan van Wingerde

Form: doc #CONR-2010-0007

Comment: The last paragraph is already covered by a generic section.

Proposed Change: remove the paragraph.
	Status: OPEN

	D425
	2010.01.24
	T
	8.1.2
	Source: Gertjan van Wingerde

Form: doc #CONR-2010-0007

Comment: Step 4: Why would the PF terminate the subscription immediately?

Proposed Change: Move step 4 to a generic statement that the PF can terminate the subscription can be terminated at any point in time.
	Status: OPEN

	D426
	2010.01.21
	T
	8.1.3
	Source: Nadia.Bishai@ericsson.com

Form: OMA-CONR-2010-0018 

Comment:  There is still and editor’s note in this section

Proposed Change: remove the editor’s note
	Status: OPEN


In addition, this CR adds a reference to RFC 5628
2 Impact on Backward Compatibility

N/A.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

CPM AHG is recommended to review this CR and accept it.
6 Detailed Change Proposal

Change 1:  Add reference to RFC 5628
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Change 2:  Clarify sections 8.1.2 and 8.1.3
8.1.2  Receive Registration Event Information Notifications

Upon receiving a SIP NOTIFY request from SIP/IP core as the result of the "reg" event subscription the CPM Participating Function:

1. SHALL generate a SIP 200 "OK" response according to the rules and procedures of [RFC3265] and [RFC3680];
2. SHALL send the SIP 200 "OK" response according to the rules and procedures of SIP/IP core;
3. SHALL handle the received registration information as specified in subclause 8.1.3 “Handling Registration Event Information”; 
4. 

8.1.3  Handling Registration Event Information
Upon receiving a SIP NOTIFY request containing the Registration Event Information as specified in [RFC3680] and [RFC5628], the CPM Participating Function SHALL store it if there is not Registration Event Information associated with the CPM User address. Otherwise, the CPM Participating Function SHALL replace the old one with the Registration Event Information received in the SIP NOTIFY request.


Upon receiving a CPM request, the CPM Participating Function SHALL check the stored Registration Event Information associated with the CPM address of the recipient CPM User to decide the followings:

· CPM User’s registration state
· CPM devices of the CPM User to deliver the CPM request to and the GRUU of each of them
The CPM Participating Function MAY terminate the subscription at any time, according to the rules and procedures of  [RFC3265] and [RFC3680].
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