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1 Reason for Chang
 Correct the step  with  device identifier  when generating delivery notification  in section 5.4.1 – device identifier covers both GRUU and sip.instance, but only sip.instance  is described.
None
2 Impact on Other Specifications

None
3 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

4 Recommendation

The COM-CPM WA is recommended to agree on the proposed changes in this CR and incorporate them in the CPM TS Conversation 2.0.
5 Detailed Change Proposal

Change 1:  Section 5.4.1
Upon receiving a CPM Standalone Message, or a CPM Chat Message, or CPM File Transfer file the receiving entity (e.g. terminating CPM Client, terminating CPM Participating Function or CPM IWF): 
1. SHALL check whether the message contains the request for a successful delivery notification element in a CPIM header as described in [RFC5438];

2. If true and allowed by local device’s settings, the receiving entity SHALL construct a successful delivery notification (IMDN) according to the rules and procedures of [RFC5438] and [RFC5438Errata] with the following additional clarifications:

a. Using SIP MESSAGE method:

i. If an IMDN-Record-Route header field was received in the corresponding CPM Standalone Message, or in the corresponding CPM Chat Message, the CPM Client SHALL include in the Request-URI the topmost entry from the IMDN-Route header field;

ii. If no IMDN-Record-Route header field was received in the corresponding CPM Standalone Message, or in the corresponding CPM Chat Message, the CPM Client SHALL include in the Request-URI one of:

1. the public GRUU if received in the Contact header field of the received SIP INVITE request, or;
2. the authenticated originator’s CPM Address of the received SIP MESSAGE request,
iii. If a device identifier was received in the Contact header field of the SIP INVITE, or in the CPIM From header field of the Pager Mode CPM Standalone Message SIP MESSAGE, the receiving entity SHALL set the device identifier value as described in sect. 6.1.2. “ Identifying the recipient device in SIP requests and responses“;
iv. The CPM Client SHALL set the CPIM To header field either to the public GRUU included in the Contact header field of the received SIP INVITE request, or to the authenticated originator’s CPM Address of the received SIP MESSAGE request;

v. The CPM Client SHALL include in the Conversation-ID header field the value received in the original CPM Standalone Message, or of the CPM Chat Message, and a Contribution-ID header field with a newly generated value;
vi. The CPM Client SHALL send the SIP MESSAGE request carrying a successful delivery notification according to the rules and procedures of the SIP/IP core.
Note: CPM File Transfer only supports <delivery-notification> element.
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