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1 Reason for Change
With the WID 0322 we need to expand the current interface to Message Storage with new RESTful protocols
2 Impact on Other Specifications

None
3 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org .

4 Recommendation

New RESTful protocol is added to the CPM-MSG interface.
5 Detailed Change Proposal

Change 1:  Update sect 2.1 
2.1. Normative References

[…]
	[OMA-PUSH-AD]
	“Push Architecture”, Open Mobile Alliance™, OMA-AD-Push-V2_2, URL:http://www.openmobilealliance.org/

	[OMA-NMS-REST-API]
	“RESTful Network API for Network Message Storage”, Open Mobile Alliance™, OMA-TS-REST_NetAPI_NMS-V1_0, URL:http://www.openmobilealliance.org/ 

	[OMA-XDM-AD]
	“XML Document Management Architecture”, Open Mobile Alliance™, OMA-AD-XDM-V2_1, URL:http://www.openmobilealliance.org/


Change 2:  Update sect 3.3 Abbreviations
[…]

	PoC
	Push to talk over Cellular

	REST
	Representational State Transfer

	RFC
	Request For Comments


Change 3:  Update sect 5.1 Dependencies
The CPM Enabler depends on technologies provided by other OMA Enablers, including the following:

· Presence technology: Presence Enabler as described in [OMA-PRS-AD]

· XML document management technology: XDM Enabler as described in [OMA-XDM-AD]

· Device provisioning technology : Device Management Enabler as described in [OMA-DM-PRO]

· Notification delivery technology: Push Enabler as described in [OMA-PUSH-AD]
· RESTful APIs technology: RESTful APIs for Network Message Storage described in [OMA-NMS-REST-API]
Change 4:  Update sect 5.2 Architecture Diagram
5.2 Architectural Diagram
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Change 5:  Update sect 5.3.3.6
5.3.3.6 CPM-MSG
The CPM-MSG interface is exposed by the Message Storage Server to allow other functional components (such as the Message Storage Client, the CPM Participating Function or a remote environment trusted server) to access the Message Storage Server.

Supported functionalities include:

· Authentication of the locally recognized User address.

· Uploading and downloading of (or parts of) CPM Messages, CPM File Transfer Histories, CPM Session Histories, CPM Conversation Histories, and Media Objects attached to them, as well as non-CPM objects.

· Retrieving a preview of a Media Object attached to a CPM Message, a CPM File Transfer History, a CPM Session History or a non-CPM object.

· Deletion of (or parts of) CPM Messages, CPM File Transfer Histories, CPM Session Histories, CPM Conversation Histories, and Media Objects attached to them from the Message Storage Server, as well as of non-CPM objects.

· Renaming and copying of CPM Messages, CPM File Transfer Histories, CPM Session Histories, CPM Conversation Histories, and Media Objects attached to them in a folder in the Message Storage Server, as well as of non-CPM objects.

· Creation, deletion, moving, and renaming of folders in the Message Storage Server.

· Moving and copying of CPM Messages, CPM File Transfer Histories, CPM Session Histories, CPM Conversation Histories, and Media Objects attached to them between folders in the Message Storage Server.

· Searching within accessible folders in the Message Storage Server.

· Synchronisation between the Message Storage Client’s local storage and the Message Storage Server.

· Obtaining a reference to a stored object, or obtaining a stored object using a reference in the Message Storage Server (e.g. to be used for “forward without download” functionality).

· Management of access permissions to specific folders in the Message Storage Server.

The protocol used for the CPM-MSG interface is IMAP4 or OMA NMS RESTful API (or both).
Change 6:  End of changes
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