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1 Reason for Contribution

The AD includes a user plane adaptation function. This function is not considered in the CP document.

This contribution includes a proposal for user plane procedures in the PoC Client.

Contribution OMA-POC-2004-0341-CP--7.2-PoC-Session-Modification--User-plane-adaptation.doc proposes the user plane procedures in the PoC Server.

2 Summary of Contribution

This contribution includes:

· A new general chapter that shall apply for all types of PoC Session modification.

· The signalling procedures in the PoC Client for user plane adaptation included as a new chapter in the section “PoC Client PoC Session modification” in a separate chapter.

· SIP method negation procedure.

3 Detailed Proposal

2. References

2.1 Normative References

	[RFC3311]
	RFC 33 11 “The Session Initiation Protocol (SIP) UPDATE Method”

URL:http://www.ietf.org/rfc/rfc3311.txt


Appendix A. Procedures at the PoC Client
(Informative)

Editor’s Note: This is a temporary appendix for material under development. When this material is stable it will be moved to clause 6 and this appendix will be deleted.

3. Procedures at the PoC Client 
3.1 PoC Client Originating Procedures

3.1.1 Registration

3.1.2 De-Registration

3.1.3 Session initiation
3.1.3.1 General

The PoC Client SHALL generate SIP INVITE request according to RFC3261 [RFC3261].  The PoC Client

· SHALL include an Accept-Contact header with the Poc feature-tag +g.poc.talkburst in all initial requests. 
· SHALL include User-Agent header to indicate the PoC Release version. 

Editor’s note: The syntax of the User-Agent header is for further study.

· SHOULD not include a ‘precondition’ in a Require header.
· SHOULD not include a ‘100rel’ in a Require header.
· SHOULD include the UPDATE method as a supported SIP method in the Allow header.
When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS session establishment mechanisms as defined in [3GPP TS 24.229] / [3GPP2 X.P0013.4] with the clarifications given in this sub-clause.
On receipt of a response to the INVITE request, if received in an Allow header, store the list of SIP methods that the PoC Server supports.
3.1.4 PoC Client PoC Session Modification

3.1.4.1 General

The PoC Client SHALL generate an UPDATE request according to reference [RFC 3311] section 5.1 “Sending an UPDATE” or (if the PoC Server does not support the UPDATE request) an INVITE request according to RFC3261 [RFC3261] section 14 “Modifying an Existing Session”. 

The PoC Client

· SHALL include User-Agent header to indicate the PoC Release version. 

Editor’s note: The syntax of the User-Agent header is for further study.

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS session modification mechanisms as defined in [3GPP TS 24.229] / [3GPP2 X.P0013.4] with the clarifications given in this sub-clause.
3.1.4.2 PoC Client Placing a PoC Session on Hold

3.1.4.3 User plane adaptation

This section describes the procedures that the PoC Client SHALL use when modifying the media capabilities during an ongoing PoC session.
The PoC Client SHALL

1) generate an UPDATE request / re- INVITE request in accordance with subclause 6.1.4.1 “General”;
2) Set the Request-Uri to the Group Identity of the PoC Group Session
3) include a MIME sdp body with the modified capabilities.
4) send the request towards the PoC Server according to the procedures of the SIP/IP core.
On receipt of the 200 OK response the PoC Client SHALL interact with the user plane as described in the reference [OMA-POC-UP] and start to use the media capabilities received in the MIME sdp body.
On receipt of a reject response the PoC Client shall continue to use actual media capabilities.
3.2 PoC Client Terminating Procedures

3.2.1 PoC Client Invited to a PoC Session

3.2.1.1 General

On receipt of the INVITE request the PoC Clinet SHALL store:

· The list of supported SIP methods if received in the Allow header.

The PoC Client SHALL generate SIP responses according to RFC3261 [RFC3261].  The PoC Client 

· SHOULD not add the ‘100rel’ in the Require Header.
· SHALL include Server header to indicate the PoC Release version.

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS session establishment mechanisms as defined in [3GPP TS 24.229] / [3GPP2 X.P0013.4] with the clarifications given in this sub-clause and the other subclauses.

3.2.2 PoC Client Receiving a PoC Session Modification Request

Upon receiving an UPDATE request or an re-INVITE request with modified contents of the MIME sdp body the PoC Client SHALL:

1) validate that the new contents of the MIME sdp body is acceptable to the PoC Client and if not,
a. select a subset of the received media capabilities; or,
b. reject the request with a 4xx reject response;

2) activate new media capabilities;

3) generate a 200 OK with the accepted media capabilitiesincluded in a MIME sdp body; and,
4) send the 200 OK response to the PoC Server according to the rules of SIP/IP Core.
4 Intellectual Property Rights
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5 Recommendation

It is proposed that the text in section 3 shall be included in the CP document.
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