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1 Reason for Contribution

Handling of the Group Advertisement message in the originating PoC Client is not yet covered in the stage 3 Control Plane document. R01 includes changes based on the received comments in the Bangkok meeting.
2 Summary of Contribution

This contribution describes how this case shall be presented in the stage 3 documentation.   

3 Detailed Proposal

See the text below:

4 Intellectual Property Rights Considerations

None known.

5 Recommendation

It is proposed to discuss the provided material in the meeting and adopt the changes to the current CP document.

2. References

2.1 Normative References

	[CREQ]
	“Specification of WAP Conformance Requirements”, Open Mobile Alliance, WAP‑221‑CREQ, URL: http://www.openmobilealliance.org/tech/affiliates/wap/wapindex.html
<to be replaced by an OMA ref when available>

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, URL:http://www.ietf.org/rfc/rfc2119.txt

	[RFC2234]
	“Augmented BNF for Syntax Specifications: ABNF”. D. Crocker, Ed., P. Overell. November 1997, URL:http://www.ietf.org/rfc/rfc2234.txt

	[RFC3261]
	RFC 3261 (June 2002): “SIP: Session Initiation Protocol” URL:http://www.ietf.org/rfc/rfc3261.txt

	[RFC3428]
	RFC 3428 (December 2002):  “Session Initiation Protocol (SIP) Extension for Instant Messaging”.

URL:http://www.ietf.org/rfc/rfc3428.txt

	[RFC3515]
	RFC 3515 (April 2003): “The Session Initiation Protocol (SIP) REFER Method” URL:http://www.ietf.org/rfc/rfc3515.txt

	[RFC3605]
	RFC 3605 “Real Time Control Protocol (RTCP) attribute in Session Description Protocol (SDP)”.

URL:http://www.ietf.org/rfc/rfc3605.txt

	[exploder-draft]
	draft-camarillo-sipping-adhoc-conferencing-00.txt “Ad-Hoc Conferencing in the Session Initiation Protocol (SIP)”, expires September 2004.

URL:http://www.ietf.org/internet-drafts/draft-camarillo-sipping-adhoc-conferencing-00.txt

	[draft-ietf-sip-callerprefs]
	draft-ietf-sip-callerprefs-10 (October 2003): “Caller Preferences for the Session Initiation Protocol (SIP)”

URL:http://www.ietf.org/internet-drafts/draft-ietf-sip-callerprefs-10.txt


Appendix E.  Procedures at the PoC Client
(Informative)

Editor’s Note: This is a temporary appendix for material under development. When this material is stable it will be moved to clause 6 and this appendix will be deleted.

7. Procedures at the PoC Client 

…

6.1.x      PoC Client Sending a Group Advertisement


Upon a request from a PoC user to send a group advertisement, the PoC Client SHALL 

· construct a MESSAGE request according to the and RFC 3428 [RFC3428]; 

· include an Accept-Contact header with the PoC feature-tag +g.poc.talkburst;

· include PoC specific content in form of application/vnd.poc.advertisement+xml indicating ‘Group Advertisement’. The content SHALL include the Group Address, group type and MAY include the Display name and an optional text.  The exact content information is described in the chapter 6.3 Content Types;
· set the Request-URI to a PoC Address of a PoC user, or to a PoC Group Identity identifying an ad-hoc, chat or pre-arranged PoC group, or to an exploder URI with a MIME uri-list body containing a list of PoC Addresses as described in the reference [exploder-draft];

· send the MESSAGE request towards the SIP/IP Core according to the procedures of the SIP/IP core.
Editor’s note: It is FFS whether the feature-tag or the content format is used to identify the group advertisement request..

Editor’s note: It is FFS the naming of the PoC feature-tag of the Group Advertisement.

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS requirements, mechanisms and procedures as defined in [3GPP TS 24.229] / [3GPP2 X.P0013.4] with the clarifications given in this sub-clause.
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