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1 Reason for Contribution

The PoC Client can change the answer mode indication that is stored in the network.

This contribution contains a high-level description of the function (to be included in chapter 8) as well as a high level sequence (to be included in the chapter 9).

2 Summary of Contribution

Includes text and message flows covering the setting of answering mode flag.

3 Detailed Proposal

8 System Concepts

8.x Answer mode indication

The PoC Server performing the participating PoC function SHALL store an answer mode setting for a served PoC User. 

The PoC Client MAY allow the PoC user to change the answer mode setting in the PoC Server.

The PoC Server SHALL allow the PoC Client to change the answer mode setting.

The value of the answer mode SHALL be used when the PoC User is invited to a PoC Session and the inviting PoC User is on the invited PoC User’s Accept list.

The value of the answer mode SHALL be sent to the invited PoC User as part of the PoC Session establishment. 

The PoC Client SHOULD use the answer-mode independent on its own, cached value. However, as an implementation option the PoC Client MAY use the cached value, e.g. for an improved user experience or to resolve collisions with other functions.

9 High level description

9.x Changing answer mode setting

This chapter describes the case when a PoC User wants to change its answer mode stored in the PoC Server. Figure X shows the message flow for the scenario.
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Figure x: Changing answer mode setting.

1. The PoC Client sends the PUBLISH request to the SIP/IP Core

Information Elements contained in the PUBLISH request:
a. PoC Service indication.

b. PoC Address of the PoC User.

c. Answer mode setting (auto-answer or manual-answer).

d. Optional, preferred codec list.

2. The SIP/IP Core sends the PUBLISH request to the PoC Server based on the PoC Address of the PoC USer and the PoC Service indication.

Information Elements contained in the PUBLISH request:
a. PoC Service indication.

b. PoC Address of the PoC User.

c. Answer mode setting (auto-answer or manual-answer).

d. Optional, preferred codec list.

3. The PoC Server authenticates the PoC Address and if successful overwrites its stored value with the new value and sends the OK response to the SIP/IP Core.

4. The SIP/IP Core forwards the OK response to the PoC Client.

4 Intellectual Property Rights
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5 Recommendation

It is recommended that the modification in clause 3 is included in the AD.
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