[image: image1.jpg]"sOMaQa

Open Mobile Alliance



Doc# OMA-POC-POCv2-2006-0169R01-AD-8 Backward Compatibility
Submitted to PoC WG / PoC 2
Submission Date: 24th February 2006
Doc# OMA-POC-POCv2-2006-0169R01-AD-8 Backward Compatibility
Submitted to PoC WG / PoC 2
Submission Date: 24th February 2006

Change Request

	Title:
	AD 8 Backward compatibility 
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	PoC WG / PoC2

	Doc to Change:
	OMA-AD-PoC-V2_0-20060214-D

	Classification:
	 FORMCHECKBOX 
 0: New Functionality

 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Tapio Paavonen, NOKIA, tapio.paavonen@nokia.com, + 358 400 672937

Pekka Kuure, NOKIA

Arto Leppisaari, NOKIA

	Replaces:
	N/A.


1 Reason for Change

a) Justification: 

PoC 2 shall work with PoC 1 network elements.
b) Clauses affected:

Subclauses 5.x, 7.1, 7.2 and 7.3.  

c) Summary of change:

Backward compatibility between PoC 1 and PoC 2 network elements are specified.   

d) Consequence if not approved:

Backward compatibility requirements are not covered.
e) Reason for revision:

R01: Meeting (Seoul) comments taken account.
R02:  R&A comments taken account.
2 Impact on Backward Compatibility

This is backward compatibility. 

3 Impact on Other Specifications

Impacts will be covered by separate contributions.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To make the corrections according to the “Detailed Change Proposal”.
6 Detailed Change Proposal

5.2 Backward Compatibility

This subclause covers the general signaling principles to achieve backward compatibility.  The feature specific backward compatibility, e.g. how PoC Box functionality works with PoC 1 network elements, is covered in the corresponding subclauses.
PoC Server SHALL support the backward compatibility with earlier versions of PoC Clients.  

PoC Client SHALL support the backward compatibility with earlier versions of PoC Servers.  

Editors Note:  The method to learn the version of the other network element is FFS.  One proposal is:
Home PoC Server SHALL know the version of PoC Clients by using the PoC Service Setting information.
PoC Client  SHALL know the version of Home PoC Server by configuration data by using DM-1 reference point.
.
Editor’s Note.  The backward compatibility of reference points PoC-4, PoC-5, PoC-8 and NNI part of the PoC-2 is FFS.
7.1 Reference point POC-1: PoC Client – SIP/IP Core

The POC-1 reference point supports the communication between the PoC Client and the SIP/IP Core. The protocol for the POC-1 reference point is SIP.

PoC Client SHALL use POC-1 reference point for PoC 1.0 Servers as specified in PoC 1.0 specifications.

Editors Note: We should clarify and harmonise the use of terms PoC 1 and PoC 2 Client and Server.
This reference point SHALL support the following:

· PoC Session signalling between the PoC Client and the PoC Server

· Provides discovery and address resolution services

· Provides SIP compression

· Performs authentication and authorization of the PoC User at the PoC Client based on the PoC User’s service profile

· Provides PoC Client registration

· Indication of capabilities for PoC

· Relaying PoC Service Settings to the PoC Server

When SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the POC-1 reference point SHALL conform to the Gm reference point [3GPP TS 23.002, 3GPP2 X.S0013.2].

7.2 Reference point POC-2: SIP/IP Core – PoC Server

The protocols over POC-2 reference point support the communication between the SIP/IP Core and the PoC Server for SIP Session control. The POC-2 reference point is based on SIP.
PoC Server SHALL use POC-2 reference point for PoC 1.0 Clients as specified in PoC 1.0 specifications.

The POC-2 reference point SHALL support the following:

· PoC Session signalling between the PoC Client and the PoC Server

· Provides address resolution services

· Provides charging information

· Publication of Presence information from the PoC Server to the Presence Server

· Subscription to Presence information by the PoC Server to the Presence Server

· Notification of Presence information by the Presence Server to the PoC Server

· Indication of capabilities for PoC

· Relaying of PoC Service Settings from the PoC Client

· Subscription to the modification of XML documents stored in the PoC XDMS or Shared XDMS.

· Notification of modifications made to documents stored in the PoC XDMS or Shared XDMS.

When SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the POC-2 reference point SHALL conform to the ISC reference point [3GPP TS 23.002, 3GPP2 X.S0013.2].

7.3 Reference point POC-3: PoC Client-PoC Server

The POC-3 reference point is between the PoC Client and the PoC Server. The protocols for the POC-3 reference point are RTP/RTCP [RFC3550]. RTP protocol will be used for media transport, RTCP APP messages shall be supported for the transport of the Talk Burst Control procedures. Other protocols for the Talk Burst Control procedure may be negotiated.

PoC Client SHALL use POC-3 reference points for PoC 1.0 Servers as specified in PoC 1.0 specifications.

The POC-3 reference point SHALL support:

· media transport 

· Talk Burst Control procedures
· Media Burst Control procedures 

· feedback of the quality of received media.

The POC-3 reference point SHALL exist between a PoC Client and a PoC Server accessing the SIP/IP Core serving the PoC Client. The POC-3 reference point MAY exist between a PoC Client and a PoC Server accessing different SIP/IP Cores, e.g. to allow direct media flow between the PoC Client and the PoC Server supplying the Controlling PoC Function.

NOTE: Provision of a POC-3 reference point between a PoC Client and a PoC Server accessing different SIP/IP Cores, when the SIP/IP Cores are controlled by different operators, may be subject to an inter-operator agreement.

When SIP/IP Core corresponds with 3GPP/3GPP2 IMS, then the POC-3 reference point SHALL use the services of the Mb reference point [3GPP TS 23.002] and ii reference point [3GPP2 X.S0013.2].
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