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1 Reason for Change

This contribution suggests adding a reference to the Technical Specification [PoC Invocation Descriptor] in the System Description Document.

2 Impact on Backward Compatibility

There is no Impact on Backward Compatibility
3 Impact on Other Specifications

There is no Impact on the other specifications.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

< Adding the description as shown in the next section is recommended.
6 Detailed Change Proposal

Change 1:  (optional)Brief description of specific change

2.1 Normative References

	[RFC2119]
	IETF RFC 2119: “Key words for use in RFCs to Indicate Requirement Levels”. S. Bradner. March 1997.
URL:http://www.ietf.org/rfc/rfc2119.txt

	[RFC3261]
	IETF RFC 3261: “SIP: Session Initiation Protocol”, J. Rosenberg et al, June 2002. URL:http://www.ietf.org/rfc/rfc3261.txt

	[RFC3265]
	IETF RFC 3265: "Session Initiation Protocol (SIP)-Specific Event Notification", A. B. Roach, June 2002.

URL: http://www.ietf.org/rfc/rfc3265.txt?number=3265

	[RFC3320]
	IETF RFC 3320: “Signaling Compression (SigComp)”, January 2003

URL: http://www.ietf.org/rfc/rfc3320.txt

	[RFC3321]
	IETF RFC 3321: “Signaling Compression (SigComp) - Extended Operations”, January 2003 URL: http://www.ietf.org/rfc/rfc3321.txt

	[RFC3325]
	IETF RFC 3325: “Private Extensions to the Session Initiation Protocol (SIP) for Asserted Identity within Trusted Networks”, C. Jennings et al, November 2002

URL:http://www.ietf.org/rfc/rfc3325.txt


	[RFC3485]
	IETF RFC 3485: “The Session Initiation Protocol (SIP) and Session Description Protocol (SDP) Static Dictionary for Signaling Compression (SigComp)”, February 2003 URL:http://www.ietf.org/rfc/rfc3485.txt

	[RFC3486]
	IETF RFC 3486: “Compressing the Session Initiation Protocol (SIP)”, February 2003 URL:http://www.ietf.org/rfc/rfc3486.txt

	[RFC3966]
	“The tel URI for Telephone Numbers”, H. Schulzrinne, December 2004.-12-22

URL: http://www.ietf.org/rfc/rfc3966.txt

	[3GPP TS 23.002]
	3GPP TS 23.002; Network architecture

URL: http://www.3gpp.org/

	[3GPP TS 23.060]
	3GPP TS 23.060, General Packet Radio Service (GPRS); Service Description; Stage 2 

URL: http://www.3gpp.org/

	[3GPP TS 23.107]
	3GPP TS 23.107, Quality of Service (QoS) concept and architecture

URL: http://www.3gpp.org/

	[3GPP TS 23.228]
	3GPP TS 23.228, IP Multimedia Subsystem (IMS); Stage 2 

URL: http://www.3gpp.org/

	[3GPP TS 24.229]
	3GPP TS 24.229, IP Multimedia Call Control Protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3

URL: http://www.3gpp.org/

	[3GPP TS 26.235]
	3GPP TS 26.235; Packet switched conversational multimedia applications; Default codecs (Release 6)”

URL: http://www.3gpp.org/

	[3GPP TS32.240]
	3GPP TS 32.240 "Charging Management; Charging Architecture and Principles"
URL: http://www.3gpp.org/

	[3GPP TS32.260]
	3GPP TS 32.260 Telecommunication management; Charging management; IP Multimedia Subsystem (IMS) charging (Release 6)

URL: http://www.3gpp.org/

	[3GPP TS 32.272]
	3GPP TS 32.272; Push-to-Talk over Cellular (PoC) Charging

URL: http://www.3gpp.org/

	[3GPP2 S.R0100-0]
	3GPP2 S.R0100-0 Push-to-Talk over Cellular (PoC) System Requirements, (v1.0). 

URL:http://www.3gpp2.org/

	[3GPP2 X.S0013.2]
	3GPP2 X.S0013.2 IP Multimedia Subsystem (IMS); Stage 2 

URL:http://www.3gpp2.org/

	[3GPP2 X S0013.4]
	3GPP2 X.S0013.4 IP Multimedia Call Control Protocol, Based on SIP and SDP stage 3

URL:http://www.3gpp2.org/

	[ITU-T E.164]
	 “The international public telecommunication numbering plan”, ITU-T Recommendation E.164. URL: http://www.itu.int/rec/recommendation.asp?type=folders&lang=e&parent=T-REC-E.164

	[OMA DM v1.1.2]
	OMA Device Management, V1.1.2 (based on SyncML DM)

URL:http://www.openmobilealliance.com/

	[OMA DM v1.2]
	OMA Device Management, V1.2 (based on SyncML DM)

URL:http://www.openmobilealliance.com/

	[OMA DM Bootstrap]
	OMA Device Management,  Bootstrap document

URL:http://www.openmobilealliance.com/

	[OMA CP]
	OMA Client Provisioning v1.1

URL:http://www.openmobilealliance.com/

	[XDM AD]
	OMA Group Management Architecture V1.0

URL:http://www.openmobilealliance.com/

	[Presence-AD]
	OMA – Presence using SIMPLE V1.1, OMA-TS-Presence-SIMPLE-AD-V1_0

URL:http://www.openmobilealliance.com/

	[PoC RD V1.0]
	OMA Push to Talk over Cellular Requirements V1.0 URL:http://www.openmobilealliance.com/

	[PoC RD V2.0]
	OMA Push to Talk over Cellular Requirements V2.0 URL:http://www.openmobilealliance.com/

	[PoC Invocation Descriptor]
	OMA PoC Invocation Descriptor V2.0
URL:http://www.openmobilealliance.com/

	[OMA PoC UP]
	OMA – Push to talk over Cellular (PoC) – User Plane.  OMA-TS-PoC-UserPlane-V1_0.  

URL:http://www.openmobilealliance.com/

	[OMA PoC CP]
	OMA – Push to talk over Cellular (PoC) - Control Plane Document.  OMA-TS-PoC-ControlPlane-V1_0.   

URL:http://www.openmobilealliance.com/

	[PoC XDM]
	OMA PoC XDM Specification V1.0
URL:http://www.openmobilealliance.com/

	[PoC XDM V2.0]
	OMA PoC XDM Specification V2.0

URL:http://www.openmobilealliance.com/

	[PoC AD V1.0]
	OMA Push to Talk over Cellular Architecture Document V1.0 URL:http://www.openmobilealliance.com/

	[PoC AD V2.0]
	OMA Push to Talk over Cellular Architecture Document V2.0 URL:http://www.openmobilealliance.com/


Change 2:  Another change

4.1  Invocation of PoC Client from Browsing
The PoC Client MAY support the browser-based PoC Client invocation functionality. 

If the PoC Client supports the browser-based PoC Client invocation functionality, when the User Equipment receives a document as specified in [PoC Invocation Descriptor], through the browser, that has a MIME media type for invocation of PoC Client registered in [OMA WAE];
· the PoC Client SHALL be invoked and the PoC Invocation Descriptor SHALL be passed through to the PoC Client; and
· the PoC Client SHALL initiate a PoC Session that is specified by the PoC Invocation Descriptor.
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