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1 Reason for Change

Justification

When QoE Profiles are used, the profile assigned for the session needs to be considered for underlying QoS usage. Section 4.24 still needs to reflect this fact.
Scope of change

QoS traffic class utilized by the PoC Client needs to consider QoE Profiles, when applicable.
Impacted subclauses

4.24.

Consequence if not accepted

Inconsistency regarding underlying QoS usage between different sections of the SD.
2 Impact on Backward Compatibility

None identified
3 Impact on Other Specifications

None identified
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Include the proposed changes into the PoC2.0 SD
6 Detailed Change Proposal

4.24 Quality of Service traffic classes

The selection of QoS traffic classes for the PoC Control and User Plane is dependent on the QoS traffic classes supported by a PoC network.

When QoE Profiles are used, PoC Clients SHOULD follow the procedures specified in sub-clause 4.43 “Quality of Experience (QoE)” for the selection of the appropriate traffic class(es) to be utilized in the underlying network. Otherwise, the following SHALL apply.
For the case when different PDP contexts [3GPP TS 23.060] or Service Instances are used for PoC signalling and User Plane, it is recommended that the PoC Clients SHOULD separately utilize the traffic class that is best suitable for signalling (e.g., Interactive traffic class) and the traffic class that is best suitable for the User Plane (e.g. Streaming or Conversational traffic classes). If the requested level of QoS or traffic classes for the Control Plane and/or User Plane are not available, the system should attempt to use the negotiated QoS or request an alternative QoS traffic class. Additionally, the Talk Burst Control MAY be routed over the same PDP context or Service Instance intended for the PoC Signalling. The details of the QoS used are described in [3GPP TS 23.107]. 

For the case when one single PDP context or Service Instance is used for both PoC signalling and media the PoC Client SHOULD utilize the QoS traffic class that is determined to be the best available considering the overall balance between PoC Session media bearer establishment latency and media QoS (e.g. interactive traffic class).
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