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1 Reason for Change

Justification

New CP text is needed for the Dispatcher feature for manual and automatic answer responses for an invited PoC Client. 

Scope of change

Checking for PoC Dispatch feature tag the Accept-Contact header of an invitation, and then including the Dispatch feature tag in the Contact header of the response.
Impacted subclauses

6.2.1.2 and 6.2.1.3

Consequence if not accepted

Lack of specification for the Dispatch feature at the invited client.
R01: Comments received in Beijing are taken into account.
2 Impact on Backward Compatibility

None identified

3 Impact on Other Specifications

None identified

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Include the proposed changes into PoC2.0 SD

6 Detailed Change Proposal

6.2.1.2 Auto-answer case

On receipt of an initial SIP INVITE request, the PoC Client SHALL perform the auto-answer procedures described in this subclause if any of the following conditions are true: 

· the incoming SIP INVITE request contained an Answer-Mode header with the value "'Auto' as specified in [draft-answermode] and the PoC Client is set to Auto Answer Mode; or

· the incoming SIP INVITE request contained a Priv-Answer-Mode header with the value 'Auto' as specified in [draft-answermode], and the PoC Client does not have an already established PoC Session;
otherwise, do not continue with the rest of the steps in this subclause.

The PoC Client:

· 1. SHALL validate that the Media Parameters and at least one codec offered in the SIP INVITE request are acceptable to the PoC Client and if not, reject the request with a SIP 488 "Not Acceptable Here" response. Otherwise, continue with the rest of the steps;

· 2. SHALL, if the PoC Dispatcher or PoC Fleet Member capability is supported, check for the Dispatch Type uri-parameter in the Contact header and/or in the Authenticated Originator’s PoC Address. If it is present, the PoC Client SHALL notify Dispatch Type information to the PoC User based on the information received in the Dispatch Type uri-parameter.

· 3. SHALL accept the request and generate a SIP 200 "OK" response as specified in the subclause 6.2.1.1 "General" towards the PoC Server; 

· 4. SHALL include in a SIP 200 "OK" response a MIME SDP body as an SDP answer to the SDP offer in the incoming SIP INVITE request  as specified in the subclause 6.2.1.1a "SDP answer generation";

· 5. SHALL, if the PoC Dispatcher capability is supported, check the presence in the SIP INVITE request of an Accept-Contact header with the PoC Dispatcher feature tag '+g.poc.dispatcher’ along with "require" and “explicit” parameters. If it is present, the PoC Client SHALL add the PoC Dispatcher feature tag ‘+g.poc.dispatcher’ in the Contact header of the SIP 200 "OK" response.
NOTE: The PoC Client is invited as PoC Fleet Member to a Dispatch PoC Session when the Dispatch Type uri-parameter is received but the PoC Dispatcher feature tag is not received in the initial invitation. The PoC Client is invited as PoC Dispatcher to a Dispatch PoC Session when both the Dispatch Type uri-parameter and the PoC Dispatcher feature tag are received in the initial invitation.
· 6. SHALL send the SIP 200 "OK" response towards the PoC Server according to rules and procedures of the SIP/IP Core; 

· 7. MAY notify the Media Burst Control Scheme to the PoC User if received the indication of Media Burst Control Scheme; and,
· 8. SHALL interact with the User Plane as specified in [OMA-PoC-UP] "PoC Client procedures at PoC Session initialization".

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS Session establishment mechanisms according to rules and procedures of [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
6.2.1.3 Manual-answer case

On receipt of an initial SIP INVITE request, the PoC Client SHALL perform the manual-answer procedures described in this subclause if any of the following conditions are true:

· the incoming SIP INVITE request contained an Answer-Mode header with the value 'Manual;Require'as specified in [draft-answermode];
· the PoC Client is set to Manual Answer Mode and the incoming SIP INVITE request did not contain a Priv-Answer-Mode header with the value 'Auto'as specified in [draft-answermode];

· the incoming SIP INVITE request contained a Priv-Answer-Mode header with the value  'Auto' as specified in [draft-answermode] and the PoC Client has an already established PoC Session;
otherwise, do not continue with the rest of the steps in this subclause.

The PoC Client:

· 1. SHALL validate that the Media Parameters and at least one codec offered in the SIP INVITE request are acceptable to the PoC Client and if not, reject the request with a SIP 488 "Not Acceptable Here" response. Otherwise, continue with the rest of the steps;

· 2. SHOULD indicate to the PoC User if maximum amount of Simultaneous PoC Sessions are exceeded with this PoC Session in case Simultaneous PoC Sessions are supported. When accepting another PoC Session a PoC Session SHALL be released as described in the subclause 6.1.6 "PoC Client leaving a PoC Session";
NOTE: How the PoC Client interacts with the PoC User to determine which PoC Session to release is an implementation issue. 
3. SHALL, if the PoC Dispatcher or PoC Fleet Member capability is supported, check for the Dispatch Type uri-parameter in the Contact header and/or in the Authenticated Originator’s PoC Address. If it is present, the PoC Client SHALL notify Dispatch Type information to the PoC User based on the information received in the Dispatch Type uri-parameter.
· 4. SHALL generate a SIP 180 'Ringing' response as specified in the subclause 6.2.1.1 "General".
· 5. SHALL, if the PoC Dispatcher capability is supported, check the presence in the SIP INVITE request of an Accept-Contact header with the PoC Dispatcher feature tag '+g.poc.dispatcher’ along with "require" and “explicit” parameters. If it is present, the PoC Client SHALL add the PoC Dispatcher feature tag '+g.poc.dispatcher' in the Contact header of the SIP 180 'Ringing' response.
NOTE2: The PoC Client is invited as PoC Fleet Member to a Dispatch PoC Session when the Dispatch Type uri-parameter is received but the PoC Dispatcher feature tag is not received in the initial invitation. The PoC Client is invited as PoC Dispatcher to a Dispatch PoC Session when both the Dispatch Type uri-parameter and the PoC Dispatcher feature tag are received in the initial invitation.
· 6. SHALL send the SIP 180 'Ringing' response to the PoC Server. If the user accepts the PoC Session invitation, perform steps 7, 8, 9, 11, 12 and 13. If the user declines the PoC Session invitation, perform step 10;
· 7. SHALL generate a SIP 200 "OK" response to the SIP INVITE request as specified in the subclause 6.2.1.1 "General" if the PoC User accepts the PoC Session invitation;  

· 8. SHALL include in the SIP 200 "OK" response a MIME SDP body as an SDP answer to the SDP offer in the incoming SIP INVITE request  as specified in the subclause 6.2.1.1a “SDP answer generation”;

· 9. SHALL, if the PoC Dispatcher capality is supported, check the presence in the SIP INVITE request of an Accept-Contact header with the PoC Dispatcher feature tag '+g.poc.dispatcher’ along with "require" and "explicit"parameters. If it is present, the PoC Client SHALL add the PoC Dispatcher feature tag '+g.poc.dispatcher’' in the Contact header of the SIP 200 "OK" response.
· 10. SHALL send a SIP 480 "Temporarily Unavailable" response towards the PoC Server if the PoC User declines the PoC Session invitation or a SIP 408 "Request Timeout" response if the invitation times out, and do not continue with the rest of the steps. 

· 11. SHALL, if the PoC User accepts the PoC Session invitation.

a) send the SIP 200 "OK" response to the PoC Server; and,
b) interact with the User Plane as specified in [OMA-PoC-UP] "PoC Client procedures at PoC Session initialization".

· 12. MAY notify the Media Burst Control Scheme to the PoC User if the PoC User accepts the PoC Session invitation and  received the indication of Media Burst Control Scheme.When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS Session establishment mechanisms according to rules and procedures of [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

· 13. MAY, if the PoC User is invited as PoC Fleet Member to a Dispatch PoC Session and the PoC Fleet Member capality is supported, set the new Dispatch PoC Session to be the Primary PoC Session as specified in subclause 6.1.12.1 "PoC Client setting PoC Session priority"
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