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1 Reason for Change

a) Justification:
It is said in SD 2.0 that:
When the session priority is set primary for the PoC User, the possible previous primary session SHALL be automatically changed to the secondary one. 

So in the diagram in section 6.3.7 ‘Simultaneous PoC Sessions state diagram - per PoC User.’  When the PoC User is in State ‘C: Primary PoC Session Active’, and another Primary PoC Session is established, the previous primary session SHALL be automatically changed to the secondary one. But the PoC Client state SHALL remain to ‘C: Primary PoC Session Active’ state for the newly established PoC Session.
This scenario should be considered when in UP of the Simultaneous PoC Sessions state diagram in Participating PoC Server for each PoC Client. 

This contribution aims to clarify the point.

b) Clauses affected:
Subclause 6.3.7 
c) Summary of change:
When the PoC User is in State ‘C: Primary PoC Session Active’, When a Primary PoC Session is established, the PoC Server:

SHALL remain in PoC Client state to ‘C: Primary PoC Session Active’ state.
d) Consequence if not approved:

One state transmission case is missed if the CR not be accepted.
e) Reason for revision:

N/A.

2 Impact on Backward Compatibility

No impact.
3 Impact on Other Specifications

No impact.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended to include the proposed modifications to the PoC UP.
6 Detailed Change Proposal
Change 1:  Add one case for the Primary PoC Session active state remains.----diagram
6.3.7   Simultaneous PoC Sessions state diagram - per PoC Client
If the PoC Server supports Simultaneous PoC Sessions the PoC Server SHALL support the state diagram and the state transitions specified in this subclause.

Figure  “Simultaneous PoC Sessions state diagram - per PoC Client” shows the state diagram for Simultaneous PoC Session per PoC Client.
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Figure 9: Simultaneous PoC Sessions state diagram - per PoC User.

State details are explained in the following subclauses.

If a TBCP message, SIP request or RTP Media packet arrives in any state and there is no procedure specified for it in the subclauses below the PoC Server SHALL discard the TBCP message, SIP request or RTP Media packet and SHALL remain in the current state.

 6.3.7.1   State ‘Start-stop’
The state ‘Start-stop’ is a stable state. In this state no PoC Session exists.

6.3.7.1.1   Monitor Primary PoC Session establishment (M: Primary PoC Session established) 
When a Primary PoC Session is established as specified in 错误！未找到引用源。 “PoC Session priority request” the PoC Server:

1. SHALL create an instance of the Simultaneous PoC Sessions state machine - per PoC User; and,

2. SHALL enter the to ‘U: Primary PoC Session Active’ state.

6.3.7.1.2   Monitor Secondary PoC Session establishment (M: Secondary PoC Session established)

When a Secondary PoC Session is established as specified in the 错误！未找到引用源。 “PoC Session priority request” the PoC Server:

1. SHALL create an instance of the Simultaneous PoC Sessions state machine - per PoC User; and,

2. SHALL enter the ‘S: Secondary PoC Session Active’ state.

6.3.7.2     State ‘C: Primary PoC Session Active’

The “C: Primary PoC Session Active state” is a stable state. In this state a Primary PoC Session exists as an Active PoC Session. In the ‘C: Primary PoC Session Active’ state the PoC Server:

1. SHALL start T14 timer upon receipt of the TBCP Talk Burst Release message from the PoC Client or TBCP Talk Bust Idle message from the PoC Server performing the Controlling PoC Function for this PoC Session;

2. SHALL stop T14 timer upon receipt of a Talk Burst for this PoC Session;

3. SHALL relay RTP Media packets between the PoC Server performing the Controlling PoC Function and the PoC Client for this PoC Session; and,

4. SHALL NOT relay RTP Media packets between the PoC Server performing the Controlling PoC Function and the PoC Client for any other PoC Session(s).
6.3.7.2.1     Monitor Primary PoC Session release when no other PoC Sessions are established

When a Primary PoC Session is released and no other PoC Sessions for the same PoC Client are established as specified in [OMA-POC-CP]the PoC Server:

1. SHALL enter the PoC User state to ‘Start-Stop’ state.

6.3.7.2.2    Monitor SDP with PoC Session LockIn (M: Session LockIn)

When a Primary PoC Session is an Active PoC Session and the PoC Server receives SDP: LockIn information for this Session as specified in[OMA-POC-CP] “PoC Session locking request” the PoC Server:

1. SHALL enter the to ‘C: LockIn PoC Session Active’ state.

6.3.7.2.3    Monitor Secondary PoC Session release (M: Secondary PoC Session released)

When a Secondary PoC Session is released as specified in[OMA-POC-CP] the PoC Server:

1. SHALL remain in PoC Client state to ‘C: Primary PoC Session Active’.
6.3.7.2.4   Monitor Secondary PoC Session establishment (M: Secondary PoC Session established)

When a Secondary PoC Session is established or a Primary PoC Session updated to a Secondary PoC Session as specified in [OMA-POC-CP] “PoC Client setting PoC Session priority” the PoC Server:

1. SHALL remain in PoC Client state to ‘C: Primary PoC Session Active’.
Change 2:  Monitor Primary PoC Session establishment
6.3.7.2.5   Monitor Primary PoC Session establishment (M: Primary PoC Session established)
When a Primary PoC Session is established as specified in [OMA-POC-CP]“PoC Session priority request” the PoC Server:

1. SHALL remain in PoC Client state to ‘C: Primary PoC Session Active’ state.
6.3.7.2.6 Monitor Primary PoC Session release (M: Primary PoC Session released)

When a Primary PoC Session is released and other PoC Sessions for the same PoC Client are established as specified in [OMA-POC-CP] “PoC Session priority request” the PoC Server:

1. SHALL enter to ‘C: Secondary PoC Session Active’ state.

6.3.7.2.7 Monitor Talk Burst message (M:TB_Granted for a PoC Secondary PoC
Session) 

When the PoC Server receives a TBCP Talk Burst Granted message in response to a TBCP Talk Burst Request message of the PoC Client for a secondary PoC Session, the PoC Server:

1. SHALL enter the ‘C: Secondary PoC Session active’; and,

2. SHALL unlock the PoC Session as specified in [OMA-POC-CP]“PoC Session Locking request”.

6.3.7.2.8 T14 (Conversation) timer fired for Primary PoC Session

When T14 (Conversation) timer fires for the Primary PoC Session and at least one other Secondary PoC Session for the same PoC Client is established as specified in the [OMA-POC-CP] and fulfils conditions to be activated, the PoC Server:

1. MAY send TBCP Talk Burst Taken message to the PoC Client, if the Talk Burst is on-going;

NOTE:
The TBCP Talk Burst Taken message is the same as the one received from the PoC Server performing the Controlling PoC Function in the beginning of the Talk Burst.

2. SHALL enter the ‘C: Secondary PoC Session active’ state for the identified Secondary PoC Session.
6.3.7.3 State: ‘C: Secondary PoC Session Active’

The ‘C: Secondary PoC Session active’ state is a stable state. In this state a PoC Secondary PoC Session exists as an Active PoC Session. In the ‘C: Secondary PoC Session Active’ state the PoC Server:

1. SHALL start T14 timer upon receipt of the TBCP Talk Burst Release message from the PoC Client or TBCP Talk Bust Idle message from the PoC Server performing the Controlling PoC Function for this PoC Session;

2. SHALL stop T14 timer upon receipt of a Talk Burst for this PoC Session;

3. SHALL relay RTP Media packets between the PoC Server performing the Controlling PoC Function and the PoC Client for this PoC Session; and,

4. SHALL NOT relay RTP Media packets between the PoC Server performing the Controlling PoC Function and the PoC Client for any other PoC Session(s).
6.3.7.3.1 Monitor Secondary PoC Session release when no other PoC Sessions are established (M: Last PoC Session released)

When the Secondary PoC Session is released and no other PoC Sessions for the same PoC User are established as specified in 错误！未找到引用源。 “PoC Session priority request” the PoC Server:

1. SHALL enter the ‘Start-stop’ state.

6.3.7.3.2 Monitor SDP with PoC Session LockIn (M: Session LockIn)

When a Secondary PoC is an Active PoC Session and the Participating PoC Server receives SDP LockIn information for any PoC Session for this PoC Client as specified in 错误！未找到引用源。 “PoC Session Locking request” the PoC Server:

1. SHALL enter the ‘C: LockIn PoC Session Active’ state.

6.3.7.3.3   Monitor Primary PoC Session establishment (M: Primary PoC Session established)
When a Primary PoC Session is established as specified in 错误！未找到引用源。 “PoC Session priority request”” and fulfills the criteria defined in the subclause 7.5.2 “Procedures at the PoC Server performing the Participating PoC Function” to be activated the PoC Server:

1. SHALL enter the ‘C: Primary PoC Session Active’ state.
6.3.7.3.4   Receive RTP Media packets (R: Media from Primary PoC Session)

Upon receiving RTP Media packets from a Primary PoC Session the PoC Server: 

1. SHALL enter the ‘C: Primary PoC Session Active’ state.
6.3.7.3.5   Monitor Secondary PoC Session release (M: Secondary PoC Session released)

When the Secondary PoC Session is released as specified in 错误！未找到引用源。 and at least one other PoC Sessions for the same PoC Client are established as specified in 错误！未找到引用源。 “PoC Session priority request” and fulfills the criteria defined in the subclause 错误！未找到引用源。 “Procedures at the PoC Client” to be activated the PoC Server:

1. SHALL remain in the state ‘C: Secondary PoC Session Active’ for the identified Secondary PoC Session.

6.3.7.3.6   Monitor Secondary PoC Session establishment (M: Secondary PoC Session established)
When a Secondary PoC Session is established as specified in the 错误！未找到引用源。 “PoC Session priority request”, the PoC Server:

1. SHALL remain in the ‘C: Secondary PoC Session Active’.
6.3.7.3.7    Monitor T14 (Conversation) timer fired for Secondary PoC Session

When T14 (Conversation) timer fires for the Secondary PoC Session and at least one other Secondary PoC Session for the same PoC Client is established as specified in the 错误！未找到引用源。 and fulfils conditions to be activated, the PoC Server:

1. MAY send TBCP Talk Burst Taken messge to the PoC Client, if the Talk Burst is on-going;

2. SHALL enter the ‘C: Secondary PoC Session active’ state for the identified Secondary PoC Session.

6.3.7.3.8    Receive RTP Media packets (R: Media from Secondary PoC Session)

Upon receiving RTP Media packets from a Secondary PoC Session different than the active PoC Session, the PoC Server:

1. SHALL remain in ‘C: Secondary PoC Session Active’ state for the Secondary PoC Session it received RTP Media packets from.

6.3.7.4     State: ‘C: LockIn PoC Session Active’

The ‘U: LockIn PoC Session active’ state is a stable state. In this state a PoC LockIn PoC Session exists and is an Active PoC Session.

In the ‘C: LockIn PoC Session Active’ state the PoC Server:

1. SHALL relay RTP Media packets between the PoC Server performing the Controlling PoC Function and the PoC Client for this PoC Session; and,

2. SHALL NOT relay RTP Media packets between the PoC Server performing the Controlling PoC Function and the PoC Client for any other PoC Session(s).
6.3.7.4.1 Monitor LockIn PoC Session release and no other PoC Session ongoing (M: Last PoC Session released)

When a LockIn PoC Session is released and no other PoC Sessions for the same PoC Client are ongoing as specified in 错误！未找到引用源。 “PoC Session locking request” the PoC Server:

1. SHALL enter the ‘Start-stop’ state.

6.3.7.4.2 Monitor LockIn PoC Session release and Primary PoC Session ongoing (M:[LockIn PoC Session released AND Primary PoC Session ongoing])

When a LockIn PoC Session is released and a Primary PoC Session for the same PoC Client is ongoing as specified in 错误！未找到引用源。 “PoC Session priority request” the PoC Server:

1. SHALL enter the ‘S: Primary PoC Session active’ state.

6.3.7.4.3 Monitor LockIn PoC Session release and no Primary PoC Session ongoing (M: [ LockIn PoC Session released AND no Primary PoC Session ongoing])

When a LockIn PoC Session is released, at least one Secondary PoC Session for the same PoC Client is already established as specified in 错误！未找到引用源。 “PoC Session priority request” and fulfills criteria defined in subclause 7.5.2 “Procedures at the PoC Server performing the Participating PoC Function” to be activated the PoC Server:

1. SHALL enter the ‘S: Secondary PoC Session active’ state.

6.3.7.4.4  Monitor LockIn PoC Session is unlocked and Primary PoC Session ongoing (M: [LockIn PoC Session unlocked AND Primary PoC Session ongoing])

When a LockIn PoC Session is unlocked as specified in 错误！未找到引用源。 “PoC Session Locking request” and a Primary PoC Sessions for the same PoC Client is already established as specified in the 错误！未找到引用源。 “PoC Session priority request” the PoC Server:

1. SHALL enter the ‘C: Primary PoC Session active’ state.

6.3.7.4.5 Monitor LockIn PoC Session is unlocked and no Primary PoC Session ongoing (M: [LockIn PoC Session unlocked AND no Primary PoC Session ongoing])

When a LockIn PoC Session is unlocked, as specified in 错误！未找到引用源。 “PoC Session Locking request” and no Primary PoC Session is ongoing and at least one Secondary PoC Session for the same PoC Client is ongoing as specified in the 错误！未找到引用源。 and fulfills criteria defined in the subclause 7.5.2 “Procedures at the PoC Server performing the Participating PoC Function” to be activated, the PoC Server:

1. SHALL enter the ‘C: Secondary PoC Session active’.


































NO REPRESENTATIONS OR WARRANTIES (WHETHER EXPRESS OR IMPLIED) ARE MADE BY THE OPEN MOBILE ALLIANCE OR ANY OPEN MOBILE ALLIANCE MEMBER OR ITS AFFILIATES REGARDING ANY OF THE IPR’S REPRESENTED ON THE “OMA IPR DECLARATIONS” LIST, INCLUDING, BUT NOT LIMITED TO THE ACCURACY, COMPLETENESS, VALIDITY OR RELEVANCE OF THE INFORMATION OR WHETHER OR NOT SUCH RIGHTS ARE ESSENTIAL OR NON-ESSENTIAL.

THE OPEN MOBILE ALLIANCE IS NOT LIABLE FOR AND HEREBY DISCLAIMS ANY DIRECT, INDIRECT, PUNITIVE, SPECIAL, INCIDENTAL, CONSEQUENTIAL, OR EXEMPLARY DAMAGES ARISING OUT OF OR IN CONNECTION WITH THE USE OF DOCUMENTS AND THE INFORMATION CONTAINED IN THE DOCUMENTS.

USE OF THIS DOCUMENT BY NON-OMA MEMBERS IS SUBJECT TO ALL OF THE TERMS AND CONDITIONS OF THE USE AGREEMENT (located at http://www.openmobilealliance.org/UseAgreement.html) AND IF YOU HAVE NOT AGREED TO THE TERMS OF THE USE AGREEMENT, YOU DO NOT HAVE THE RIGHT TO USE, COPY OR DISTRIBUTE THIS DOCUMENT.

THIS DOCUMENT IS PROVIDED ON AN "AS IS" "AS AVAILABLE" AND "WITH ALL FAULTS" BASIS.

© 2005 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 1 (of 7)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20050824-I]

© 2005 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 2 (of 7)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20050824-I]

_1187609439.ppt






U: Secondary Session

 active

U: Secondary Session

 active

Start-stop

C: Primary PoC Session

Active

C: LockIn Session 

Active

C: Secondary PoC Session

 Active

M: Last PoC Session

released

M: Secondary PoC Session

established

M: Primary PoC Session

established

M: Primary PoC Session released OR

M: TB_Granted for a Secondary PoC Session OR

M: T14 (Conversation) timer fired for Primary PoC Session

M: Session LockIn

M: Last PoC Session 

released

M: Primary PoC Session

Established OR

R: Media from Primary

PoC Session

M: [Lockin Session unlocked AND no Primary PoC Session ongoing] 

OR

M: [LockIn Session released] AND no Primary PoC Session ongoing]

M: [LockIn Session unlocked AND Primary PoC Session ongoing] OR 

M: [LockIn Session released] AND Primary PoC Session ongoing]

M: Last PoC Session 

released

M: Session LockIn

M: Secondary PoC Session established OR

M: Secondary PoC Session released OR

M: Secondary PoC Session 

established OR

M: Secondary PoC Session 

released OR

M: T14 (Conversation) timer fired for Secondary PoC Session OR

R: Media from Secondary PoC Session








_1219325594.ppt






U: Secondary Session

 active

U: Secondary Session

 active

Start-stop

C: Primary PoC Session

Active

C: LockIn Session 

Active

C: Secondary PoC Session

 Active

M: Last PoC Session

released

M: Secondary PoC Session

established

M: Primary PoC Session Established or

 

M: Primary PoC Session released OR

M: TB_Granted for a Secondary PoC Session OR

M: T14 (Conversation) timer fired for Primary PoC Session

M: Session LockIn

M: Last PoC Session 

released

M: Primary PoC Session

Established OR

R: Media from Primary

PoC Session

M: [Lockin Session unlocked AND no Primary PoC Session ongoing] 

OR

M: [LockIn Session released] AND no Primary PoC Session ongoing]

M: [LockIn Session unlocked AND Primary PoC Session ongoing] OR 

M: [LockIn Session released] AND Primary PoC Session ongoing]

M: Last PoC Session 

released

M: Session LockIn

M: Secondary PoC Session established OR

M: Secondary PoC Session released OR

M: Primary PoC Session established

M: Secondary PoC Session 

established OR

M: Secondary PoC Session 

released OR

M: T14 (Conversation) timer fired for Secondary PoC Session OR

R: Media from Secondary PoC Session








