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1 Reason for Change

a) Justification: 
OMA IM TS is endorsed in [OMA-PoC-IM] document, while UserPlane document still expects that the OMA IM TS endorsement is stored in appendix E.
b) Clauses affected:

2.1, 4.1, 5.5, 6.3.5 6.4.6.4.4, 7.2, Appendix E
c) Summary of change:
Reference name synchronized with UP
References changed to [OMA-PoC-IM]
Whenever OMA IM TS is referenced, also the [OMA-PoC-IM] is mentioned.

d) Consequence if not approved:

Mismatched document.
e) Reason for revision:

R01 – updated to reference the new permanent document
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended that the proposed changes are discussed and agreed. 
6 Detailed Change Proposal
2.1 Normative references
	[OMA-PoC-IM]
	OMA Push to talk over Cellular (PoC) - "OMA PoC Endorsement of OMA IM TS" 

URL:http://www.openmobilealliance.org/


4.1 Overview

This document describes the User Plane aspect of the PoC service. This document also gives an overview of the Discrete Media User Plane aspect of PoC service, details of which are defined in [OMA-IM-TS] and as endorsed in [OMA-PoC-IM]. The Control Plane is specified in [OMA-POC-CP].
5.5 MSRP

The PoC Server performing the Controlling PoC Function SHALL support the Message Session Relay Protocol (MSRP) for the Discrete Media User Plane as specified in [OMA-IM-TS] and as endorsed in [OMA-PoC-IM] . 

The PoC Server performing the Participating PoC Function SHALL support the Message Session Relay Protocol (MSRP) for Discrete Media as specified in [OMA-IM-TS] and as endorsed in [OMA-PoC-IM].

The PoC Client MAY support the Message Session Relay Protocol (MSRP) for Discrete Media, according to rules and procedures as specified in [OMA-IM-TS] and as endorsed in [OMA-PoC-IM].

The MSRP message sending MAY be arbitrated by Media-floor Control Entity as specified in this document.

6.4.6.4.4 MSRP SEND request received (R: MSRP SEND)

Upon receiving an MSRP SEND request from the PoC Client with the permission to occupy the Media-floor the PoC Server:

1. SHALL generate and send an MSRP 200 response as specified in [OMA-IM-TS] and as endorsed in [OMA-PoC-IM].

2. SHALL generate an MSRP SEND request as specified in [OMA-IM-TS] and as endorsed in  [OMA-PoC-IM];

3. SHALL send the MSRP SEND request towards all other PoC Clients connected to the Media-floor Control Entity and a maximum allowed size of a message is larger or equal to the size of the content in the received MSRP SEND request;
Editor's note: How to inform to the sending PoC Client if the message was not sent is FFS.
4. SHALL, if final report is requested, start the T20 (MSRP reports pending) timer if not already started; and,

5. SHALL remain in the 'M: MB_Taken' state.
6.3.5 PoC Session Procedures – basic

When a PoC Session is initiated and the PoC Server remains on the transport path, a process SHALL be created that

1. SHALL forward all MBCP messages from the PoC Client to the PoC Server performing the Controlling PoC Function at the address and port as specified during PoC Session setup. See [OMA-POC-CP] "Participating PoC Function procedures".

2. SHALL forward all MBCP messages from the PoC Server performing the Controlling PoC Function to the PoC Client at the address and port as specified during PoC Session setup. See [OMA-POC-CP] "Participating PoC Function procedures".

3. SHALL forward all RTP Media packets of each used Continuous Media from the PoC Client to the PoC Server performing the Controlling PoC Function at the address and port as specified during PoC Session setup. See [OMA-POC-CP] "Participating PoC Function procedures".

4. SHALL forward all RTP Media packets of each used Continuous Media from the PoC Server performing the Controlling PoC Function to the PoC Client at the address and port as specified during PoC Session setup. See [OMA-POC-CP] "Participating PoC Function procedures".

5. MAY forward RTP Media packets of each used Continuous Media from the PoC Server performing the Controlling PoC Function to PoC Clients satisfying the following conditions:
a. PoC Media Traffic Optimisation is used, which means that the PoC Client's Media transmission via the PoC-4 reference point  is set to unidirectional transmission and the PoC Clients Media are set off hold;
b. The Media are not originating from the PoC Client itself;
c. The PoC Client's Media Parameters are the same as the received RTP Media packets' parameters.
6. MAY forward RTP Media packets of each used Continuous Media from a PoC Client to PoC Clients satisfying the following conditions:
a. PoC Media Traffic Optimisation is used, which means that the PoC Client's Media transmission via the PoC-4 reference point  is set to unidirectional transmission and the PoC Clients Media are set off hold;
b. The Media are not originating from the PoC Client itself;
c. The PoC Client's Media Parameters are the same as the received RTP Media packets' parameters;
d. The RTP Media packets have not been received and forwarded from the PoC Server performing the Controlling PoC Function.
NOTE:
The handling of RTCP packets is explained in the subclause 5.4 "RTCP".

7. SHALL relay MSRP requests and responses of each used Discrete Media from the PoC Client to the PoC Server performing the Controlling PoC Function as specified in [OMA-IM-TS] and as endorsed in [OMA-PoC-IM].

SHALL relay MSRP requests and responses of each used Discrete Media from the PoC Server performing the Controlling PoC Function to the PoC Client at the address and port as specified during PoC Session setup as specified in [OMA-IM-TS] and as endorsed in [OMA-PoC-IM].
7.2 Media Parameter Negotiation

This subclause contains additional information to the Media Parameter Negotiation specified in [OMA-PoC-CP].

PoC Speech Media Parameters in addition to the codec(s) are 

· reference to the Media-floor Control entity to which the PoC Speech is bound 

· codec modes which are indicated in the preferred order as specified in [RFC 3264], [RFC3267] and [RFC3558];

· band width parameter used to indicate the maximum desired data rate supported by the PoC Client for the PoC Session as specified in [RFC3264]; and, 

· ptime and maxptime parameters as specified in [RFC2327], [RFC3267] and [RFC 35580].

The Media Parameters of the Continuous Media apart from PoC Speech in addition to the codec(s) are

· reference to the Media-floor Control entity to which the Continuous Media is bound

· band width parameter used to indicate the maximum desired data rate supported by the PoC Client for the PoC Session as specified in [RFC3264]; 

· ptime and maxptime parameters as specified in [RFC2327], [RFC3267] and [RFC 35580]; and, 

· other media parameters defined for the codecs used for the Continuous Media.

The Media Parameters of the Discrete Media are

· optional reference to the Media-floor Control entity to which the Discrete Media is bound

· the Media Parameters as defined in [OMA-IM-TS] and endorsed in [OMA-PoC-IM].
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