Doc# OMA-POC-POCv2-2006-0982-CR_CP_PES establishment from PoC Dispatcher[image: image1.jpg]"sOMaQa

Open Mobile Alliance




Change Request

Doc# OMA-POC-POCv2-2006-0982-CR_CP_PES establishment from PoC Dispatcher
Change Request



Change Request

	Title:
	PES establishment from PoC Dispatcher
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	OMA PoC WG

	Doc to Change:
	OMA-TS-PoC_ControlPlane-V2_0-20061004-D

	Submission Date:
	06/10/2006

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	David Lozano, Telefónica Móviles

dll231@tid.es
Diego González, Telefónica Móviles

dgm352@tid.es
Tom Hiller, tomhiller@lucent.com

	Replaces:
	n/a


1 Reason for Change

Justification
A PoC Dispatcher capable PoC Client needs to communicate this capability when establishing a Pre-established Session so that the PF can correctly respond when using Automatic-Answer
Scope of change
Communicating PoC Dispatcher capability at PES establishment
Impacted subclauses
6.1.3.2.1
7.3.1.2

Consequence if not accepted
PF cannot correctly respond on behalf of the user when he is invited as PoC Dispatcher and PES with Automatic-Answer mode is used.
2 Impact on Backward Compatibility

None identified

3 Impact on Other Specifications

None identified

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Include the proposed changes into PoC2.0 CP
6 Detailed Change Proposal

Change 1:  Client side
6.1.3.2.1 PoC Client initiates a Pre-established Session

When the PoC Client initiates a Pre-established Session the PoC Client:
· 1.  SHALL generate an initial SIP INVITE request as specified in subclause 6.1.3.1 "General";
· 2.  SHALL set the Request-URI of the SIP INVITE request to the Conference-factory-URI for the PoC service in the Home PoC Network of the PoC User;

· 3.  SHALL include a MIME SDP body as an SDP offer as specified in subclause 6.1.3.1a "SDP offer generation"; 

· 4. SHALL include value 'id' in the Privacy header according to rules and procedures of  [RFC3325], if privacy is requested to be used in the automatically answered terminated PoC Sessions;

NOTE:
The included  'id' value is not valid for an outgoing SIP REFER request when initiating a PoC Session.

· 5. SHALL include the PoC Dispatcher feature tag '+g.poc.dispatcher' in the Contact header, if the PoC Dispatcher capability is supported.
· 6. SHALL send the SIP INVITE request towards the PoC Server according to rules and procedures of the SIP/IP Core. 

Upon receiving a SIP 200 "OK" response to the SIP INVITE request the PoC Client: 

· 1.  SHALL cache the conference URI that identifies  the Pre-established Session received in the Contact header; and,
· 2.  SHALL interact with the User Plane as specified in [OMA-PoC-UP] "PoC Client procedures at Pre-established Session initialization".

When the SIP/IP Core corresponds to 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS Session establishment mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

Change 2:  PF side
7.3.1.2 Pre-established Session

Upon receipt of an initial SIP INVITE request that includes a Conference-factory-URI in the Request-URI but no invited member(s), the PoC Server performing the Participating PoC Function: 

· 1. SHALL check whether the Accept-Contact header included the PoC feature tag '+g.poc.talkburst' and if it is not included the PoC Server SHALL return a SIP 403 "Forbidden" response. Otherwise, continue with the rest of the steps;

· 2. SHALL return a SIP 403 "Forbidden" response according to rules and procedures of [RFC3261], if the PoC Server cannot accept the request. Otherwise, continue with the rest of the steps;

NOTE:  
Pre-established Session is an optional function; hence, the above condition is for the case where the PoC Server does not support this optional function.

· 3. SHALL check whether the Conference-factory-URI is allocated and perform the actions specified in subclause 7.5.1 "Conference-factory URI does not exist" if it is not allocated.  Otherwise, continue with the rest of the steps;

· 4. SHALL perform the actions to verify the Authenticated Originator's PoC Address of the PoC Client and verify the request authorization. If the request cannot be authorized, the PoC Server SHALL return a SIP 403 "Forbidden" response and not continue with the rest of the steps;

· 5. SHALL validate that there is at least one Media for which the Media Parameters and at least one codec offered in the SIP INVITE request are acceptable by the PoC Server and if not reject the request with a SIP 488 "Not Acceptable Here" response. Otherwise, continue with the rest of the steps;

· 6. SHALL allocate a URI to be used as a conference URI that identifies to identify the Pre-established Session; 

· 7. SHALL cache the Nick Name contained in the Authenticated Originator's PoC Address;

· 8.SHALL if the ‘Official Government Use’ QoE Profile is supported, check for a Resource-Priority header according to the rules and procedures of [RFC4412]. If present the PoC Server SHALL:

a) perform actions to authorize the Resource-Priority header, as specified in subclause 5.8 “QoE Profiles”. If the Resource-Priority header cannot be authorized, the PoC Server SHALL reject the request with a SIP 403 "Forbidden" response in accordance with the rules and procedures of [RFC4412], and do not proceed with the rest of the steps,
b) check that the QoE Profile attribute contained in the SDP offer indicates ‘Official Government Use’ QoE Profile, as specified in subclause E.3.2 “QoE Profile”. If the QoE Profile attribute indicates other QoE Profile, the PoC Server SHALL reject the request with a SIP 403 "Forbidden" response and do not proceed with the rest of the steps
c) apply preferential treatment to the SIP request, as specified in [RFC4412], skip the next step and proceed with the rest of the steps; 
· 9. SHALL, if QoE Profiles are enabled, perform actions to authorize the QoE Profile attribute included in the PoC Client SDP offer, as specified in subclause 5.8 “QoE Profiles”. If the requested QoE Profile cannot be authorized, the PoC Server SHALL return a SIP 403 "Forbidden" response, and do not continue with the rest of the steps. Otherwise, continue with the rest of the steps.

· 10. SHALL check whether the Contact header includes the PoC Dispatcher feature '+g.poc.dispatcher', in case the PoC Dispatcher functionality is supported. If it is present, the PoC Server SHALL cache the presence of the PoC Dispatcher feature tag.
· 11. SHALL generate a SIP 200 "OK" response to the SIP INVITE request as follows:

a) a Contact header containing the conference URI that identifies to identify the Pre-established Session along with the PoC feature tag '+g.poc.talkburst'  and the feature tag 'isfocus';

b) an Allow header with the SIP methods supported in this SIP dialog according to rules and procedures of  [RFC3261];
c) a Server header to indicate the PoC release version as specified in subclause E.4.1 "Release version in User-agent and Server headers";

d) include the option tag 'timer' in a Require header;
e) a Session-Expires header according to rules and procedures of [RFC4028], "UAS Behavior". The "refresher" parameter in the Session-Expires header SHALL be set to 'uac';
f) include the Conference-factory-URI in the Authenticated Originator’s PoC Address as specified in the subclause 5.2 "Authenticated Originator’s PoC Address"; and,

g) a MIME SDP body as an SDP answer based on the SDP offer in the received SIP INVITE request as specified in the subclause 7.3.1.1c "SDP answer generation";
· 12. SHALL send the SIP 200 "OK" response towards the PoC Client according to the rules and procedures of the SIP/IP Core;

· 13. SHALL start the SIP Session timer using the value received in the Session-Expires header according to rules and procedures of [RFC4028]; and,
· 14. SHALL interact with the User Plane as specified in [OMA-PoC-UP] "Pre-established Session state diagrams – basic".

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS Session establishment mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
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