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1 Reason for Change

Justification
The SCR tables in the CP need to be updated to reflect the modifications in the CP for PoC V2.0.
This contributions provides the update on top of the editorial change for adapting to the template (see CR poc2-0963)

Scope of change
SCR tables updated 

Impacted subclauses
Appendix A 
Consequence if not accepted
We have no SCR tables, and cannot complete the enabler.
2 Impact on Backward Compatibility

No impact.
3 Impact on Other Specifications

No impact
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended that the proposed changes shall be included in the next version of the CP.
6 Detailed Change Proposal

Change 1:  (Updating SCR tables)

A.1 PoC Client functions

A.1.1 High level external dependencies

	Item
	Function
	Reference
	
	Requirement

	PoCCP_V1-CHL-C-001-M
	ERELD 
	[OMA PoC ERELD]
	
	ERELD:MCF


A.1.2 PoC Client originating procedures

	Item
	Function
	Reference
	
	Requirement

	PoCCP_V1-COP-C-001-M
	General registration to SIP/IP Core
	6.1.1.1
	
	PoCCP_V1-COP-C-002-O OR PoCCP_V1-COP-C-003-O

	PoCCP_V1-COP-C-002-O
	Registration per 3GPP IMS
	6.1.1.2
	
	

	PoCCP_V1-COP-C-003-O
	Registration per 3GPP2 MMD
	6.1.1.2
	
	

	PoCCP_V1-COP-C-004-M
	Deregister with options
	6.1.1.3
	
	


A.1.3 PoC Service Settings procedure

	Item
	Function
	Reference
	
	Requirement

	PoCCP_V1-CSP-C-001-M
	PoC Service Setting Procedure – initiation of SIP PUBLISH request 
	6.1.2
	
	PoCCP_V2-CSP-C-003-M AND 
PoCCP_V2-CSP-C-004-O

	PoCCP_V2-CSP-C-003-M
	Includes parameter: answer mode, ISB, IAB, SSS
	6.1.2
	
	

	PoCCP_V2-CSP-C-004-O
	Includes parameter: Media content in request header, text content in request header
	6.1.2
	
	

	PoCCP_V1-CSP-C-002-O
	Indication of setting results after receiving SIP 200 "OK" response 
	6.1.2
	
	


A.1.4 PoC Session initiation

	Item
	Function
	Reference
	
	Requirement

	PoCCP_V1-CSI-C-001-M
	General Initiation –  SIP INVITE request
	6.1.3.1
	
	

	PoCCP_V1-CSI-C-002-M
	SIP Session Timer
	6.1.3.1
	
	

	PoCCP_V1-CSI-C-018-O
	Includes a Nick Name in the Authenticated Originator’s PoC Address. 
	6.1.3.1, 5.4
	
	

	PoCCP_V2-CSI-C-019-M
	Includes an accept-language header
	6.1.3.1, 5.6
	
	

	PoCCP_V2-CSI-C-020-O
	Includes media in one or more MIME types
	6.1.3.1
	
	

	PoCCP_V2-CSI-C-021-O
	Includes text content in subject header
	6.1.3.1
	
	

	PoCCP_V2-CSI-C-022-O
	Includes reference to media
	6.1.3.1
	
	

	PoCCP_V2-CSI-C-026-M
	SDP offer generaion
	6.1.3.1.a
	
	PoCCP_V1-CSI-C-003-O AND
PoCCP_V1-CSI-C-010-M OR

PoCCP_V1-CSM-C-004-O OR

PoCCP_V1-CSM-C-005-O OR

PoCCP_V1-CSM-C-006-O OR

PoCCP_V1-CSM-C-007-O

	PoCCP_V1-CSI-C-003-O
	Pre-established Session establishment
	6.1.3.2
	
	PoCCP_V1-CSI-C-004-O AND  

PoCCP_V1-CSI-C-005-O
AND 

PoCCP_V1-CSI-C-006-O
AND

PoCCP_V1-CSI-C-008-O

	PoCCP_V1-CSI-C-004-O
	PoC Client Pre-established Session initiation
	6.1.3.2.1
	
	PoCCP_V1-CSI-C-003-O

	PoCCP_V1-CSI-C-005-O
	PoC Client Pre-established Session initiation with example for Unconfirmed Indication for originating flow
	6.1.3.2.1


	
	PoCCP_V1-CSI-C-004-O

	PoCCP_V1-CSI-C-006-O
	PoC Client Ad-hoc PoC Group Session and 1-1 PoC Session initiation (receiving SIP REFER request)
	6.1.3.2.2
	
	PoCCP_V1-CSI-C-003-O AND

PoCCP_V1-CSI-C-004-O

	PoCCP_V1-CSI-C-007-O
	Display of indication to PoC User of acceptance/rejection of PoC Session
	6.1.3.2.2

6.1.3.2.3


	
	PoCCP_V1-CSI-C-003-O
AND 

PoCCP_V1-CSI-C-004-O

	PoCCP_V1-CSI-C-008-O
	PoC Client Pre-arranged or Chat PoC Group Session (receiving SIP REFER request)
	6.1.3.2.3
	
	PoCCP_V1-CSI-C-003-O AND

PoCCP_V1-CSI-C-004-O

	PoCCP_V2-CSI-C-023-O
	Initiation of Dispatcher PoC Session
	6.1.3.2.3.1
	
	PoCCP_V1-CSI-C-003-O AND

PoCCP_V1-CSI-C-004-O AND

PoCCP_V1-CSI-C-008-O

	PoCCP_V1-CSI-C-009-O
	PoC Client releases a Pre-established Session
	6.1.3.2.4
	
	PoCCP_V1-CSI-C-003-O

	PoCCP_V1-CSI-C-010-M
	Establishment of an On-Demand Session
	6.1.3.3
	
	

	PoCCP_V1-CSI-C-011-M
	Ad-hoc PoC Group Session and 1-1 PoC Session setup (receiving request)
	6.1.3.3.1
	
	

	PoCCP_V1-CSI-C-012-O
	Ad-hoc PoC Group Session and 1-1 PoC Session setup (receiving SIP 180 "Ringing" response)
	6.1.3.3.1
	
	

	PoCCP_V1-CSI-C-013-M
	Ad-hoc PoC Group Session and 1-1 PoC Session setup (receiving SIP 200 "OK" response)
	6.1.3.3.1
	
	

	PoCCP_V2-CSI-C-024-O
	Notify Media Burst Control Scheme
	6.1.3.3.1
	
	PoCCP_V1-CSI-C-013-M

	PoCCP_V1-CSI-C-014-O
	Ad-hoc PoC Group Session and 1-1 PoC Session setup for Unconfirmed Indication
	6.1.3.3.1


	
	

	PoCCP_V1-CSI-C-015-O
	Ad-hoc PoC Group Session and 1-1 PoC Session setup for Confirmed Indication and Manual Answer Mode
	6.1.3.3.1


	
	

	PoCCP_V1-CSI-C-016-M
	Pre-arranged PoC Group Session setup
	6.1.3.3.2
	
	

	PoCCP_V1-CSI-C-017-M
	Chat PoC Group Session setup
	6.1.3.3.2
	
	

	PoCCP_V2-CSI-C-025-O
	Initiation of Dispatcher PoC Session
	6.1.3.3.2.1
	
	PoCCP_V1-CSI-C-016-M
OR 

PoCCP_V1-CSI-C-017-M


A.1.5 PoC Session Modification

	Item
	Function
	Reference
	
	Requirement

	PoCCP_V1-CSM-C-001-M
	General Procedures 
	6.1.4.1
	
	

	PoCCP_V1-CSM-C-002-M
	General Procedures – SIP INVITE request
	6.1.4.1
	
	

	PoCCP_V1-CSM-C-003-O
	General Procedures – SIP UPDATE request
	6.1.4.1
	
	

	PoCCP_V1-CSM-C-004-O
	PoC Client placing media on hold
	6.1.4.2
	
	PoCCP_V1-CSM-C-005-O

	PoCCP_V1-CSM-C-005-O
	PoC Client placing media off hold
	6.1.4.3
	
	PoCCP_V1-CSM-C-004-O

	PoCCP_V1-CSM-C-006-O
	User Plane adaptation: Modifying media capabilities during an ongoing PoC Session
	6.1.4.4
	
	

	PoCCP_V1-CSM-C-007-M
	SIP Session refresh
	6.1.4.5
	
	

	PoCCP_V2-CSM-C-009-M
	SIP Session refresh (receiving 200OK)
	6.1.4.5
	
	

	PoCCP_V1-CSM-C-008-O
	SIP Session Expiration 
	6.1.4.5
	
	

	PoCCP_V2-CSM-C-010-O
	Adding and disconnect media
	6.1.4.6
	
	

	PoCCP_V2-CSM-C-011-O
	Adding and disconnect media (receiving 200OK)
	6.1.4.6
	
	PoCCP_V2-CSM-C-010-O


A.1.6 PoC Client re-joining a PoC Session

	Item
	Function
	Reference
	
	Requirement

	PoCCP_V1-CRS-C-001-M
	On-demand Session
	6.1.5.1
	
	

	PoCCP_V1-CRS-C-002-O
	Pre-established Session
	6.1.5.2
	
	PoCCP_V1-CSI-C-003-O


A.1.7 PoC Client leaving a PoC Session

	Item
	Function
	Reference
	
	Requirement

	PoCCP_V1-CLS-C-001-O
	Leaving a PoC Session - on-demand case: Release the floor
	6.1.6.1
	
	

	PoCCP_V1-CLS-C-002-M
	Leaving a PoC Session - on-demand case: SIP BYE 
	6.1.6.1
	
	

	PoCCP_V1-CLS-C-003-O
	Leaving a PoC Session – pre-established case: Generate SIP REFER 
	6.1.6.2
	
	PoCCP_V1-CSI-C-003-O

	PoCCP_V1-CLS-C-004-O
	Leaving a PoC Session – pre-established case: receive SIP NOTIFY 
	6.1.6.2
	
	PoCCP_V1-CSI-C-003-O

	PoCCP_V1-CLS-C-005-O
	Leaving a PoC Session – display information contained in SIP NOTIFY 
	6.1.6.2
	
	PoCCP_V1-CLS-C-004-O


A.1.7a PoC Client releasing a PoC Session

	Item
	Function
	Reference
	
	Requirement

	PoCCP_V2-CRS-C-001-M
	Releasing a PoC Session
	6.1.16
	
	

	PoCCP_V2-CRS-C-002-M
	Releasing a PoC Session - on demand case
	6.1.16.1
	
	

	PoCCP_V2-CRS-C-002-O
	Releasing a PoC Session - pre-established case
	6.1.16.2
	
	PoCCP_V1-CSI-C-003-O


A.1.8 PoC Session unrelated operations for PoC Client Initiating Procedures

	Item
	Function
	Reference
	
	Requirement

	PoCCP_V1-CUO-C-001-M
	PoC Client Adding a User to a PoC Session (SIP REFER)
	6.1.7
	
	

	PoCCP_V1-CUO-C-002-O
	PoC Client Sending an Instant Personal Alert (sending SIP MESSAGE)
	6.1.8
	
	

	PoCCP_V1-CUO-C-003-O
	PoC Client Sending a Group Advertisement (sending SIP MESSAGE)
	6.1.9
	
	

	PoCCP_V1-CUO-C-004-O
	PoC Client Subscription to the conference state event package (sending SIP SUBSCRIBE request) for Pre-established Session
	6.1.10
	
	PoCCP_V1-CSI-C-006-O OR

PoCCP_V1-CSI-C-008-O

	PoCCP_V1-CUO-C-005-O
	PoC Client Subscription to the conference state event package (sending SIP SUBSCRIBE request) for On-Demand Session
	6.1.10
	
	

	PoCCP_V1-CUO-C-006-M
	Canceling a PoC Session initiation - on-demand case
	6.1.11.1
	
	

	PoCCP_V1-CUO-C-007-O
	Simultaneous Session Control Procedures
	6.1.12
	
	

	PoCCP_V1-CUO-C-008-O
	Simultaneous Session control: PoC Client Setting Session Priority indicating with SDP attribute
	6.1.12.1
	
	

	PoCCP_V1-CUO-C-009-O
	Simultaneous Session control: PoC Client handling for PoC Session locking in a particular PoC Session
	6.1.12.2
	
	

	PoCCP_V2-CUO-C-010-O
	Expel another participant from PoC Session
	6.1.13
	
	PoCCP_V1-CSI-C-006-O OR

PoCCP_V1-CSI-C-008-O AND

PoCCP_V2-CSI-C-023-O

	PoCCP_V2-CUO-C-011-O
	Dispatcher transferring Dispatcher Role
	6.1.14
	
	PoCCP_V1-CSI-C-008-O AND

PoCCP_V2-CSI-C-023-O


A.1.9. PoC Client terminating procedures

	Item
	Function
	Reference
	
	Requirement

	PoCCP_V1-CTP-C-001-M
	PoC Client invited to a PoC Session: General INVITE procedure
	6.2.1.1
	
	

	PoCCP_V1-CTP-C-016-O
	Includes a Nick Name in the SIP 200 "OK" response to the initial SIP INVITE request.
	6.2.1.1, 5.4
	
	

	PoCCP_V2-CTP-C-017-O
	SDP answer generation
	6.2.1.1.a
	
	PoCCP_V2-CSM-C-010-O

	PoCCP_V1-CTP-C-002-M
	PoC Client invited to a PoC Session: Automatic Answer Mode OR Manual Answer Mode
	6.2.1.2

6.2.1.3
	
	PoCCP_V1-CTP-C-003-O
OR

PoCCP_V1-CTP-C-004-O


	PoCCP_V1-CTP-C-003-O
	PoC Client invited to a PoC Session: Automatic Answer Mode set 
	6.2.1.2
	
	

	PoCCP_V1-CTP-C-004-O
	PoC Client invited to a PoC Session: Manual answer 
	6.2.1.3
	
	

	PoCCP_V1-CTP-C-005-O
	PoC Client invited to a PoC Session: Manual Answer Override
	6.2.1.2
	
	

	PoCCP_V2-CTP-C-018-M
	Inform QoE profiles
	6.2.1.2, 5.8

	
	PoCCP_V1-CTP-C-003-O OR
PoCCP_V1-CTP-C-004-O 

	PoCCP_V1-CTP-C-006-O
	PoC Client receiving a PoC Session Modification Request (send SIP 200 OK after receiving SIP UPDATE or SIP re-INVITE)
	6.2.2, 6.2.2.a
	
	PoCCP_V1-CSM-C-003-O

	PoCCP_V2-CTP-C-019-O
	PoC Client receiving a PoC Session Modification Request (user plane adaptation)
	6.2.2.b, 6.2.1.1.a
	
	PoCCP_V1-CTP-C-006-O

	PoCCP_V2-CTP-C-020-O
	PoC Client receiving request to add and disconnect media (send SIP 200 OK)
	6.2.2.c, 6.2.1.1.a
	
	PoCCP_V1-CTP-C-006-O

	PoCCP_V1-CTP-C-007-M
	PoC Client receiving a PoC Session Release Request: On-demand case
	6.2.3.1
	
	

	PoCCP_V1-CTP-C-008-O
	PoC Client receiving a PoC Session Release Request: Pre-established case
	6.2.3.2
	
	PoCCP_V1-CSI-C-003-O

	PoCCP_V1-CTP-C-009-M
	PoC Client receiving an Instant Personal Alert: receiving SIP MESSAGE
	6.2.4
	
	

	PoCCP_V1-CTP-C-010-O
	PoC Client receiving an Instant Personal Alert: initiating 1-1 PoC Session
	6.2.4
	
	PoCCP_V1-CSI-C-005-O OR

PoCCP_V1-CSI-C-010-M

	PoCCP_V1-CTP-C-011-O
	PoC Client Receiving a Group Advertisement
	6.2.5
	
	

	PoCCP_V1-CTP-C-012-M
	PoC Session Cancel request: On-demand case (receiving SIP CANCEL)
	6.2.6.1
	
	

	PoCCP_V1-CTP-C-013-O
	Simultaneous Session Control Procedures
	6.2.7
	
	

	PoCCP_V1-CTP-C-014-O
	PoC Client setting  the PoC Session priority in SDP payload
	6.2.7
	
	PoCCP_V1-CUO-C-008-O

	PoCCP_V1-CTP-C-015-O
	PoC Client handling for PoC Session locking in a particular PoC Session
	6.2.7
	
	PoCCP_V1-CUO-C-009-O

	PoCCP_V2-CTP-C-021-O
	PoC Client receiving discrete media in SIP MESSAGE
	6.2.8, 

[OMA IM SIMPLE ERELD]
	
	[OMA IM SIMPLE ERELD]:MCF


A.1.10 Presence procedures

	Item
	Function
	Reference
	
	Requirement

	PoCCP_V1-CPR-C-001-O
	Presence procedures
	C.3
	
	PoCCP_V1-CPR-C-002-O AND

PoCCP_V1-CPR-C-003-O

	PoCCP_V1-CPR-C-002-O
	The PoC Client collaborates with the presence source and watcher entities when residing in the same UE.
	C.3
	
	PoCCP_V1-CPR-C-001-O

	PoCCP_V1-CPR-C-003-O
	Only when the PoC Server is not enabled to publish presence information on behalf of the PoC User, then the Presence Source residing in the same UE as the PoC Client publishes the presence information for the elements specified in subclause  C.1 "Availability for PoC-Session Service".
	C.3
	
	PoCCP_V1-CPR-C-001-O
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