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1 Reason for Change

Justification
New SCR tables are needed to be aligned with new SCR table structure and ETR template.
Scope of change
 Annex A. in UP is replaced with new content.
Impacted subclauses
 Annex A
Consequence if not accepted
I have problem to overview all consequences if this CR is not accepted. 
2 Impact on Backward Compatibility

No impact.
3 Impact on Other Specifications

No impact
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended that the proposed changes shall be included in the next version of the xx.
6 Detailed Change Proposal

Replace the table in Annex A with the following tables.
Change 1:  ()

Appendix A. Static Conformance Requirement (SCR) (Normative)

The SCRs defined in the following tables include SCR for:

· The PoC Client;

· The PoC Server performing the Participating PoC Function; and,

· The PoC Server performing the Controlling PoC Function.

Each SCR table identifies a list of supported features as:

Item: Identifier for a feature.

Function: Short description of the feature. 

Reference: Subclause(s) of this specification with more details on the feature.


Requirement: This column identifies other features required by this feature. If no other features are required, this column is left empty.

This section describes the dependency grammar notation to be used in the Requirement column of the SCR and SCR tables using ABNF [RFC2234].













TerminalExpression =
ScrReference
/ NOT TerminalExpression
/ TerminalExpression LogicalOperator TerminalExpression
/ “(“ TerminalExpression “)”

ScrReference =
ScrItem
/ ScrGroup

ScrItem =
SpecScrName “–“ GroupType “–“ DeviceType “–“ NumericId “-” Status
/ SpecScrName “–“ DeviceType “–“ NumericId “-” Status

ScrGroup =
SpecScrName “:” FeatureType
/ SpecScrName “– “ GroupType “–“ DeviceType “–” FeatureType

SpecScrName = 1*Character; See Section 8

GroupType = 1*Character; See Section 10

DeviceType = “C” / “S”; C – client, S – server

NumericId = Number Number Number 

Status = “M” / “O”; M - Mandatory, O - Optional

LogicalOperator = “AND” / “OR”; AND has higher precedence than OR and OR is inclusive

FeatureType = “MCF” / “OCF” / “MSF” / “OSF”; See Section 9

Character = %x41-5A ; A-Z

Number = %x30-39 ; 0-9

A.1 PoC Session Initiation, Joining and Release
This subclause describes the Static Conformance Requirement for functions needed to support PoC Session Initiation, Joining and Release in the User Plane.
A.1.1 PoC Client 
	Item
	Function
	Reference
	Requirement

	PoC_UserPlane-SJR-C-001-O
V1
	Support of pre-established PoC Session
	6.2.6, 6.5.9, 6.5.12, 6.5.13
	

	PoC_UserPlane-SJR-C-002-O
(PoC Client)

V1
	A PoC Client supports several Pre-established Sessions at a time.


	6.2.6
	PoC_UserPlane-TBN-C-001-O

	PoC_UserPlane-SJR-C-003-M
V1
	Support of RTP Media for PoC Speech.

	Non-queuing:

5.1, 5.2, 5.3, 5.4, 6.2.5.2.3, 6.2.5.3.6, 6.2.5.4.1, 6.2.5.5.5, 6.2.5.6.1, 6.2.5.6.4

Queuing:

6.2.9.3.6, 6.2.9.7.1

7.7.1
	

	PoC_UserPlane-SJR-C-004-M
V1
	Transmit the RTP Media packets at a bit rate that avoids overload in the receiving PoC Client(s) when Media has been buffered.
	7.8.3
	

	PoC_UserPlane-SJR-C-005-O
V2
	Support of RTP Media for Audio and Video.

	Non-queuing:

5.1, 5.2, 5.3, 5.4, 6.2.5.2.3, 6.2.5.3.6, 6.2.5.4.1, 6.2.5.5.5, 6.2.5.6.1, 6.2.5.6.4

Queuing:

6.2.9.3.6, 6.2.9.7.1

7.7.1
	

	PoC_UserPlane-SJR-C-006-O
V2
	Support of MSRP for Discrete Media bound to a Media-floor Control entity.

	5.1, 5.4, 5.5, 6.2.10.2.3, 6.2.10.3.3, 6.2.10.4.1
	

	PoC_UserPlane-SJR-C-007-O

V1
	Provides notification to the PoC User when receiving Media Burst Idle message or when receiving a Media Burst Request timeout or when receiving a Media Burst Deny message 


	6.2.5.2.1, 6.2.5.2.5, 6.2.10.3.1
	

	PoC_UserPlane-SJR-C-008-O

V1
	Provides information about the stop talking timer.
	6.2.5.3.1, 6.2.9.7.3, 6.2.10.3.1
	


A.1.2 Participating PoC Function

	Item
	Function
	Reference
	Requirement

	PoC_UserPlane-SJR-C-001-O
V1
	Support of pre-established PoC Sessions
	6.3.6, 6.5.9, 6.5.12, 6.5.13
	

	PoC_UserPlane-SJR-C-002-M
V1
	Support for PoC Speech.

	5.1, 5.2, 5.3, 5.4, 6.3.5, 7.7.2
	

	PoC_UserPlane-SJR-C-003-M
V2
	Support for Audio and Video.

	5.1, 5.2, 5.3, 5.4, 6.3.5, 7.7.2
	

	PoC_UserPlane-SJR-C-004-M
V2
	Support for Discrete Media bound to a Media-floor Control Entity. 

	5.1, 5.4, 5.5, 6.3.5
	


A.1.3 Controlling PoC Function
	Item
	Function
	Reference
	Requirement

	PoC_UserPlane-SJR-S-0050-M
V1
	Support for PoC Speech.

	5.1, 5.2, 5.3, 5.4, 7.7.3
	

	PoC_UserPlane-SJR-S-051-M
V2
	Support for Audio and Video.

	5.1, 5.2, 5.3, 5.4, 7.7.3
	

	PoC_UserPlane-SJR-C-004-M
V1
	Supports buffering of RTP Media, unconfirmed indication
	7.8.3
	

	PoC_UserPlane-SJR-S-052-O
V2
	Support for Discrete Media bound to a Media-floor Control entity.

	5.1, 5.4, 5.5
	


A.2 Media Burst Control (no queuing)
This subclause describes the basic Static Conformance Requirements for Media Burst Control when queuing of Media Burst requests is not negotiated.
A.2.1 PoC Client functions
	Item
	Function
	Reference
	Requirement

	PoC_UserPlane-TBN-C-001-M

V1
	Media Burst request during a session:

Request when floor is idle -> Media Burst granted

(Continuous Media)
	5.2.1, 5.4, 6.2.5.2.1, 6.2.5.2.4, 6.2.5.3.1, 6.2.5.2.2, 6.5.2, 6.5.3, 6.5.7.
	

	PoC_UserPlane-TBN-C-002-O

V2
	Media Burst request during a session:

Request when floor is idle -> Media Burst granted

(Discrete Media)
	5.2.1, 5.4, 6.2.10.2.1, 6.2.10.22, 6.2.10.2.4, 6.2.10.3.1, 6.5.2, 6.5.3, 6.5.7.
	PoC_UserPlane-TBN-C-004-O AND PoC_UserPlane-TBN-C-006-O AND PoC_UserPlane-TBN-C-008-O AND PoC_UserPlane-TBN-C-010-O AND PoC_UserPlane-TBN-C-012-O AND PoC_UserPlane-TBN-C-014-O AND PoC_UserPlane-TBN-C-016-O

	PoC_UserPlane-TBN-C-003-M

V1
	Media Burst request during a session 

Request when floor is not idle -> Media Burst deny
(Continuous Media)
	5.2.1, 5.4, 6.2.5.2.4, 6.2.5.3.3, 6.5.2, 6.5.4, 6.5.4.1.1
	

	PoC_UserPlane-TBN-C-004-O

V2
	Media Burst request during a session 

Request when floor is not idle -> Media Burst deny
(Discrete Media)
	5.2.1, 5.4, 6.2.10.2.4, 6.2.10.3.2, 6.5.2, 6.5.4, 6.5.4.1.1
	PoC_UserPlane-TBN-C-002-O



	PoC_UserPlane-TBN-C-005-M

V1
	Implicit Media Burst request (INVITE) in the beginning of a PoC Session (1-1, Ad-hoc or Pre-arranged PoC Session):

Request when floor is idle -> Media Burst granted
(PoC Speech)
	5.2.1, 5.4, 6.2.5.1.1, 6.2.5.3.1, 6.2.5.1.2, 6.2.5.2.2, 6.5.3, 6.5.7
	

	PoC_UserPlane-TBN-C-005-M

(PoC Client)
V1
	Re-joining a PoC Group Session or joining a Chat PoC Group Session.
Request when floor is idle -> Media Burst Idle

(Continuous Media)
	5.2.1, 5.4, 6.2.5.1.1, 6.2.5.2.1, 6.5.6
	

	PoC_UserPlane-TBN-C-006-O

V2
	Re-joining a PoC Group Session or joining a Chat PoC Group Session.
Request when floor is idle -> Media Burst Idle

(Discrete Media)
	5.2.1, 5.4, 6.2.10.1.1, 6.2.10.2.2, 6.5.6
	PoC_UserPlane-TBN-C-002-O



	PoC_UserPlane-TBN-C-007-M

V1
	Re-joining a PoC Group Session or joining a Chat PoC Group Session.
Request when floor is not idle -> Media Burst Taken

(Continuous Media)
	5.2.1, 5.4, 6.2.5.1.1, 6.2.5.3.2, 6.5.7
	

	PoC_UserPlane-TBN-C-008-O

V2
	Re-joining a PoC Group Session or joining a Chat PoC Group Session.
Request when floor is not idle -> Media Burst Taken

(Discrete Media)
	5.2.1, 5.4, 6.2.10.1.1, 6.2.10.2.1, 6.5.7
	PoC_UserPlane-TBN-C-002-O



	PoC_UserPlane-TBN-C-009-M

V1
	Media Burst release
(Continuous Media) 
	5.2.1, 5.4, 6.2.5.2.1, 6.2.5.4.2, 6.2.5.5.3, 6.5.5, 6.5.6
	

	PoC_UserPlane-TBN-C-010-O

V2
	Media Burst release
(Discrete Media) 
	5.2.1, 5.4, 6.2.10.2.2, 6.2.10.4.2, 6.2.10.5.1, 6.5.5, 6.5.6
	PoC_UserPlane-TBN-C-002-O

	PoC_UserPlane-TBN-C-011-O

V1
	Media Burst revoke
(Continuous Media)
	5.2.1, 5.4, 6.2.5.2.1, 6.2.5.4.3, 6.2.5.6.5, 6.2.5.5.3, 6.5.5, 6.5.6, 6.5.8
	

	PoC_UserPlane-TBN-C-012-O

V2
	Media Burst revoke
(Discrete Media)
	5.2.1, 5.4, 6.2.10.2.2, 6.2.10.4.3, 6.2.10.4.2, 6.2.10.5.1, 6.5.5, 6.5.6, 6.5.8
	PoC_UserPlane-TBN-C-002-O

	PoC_UserPlane-TBN-C-013-M

V1
	Media Burst request not received by PoC Server or the response to the Media Burst request is not received 

(Continuous Media)
	5.2.1, 5.4, 6.2.5.3.4, 6.2.5.3.5, 6.5.2
	

	PoC_UserPlane-TBN-C-014-O

V2
	Media Burst request not received by PoC Server or the response to the Media Burst request is not received 

(Discrete Media)
	5.2.1, 5.4, 6.2.10.3.4, 6.2.10.3.5, 6.5.2
	PoC_UserPlane-TBN-C-002-O

	PoC_UserPlane-TBN-C-015-M

V1
	Media Burst release not received by PoC Server.
(Continuous Media)
	5.2.1, 5.4, 6.2.5.5.1, 6.2.5.5.2, 6.5.5
	

	PoC_UserPlane-TBN-C-016-O

V2
	Media Burst release not received by PoC Server.
(Discrete Media)
	5.2.1, 5.4, 6.2.10.5.2, 6.2.10.5.3
	PoC_UserPlane-TBN-C-002-O

	PoC_UserPlane-TBN-C-016-O

V2
	Supports Media Burst permission confirmation of PoC User and release permission before sending Media
	6.2.5.4
	


A.2.2 Participating PoC Function

This subclause describes the Static Conformance Requirement for the PoC Server performing the Participating PoC Function when PoC Server is in the Media path as described in subclause 4.2 "User Plane routing".
	Item
	Function
	Reference
	Requirement

	PoC_UserPlane-MBN-S-001-M
V1
	Media Burst request during a session 

Request when floor is idle -> Media Burst granted

(All Media Types) 
	5.2.1, 5.4, 6.3.5, 6.5.2, 6.5.3, 6.5.7.
	

	PoC_UserPlane-TBN-S-002-M

V1
	Media Burst request during a session 

Request when floor is not idle -> Media Burst deny
(All Media Types)
	5.2.1, 5.4, 6.3.5, 6.5.2, 6.5.2.1, 5.4, 6.5.4.1.1
	

	PoC_UserPlane-TBN-S-003-M

V1


	Re-joining an PoC Group Session:

Request when floor is idle -> Media Burst Idle

(All Media)
	5.2.1, 5.4, 6.3.5, 6.5.6
	

	PoC_UserPlane-TBN-S-023-M

V1
	Re-joining a PoC Group Session or joining a Chat PoC Group Session.
Request when floor is not idle -> Media Burst Taken

(All Media)
	5.2.1, 5.4, 6.3.5, 6.5.7
	

	PoC_UserPlane-TBN-S-004-M

V1
	Media Burst release
(All Media Types) 
	5.2.1, 5.4, 6.3.5, 6.5.5, 6.5.6
	

	PoC_UserPlane-TBN-S-005-M

V1
	Media Burst revoke
(All Media Types)
	5.2.1, 5.4,  6.3.5, 6.5.5, 6.5.6, 6.5.8
	

	PoC_UserPlane-TBN-S-006-M
V1
	Media Burst request not received by PoC Server
(All Media Types)
	5.2.1, 5.4, 6.3.5, 6.5.2
	

	PoC_UserPlane-TBN-S-007-M

V1
	Media Burst control (granted or deny) not received by PoC Client

(All Media Types)
	5.2.1, 5.4, 6.3.5, 6.5.2, 6.5.3, 6.5.4
	

	PoC_UserPlane-TBN-S-008-M

V1
	Media Burst release not received by PoC Server.
(All Media Types)
	5.2.1, 5.4, 6.3.5, 6.5.2, 6.5.5
	


A.2.3 Controlling PoC Function

	Item
	Function
	Reference
	Requirement

	PoC_UserPlane-MBN-S-050-M

V1
	Media Burst request during a session:

Request when floor is idle -> Media Burst granted

(Continuous Media)
	5.2.1, 5.4, 6.4.4.2.2, 6.4.4.3.1, 6.4.5.2.2, 6.4.5.2.3, 6.4.5.4.1, 6.5.2, 6.5.3, 6.5.7
	

	PoC_UserPlane-MBN-S-051-O

V2
	Media Burst request during a session:

Request when floor is idle -> Media Burst granted

(Discrete Media)
	5.2.1, 5.4, 6.4.6.2.2 and 6.4.6.3.1, 6.5.2, 6.5.3, 6.5.7
	PoC_UserPlane-TBN-S-053-O AND PoC_UserPlane-TBN-S-056-O



	PoC_UserPlane-TBN-S-052-M

V1
	Media Burst request during a session 

Request when floor is not idle -> Media Burst deny
(Continuous Media)
	5.2.1, 5.4, 6.4.4.2.2, 6.4.5.3.3, 6.5.2, 6.5.2.1, 5.4, 6.5.4.1.1
	

	PoC_UserPlane-TBN-S-053-O

V2
	Media Burst request during a session 

Request when floor is not idle -> Media Burst deny
(Discrete Media)
	5.2.1, 5.4, 6.4.6.3.7, 6.5.2, 6.5.2.1, 5.4, 6.5.4.1.1
	PoC_UserPlane-MBN-S-051-O

	PoC_UserPlane-TBN-S-054-M

V1


	Implicit Media Burst request (INVITE) in the beginning of a PoC Session (1-1, Ad-hoc or Pre-arranged PoC Session):

Request when floor is idle -> Media Burst granted
(PoC Speech)
	5.2.1, 5.4, 6.4.4.1.1, 6.4.4.2.2, 6.4.4.3.1, 6.4.5.1.1, 6.4.5.4.1, 6.5.3, 6.5.7
	

	PoC_UserPlane-TBN-S-055-M

V1


	Re-joining an PoC Group Session:

Request when floor is idle -> Media Burst Idle

(Continuous Media)
	5.2.1, 5.4, 6.4.1.1, 6.4.4.2.1, 6.4.5.1.1, 6.4.5.4.1, 6.5.6
	

	PoC_UserPlane-TBN-S-056-O

V2
	Re-joining an PoC Group Session:

Request when floor is idle -> Media Burst Idle

(Discrete Media)
	5.2.1, 5.4, 6.4.6.1.1, 6.4.6.2.1, 6.5.6
	PoC_UserPlane-MBN-S-051-O

	PoC_UserPlane-TBN-S-057-O

V1


	Re-joining a PoC Group Session or joining a Chat PoC Group Session.
Request when floor is not idle -> Media Burst Taken

(Continuous Media)
	5.2.1, 5.4, 6.4.5.1.1, 6.4.5.3.1, 6.5.7
	

	PoC_UserPlane-TBN-S-058-O

V2


	Re-joining a PoC Group Session or joining a Chat PoC Group Session.
Request when floor is not idle -> Media Burst Taken

(Discrete Media)
	5.2.1, 5.4, 6.5.7

Editor's note: Subclauses in basic MSRP state machine missing because a CR was not agreed)
	PoC_UserPlane-MBN-S-051-O

	PoC_UserPlane-TBN-S-059-M

V1


	Media Burst release
(Continuous Media) 
	5.2.1, 5.4, 6.4.4.3.5, 6.4.4.2.1, 6.5.5, 6.5.6
	

	PoC_UserPlane-TBN-S-060-O

V2
	Media Burst release
(Discrete Media) 
	5.2.1, 5.4, 6.4.6.3.3, 6.4.6.2.1, 6.5.5, 6.5.6
	PoC_UserPlane-MBN-S-051-O

	PoC_UserPlane-TBN-S-061-O

V1
	Media Burst revoke
(Continuous Media)
	5.2.1, 5.4, 6.4.4.3.3, 6.4.4.5.1, 6.4.4.5.3, 6.4.4.2.1, 6.4.5.4.4, 6.4.5.5.1, 6.4.5.5.5, 6.5.5, 6.5.6, 6.5.8, 6.5.8.1.2
	

	PoC_UserPlane-TBN-S-062-O

V2
	Media Burst revoke
(Discrete Media)
	5.2.1, 5.4, 6.4.6.3.4, 6.4.6.4.1, 6.4.6.4.2, 6.4.6.2.1, 6.5.5, 6.5.6, 6.5.8, 6.5.8.1.5 
	PoC_UserPlane-MBN-S-051-O

	PoC_UserPlane-TBN-S-063-O

V1
	Media Burst control (granted or deny) not received by PoC Client

(Continuous Media)
	5.2.1, 5.4, 6.4.5.4.6, 6.4.5.2.1, 6.4.5.3.3, 6.4.5.5.2, 6.4.5.5.3, 6.4.5.6.1, 6.4.5.6.2, 6.4.5.6.3, 6.4.4.3.7, 6.4.4.3.2, 6.4.4.2.1, 6.4.4.5.1, 6.4.4.5.5, 6.5.2, 6.5.3, 6.5.2.1, 5.4, 6.5.6, 6.5.8
	

	PoC_UserPlane-TBN-S-064-O

V2
	Media Burst control (granted or deny) not received by PoC Client

(Discrete Media)
	5.2.1, 5.4, 6.4.6.3.5, 6.4.6.3.6, 6.4.6.3.7, 6.4.6.4.1, 6.4.6.4.3, 6.5.2, 6.5.3, 6.5.2.1, 5.4, 6.5.6, 6.5.8
	PoC_UserPlane-MBN-S-051-O

	PoC_UserPlane-TBN-S-065-O

V1
	Request when no other Participants in the session  -> Media Burst deny
(Continuous Media)
	5.2.1, 5.4, 6.4.5.2.3 
	


A.3 Multiple Session Sessions
This subclause describes the Static Conformance Requirement for Simultaneous PoC Sessions.
A.3.1 PoC Client

This subclause describes the Static Conformance Requirement in the PoC Client when Simultaneous PoC Sessions are supported by the PoC Client and the PoC Server performing the Participating PoC Function.
	Item
	Function
	Reference
	Requirement

	PoC_UserPlane-MUS-C-001-M

V1
	Participant in more than one PoC Session is able to monitor the MBCP traffic of all PoC Sessions, he participates in.
(Continuous Media)
	6.2.7, 6.2.8, 7.5.1
	PoC_UserPlane-MBN-S-020-M OR PoC_UserPlane-TBQ-S-001-M

	PoC_UserPlane-MUS-C-002-O

V1


	Participant in more than one PoC Sessions is able to monitor the MBCP traffic of other PoC Sessions, when talking or listening to the selected PoC Session
(Continuous Media)
	6.2.7.3, 6.2.7.4, 7.5.1
	PoC_UserPlane-MUS-C-001-M



	PoC_UserPlane-MUS-C-003-O

V1
	Sends RTP Media packets to any of the Simultaneous PoC Sessions according to the PoC User selection.

(Continuous Media)
	5.3, 7.5.1
	PoC_UserPlane-MUS-C-001-M


A.3.2 Participating PoC Function

This subclause describes the Static Conformance Requirement in the PoC Server performing the Participating PoC Function when Simultaneous PoC Sessions are supported by a PoC Client and the PoC Server in the Home PoC Network.
	Item
	Function
	Reference
	Requirement

	PoC_UserPlane-MUS-S-001-M

V1
	Participant in more than one PoC Session is able to monitor the MBCP traffic of all PoC Sessions, he participates in.
(Continuous Media)
	6.3.7, 6.3.8, 7.5.2
	

	PoC_UserPlane-MUS-S-002-O

V1
	Participant in more than one PoC Sessions is able to monitor the MBCP traffic of other PoC Sessions, when talking or listening to the selected PoC Session
(Continuous Media)
	7.5.2
	PoC_UserPlane-MUS-S-001-M

	PoC_UserPlane-MUS-S-003-M

V1
	Discard RTP Media of the PoC Sessions not selected for transmitting to the PoC Client.


	7.7.2
	

	PoC_UserPlane-MUS-S-004-O

V1
	Sends a RTCP SR message to the PoC Client concerning the PoC Session, which was interrupted due to activity in another PoC Session. 
	7.5.2
	PoC_UserPlane-MUS-S-001-M



	PoC_UserPlane-MUS-S-005-O

V1
	Modifies the RTCP RR and SR messages sent between the PoC Client and the PoC Server to improve the accuracy of the quality feedback in the case of interrupted Media Burst.
	5.2.1, 5.4, 7.5.2
	PoC_UserPlane-MUS-S-001-M



	PoC_UserPlane-MUS-S-006-O

V1
	In the case of changing from one PoC Session to another and starting to transfer Media packets during an on-going Media Burst the PoC Server sends a MBCP Media Burst Taken message prior to the first Media packet being sent to the PoC Client.


	7.5.2
	PoC_UserPlane-MUS-S-001-M


A.4 PoC Box

A.4.1 NW PoC Box

	Item
	Function
	Reference
	Requirement

	PoC_UserPlane-PBO-S-001-M

V2
	Media Burst request during a session:

Request when floor is idle -> Media Burst granted
(Only allowed in a 1-1 PoC Session)
(Continuous Media)
	5.2.1, 5.4, 6.7.4.2.1, 6.7.4.2.2, 6.7.4.2.4, 6.7.4.3.1, 6.5.2, 6.5.3, 6.5.7
	

	PoC_UserPlane-PBO-S-002-M
V2
	Media Burst request during a session:

Request when floor is idle -> Media Burst granted
(Only allowed in a 1-1 PoC Session)
(Discrete Media)
	5.2.1, 5.4, 6.7.5.2.4, 7.7.5.3.1, 6.5.2, 6.5.3, 6.5.7
	

	PoC_UserPlane-PBO-S-003-M

V2
	Media Burst request during a session 

Request when floor is not idle -> Media Burst deny
(Continuous Media)
	5.2.1, 5.4, 6.7.4.2.4, 6.7.4.3.3, 6.5.2, 6.5.2.1, 5.4, 6.5.4.1.1
	

	PoC_UserPlane-PBO-S-004-O

V2
	Media Burst request during a session 

Request when floor is not idle -> Media Burst deny
(Discrete Media)
	5.2.1, 5.4, 6.7.5.2.4, 6.7.5.3.2, 6.5.2, 6.5.2.1, 5.4, 6.5.4.1.1
	

	PoC_UserPlane-PBO-S-005-M

V2
	Media Burst release
(Continuous Media) 
	5.2.1, 5.4,  6.7.4.2.1, 6.7.4.4.2, 6.7.4.5.3, 6.5.5, 6.5.6
	

	PoC_UserPlane-PBO-S-006-O

V2
	Media Burst release
(Discrete Media) 
	5.2.1, 5.4,  6.7.5.2.2, 6.7.5.4.2, 6.7.5.5.1, 6.5.5, 6.5.6
	

	PoC_UserPlane-PBO-S-007-O

V2
	Media Burst revoke
(Continuous Media)
	5.2.1, 5.4, 

6.7.4.4.3, 6.7.4.6.1, 6.7.4.6.5, 6.7.4.5.3, 6.5.5, 6.5.6, 6.5.8, 6.5.8.1.2
	

	PoC_UserPlane-PBO-S-008-O

V2
	Media Burst revoke
(Discrete Media)
	5.2.1, 5.4, 

6.7.5.4.3, 6.7.5.4.2, 6.7.5.5.1, 6.5.5, 6.5.6, 6.5.8, 6.5.8.1.5 
	

	PoC_UserPlane-PBO-S-009-O

V2
	Media Burst request not received by PoC Server or the response to the Media Burst request is not received 

(Continuous Media)
	5.2.1, 5.4, 6.7.4.3.4, 6.7.4.3.5, 6.5.2
	

	PoC_UserPlane-PBO-S-010-O

V2
	Media Burst request not received by PoC Server or the response to the Media Burst request is not received 

(Discrete Media)
	5.2.1, 5.4,  6.7.5.3.4, 6.7.5.3.5, 6.5.2
	

	PoC_UserPlane-PBO-S-011-O

V2
	Media Burst release not received by PoC Server.
(Continuous Media)
	5.2.1, 5.4, 6.7.4.5.1, 6.7.4.5.2, 6.5.5
	

	PoC_UserPlane-PBO-S-012-O

V2
	Media Burst release not received by PoC Server.
(Discrete Media)
	5.2.1, 5.4, 6.7.5.5.2, 6.7.5.5.3
	

	PoC_UserPlane-PBO-S-013-M
V2
	Support for PoC Speech.

	5.1, 5.2, 5.3, 5.4, 6.7.4.2.3, 6.7.4.3.6, 6.7.4.4.1, 6.7.4.5.5, 6.7.4.6.4
	

	PoC_UserPlane-PBO-S-014-O
V2
	Support for Audio and Video.

	5.1, 5.2, 5.3, 5.4, 6.7.4.3.6, 6.7.4.4.1, 6.7.4.5.5, 6.7.4.6.4
	

	PoC_UserPlane-PBO-S-015-O
V2
	Support for Discrete Media bound to a Media-floor Control entity.

	5.1, 5.4, 5.5, 6.7.5.2.3, 6.7.5.3.3, 6.7.5.4.1 
	

	PoC_UserPlane-PBO-S-016-O
V2
	Support Talker Identification
	8.4, 6.5.7
	


A.4.2 UE PoC Box

	Item
	Function
	Reference
	Requirement

	PoC_UserPlane-PBO-C-050-M
V2
	Media Burst request during a session:

Request when floor is idle -> Media Burst granted

(Continuous Media)
	5.2.1, 5.4, 6.6.4.2.1, 6.6.4.2.2, 6.5.2, 6.5.3, 6.5.7
	

	PoC_UserPlane-PBO-C-051-O
V2
	Media Burst request during a session:

Request when floor is idle -> Media Burst granted

(Discrete Media)
	5.2.1, 5.4, 6.6.5.2.1, 6.6.5.2.2, 6.5.2, 6.5.3, 6.5.7
	

	PoC_UserPlane-PBO-C-052-O
V2
	Media Burst release
(Continuous Media) 
	5.2.1, 5.4, 6.6.4.2.1, 6.5.6
	

	PoC_UserPlane-PBO-C-053-O
V2
	Media Burst release
(Discrete Media) 
	5.2.1, 5.4, 6.6.5.2.2, 6.5.6
	

	PoC_UserPlane-PBO-C-054-O

V2
	Perform the mapping between the SSRC of the PoC Client granted a permission to send a Media Burst and the PoC Address or Nick Name or both and displays the PoC Address and Nick Name to the PoC User.
	6.6.4.2.2
	

	PoC_UserPlane-PBO-C-055-M
V2
	Support for PoC Speech.

	5.1, 5.2, 5.3, 5.4, 6.6.4.2.3
	

	PoC_UserPlane-PBO-C-056-O
V2
	Support for Audio and Video.

	5.1, 5.2, 5.3, 5.4, 6.6.4.2.3
	

	PoC_UserPlane-PBO-C-057-O
V2
	Support for Discrete Media bound to a Media-floor Control entity.

	5.1, 5.4, 5.5, 6.6.5.2.3
	

	PoC_UserPlane-PBO-C-058-O

V2
	Support Talker Identification
	8.4, 6.5.7
	


A.5 Advanced Revocation Alert
A.5.1 PoC Client

	Item
	Function
	Reference
	Requirement

	PoC_UserPlane-TBN-C-001-O

V2
	Support of Advanced Revocation Alert

(Continuous Media)
	6.2.5.3.1, 6.5.1.2.5, 6.2.5.4.2,  6.2.5.4.4, 6.5.3
	

	PoC_UserPlane-TBN-C-001-O

V2
	Display remaining time before revocation of the granted Media Burst
(Continuous Media)
	6.5.1.2.5, 6.5.3
	PoC_UserPlane-TBN-C-001-O


A.5.2 Controlling PoC Function

	Item
	Function
	Reference
	Requirement

	PoC_UserPlane-TBN-S-050-O

V2
	Support of Advanced Revocation Alert
	6.4.4.3.1, 6.4.4.3.7, 6.5.1.2.5, 6.5.3
	

	PoC_UserPlane-TBN-S-050-O

V2
	Display remaining time before revocation of the granted Media Burst
	6.5.1.2.5, 6.5.3
	PoC_UserPlane-TBN-S-050-O


A.6 Backwards Compatibility
Editor's note: This subclause is FFS
A.7 Media Burst Control (queuing)
The following subclauses describe the additional Static Conformance Requirements for Media Burst Control when queuing of Media Burst requests has been negotiated as specified in [OMA-PoC-CP]. The basic Media Burst Control Static Conformance Requirements (SCR) items are specified in subclause A.1 "Media Burst Control (no queuing)".
A.7.1 PoC Client

	Item
	Function
	Reference
	Requirement

	PoC_UserPlane-TBQC-001-M
V1
	Media Burst request during a session queue support:

Request when floor is not idle -> Media Burst request queued -> Media Burst granted
(Continuous Media)
	5.2.1, 5.4, 6.2.9.2.1, 6.2.9.3.7, 6.2.9.7.3,  6.5.2, 6.5.3, 6.5.11
	

	PoC_UserPlane-TBQ-C-002-O
V1
	Media Burst request during a session  queue + priority support:

Request when floor is not idle -> Media Burst request queued indication -> Media Burst granted according to priority
(Continuous Media)
	6.5.1.2.4
	

	PoC_UserPlane-TBQ-C-003-O
V1
	Media Burst request during a session queue + timestamp support:

Request when no one has permission to send a Media Burst -> Media Burst request queued indication -> Media Burst granted according to a timestamp value at the same priority level.
(Continuous Media)
	6.5.1.2.2
	

	PoC_UserPlane-TBQ-C-004-M
V1
	Cancel of queued request

(Continuous Media)
	5.2.1, 5.4, 6.2.9.7.5, 6.5.5
	

	PoC_UserPlane-TBQ-C-005-M
V1
	Media Burst request not received by PoC Server 
(Continuous Media)
	5.2.1, 5.4, 6.2.9.3.4, 6.2.9.3.5 
	

	PoC_UserPlane-TBQ-C-006-M
V1
	Media Burst control (granted, queued or deny) not received by PoC Client

(Continuous Media)
	5.2.1, 5.4, 6.2.9.3.4, 6.2.9.3.5
	

	PoC_UserPlane-TBQ-C-007-M
V1
	Media Burst release not received by PoC Server

(Continuous Media)
	5.2.1, 5.4, 6.2.9.5
	


A.7.2 Participating PoC Function
	Item
	Function
	Reference
	Requirement

	PoC_UserPlane-TBQ-S-001-M
V1
	Media Burst request during a session queue support:

Request when floor is not idle -> Media Burst request queued -> Media Burst granted
(All Media Type)
	5.2.1, 5.4, 6.3.5, 6.5.2, 6.5.3, 6.5.5, 6.5.11
	


A.7.3 Controlling PoC Function

	Item
	Function
	Reference
	Requirement

	PoC_UserPlane-TBQ-S-050-O

V1
	Media Burst request during a session queue support.
Request when floor is not idle -> Media Burst request queued -> Media Burst granted
(Continuous Media)
	5.2.1, 5.4, 6.4.5.3.3, 6.4.5.2.3, 6.4.4.2.2, 6.4.4.3.1, 6.5.1.2.2,  6.5.2, 6.5.3, 6.5.11
	

	PoC_UserPlane-TBQ-S-051-O

V1
	Media Burst request during a session  queue + priority support:

Request when floor is not idle -> Media Burst request queued indication -> Media Burst granted according to priority
(Continuous Media)
	6.5.1.2.4
	

	PoC_UserPlane-TBQ-S-052-O

V1
	Media Burst request during a session queue + timestamp support:

Request when no one has permission to send a Media Burst -> Media Burst request queued indication -> Media Burst granted according to a timestamp value at the same priority level.
(Continuous Media)
	6.5.1.2.2
	

	PoC_UserPlane-TBQ-S-053-O

V1
	[06]: Cancel of queued request

(Continuous Media)
	5.2.1, 5.4, 6.4.5.3.4, 6.5.5
	

	PoC_UserPlane-TBQ-S-054-O

V1
	Queued Media Burst cancel request not received by PoC Server
	5.2.1, 5.4, 6.4.4.2.5
	


A.8 Traffic Optimization
A.8.1 Participating PoC Function

This subclause describes the Static Conformance Requirement for the PoC Server performing the Participating PoC Function when the PoC Server supports Media Traffic Optimization.

NOTE:
Support of Media Traffic Optimization implies that the PoC Server is in the Media path as described in subclause 4.2 "User Plane routing".
	Item
	Function
	Reference
	Requirement

	PoC_UserPlane-TBN-S-001-M
V2
	Support of PoC Media Traffic Optimisation
	5.3, 6.3.5, 7.10
	


A.8.2 Controlling PoC Function

This subclause describes the Static Conformance Requirement for the PoC Server performing the Controlling PoC Function when the PoC Server supports Media Traffic Optimization.

	Item
	Function
	Reference
	Requirement

	PoC_UserPlane-TBN-S-050-M
V2
	Support of PoC Media Traffic Optimisation
	5.3, 7.10
	


A.9 Quality of Experience (QoE)

A.9.1 Participating PoC Function

This subclause describes the Static Conformance Requirement for the PoC Server performing the Participating PoC Function when PoC Server is in the Media path as described in subclause 4.2 "User Plane routing" and when the PoC Server supports the QoE Service.

	Item
	Function
	Reference
	Requirement

	PoC_UserPlane-TBN-S-050-O

V2
	When congestion in the PoC Server with a mixture of prioritized and non-prioritized PoC Users/PoC Sessions the PoC Server discards Media packets for non-prioritized PoC Sessions.
	7.7.2 
	


A.9.2 Controlling PoC Function

This subclause describes the Static Conformance Requirement for the PoC Server performing the Controlling PoC Function when PoC Server Provider supports the QoE Service.
	Item
	Function
	Reference
	Requirement

	PoC_UserPlane-TBN-S-050-O
V2
	When congestion in the PoC Server with a mixture of prioritized and non-prioritized PoC Users/PoC Sessions the PoC Server discards Media packets for non-prioritized PoC Sessions.
	6.4.4.2.2, 6.4.4.3.8, 6.5.2.1, 5.4, 6.5.4.1.6, 6.5.8, 7.7.3 
	

	PoC_UserPlane-TBN-S-050-O

V2
	When congestion in the PoC Server with a mixture of prioritized and non-prioritized PoC Users/PoC Sessions the PoC Server discards Media packets for non-prioritized PoC Sessions and releases the PoC Session.
	7.7.3
	


A.10 Media Burst Control Scheme
A.10.1 Controlling PoC Function

	Item
	Function
	Reference
	Requirement

	PoC_UserPlane-TBN-S-050-M
V2
	Support of Media Burst Control Scheme
	7.11
	


A.11 PoC Session-related Features
A.11.1 PoC Client
	Item
	Function
	Reference
	Requirement

	PoC_UserPlane-SRF-C-001-O
V1
	Session modification: Session on hold
	7.4.1
	

	PoC_UserPlane-SRF-C-002-O
V1
	Support Talker Identification


	6.2.5.2.2, 6.2.5.2.3, 6.2.5.3.2, 6.2.5.3.6, 6.2.5.5.4, 6.2.5.5.5, 6.2.5.6.3, 6.2.5.6.4, 6.2.6.2.5, 6.2.9.3.2, 6.2.9.3.6, 6.2.9.7.1, 6.2.9.7.2, 6.5.7, 8.2
	

	PoC_UserPlane-SRF-C-003-O
V1
	Support displaying Nick Name
	6.2.5.2.2, 6.2.5.2.3, 6.2.5.3.2, 6.2.5.3.6, 6.2.5.5.4, 6.2.5.5.5, 6.2.5.6.3, 6.2.5.6.4, 6.2.6.2.5, 6.2.9.3.2, 6.2.9.3.6, 6.2.9.7.1, 6.2.9.7.2, 6.5.7 8.2
	


A.11.2 Participating PoC Function
	Item
	Function
	Reference
	Requirement

	PoC_UserPlane-SRF-S-001-O
V1
	Session modification: Session on hold when staying on the Media path.
	7.4.2
	

	PoC_UserPlane-SRF-S-002-M
V1
	Support Talker Identification when staying on the Media path.
	8.3
	

	PoC_UserPlane-SRF-S-003-O
V1
	Changes the Nick Name of the Participant who has been permitted to send a Media Burst in the MBCP Media Burst Taken message as specified in [OMA-POC-CP] “Nick Name” when used and when staying on the Media path.
	8.3
	


A.11.3 Controlling PoC Function
	Item
	Function
	Reference
	Requirement

	PoC_UserPlane-SRF-S-050-M
V1
	Session modification: Session on hold
	7.4.3
	

	PoC_UserPlane-SRF-S-051-O
V1
	Sends RTCP SR/RR message to the PoC Client on hold
	7.4.3
	

	PoC_UserPlane-SRF-S-052-O
V1
	Support Talker Identification
	8.1, 6.5.7
	


A.12 Miscellaneous
This subclause contains the Static Conformance Requirements (SCR) for miscellaneous functions without any relation to items in the ETR.
A.12.1 PoC Client
	Item
	Function
	Reference
	Requirement

	PoC_UserPlane-MIS-C-001-O
V1
	Support of Quality feed back
	7.1.2, 7.1.2.1, 7.1.2.2
	

	PoC_UserPlane-MIS-C-002-O
V1
	Supports the transmission of RTCP SR/RR compound packets
	7.1.2
	PoC_UserPlane-TBN-C-001-O


	PoC_UserPlane-MIS-C-003-O
V1
	Uses the reception of the RTCP SR compound packet as an indication to trigger the transmission of the RTCP RR compound packet.


	7.1.2.2
	PoC_UserPlane-TBN-C-001-O


	PoC_UserPlane-MIS-C-004-O
V1
	Implements a timer that supervises the reception of the RTCP SR compound packet
	7.1.2.2
	PoC_UserPlane-TBN-C-003-O


	PoC_UserPlane-MIS-C-005-O
V1
	Initiates User Plane adaptation
	7.3.1
	

	PoC_UserPlane-MIS-C-006-O
V1
	During the PoC Session, the PoC Client changes the voice frame packetization or voice codec mode by Out-band signaling using SDP payload within SIP messages.


	7.3.1
	

	PoC_UserPlane-MIS-C-007-O
V1
	The PoC Client copes with the variable latency in the incoming RTP Media packets to achieve acceptable QoS.
	
	


A.12.2 Participating PoC Function

	Item
	Function
	Reference
	Requirement

	PoC_UserPlane-MIS-S-050-M
V1
	Forwards RTCP compound packets between the PoC Client and the PoC Server performing the Controlling PoC Function acting as a 'translator' according to [RFC3550] for the RTP/RTCP flows.
	7.1.3
	

	PoC_UserPlane-MIS-S-001-O
V1
	Modifies the content of the RTCP SR compound packet send by the PoC Client in an interrupted PoC Session to reflect that the PoC Server has discarded RTP Media packets (if the ongoing Media Burst in a PoC Session was interrupted due to a Media Burst from the another PoC Session)
	7.1.3
	


A.12.3 Controlling PoC Function

	Item
	Function
	Reference
	Requirement

	PoC_UserPlane-MIS-S-050-O
V1
	Support of Quality feed back.
	7.1.1
	

	PoC_UserPlane-MIS-S-051-O
V1
	Generates and sends a RTCP RR compound packet for the Media Burst that it recently received from a PoC Client.

	7.1.4
	

	PoC_UserPlane-MIS-S-052-M
V1
	Forwards (and in a Group communication, multiply) the RTCP SR compound packet sent from the PoC Client that transmitted the most recent Media Burst to all other PoC Clients in the PoC Session acting as a 'translator' according to [RFC3550] for the RTP/RTCP flows
	7.1.4
	

	PoC_UserPlane-MIS-S-053-M
(Controlling)

V1
	Modifies the content of the RTCP SR compound packets if it is required by the translation, e.g. due to repacketizing
	7.1.4
	

	PoC_UserPlane-MIS-S-054-O
V1
	Acts as a 'monitor' according to [RFC3550] for the RTP flow and use the reported statistics to estimate the current quality of service for fault diagnosis, User Plane adaptation and charging purposes.
	7.1.4
	

	PoC_UserPlane-MIS-S-055-O
V1
	Generates and sends a RTCP RR compound packet for the Media Burst that it recently received from a PoC Client.
	7.1.4
	

	PoC_UserPlane-MIS-S-056-O
(Controlling)

V1
	Initiates User Plane adaptation
	7.3.3
	

	PoC_UserPlane-MIS-S-056-O
V1
	The PoC Server MAY initiate the User Plane adaptation (Media Parameter re-negotiation during a PoC Session) when a new PoC Client with lower Media Parameters enters or leaves the PoC Session.
	7.3.3
	

	PoC_UserPlane-MIS-S-056-O
V1
	When determining the Media Parameters the PoC Server takes into account the highest common Media Parameters provided by both the new and the existing Participants in the PoC Session.
	7.3.3
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