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1 Reason for Change
a) Justification:
The FDCFO chapters contain several editor's notes which needs to be fixed.
b) Clauses affected:
6.1.17, 6.2.9, 7.2.1.25, 7.2.2.8, 7.3.2.9, 7.3.1.17
c) Summary of change:
The following changes were applied:

· the FDCFO description is synchronized with Discrete media request description

· obsolete ENs related to endorsement are removed

· correction of terminating side Participant PoC Function behaviour
d) Consequence if not approved:
ENs persist
e) Reason for revision:
2 Impact on Backward Compatibility
None
3 Impact on Other Specifications
None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation
It is recommended that the proposed changes are discussed and agreed. 
6 Detailed Change Proposal

Change 1:  PoC Client – originating side
6.1.17 PoC Client sending an FDCFO Proceed SIP MESSAGE

Upon a request from a PoC User to send an FDCFO Proceed message, the PoC Client: 

· 1. SHALL generate a SIP MESSAGE request as specified in [OMA_IM_TS_Endorsement] "Sending SIP MESSAGE for Pager Mode";

· 2. SHALL include an Accept-Contact header with the PoC feature tag '+g.poc.fdcfo' along with 'require' and 'explicit' parameters according to rules and procedures of [RFC3841] instead of the IM feature-tag '+g.oma.sip-im'; 

· 3. SHALL set the Request URI to the PoC Session Identity

· 4. SHALL include a list of full duplex voice call addresses in the form of MIME application/vnd.poc.fdcfo+xml body; and,
NOTE 1:
The application/vnd.poc.fdcfo+xml is specified in the subclause E.1.2 "FDCFO Document".

· 5. SHALL send the SIP MESSAGE request towards the PoC Server in a new dialog according to rules and procedures of the SIP/IP Core.


Contributor's note: the editor's note is no longer needed as the feature tag registration is ready in the subclause "FDCFO Proceed document"

REMOVE THIS NOTE BEFORE APPLYING THE CHANGE REQUEST TO THE DOCUMENT
NOTE 2:
After the PoC Client receives the SIP 2XX success response, the full duplex voice client collocated with the PoC Client initiates the full duplex voice call to one of the full duplex voice call addresses.

After receiving the SIP 2XX success response to the SIP MESSAGE request, the PoC Client:

· 1. SHOULD release the PoC Session as specified in subclause 6.1.6 "PoC Client leaving a PoC Session"; or,

· 2. SHOULD remove the PoC Speech from the PoC Session as specified in subclause 6.1.4.6 "Adding and disconnecting from Media" if other Media Types than PoC Speech are used in the PoC Session.

NOTE 3:
The timing of the PoC Session release and the PoC Session modification is not specified in detail, the PoC Session release or the PoC Session modification can be postponed until after the full duplex voice client collocated with the PoC Client successfully establishes the full duplex voice call

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

Change 2:  PoC Client – terminating side

 6.2.9 PoC Client receiving an FDCFO Proceed SIP MESSAGE

Upon receiving a SIP MESSAGE request containing the PoC feature tag '+g.poc.fdcfo in the Accept-Contact header field, the PoC Client:

· 1. SHALL perform the actions specified in [OMA_IM_TS_Endorsement] "IM Client receives SIP MESSAGE"; and,

· 2. SHALL inform the PoC User of arrival of the FDCFO request;  
If the PoC User accepts the switch to full duplex voice call, the PoC Client 

a) SHOULD release the PoC Session as specified in subclause 6.1.6 "PoC Client leaving a PoC Session"; or, 

b) SHOULD remove the PoC Speech from the PoC Session as specified in subclause 6.1.4.6 "Adding and disconnecting from Media" if other Media Types than PoC Speech are used in the PoC Session.
NOTE 1:
If PoC User accepts the switch to the full duplex voice call, the full duplex voice client collocated with the PoC Client initiates a full duplex call to one of the full duplex voice call addresses.

NOTE 2:
The timing of the PoC Session release and the PoC Session modification is not specified in detail, the PoC Session release or the PoC Session modification can be postponed until after the full duplex voice client collocated with the PoC Client successfully establishes the full duplex voice call

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

Change 3:  Controlling PoC Function – originating side
 7.2.1.25 FDCFO Proceed request

Upon receipt of a SIP MESSAGE request containing the PoC feature tag '+g.poc.fdcfo' in the Accept-Contact header, the PoC Server:

· 1. SHALL check the SIP MESSAGE as specified in [OMA_IM_TS_Endorsement] "Receiving SIP MESSAGE request for group communication"; and,




Contributor's note: the editor's note are covered by the endorsement

REMOVE THIS NOTE BEFORE APPLYING THE CHANGE REQUEST TO THE DOCUMENT
· 2. SHALL send the SIP MESSAGE request towards each Participant that indicated support for the FDCFO Proceed feature during the PoC Session establishment, as specified in the subclause 7.2.2.8 "FDCFO Proceed request"; 
· NOTE:  Responses for the SIP MESSAGE request are described in [OMA_IM_TS_Endorsement].
When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

Change 4:  Controlling PoC Function – terminating side

 7.2.2.8 FDCFO Proceed request

Upon receipt of a SIP MESSAGE request containing the PoC feature tag '+g.poc.fdcfo' in the Accept-Contact header the PoC Server: 

· 1. SHALL generate the SIP MESSAGE request as specified in [OMA_IM_TS_Endorsement] "SIP MESSAGE request";

· 2. SHALL include an Accept-Contact header with the PoC feature tag '+g.poc.fdcfo' along with 'require' and 'explicit' parameters according to rules and procedures of [RFC3841] instead of the IM feature tag '+g.oma.sip-im';

· 3. SHALL forward the SIP MESSAGE request towards the SIP/IP Core in a new dialog according to rules and procedures of the SIP/IP Core as specified in [OMA-IM-TS] "SIP MESSAGE request".
· NOTE:  Responses for the SIP MESSAGE request are described in [OMA_IM_TS_Endorsement].
When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

Change 5:  Participating PoC Function – originating side

 7.3.1.17 FDCFO Proceed request


Contributor's note: the FDCFO is sent using a new dialog as specified in 6.1.17, bullet 5. Thus the editor's note is not applicable
REMOVE THIS NOTE BEFORE APPLYING THE CHANGE REQUEST TO THE DOCUMENT
Upon a SIP MESSAGE request containing the PoC feature tag '+g.poc.fdcfo' in the Accept-Contact header field and an identity in the Request-URI not owned by this PoC Server, the PoC Server: 

· 1. SHALL generate the SIP MESSAGE request as specified in [OMA_IM_TS_Endorsement] "Receiving SIP MESSAGE request for Pager mode";   

Editor's Note: Application of service provider policy on the URI list is FFS

· 2. SHALL include an Accept-Contact header with the PoC feature tag '+g.poc.fdcfo' along with 'require' and 'explicit' parameters according to rules and procedures of [RFC3841]; 



Contributor's note: the editor's note are covered by the endorsement

REMOVE THIS NOTE BEFORE APPLYING THE CHANGE REQUEST TO THE DOCUMENT
· 3. SHALL send the SIP MESSAGE request to the SIP/IP Core in a new dialog as specified in [OMA-IM-TS] "Receiving SIP MESSAGE request for Pager mode". 
NOTE:  Responses for the SIP MESSAGE request are described in [OMA_IM_TS_Endorsement].

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

Change 6:  Participating PoC Function – terminating side
7.3.2.9 FDCFO Proceed request

Upon a SIP MESSAGE request containing the PoC feature tag '+g.poc.fdcfo' in the Accept-Contact header and a PoC Address in the Request -URI served by the PoC Server performing the Participating PoC Function, the PoC Server: 

· 1. SHALL generate the SIP MESSAGE request as specified in [OMA_IM_TS_Endorsement] "Receiving SIP MESSAGE request";

Editor's Note: Application of service provider policy on the URI list is FFS

· 2. SHALL include an Accept-Contact header with the PoC feature tag '+g.poc.fdcfo' along with 'require' and 'explicit' parameters according to rules and procedures of [RFC3841]; 

· 3. SHALL forward the SIP MESSAGE request towards the PoC Client in a new dialog according to rules and procedures of the SIP/IP Core as specified in [OMA-IM-TS] "Receiving SIP MESSAGE request"; and,

Contributor's note: wrong subclause was referenced – the Receiving SIP MESSAGE request for Pager mode is the originating side
REMOVE THIS NOTE BEFORE APPLYING THE CHANGE REQUEST TO THE DOCUMENT
NOTE:  Responses for the SIP MESSAGE request are described in [OMA_IM_TS_Endorsement].

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
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