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1 Reason for Change

a) Justification:
Clarify the scope of ‘early indication’.

Early indication can be given by setting optional tb_granted parameter value to 1 in the SDP answer or by giving “MBCP Media Burst Granted message” if tb_granted is not present or the parameter value is 0. 
Among TBCP MIME parameters indication, the tb_granted parameter should be mentioned in section 7.2.1.1a since this parameter is affected by SIP 183 "Session Progress” while others are affected by SIP 200 “OK”. Therefore, PoC Spec should inform this fact to the PoC Spec readers.

b) Clauses affected:
CP 7.2.1.1
c) Summary of change:
See the detailed proposal.
d) Consequence if not approved:

Confusing CP specification.
e) Reason for revision:

R01: reflects the comment during the Washington Meeting.
2 Impact on Backward Compatibility
No impact.
3 Impact on Other Specifications
No impact.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation
Adopt into CP.
6 Detailed Change Proposal

Change 1:  Clarify early indication 
7.2 Controlling PoC Function procedures

7.2.2 Request terminating at the Controlling PoC Function

7.2.2.1 General

On receipt of an initial SIP INVITE request the PoC Server 

· 1. SHALL cache the supported SIP methods if received in the Allow header; 

· 2. SHALL cache SIP feature tags, if received in the Contact header, and if the specific feature tags are supported; 

· 3. SHALL use the Nick Name, if a Nick Name is included, according to the priority specified in subclause 5.4 "Nick Name"; and,

· 4. SHALL cache the uri-parameter "stay-on-media-path", if the uri-parameter is present in the URI of the PoC Server performing Participating PoC Function in the Contact header and if the uri parameter is used according to local policy.

Editor's Note : Shall be checked, if use of the URI parameter is according to SIP principles.

When sending SIP provisional responses with the exception of the SIP 100 "Trying" response to the SIP INVITE request the PoC Server

· 1. SHALL generate the SIP provisional response according to rules and procedures of [RFC3261];

· 2. SHALL include the Server header with the PoC release version as specified in subclause E.4.1 "Release version in User-agent and Server headers";

· 3. SHOULD include an Allow header with the SIP methods supported in this SIP dialog according to rules and procedures of [RFC3261];

· 4. SHALL include Authenticated Originator’s PoC Address as specified in subclause 5.2 "Authenticated Originator's PoC Address"
a) set to the Conference-factory-URI in case of 1-1 PoC Session or Ad-hoc PoC Group Session; or,

b) set to the PoC Group Identity with the Session Type uri-parameter "session=prearranged" or "session=chat" as specified in E.5.1 "Session Type uri-parameter" in case of Pre-arranged or Chat PoC Group respectively.

· 5. SHALL include in a Contact header the PoC Session Identity with the feature tag 'isfocus' and the PoC feature tag '+g.poc.talkburst' and the Session Type uri-parameter "session=1-1", or "session=adhoc", or "session=prearranged", or "session=chat" as appropriate for the type of the PoC Session as specified in E.5.1 "Session Type uri-parameter".
· 6. SHALL copy into the Contact header the feature tags 'automata', 'msg-taker', 'principal' if any of these are included in the Contact header of the incoming received SIP response; 

· 7. SHALL include the warning text set to '108 Media in INVITE discarded' as specified in subclause 5.6 "Warning header", if at least one MIME body with media was removed as specified in subclauses 7.2.1.2 "Ad-hoc PoC Group and 1-1 PoC Session setup request" and 7.2.1.3 "Pre-arranged PoC Group Session setup request". ;
· 8 SHALL include the warning text set to '108 Media in INVITE discarded' as specified in subclause 5.6 "Warning header", if the text content in the Subject header was removed; 
· 9. SHALL include the warning text set to '108 Media in INVITE discarded' as specified in subclause 5.6 "Warning header", if the Alert-Info header or the Call-Info header or both was removed; and,
NOTE:
The reason for removing the Subject header and the reason for removing the Alert-Info header or the Call-Info header or both may be a local policy in the PoC Server.
· 10. SHALL include Warning header(s) received in incoming provisional responses to SIP INVITE request with the exception of the SIP 100 "Trying" response.

When sending a SIP 200 "OK" response to the initial SIP INVITE request the PoC Server:

· 1. SHALL generate the SIP 200 "OK" response according to rules and procedures of [RFC3261];

· 2. SHOULD include an Allow header with the SIP methods supported in this SIP dialog according to rules and procedures of [RFC3261];

· 3. SHALL include the Session-Expires header with and start supervising the SIP Session according to rules and procedures of [RFC4028], "UAS Behavior". The "refresher" parameter in the Session-Expires header SHALL be set to 'uac';

· 4. SHALL include the option tag 'timer' in a Require header;
· 5. SHALL include Authenticated Originator’s PoC Address as specified in subclause 5.2 "Authenticated Originator's PoC Address"
a) set to the Conference-factory-URI in case of 1-1 PoC Session or Ad-hoc PoC Group Session; or,

b) set to the PoC Group Identity with the Session Type uri-parameter "session=prearranged" or "session=chat" as specified in E.5.1 "Session Type uri-parameter" in case of the Pre-arranged or Chat PoC Group respectively.

· 6. SHALL include in a Contact header the PoC Session Identity with the feature tag 'isfocus' and the PoC feature tag '+g.poc.talkburst' and the Session Type uri-parameter "session=1-1", or "session=adhoc", or "session=prearranged", or "session=chat" as appropriate for the type of the PoC Session as specified in E.5.1 "Session Type uri-parameter";
· 7. SHALL copy into the Contact header the feature tags, 'automata', 'msg-taker', 'principal' if any of these are included in the Contact header of the incoming received SIP response;

· 8. SHALL include the Server header with the PoC release version as specified in subclause E.4.1 "Release version in User-agent and Server headers" if not already included in a SIP provisional response;

· 9. SHALL include the warning text set to '108 Media in INVITE discarded' as specified in subclause 5.6 "Warning header", if at least one MIME body with media was removed as specified in subclauses 7.2.1.2 "Ad-hoc PoC Group and 1-1 PoC Session setup request" and 7.2.1.3 "Pre-arranged PoC Group Session setup request";
· 10. SHALL include the warning text set to '108 Media in INVITE discarded' as specified in subclause 5.6 "Warning header", if the text content in the Subject header was removed as specified in subclauses 7.2.1.2 "Ad-hoc PoC Group and 1-1 PoC Session setup request" and 7.2.1.3 "Pre-arranged PoC Group Session setup request";
· 11.SHALL include the warning text set to '108 Media in INVITE discarded' as specified in subclause 5.6 "Warning header", if the Alert-Info header or the Call-Info header or both was removed as specified in subclauses 7.2.1.2 "Ad-hoc PoC Group and 1-1 PoC Session setup request" and 7.2.1.3 "Pre-arranged PoC Group Session setup request"; and,
· 12. SHALL include Warning header(s) received in incoming responses to SIP INVITE request.
When sending a SIP 488 "Not Acceptable Here" response to the initial SIP INVITE request, the PoC Server:

· 1. SHALL generate the SIP 488 "Not Acceptable Here" response according to rules and procedures of [RFC3261]; and,

· 2. SHALL perform one of the following actions:

a) include in the SIP 488 "Not Acceptable Here" response a MIME SDP body, containing the Media Types, the Media-floor Control Entities and the Media-floor Control Entity bindings as currently used in the PoC Session according to rules and procedures of [RFC3261], if the offered Media where none of those currently used in the PoC Session; or,

b) include the warning text set to '107 Not authorized to add <Media Type>' as specified in subclause 5.6 "Warning header", if the offered Media is not authorized for the PoC User. 
When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS Session establishment mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
7.2.1.1a
SDP answer generation

Editor’s Note: we need to check Media in this section need to be changed to Media Type.
The SDP answer is generated based on the initial SDP offer. The PoC Server SHALL accept the same Media Type and the connected Media-floor Control Entities as included in the initial SDP offer independent to the SDP answer(s) received in SIP 200 "OK" response(s), if any or further reduced based on the SDP answer(s).
Editor's Note: The text above needs corrections.

When receiving an SDP offer to initiate a Pre-arranged PoC Group Session that already exists or when receiving an SDP offer to re-join a PoC Session, the PoC Server:

· 1. SHALL accept all the Media Types with bound Media-Floor Control Entities in the received SDP offer that are currently used in a PoC Session and that are bound to the same Media-Floor Control Entity; and,

· 2. SHALL accept all the Media Types not bound to a Media-Floor Control Entity in the received SDP offer and which are currently used in a PoC Session without Media-Floor Control Entity binding.

When receiving an SDP offer to join a Chat PoC Group Session that already exists, the PoC Server:

· 1. SHALL accept all the Media Types with bound Media-Floor Control Entities in the received SDP offer that are currently used in a PoC Session and that are bound to the same Media-Floor Control Entity; 

· 2. SHALL accept all the Media Types not bound to a Media-Floor Control Entity in the received SDP offer and which are currently used in a PoC Session without Media-Floor Control Entity binding; 

· 3. SHALL accept all the Media Types with bound Media-Floor Control Entities in the received SDP offer which are not currently used in a PoC Session and which are allowed by adding Media policy as specified in subclause 7.2.1.21 "Adding Media to PoC Session policy"; and,

· 4. SHALL accept all the Media Types without bound Media-Floor Control Entity in the received SDP offer which are not currently used in a PoC Session and which are allowed by adding Media policy as specified in subclause 7.2.1.21 "Adding Media to PoC Session policy".
When composing an SDP answer according to rules and procedures of [RFC3264] and [RFC4566] the PoC Server:

· 1. SHALL set the IP address of the PoC Server for each accepted Media from the received SDP offer and for each accepted Media-floor Control Entity from the received SDP offer;
· 2. SHALL include the media-level section for each accepted Media from the received SDP offer consisting of:
a) the port number for Media selected as specified in [OMA-PoC-UP] "Port numbers";

b) the codec(s) and Media Parameters selected by the PoC Server from the list contained in the received SDP offer; optionally further reduced based on: 
i. the SDP answer(s) received in SIP 200 "OK" response(s) from the Invited PoC Client(s), if already received;
ii. the SDP answer(s) received in SIP 200 "OK" response(s) from the Participant(s) other than Invited PoC Client(s), if already received; 

iii. the SDP answer(s) sent in SIP 200 "OK" response(s) to the Participant(s), if sent previously; and,
iv. the Media Parameters that are currently used in this PoC Session, if PoC Session has already been set up.
NOTE 1:
The Media Parameters of the Discrete Media are defined in [OMA IM TS].

NOTE 2:
If transcoding is supported and codec(s) and Media Parameters other than those contained in the received SDP offer have been offered in the SDP of the SIP INVITE request sent to Invited PoC Client(s), the SDP answer in the SIP 200 "OK" response towards the Inviting PoC Client can be different from the SDP answer received in SIP 200 "OK" response from the Invited PoC Client(s).

c) the "a=label" attribute with a unique value as specified in [RFC4574], if Media is to be connected to a Media-floor Control Entity except when only PoC Speech with TBCP is accepted; and,
d) the IP address of the PoC Server and port number to be used for RTCP selected as specified in [OMA-PoC-UP] "Port numbers", according to rules and procedures of [RFC3605], if the Media uses the RTCP protocol and other than the default IP address or port number specified by the [RFC3550] is to be used;

· 3. SHALL include for any Media-floor Control Entity, that is offered in the received SDP offer and accepted in the SDP answer by the PoC Server, the media-level section of each offered Media-floor Control Entity consisting of:
a) the protocol for Media-floor Control identified by version parameter as in the received SDP offer;

NOTE 3:
The protocol can be either Talk Burst Control Protocol or Media Burst Control Protocol.

b) the Media-floor Control Entity parameters selected by the PoC Server from the list contained in the received SDP offer; optionally reduced based on the SDP answer(s) received in SIP 200 "OK" response from the Invited PoC Client(s), if already received;
Editor's note: the Media-floor Control Entity parameters in optionally reduced case need to be clarified
c) the port number for Media-floor Control Entity selected as specified in [OMA-PoC-UP] "Port numbers";

d) the "a=floorid:0 m-stream" attribute with value(s) referencing the Media as specified in [draft-ietf-mmusic-sdp-bfcp] intended to be connected the Media-floor Control Entity except when only PoC Speech with TBCP is accepted; and,

e) optionally TBCP MIME parameters indication as specified in E.3 "SDP Extensions";
NOTE 4: Among TBCP MIME parameters, the tb_granted parameter value set to 1 can be included. 
· 4. SHALL mark as rejected according to rules and procedures of [RFC3264] the Media-floor Control Entity and all the Media bound to the rejected Media-floor Control Entity, if the Media-floor Control Entity is rejected: 

· 5. SHALL mark the Media as rejected according to rules and procedures of [RFC3264], if the Media is rejected;

· 6. SHALL include the QoE Profile assigned for the PoC Session, as specified in subclause E.3.2 "QoE Profile", if QoE Profiles are enabled and if a QoE Profile was included in the received SDP offer.

Editor's Note: Liaison Statement to be sent to 3GPP informing that OMA PoC is pursuing 5-level.
When composing an SDP answer, the PoC Server:

· 1. SHALL bind the media-level section that identifies PoC Speech to the corresponding Media-floor Control Entity as in the received SDP offer, if PoC Speech is accepted;
· 2. SHALL bind the media-level section that identifies Video to the corresponding Media-floor Control Entity as in the received SDP offer, if Video is accepted;
· 3. SHALL bind the media-level section that identifies Audio to the corresponding Media-floor Control Entity as in the received SDP offer, if Audio is accepted; and,
· 4. SHALL bind the media-level section that identifies Discrete Media to the corresponding Media-floor Control Entity as in the received SDP offer, if Discrete Media is accepted and bound to the Media-floor Control Entity.
Editor's note: how to distinguish the PoC Speech and Audio is FFS

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS Session establishment mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
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