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1 Reason for Change

Justification:
Static conformance need to be provided for Limited Segement Media Buffer Preload.
2 Impact on Backward Compatibility

None.

3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To discuss and agree this proposal.

6 Detailed Change Proposal

Change 1:  A.1
A.1 PoC Session Initiation, Joining and Release (SJR)

This subclause describes the Static Conformance Requirement for functions needed to support PoC Session Initiation, Joining and Release.
A.1.1 PoC Client 
	Item
	Function
	Reference
	Requirement

	POC_UP-SJR-C-001-O
PoC1.0
	Support of Pre-established PoC Session
	6.2.6, 6.5.9, 6.5.12, 6.5.13
	

	POC_UPPOC_UP-SJR-C-002-O
PoC1.0
	A PoC Client supports several Pre-established PoC Sessions at a time.


	6.2.6
	POC_UPPOC_UP-SJR-C-001-O

	POC_UPPOC_UP-SJR-C-003-M
PoC1.0
	Support of RTP Media for PoC Speech, non-queuing

	5.1, 5.2, 5.3, 5.4, 6.2.5.2.3, 6.2.5.3.6, 6.2.5.4.1, 6.2.5.5.5, 6.2.5.6.1, 6.2.5.6.4


	

	POC_UP-SJR-C-004-O
PoC1.0
	Support of RTP Media for PoC Speech, queuing.

	6.2.9.3.6, 6.2.9.7.1

7.7.1
	POC_UP-MBQ-C-001-O

	POC_UP-SJR-C-005-O
PoC2.0
	Support of RTP Media for Audio and Video, non-queuing.

	5.1, 5.2, 5.3, 5.4, 6.2.5.2.3, 6.2.5.3.6, 6.2.5.4.1, 6.2.5.5.5, 6.2.5.6.1, 6.2.5.6.4


	

	POC_UP-SJR-C-006-O
PoC2.0
	Support of RTP Media for Audio and Video, queuing.

	6.2.9.3.6, 6.2.9.7.1

7.7.1
	POC_UP-MBQ-C-001-O

	POC_UP-SJR-C-007-O

PoC2.0
	Support of MSRP for Discrete Media bound to a Media-floor Control entity.

	5.1, 5.4, 5.5, 6.2.10.2.3, 6.2.10.3.3, 6.2.10.4.1
	POC_UP-MBN-C-002-O AND POC_UP-MBN-C-004-O AND POC_UP-MBN-C-007-O AND POC_UP-MBN-C-009-O AND POC_UP-MBN-C-011-O AND POC_UP-MBN-C-013-O AND POC_UP-MBN-C-015-O AND POC_UP-MBN-C-017-O

	POC_UP-SJR-C-008-O

PoC1.0
	Provides notification to the PoC User when receiving Media Burst Idle message or when receiving a Media Burst Request timeout or when receiving a Media Burst Deny message 


	6.2.5.2.1, 6.2.5.2.5, 6.2.10.3.1
	

	POC_UP-SJR-C-009-O

PoC1.0
	Provides information about the stop talking timer.
	6.2.5.3.1, 6.2.9.7.3, 6.2.10.3.1
	

	POC_UP-SJR-C-010-O

PoC2.0
	Support of Limited Segment Media Buffer preload capability: sends RTP Media packets toward the PoC Server until limit reached.
	6.2.5.9, 6.4.4.3.9
	


A.1.2 PoC Server

	Item
	Function
	Reference
	Requirement

	POC_UP-SJR-S-001-O

PoC1.0mod
	Support of Pre-established PoC Sessions

(Participating PoC Function)

	6.3.6, 6.5.9, 6.5.12, 6.5.13
	POC_UP-MBN-S-001-O

	POC_UP-SJR-S-002-O
PoC1.0
	Support for PoC Speech.

(Participating PoC Function)

	5.1, 5.2, 5.3, 5.4, 6.3.5, 7.7.2
	POC_UP-MBN-S-001-O

	POC_UP-SJR-S-003-M
PoC1.0
	Support for PoC Speech.
(Controlling PoC Function)

	5.1, 5.2, 5.3, 5.4, 7.7.3
	

	POC_UP-SJR-S-004-O
PoC1.0
	Supports buffering of RTP Media, unconfirmed indication

(Controlling PoC Function)

	7.8.3
	

	POC_UP-SJR-S-005-O
PoC2.0
	Support for Audio and Video.
(Participating PoC Function)

	5.1, 5.2, 5.3, 5.4, 6.3.5, 7.7.2
	POC_UP-MBN-S-001-O

	POC_UP-SJR-S-006-M
PoC2.0
	Support for Audio and Video.
(Controlling PoC Function)

	5.1, 5.2, 5.3, 5.4, 7.7.3
	

	POC_UP-SJR-S-007-O
PoC2.0
	Support for Discrete Media bound to a Media-floor Control Entity. 
(Participating PoC Function)

	5.1, 5.4, 5.5, 6.3.5
	POC_UP-MBN-S-001-O

	POC_UP-SJR-S-008-O
PoC2.0
	Support for Discrete Media bound to a Media-floor Control entity.
(Controlling PoC Function)

	5.1, 5.4, 5.5
	POC_UP-MBN-S-025-O AND POC_UP-MBN-S-021-O AND POC_UP-MBN-S-019-O AND POC_UP-MBN-S-017-O AND POC_UP-MBN-S-014-O AND POC_UP-MBN-S-012-O

	POC_UP-SJR-S-009-O

PoC2.0
	Support of Limited Segment Media Buffer preload capability: performs actions on preload finished
	6.2.5.9, 6.4.4.3.9
	


( 2006 Open Mobile Alliance Ltd.  All Rights Reserved.
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-Spec-20050101-I]
( 2006 Open Mobile Alliance Ltd.  All Rights Reserved.
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-Spec-20050101-I]

