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Reason for Change

Editorials corrections for ETR , closing points from ETRRR as follows:
A070- "Comment: References to TS documents are missing."
A076- "Comment: References need to be updated."
Impact on Backward Compatibility

none

Impact on Other Specifications

none

Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

Recommendation

For discussion and agreement.

Detailed Change Proposal

Change 1 (see ETRRR ID A070)
5.1.2.10 Multiple Sessions (MUS)

	
	Feature Key
	Feature Description
	Feature Test Requirements

	Normal Flow
	MUS-201 
	Participant in more than one PoC Session is able to monitor the TBCP traffic of all PoC Sessions, he participates in.
[OMA-PoC-SD] 4.10, 5.8
[OMA-PoC-CP] 6.1.12, 6.2.7 and 7.3.1.12.
PoCv1.0
	Verify that PoC Participant can monitor multiple PoC Group Sessions.

	
	MUS-202
	Participant in more than one PoC Session receives indication about the PoC Session, which is currently received.
[OMA-PoC-SD] 4.10, 5.8
[OMA-PoC-CP] 6.1.12, 6.2.7 and 7.3.1.12.
PoCv1.0
	Verify that PoC Participant can get identification, which PoC Session is being received.

	
	MUS-203
	Participant in more than one PoC Session is able to select the PoC Session.  To select a PoC Session for listening the locking or priority is changed.
[OMA-PoC-SD] 4.10, 5.8
[OMA-PoC-CP] 6.1.12, 6.2.7 and 7.3.1.12.
PoCv1.0
	Verify that the PoC Participant is able to select the PoC Session, which he wants to listen and/or talk to.

	
	MUS-204
	Participant in more than one PoC Sessions is able to monitor the TBCP traffic of other PoC Sessions, when talking or listening to the selected PoC Session.
[OMA-PoC-SD] 4.10, 5.8
[OMA-PoC-CP] 6.1.12, 6.2.7 and 7.3.1.12.
PoCv1.0
	Verify that the PoC Participant is able to continue monitoring other PoC Sessions while talking or listening to the selected PoC Session.

	
	MUS-205
	Participant in more than one PoC Sessions is able to continue the conversation in the selected PoC Session although there is traffic in another PoC Session on the same or lower session priority level.
[OMA-PoC-SD] 4.10, 5.8
[OMA-PoC-CP] 6.1.12, 6.2.7 and 7.3.1.12.
PoCv1.0
	Verify that the traffic is filtered put from other PoC Sessions and a single Conversation can be heard.

	
	MUS-206
	Participant in more than one PoC Session has higher priority for transmission than for receiving.
[OMA-PoC-SD] 4.10, 5.8
[OMA-PoC-CP] 6.1.12, 6.2.7 and 7.3.1.12.
PoCv1.0
	Verify that the transmission is not interrupted, although the Talk Burst is started in another PoC Session. 

	
	MUS-207
	Participant in more than one PoC Session is able to change his Primary PoC Session.
[OMA-PoC-SD] 4.10, 5.8
[OMA-PoC-CP] 6.1.12, 6.2.7 and 7.3.1.12.
PoCv1.0
	Verify that PoC Participant is able to change his/her Primary PoC Session and start to hear the Primary PoC Session, when there is traffic.

	
	MUS-208
	Participant in more than one PoC Sessions continues listening the Primary PoC Session as long as there is traffic in the PoC Session, although other Simultaneous PoC Sessions have traffic, too.
[OMA-PoC-SD] 4.10, 5.8
[OMA-PoC-CP] 6.1.12, 6.2.7 and 7.3.1.12.
PoCv1.0
	Verify that as long as there is traffic in the Primary PoC Session, the Participant shall continue hearing it, until the discussion has ended (timeout occurs).

	
	MUS-209
	Separate 1-to-1 PoC Session is initiated while having a PoC Session.
[OMA-PoC-SD] 4.10, 5.8
[OMA-PoC-CP] 6.1.12, 6.2.7 and 7.3.1.12.
PoCv1.0
	Verify that a Participant who participates in a PoC Session (1-to-1 or 1-to-many) is able to initiate and conduct a separate 1-to-1 PoC Session with any other PoC User.

	
	MUS-210
	Separate 1-to-1 PoC Session is released while having another PoC Session.
[OMA-PoC-SD] 4.10, 5.8
[OMA-PoC-CP] 6.1.12, 6.2.7 and 7.3.1.12.
PoCv1.0
	Verify that a Participant of an ongoing PoC Session (1-to-1 or 1-to-many) is able to receive separate 1-1 PoC Session communications from any other PoC User.

	
	MUS-211
	Participant in the separate 1-to-1 PoC Session can’t hear the traffic of the PoC Session, he attended before the separate 1-to-1 PoC Session started.
[OMA-PoC-SD] 4.10, 5.8
[OMA-PoC-CP] 6.1.12, 6.2.7 and 7.3.1.12.
PoCv1.0
	Verify that the 1-1 PoC Session Participants cannot receive speech from the previous PoC Session communication while attending the separate 1-1 PoC Session.

	
	MUS-212
	Participant in the separate 1-to-1 PoC Session can’t hear the traffic of the PoC Session, he attended before the 1-to-1 PoC Session started, until the 1-to-1 PoC Session is released, if it is not yet released.
[OMA-PoC-SD] 4.10, 5.8
[OMA-PoC-CP] 6.1.12, 6.2.7 and 7.3.1.12.
PoCv1.0
	Verify that the first PoC Session is suspended (i.e. the Participant is not able to hear/transmit any Talk Bursts from/to the first PoC Session) while the Participant is engaged in the separate 1-to-1 PoC Session, and will be automatically resumed when the separate 1-to-1 PoC Session is released.

	Error Flow
	MUS-301
	Simultaneous PoC Sessions: New PoC Session invitation: PoC Client does not support Simultaneous PoC Sessions.
[OMA-PoC-SD] 4.10, 5.8
[OMA-PoC-CP] 6.1.12, 6.2.7 and 7.3.1.12.
PoCv1.0
	Verify that PoC Client is able to either accept the new PoC Session and disconnect the existing PoC Session or not accept the new PoC Session request.

	
	MUS-302
	Priority setting request not accepted by PoC Server
[OMA-PoC-SD] 4.10, 5.8
[OMA-PoC-CP] 6.1.12, 6.2.7 and 7.3.1.12.
PoCv1.0
	Verify that the PoC Client is able to continue to use the current setting.

	
	MUS-303
	Lock/unlock setting request not accepted by PoC Server
[OMA-PoC-SD] 4.10, 5.8
[OMA-PoC-CP] 6.1.12, 6.2.7 and 7.3.1.12.
PoCv1.0
	Verify that the PoC Client is able to continue to use the current setting.


Table 18: Optional Test Requirements for Multiple Sessions
Change 2 (see ETRRR ID A076)

5.1.2.14 Full-Duplex Call Follow On Call (FDC)
	
	Feature Key
	Feature Description
	Feature Test Requirements

	
	FDC-201
	FDCFO Proceed capability in the PoC Session establishment.
[OMA-PoC-CP] 6.1.17
PoCv2.0
	Verify that a 1-1 PoC Session, Ad-hoc PoC Session, Pre-arranged PoC Session, and Chat PoC Group Session can be released for the Invited PoC User due to the Invited PoC User accepting to switch to a full duplex voice call. 

	
	FDC-202
	Participant Information support in the FDCFO Proceed. 

[OMA-PoC-CP] E.1.3 
PoCv2.0
	Verify that the participants of the PoC Session can receive Participant Information with the FDCFO capability.

	Error Flow
	N/A
	
	


Table 22: Optional Test Requirements for FDCFO
