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1 Reason for Change

Justification

 This CR proposes a solution for the following consistency review comments:

	D175
	2007.01.22
	E
	6.1.3.2.3

Bullet 4
	Source: Telefónica SA

Form: OMA-REL-2007-0050

Comment: subclause 6.1.3.2.3.1 “Dispatch PoC Session establishment as PoC Dispatcher” does not exist 

Proposed Change: Change to: 6.1.3.2.3.1 “Dispatch PoC Session initiation as PoC Dispatcher”
	Status: OPEN



	D192
	2007.01.22
	E
	6.1.3.3.2 Bullet 10
	Source: Telefónica SA

Form: OMA-REL-2007-0050

Comment: subclause 6.1.3.3.2.1 “Dispatch PoC Session establishment as PoC Dispatcher” does not exist 

Proposed Change: Change to: 6.1.3.3.2.1 “Dispatch PoC Session initiation as PoC Dispatcher”
	Status: OPEN




Scope of change
Corrected the references to the subclauses 6.1.3.2.3.1 and 6.1.3.3.2.1.
Impacted subclauses

6.1.3.2.3, 6.1.3.3.2
Consequence if not accepted

 Unresolved comments.

2 Impact on Backward Compatibility

No impact.

3 Impact on Other Specifications

No impact.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Include the proposed changes in the next version of CP.
6 Detailed Change Proposal

Change 1:  (D175)

6.1.3.2.3 PoC Client initiates a Pre-arranged PoC Group Session or joins a Chat PoC Group Session

Upon receiving a request from a PoC User to establish a Pre-arranged or Chat PoC Group Session within the Pre-established Session the PoC Client:

· 1. SHALL generate a SIP REFER request according to rules and procedures of [RFC3515];

· 2. SHALL set the Request URI of the SIP REFER request to the conference URI that identifies the Pre-established Session;

· 3. SHALL set the Refer-To header of the SIP REFER request to the URI of the Pre-arranged PoC Group or Chat PoC Group according to rules and procedures of [RFC3515] and include Session Type uri-parameter "session=prearranged" or "session=chat", respectively as specified in E.5.1 "Session Type uri-parameter";

· 4. SHALL, if the PoC Dispatcher capability is supported and if the PoC User requested to initiate a Dispatch PoC Session as PoC Dispatcher, proceed as specified in subclause 6.1.3.2.3.1 "Dispatch PoC Session initiation as PoC Dispatcher" before continuing with the rest of the steps;
· 5. MAY include the following according to rules and procedures of [RFC4488]:
·       a) the option tag 'norefersub' in the Require header; and,
·       b) the value 'false' in the Refer-Sub header.
· 6. SHALL include in the Refer-To URI a Priv-Answer-Mode header with the value 'Auto' according to rules and procedures of [draft-answermode], in case the PoC User has requested manual answer override;
· 7. SHALL include in the Refer-To URI an Answer-Mode header with the value 'Manual;Require' according to rules and procedures of [draft-answermode], in case the PoC User has requested that Manual Answer Mode be required at the Invited PoC Client;
· 8. SHALL include in the Refer-To URI a Reject-Contact header with the feature tags 'automata' and 'actor'  with the value  of  'msg-taker' along with 'require' and 'explicit' and in another  Reject-Contact header the feature tags  'automata' and 'actor'  with the value  of 'principal' along with 'require' and 'explicit' if the PoC Client doesn't want to be routed to a PoC Box;

· 9. SHALL include in the Refer-To URI in an Accept-Contact header the feature tags  'automata' and 'actor'  with the value  of  'msg-taker' along with 'require' and 'explicit' and in another  Accept-Contact header the feature tags  'automata' and 'actor'  with the value of 'principal' along with 'require' and 'explicit' if the PoC User explicitly requests that only a PoC Box is to accept the invitation;
· 10. SHALL include value 'id' in the Privacy header according to rules and procedures of [RFC3325], if anonymity is requested; 
· 11. SHOULD include a Resource-Priority header according to rules and procedures of [RFC4412], if the QoE Profile assigned to the Pre-established Session is 'Official Government Use' QoE Profile. If included, the value of the Resource-Priority header SHALL be equal to the level assigned to the PoC User, as specified in subclause 5.8 “QoE Profiles”; the Resource-Priority header is included as a header of the SIP REFER request as well as a Refer-to URI parameter; and,
· 12. SHALL send the SIP REFER request towards the PoC Server within the SIP dialog of the Pre-established Session according to rules and procedures of the SIP/IP Core.
Upon receiving a SIP 2xx final response to the SIP REFER request the PoC Client SHALL interact with the User Plane as specified in [OMA-PoC-UP] "PoC Client procedures at PoC Session initialization".
Upon receiving an incoming SIP NOTIFY request that is part of the same dialog as the previously sent SIP REFER request the PoC Client:

· 1. SHALL handle the request according to rules and procedures of [RFC3515] and [RFC3265]; 
· 2. MAY display information to the PoC User based on the information in the SIP NOTIFY body; and,

· 3. SHOULD inform the PoC Server performing the Controlling PoC Function, as specified in section 6.1.4.4 "User Plane Adaptation" of the achieved QoE Profile if a QoE Profile was negotiated and if the PoC Client is unable to obtain that negotiated QoE Profile according to the parameters provisioned to the PoC Client, as specified in subclause 5.8 "QoE Profiles".

In addition to this, the PoC Client MAY subscribe to the conference state event package as specified in subclause 6.1.10 "PoC Client subscription to the conference state event package".

When the SIP/IP Core corresponds to 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.PS0013.4] with the clarifications given in this subclause.

Change 2:  (D192)

6.1.3.3.2
PoC Client initiates a Pre-arranged PoC Group Session or joins a Chat PoC Group Session 

Upon receiving a request from a PoC User to establish a PoC Group Session using a PoC Group Identity, identifying a Pre-arranged PoC Group or a Chat PoC Group the PoC Client: 

· 1. SHALL generate an initial SIP INVITE request as specified in subclause 6.1.3.1 "General"; 

· 2. SHALL set the Request-URI of the SIP INVITE request to the PoC Group Identity identifying the PoC Group;

· 3. SHALL include a Reject-Contact header with the feature tags 'automata' and 'actor' with the value of 'msg-taker' along with 'require' and 'explicit' along with 'require' and 'explicit' and in another Reject-Contact header the feature tags 'automata' and 'actor' with the value of 'principal' along with 'require' and 'explicit' if the PoC Client doesn't want to be routed to a PoC Box;

· 4. SHALL include in an Accept-Contact header the feature tags 'automata' and 'actor' with the value of 'msg-taker' along with 'require' and 'explicit' along with 'require' and 'explicit' and in another Reject-Contact header the feature tags 'automata' and 'actor' with the value of 'principal' along with 'require' and 'explicit' if the PoC User explicitly requests that only a PoC Box is to accept the invitation;
· 5. MAY include in the Request-URI Session Type uri-parameter "session=prearranged" or "session=chat" respectively as specified in E.5.1 "Session Type uri-parameter";
NOTE 1:
The inclusion of the Session Type uri-parameter in the Request-URI in case of the On-demand Sessions is not mandatory, as it is not needed by the PoC Server for further processing by the Controlling PoC Function. In case the Session Type uri-parameter is included, the Controlling PoC Function checks whether it is set correctly.

· 6. SHALL include in the SIP INVITE request a MIME SDP body as an SDP offer as specified in subclause 6.1.3.1a "SDP offer generation";
· 7. SHALL include in the SIP INVITE request a Priv-Answer-Mode header with the value 'Auto' according to rules and procedures of [draft-answermode], in case the PoC User has requested manual answer override;
NOTE 2:
The PoC Server performing the Controlling PoC Function will ignore the manual answer override indication in case the PoC Group Identity identifies a Chat PoC Group.

· 8. SHALL include in the SIP INVITE request an Answer-Mode header with the value 'Manual;Require' according to rules and procedures of [draft-answermode], in case the PoC User has requested that Manual Answer Mode be required at the Invited PoC Client;
· 9. SHALL include value 'id' in the Privacy header according to rules and procedures of [RFC3325], if anonymity is requested; 
NOTE 3:
If anonymity is not allowed for the PoC Group indicated with the Request-URI of the SIP INVITE based on rules specified in the [XDM-Shared-Groups] the PoC Session will not be allowed by the PoC Server hosting the PoC Group.

· 10. SHALL, if PoC Dispatcher capability is supported and if the PoC User requested to initiate a Dispatch PoC Session as PoC Dispatcher, proceed as specified in subclause 6.1.3.3.2.1 "Dispatch PoC Session initiation as PoC Dispatcher" before continuing with the rest of the steps; and,
· 11. SHALL send the SIP INVITE request towards the PoC Server according to rules and procedures of the SIP/IP Core.

On receiving a SIP 180 "Ringing" response to the SIP INVITE request the PoC Client: 

· 1. SHALL cache the list of supported SIP methods if received in the Allow header;
· 2. SHALL cache the PoC Session Identity if received in the Contact header; 
· 3. MAY indicate the progress of the PoC Session establishment to the Inviting PoC User, and,

· 4. SHALL, if the PoC Dispatcher or PoC Fleet Member capability is supported, notify the presence and value of the Dispatch Type uri-parameter in the Contact header or in the Authenticated Originator’s PoC Address to the Inviting PoC User.
On receiving a SIP 200 "OK" response to the SIP INVITE request, the PoC Client:

· 1. SHALL cache the list of supported SIP methods if received in the Allow header;
· 2. SHALL cache the PoC Session Identity received in the Contact header; 

· 3. MAY notify the Media Burst Control Scheme to the PoC User if received the indication of Media Burst Control Scheme;
· 4. SHALL notify the PoC User that the PoC Session has been established with a PoC Box if the Contact header contains the feature tag 'automata';

· 5. MAY notify the PoC User that the PoC Session has been established with a UE PoC Box if the Contact header contains the feature tag  'actor' with the value 'principal' along with the feature tag 'automata';

· 6. SHALL interact with the User Plane as specified in [OMA-PoC-UP] "PoC Client procedures at PoC Session initialization";

· 7. MAY notify the answer state to the PoC User (i.e. "Unconfirmed" or "Confirmed") if received in the P-Answer-State header in the response, and,

· 8. SHALL, if the PoC Dispatcher or PoC Fleet Member capability is supported, notify the presence and value of the Dispatch Type uri-parameter in the Contact header or in the Authenticated Originator’s PoC Address to the Inviting PoC User.
In addition to this, the PoC Client MAY subscribe to the conference state event package as specified in subclause 6.1.10 "PoC Client Subscription to the conference state event package". 

When the SIP/IP Core corresponds to 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS Session establishment mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause. 
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