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1 Reason for Change

a)
Justification: 

Solve B125, B135, B138 consistency review comments. The changes are done on top of agreed OMA-POC-POCv2-2007-0153R01-CR_AD_Cleaning_my_T_comments which partially solves B125 and B135.
b)
Clauses affected:

 3.2, 7.3, 7.4, 7.10, 7.12
c)
Summary of change:

Consistent use of Discrete Media Transfer Progress Report and Discrete Media Transfer Final Report and define Discrete Media Transfer Progress Report and Discrete Media Transfer Final Report 
d)
Consequence if not approved:

Inconsistent specification
e)
Reason for revision:
NA 
2 Impact on Backward Compatibility

No impact.
3 Impact on Other Specifications

No impact.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree.
6 Detailed Change Proposal
Change 1:  Define Discrete Media Transfer Progress Report and Discrete Media Transfer Final Report in 3.2
	Discrete Media Transfer Progress Report
	A report sent to the sending PoC Client to indicate progress of the Discrete Media transfer to the receiving PoC Clients.

	Discrete Media Transfer Final Report
	A report sent to the sending PoC Client to indicate final status of the Discrete Media transfer to the receiving PoC Clients.


Change 2:  Incorporate consistent use of Discrete Media Progress Report and Discrete Media Final Report in 7.3, 7.4, 7.10 and 7.12
7.3 Reference point POC-3: PoC Client-PoC Server

The POC-3 reference point supports User Plane communication between the PoC Client and the PoC Server. The protocols for the POC-3 reference point are RTP/RTCP [RFC3550] and MSRP. RTP protocol is used for Continuous Media transport, RTCP APP messages SHALL be supported for the transport of the Talk Burst Control and Media Burst Control procedures; MSRP is used for Discrete Media transport as defined in [OMA IM AD], reference point IM-7. Other protocols for the Talk Burst Control or Media Burst Control procedure MAY be negotiated.
The PoC-3 reference point SHALL support PoC Servers and PoC Clients that are compliant with the earlier versions of PoC Enabler Release.

The POC-3 reference point SHALL support:

· Media transport 

· Talk Burst Control procedures
· Media Burst Control procedures 

· feedback of the quality of received Media
· Discrete Media Burst delivery including Discrete Media Transfer Progress Report and Discrete Media Transfer Final Report procedures
The POC-3 reference point SHALL exist between a PoC Client and a PoC Server accessing the SIP/IP Core serving the PoC Client. The POC-3 reference point MAY exist between a PoC Client and a PoC Server accessing different SIP/IP Cores, e.g. to allow direct Media flow between the PoC Client and the PoC Server performing the Controlling PoC Function.

NOTE: 
Provision of a POC-3 reference point between a PoC Client and a PoC Server accessing different SIP/IP Cores, when the SIP/IP Cores are controlled by different operators, can be subject to an inter-operator agreement.

When SIP/IP Core corresponds with 3GPP/3GPP2 IMS, then the POC-3 reference point SHALL use the services of the Mb reference point [3GPP TS 23.002] and ii reference point [3GPP2 X.S0013.2].

7.4 Reference point POC-4: PoC Server – PoC Server

The POC-4 reference point supports the User Plane communication between the PoC Servers. The protocols for the POC-4 reference point are RTP/RTCP [RFC3550] and MSRP. RTP protocol is used for Continuous Media transport, RTCP APP messages SHALL be supported for the transport of the Talk Burst Control and Media Burst Control procedures; MSRP is used for Discrete Media transport as defined in [OMA IM AD], reference point IM-8. Other protocols for the Talk Burst Control procedure or Media Burst Control MAY be negotiated.
The PoC-4 reference point SHALL support PoC Servers compliant with the earlier versions of PoC Enabler Release.

The POC-4 reference point SHALL support the following:

· Media transport 

· Talk Burst Control procedures
· Media Burst Control procedures
· feedback of the quality of received Media
· Discrete Media Burst delivery including Discrete Media Transfer Progress Report and Discrete Media Transfer Final Report procedures
When SIP/IP Core corresponds with 3GPP/3GPP2 IMS, then the POC-4 reference point SHALL use the services of the Mb reference point [3GPP TS 23.002], [3GPP2 X.S0013.2].

7.10 Reference point POC-10: UE PoC Box-PoC Server
The POC-10 reference point is between the UE PoC Box and the PoC Server. The protocols for the POC-10 reference point are RTP/RTCP [RFC3550] and MSRP. RTP protocol is used for Continuous Media transport, RTCP APP messages SHALL be supported for the transport of the Talk Burst Control and Media Burst Control procedures; MSRP is used for Discrete Media transport as defined in [OMA IM AD], reference point IM-7. Other protocols for the Talk Burst Control or Media Burst Control procedure MAY be negotiated.

The POC-10 reference point SHALL support:

· Media transport 
· Talk Burst Control procedures
· Media Burst Control procedures 
· feedback of the quality of received Media
· Discrete Media Burst delivery including Discrete Media Transfer Progress Report and Discrete Media Transfer Final Reportt procedures
The POC-10 reference point is between a UE PoC Box and a PoC Server accessing the SIP/IP Core serving the PoC Client or accessing different SIP/IP Cores, e.g. to allow direct Media flow between the UE PoC Box and the PoC Server performing the Controlling PoC Function.

NOTE: 
Provision of a POC-10 reference point between a UE PoC Box and a PoC Server accessing different SIP/IP Cores, when the SIP/IP Cores are controlled by different operators, can be subject to an inter-operator agreement.

When SIP/IP Core corresponds with 3GPP/3GPP2 IMS, then the POC-10 reference point SHALL use the services of the Mb reference point [3GPP TS 23.002] and ii reference point [3GPP2 X.S0013.2].
7.12 Reference point POC-12: NW PoC Box – PoC Server
The POC-12 reference point is between the NW PoC Box and the PoC Server. The protocols for the POC-12 reference point are RTP/RTCP [RFC3550] and MSRP. RTP protocol is used for Continuous Media transport, RTCP APP messages SHALL be supported for the transport of the Talk Burst Control and Media Burst Control procedures; MSRP is used for Discrete Media transport as defined in [OMA IM AD], reference point IM-8. Other protocols for the Talk Burst Control or Media Burst Control procedure MAY be negotiated.
The POC-12 reference point SHALL support:

· Media transport 
· Talk Burst Control procedures
· Media Burst Control procedures 
· feedback of the quality of received Media
· Discrete Media Burst delivery including Discrete Media Transfer Progress Report and Discrete Media Transfer Final Report procedures.

The POC-12 reference point is between a NW PoC Box and a PoC Server accessing the SIP/IP Core serving the NW PoC Box or accessing different SIP/IP Cores, e.g. to allow direct Media flow between the NW PoC Box and the PoC Server performing the Controlling PoC Function.

NOTE: 
Provision of a POC-12 reference point between a NW PoC Box and a PoC Server accessing different SIP/IP Cores, when the SIP/IP Cores are controlled by different operators, can be subject to an inter-operator agreement.
When SIP/IP Core corresponds with 3GPP/3GPP2 IMS, then the POC-12 reference point SHALL use the services of the Mb reference point [3GPP TS 23.002] and ii reference point [3GPP2 X.S0013.2].
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