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1 Reason for Change

a)
Justification: 

Covered the comments 393 of OMA-CONRR-PoC-V2_0-20070222-D.
	ID
	Open Date
	Type
	Section
	Description
	Status

	D393
	2006-01-19
	E
	7.2.1.11.2
	Source: NOKIA

Form: OMA-REL-2007-0024-INP_POCv2.0_CONR_CP comments_NOKIA

Comment: In the bullet 2 a) ii is not clear where the From header is taken.  Is it taken from the initial SIP INVITE request ?  Are there any other alternatives ?

Proposed Change: Clarify the bullet 2 a ii.
	Status: CLOSED



b)
Clauses affected:

Sub clauses : 7.2.11.2.
c)
Summary of change:

Covered one editorial comment. Clarified that it is question about Inviting PoC Client, not e.g. originator of the subscription.
d)
Consequence if not approved:

Unsolved CONR comments.
e)
Reason for revision:
R01: Meeting comments taken account.
2 Impact on Backward Compatibility

No impact.
3 Impact on Other Specifications

No impact.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To review by PoC WG, agree to the changes and incorporate in the next release of PoC AD.
6 Detailed Change Proposal
7.2.11.2 Generating a SIP NOTIFY request

The PoC Server SHALL generate a SIP NOTIFY request according to rules and procedures of [RFC3265] with the clarifications in this subclause.

The PoC Server SHALL include in the SIP NOTIFY request a Resource-Priority header, according to rules and procedures of [RFC4412], of the same value as the one included in the SIP SUBSCRIBE request that created the subscription, if that SIP SUBSCRIBE request included a Resource-Priority and if the 'Official Government Use' QoE Profile is supported.

The PoC Server SHOULD limit the rate of SIP NOTIFY requests sent toward a PoC Client.

NOTE 1:
How a PoC Server limits the rate of SIP NOTIFY requests towards the PoC Client is out of scope of this specification.

The PoC Server SHOULD avoid sending a SIP NOTIFY request towards a PoC Client at the same time as a Talk Burst is sent towards the PoC Client or a Talk Burst is received from the PoC Client. 

When reporting changes in the Participant information the PoC Server SHALL use partial output according to rules and procedures of [RFC4575].

The PoC Server SHALL include a MIME conference-info+xml body according to rules and procedures of [RFC4575] with the following limitations:

· 1. The PoC Server SHALL include the PoC Group Identity of the PoC Group in the "entity" attribute of the <conference-info> element;
· 2. for each Participant in the PoC Session the PoC Server SHALL include a <user> element. The <user> element:

a) SHALL include the "entity" attribute. The "entity" attribute:

i. SHALL for the PoC Client, which initiated, joined or re-joined a PoC Session, include the Authenticated Originator's PoC Address of the initial SIP INVITE request, if the Participant has not requested privacy; or,

ii. SHALL for the PoC Client, which initiated, joined or re-joined a PoC Session, include the From header, if the Participant has requested privacy; or,

iii. SHALL for the PoC Client, which initiated, joined or re-joined a PoC Session, include the Authenticated Originator's PoC Address of the initial SIP INVITE request even if the Participant requested privacy, if the receiver of the SIP NOTIFY request is another PoC Server authorized as specified in subclause 7.2.1.18 "PoC Session Participant information policy"; and,

iv. SHALL for an Invited PoC Client include the identity used in the URI-list for the Invited PoC Client to an Ad-hoc PoC Group Session or the identity used in the PoC Group definition in case of a Pre-arranged or Restricted Chat PoC Group Session, if the Participant has not requested privacy; or, 

v. SHALL for an Invited PoC Client include the Anonymous PoC Address as specifed in subclause "5.9 Anonymous PoC Address") of an anonymous user, as specified in [RFC4575], if the Participant has requested privacy; or,

vi. SHALL for an Invited PoC Client include the identity used in the URI-list for the Invited PoC Client to an Ad-hoc PoC Group Session or the identity used in the PoC Group definition in case of a Pre-arranged or Restricted Chat PoC Group Session even if the Participant requested privacy, if the receiver of the SIP NOTIFY request is another PoC Server authorized as specified in subclause 7.2.1.18 "PoC Session Participant information policy".

b) MAY include the <display-text> element. If included, the <display-text> element SHALL include a Nick Name of the identity of the "entity" attribute indicated in a) as collected by the PoC Server performing the Controlling PoC Function according to procedures of subclause "5.4 Nick Name".

c) SHALL include a single <endpoint> element. The <endpoint> element

i. SHALL include the "entity" attribute;

ii. SHALL include the <status> element. The <status> element SHOULD have one of the following values:

A.'connected' , when the Participant is added to the PoC Session; or,

B.'disconnected' , when the Participant has left the PoC Session since the last SIP NOTIFY request was sent; or,

C. 'on-hold' , when the Participant has put the PoC Session on hold; or,

D. 'alerting' , when the Invited PoC Client has responded by SIP 180 "Ringing", but not yet accepted the invitation;

E. 'disconnected' , when the invited PoC Client is disconnected from the PoC Session before the invited PoC Client has accepted the invitation and the "alerting" notification has been sent.

iii. The <status> element MAY have the following value:
F. 'dialing-out', when the PoC Server performing the Controlling PoC Function receives the SIP 183 "Session Progress" response in case of Automatic Answer Mode if Privacy header is included in the SIP 183 "Session Progress" response.

NOTE 2:
The usage of other values of the <status> element is not defined for PoC.
iv. SHALL include the <media> element as specified by [RFC4575] if more than one Media Stream is negotiated in the PoC Session. If included, the <media> element SHALL include negotiated Media Types with the following clarification:

A. SHALL include in the <type> element as specified by [RFC4575]
B. SHALL include the <status> element as specified by [RFC4575].

v. MAY include the "LocalQoE" attribute in accordance with subclause E.1.3 "Participant information indications"; and,

vi. MAY include the "FDCFOSupported" attribute in accordance with subclause E.1.3 "Participant information indications".
d) MAY include the <roles> element. If included, the <roles> element SHALL include an <entry> element with the value 'dispatcher' when the Participant is the Active PoC Dispatcher in case of a Dispatch PoC Session.
Editor’s note: How to distinguish the Audio and PoC Speech is FFS.
NOTE 3:
The usage of other elements specified in [RFC4575] is not defined for PoC.

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
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