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1 Reason for Change

2 R01:
Updated according to comments received in R&A.

Mr. Tapio Paavonen: Small problem: ''M: has no permission'' should be ''B: ...''.
Justification
	E398

	2007.01.08
	T
	6.6.1
	Source: Jan Holm, Ericsson

Form: OMA-REL-2007-0030 

Comment: How to synchronize state machines when both Continuous Media and Discrete Media are bound to the same Media-floor Control Entity is unclear.

Proposed Change: Merge state machines for Discrete Media and Continuous Media.
	Status: OPEN
Solved by this CR

	E399

	2007.01.08
	T
	6.6.2
	Source: Jan Holm, Ericsson

Form: OMA-REL-2007-0030 

Comment: Unclear sentence "In the first stage, the UE PoC Box stops sending MBCP messages for each Media-floor Control Entity recording Media for each Media Type"

Proposed Change: Media ( Media Streams
	Status: OPEN
Solved by this CR

	E400

	2007.01.08
	T
	6.6.2
	Source: Jan Holm, Ericsson

Form: OMA-REL-2007-0030 

Comment: The 3:rd paragraph unclear part: "….and the UE PoC Box releases all the resources needed by the used Media Types"

Proposed Change: Modify as follows: and the UE PoC Box releases all the resources needed for recording Media.
	Status: OPEN
Solved by this CR

	E403

	2007.01.08
	T
	6.6.3
	Source: Jan Holm, Ericsson

Form: OMA-REL-2007-0030 

Comment: Modification of a PoC Session is not specified in CP.

Proposed Change: Remove content in subclause with the text "Modification of PoC Session is not applicable."

(Since this will be possible in 2.1 it can be good to have a place holder)
	Status: OPEN
Solved by this CR

	E404

	2007.01.08
	T
	6.6.4
	Source: Jan Holm, Ericsson

Form: OMA-REL-2007-0030 

Comment: Why is T13 needed. It is never used and no action is performed.

Proposed Change: Do some action or remove the timer.
	Status: OPEN
Solved by this CR

	E405

	2007.01.22
	T
	6.6.4


	Source: Motorola

Form: Doc # 2007-0051

Comment: As the UE PoC Box is behaving like a PoC Client in a PoC Session it will receive all possible MBCP messages as any other PoC Client. It might act only on a subset, but the fact that other messages can be received, should be reflected. Also, the UE PoC Box needs to send MBCP messages (e.g. MB_Ack)  

Proposed Change:  Update Figures and text.
	Status: OPEN
Solved by this CR

Sending of s MBCP Media Burst Acknowledgement message added.

	E406

	2007.01.22
	T
	6.6.4

Figure 16


	Source: Motorola

Form: Doc # 2007-0051

Comment: Using “N:” in the State Diagram is misleading.   

Proposed Change:  Use “B:” as Box, for example
	Status: OPEN
Solved by this CR

	E409

	2007.01.08
	T
	6.6.4.2
	Source: Jan Holm, Ericsson

Form: OMA-REL-2007-0030 

Comment: If T13 is used, it should be mentioned.

Proposed Change: Add a new paragraph: "In this state the timer T13 (end of RTP) can be running."
	Status: OPEN
Solved by this CR

	E410

	2007-01-19
	T
	6.6.4.2
	Source: Siemens

Form: OMA-REL-2007-0005

Comment: "The 'N: has no permission' state is a stable state and the UE PoC Box uses this state when the UE PoC Box is not waiting for an MBCP message response." -> It is unclear what MBCP message response is meant as there is no waiting for it in the other states either.
	Status: OPEN
Solved by this CR

	E411

	2007.01.08
	T
	6.6.4.2.2 bullet 2
	Source: Jan Holm, Ericsson

Form: OMA-REL-2007-0030 

Comment: Why are PoC Address and Nick Name displayed.

Proposed Change: Remove bullet.
	Status: OPEN
Solved in another way by this CR

	E412

	2007.01.08
	T
	6.6.4.2.2 bullet 3
	Source: Jan Holm, Ericsson

Form: OMA-REL-2007-0030 

Comment: If T13 is used, it may be already running.

Proposed Change: start ( start/restart
	Status: OPEN
Solved by this CR

	E413

	2007-01-19
	T
	6.6.4.2.2

6.6.5.2.1
	Source: Siemens

Form: OMA-REL-2007-0005

Comment: it is unclear why the MB_Ack can be sent in the Discrete Media state machine while the MB_Ack is not mentioned in the Continuous Media state machine.
	Status: OPEN
Solved by this CR

	E414

	2007-01-19
	T
	6.6.4.2.2 2
	Source: Siemens

Form: OMA-REL-2007-0005

Comment: UE PoC Box should store the PoC Address and Nick name rather than showing it to the PoC User.
	Status: OPEN
Solved by this CR

	E417

	2007.01.22
	T
	6.6.5


	Source: Motorola

Form: Doc # 2007-0051

Comment: The UE PoC Box state diagram for discrete media should look like   the one for Continuous Media. If a special handling is needed for establishing the MSRP Session with the PoC Box this should be added to the normal PoC Session Establishment. MBCP messages the UE PoC Box is not acting upon should be shown.

Proposed Change:  Align figures and text with a subset of the PoC Client State Diagram – figure 15.
	Status: OPEN
Solved by this CR

	E418

	2007.01.22
	T
	6.6.5


	Source: Motorola

Form: Doc # 2007-0051

Comment: Progress Report is missing.

Proposed Change:  Update figure and text.
	Status: OPEN
Solved by this CR

	E419

	2007.01.08
	T
	6.6.5 Figure
	Source: Jan Holm, Ericsson

Form: OMA-REL-2007-0030 

Comment: State names are different than state names in the state machine for Continuous Media.

Proposed Change: Align states with the states in the state machine for Continuous Media. This also requires updates in the subclauses to this subclause.
	Status: OPEN
Solved by this CR

	E421

	2007.01.08
	E
	6.6.5.2.3
	Source: Jan Holm, Ericsson

Form: OMA-REL-2007-0030 

Comment: References to [MSRP] shall be replaced with references to [OMA-PoC-IM]

Proposed Change: Update references.
	Status: OPEN
Solved by this CR

	E422

	2007.01.08
	T
	6.6.5.2.3
	Source: Jan Holm, Ericsson

Form: OMA-REL-2007-0030 

Comment: Contains an editor's note.

Proposed Change: Resolve editor's note by e.g. referencing 7.12 and 7.13.
	Status: OPEN
Solved by this CR

	E423

	2007.01.22
	T
	6.6.5.2.3
	Source: aallen@rim.com

Form: OMA-REL-2007-0056R01
Comment: Editor's note: The content of the MSRP REPORT is FFS.
Proposed Change:  Resolve

 
	Status: OPEN
Solved by this CR


	E424

	2007-01-19
	T
	6.6.5.2.3

6.7.5.2.3

6.7.5.3.3
	Source: Siemens

Form: OMA-REL-2007-0005

Comment: Editor's note is obsolete as neither final report nor the progress report insert any content into the REPORT message at the receiving side.
	Status: OPEN
Solved by this CR

	E426

	2007-01-19
	T
	6.7

6.6
	Source: Siemens

Form: OMA-REL-2007-0005

Comment: TBCP should be handled too as Inviting PoCv2.0 Client may used Audio and PoC Speech in PoC Session invitation which is routed to PoC Box
	Status: OPEN
Solved by this CR.



Scope of change

State machines for Continuous Media and Discrete Media is merged.

During the merging a number of CONRR comments are resolved automatically. 
Impacted subclauses

Subclause 6.6 and its subclauses are modified.

Subclause 6.7 and its subclauses are removed. 
Consequence if not accepted

3 Impact on Backward Compatibility

No impact.
4 Impact on Other Specifications

No impact.
5 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

6 Recommendation

It is recommended that the proposed changes shall be included in the next version of the UP.
7 Detailed Change Proposal

6.6 Procedures at the UE PoC Box

6.6.7 UE PoC Box procedures at PoC Session initialization

When a PoC Session is established for a UE PoC Box, a new instance of the 'UE PoC Box control state diagram – Continuous Media'   are created for each agreed Media-floor Control Entity.


Contributors comment (Not needed since 1:st paragraph say the same) 


6.6.8 UE PoC Box procedures at PoC Session release

PoC Session release (whether it is initiated by the UE PoC Box or not) is a two-stage procedure.

In the first stage, the UE PoC Box stops recording Media.

In the second stage, when the Control Plane has determined that the PoC Session has been released, the corresponding instance of the PoC Session control state machine for each Media-floor Control Entity is also terminated and the UE PoC Box releases all the resources needed for recording Media.

The User Plane can initiate the first stage, but the Control Plane always initiates the second stage.

6.6.9 UE PoC Box procedures at PoC Session modification



The PoC Session can not be modified.
6.6.10 UE PoC Box control state diagram
The UE PoC Box SHALL support the state diagram and the state transitions specified in this subclause when Continuous Media or when Discrete Media bound to a Media-floor Control Entity or both is negotiated as specified in the [OMA-PoC-CP] "UE PoC Box Invited to a PoC Session".
NOTE:
The sending or receiving of reports related to Discrete Media are described in subclauses 7.12 "Discrete Media Final Report" and 7.13 "Discrete Media Transfer Progress Report".
Figure 3 "UE PoC Box control state diagram " shows the state diagram.
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Contributor's comment: New text is in blue colour. Removed text is in red colour.

Figure 16: UE PoC Box control state diagram.
State details are explained in the following subclauses.
NOTE: 
If TBCP was negotiated, the TBCP messages are handled as the MBCP messages"
If an MBCP message, a MSRP request, a MSRP response or a RTP Media packet arrives in any state and there is no procedure specified for it in the subclauses below the UE PoC Box SHALL discard the MBCP message, the MSRP request, the MSRP response or the RTP Media packet and SHALL remain in the current state.

6.6.10.1 State 'Start-stop'

In this state no Media-floor Control Entity exists.
6.6.10.1.1 PoC Session established 

When a PoC Session is established the terminating UE PoC Box:

1. SHALL create an instance of a 'UE PoC Box control state diagram'; and,

2. SHALL enter the 'B: has no permission' state.

NOTE:
From a UE PoC Box perspective the PoC Session is established when the UE PoC Box sends the SIP 200 "OK" response.

6.6.10.2 State: 'B: has no permission'

The 'B: has no permission' state is a stable state and the UE PoC Box uses this state when the UE PoC Box is waiting for Media to record.

In this state the UE PoC Box can receive RTP Media packets, MSRP SEND requests and MBCP Media Burst Control messages.
In this state the T13 (end of RTP Media) can be running.
6.6.10.2.1 Receive MBCP Media Burst Idle message (R: MB_Idle)

Upon receiving MBCP Media Burst Idle message the UE PoC Box:

1. SHALL stop the optional timer T13 (end of RTP Media), if it is running; and,

2. SHALL remain in the 'B: has no permission' state.

6.6.10.2.2 Receive MBCP Media Burst Taken message (R: MB_Taken)

Upon receiving of the MBCP Media Burst Taken message the UE PoC Box:

1. SHALL send an MBCP Media Burst Acknowledgement message if the MBCP Media Burst Taken message expects an acknowledgement reply;

2. SHOULD perform the mapping between the SSRC of the PoC Client granted a permission to send a Media Burst and the PoC Address or Nick Name or both, if they are included in the message;

3. MAY store the PoC Address and Nick Name to the PoC User, if they are included in the message;

4. SHOULD start/restart the optional timer T13 (end of RTP Media) for the Active PoC Session if Continuous Media is bound to the Media Control Entity; and,

5. SHALL remain in the 'B: has no permission' state.

6.6.10.2.3 Receive RTP Media packets (R: Media)

 Upon receiving RTP Media packets the UE PoC Box:

1. SHALL store the Media;

2. SHALL store the PoC Address or Nick Name or both based on SSRC of the sending PoC Client, if mapping between those exists in UE PoC Box;

3. SHOULD restart/start the optional timer T13 (end of RTP Media); and,

4. SHALL remain in the 'B: has no permission' state.

6.6.10.2.4 T13 (end of RTP Media) timer fired

On firing of T13 (end of RTP Media) timer, the UE PoC Box:

1. SHALL regard the reciving of RTP Media packets as completed; and,
2. SHALL remain in the 'B: has no permission' state.

6.6.10.2.5 Receive PoC Session release – 1 (R: PoC Session release - 1)

Upon receiving a PoC Session release stage 1 request from the Control Plane, the UE PoC Box:

1. SHALL enter the 'Releasing' state.
6.6.10.2.6 Receiving a MSRP SEND request (R: MSRP SEND)

Upon receiving an MSRP SEND request the UE PoC Box:

1. SHALL generate and send a MSRP 200 "OK" response according to rules and procedures of [OMA-PoC-IM];

2. SHOULD store the received content of the MSRP SEND;

3. SHALL remain in the 'B: has no permission' state.

6.6.10.3 State: 'Releasing'

The 'Releasing' state is a transition state. The UE PoC Box uses this state while waiting for Control Plane to finalize the disconnection of a PoC Session.

6.6.10.3.1 Receive PoC Session release – 2 (R: PoC Session release - 2)

Upon receiving a PoC Session release stage 2 request from the Control Plane, the UE PoC Box:

1. SHALL release all resources including any running timers associated with the PoC Session; and,

2. SHALL enter the 'Start-stop' state and terminate the 'UE PoC Box control state diagram' state machine.

6.6.11 
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