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	Title:
	CP D517 D518 D520 Proxy and stay in media path
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	PoC WG

	Doc to Change:
	OMA-TS-PoC_ControlPlane-V2_0-20070402-D

	Submission Date:
	2007-03-30

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Jan Holm, Ericsson AB, Jan.Holm@ericsson.com

	Replaces:
	OMA-POC-POCv2-2007-0559-CR_CP_D517_D518_D520_Proxy_and_stay_in_media_path


1 Reason for Change
2 R01: Updated according to comments in the Frankfurt meeting. Checks on incoming side moved to 7.3.1.4 and SIP INVITE request rejected if the uri parameter is included. Checks on terminating side introduced and release of PoC Session if uri parameter included on in the SIP 200 OK response. 
Justification
	D518

	2007.01.11
	T
	7.3.1.1
	Source: Jan Holm, Ericsson

Form: OMA-REL-2007-0029

Comment: Contains an editor's note about checking something in the proxy case.

Proposed Change: Remove editor's note and add a bullet before 18 with the following text:

xx. SHALL remove the uri-parameter "stay-on-media-path" if included in the Contact header of the incoming SIP INVITE request if acting as a SIP proxy according to rules and procedures of [RFC3261].

(We have to consider if we need a separate SIP proxy list since at the moment B2BUA and SIP proxy list seems to be mixed)
	Status: CLOSED

Solved by this CR. 


	D517

	2007-01-19
	T
	7.3.1.1
	Source: Siemens

Form: OMA-REL-2007-0005

Comment:  A check should be added that PoC Client does not include "stay-on-media-path" URI parameter to the INVITE Contact header value.
	Status: CLOSED

Solved by this CR.

	D520

	2007.01.22
	T
	7.3.1.1
	Source: aallen@rim.com

Form: OMA-REL-2007-0056R01
Comment: Editor's Note. Shall be covered also the case, that proxy shall check that the PoC Client has not included this field
Proposed Change:  Resolve

 
	Status: CLOSED

Solved by this CR.



Scope of chang
Added a bullet about removing the uri parameter if the PoC Server is acting as a SIP proxy.
Impacted subclauses
Subclause 7.3.1.1 is modified

Consequence if not accepted
Unresolved CONRR comments and a possibility for the user to receive identities of anonymous users.
3 Impact on Backward Compatibility

No impact.
4 Impact on Other Specifications

No impact.
5 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

6 Recommendation

It is recommended that the proposed changes shall be included in the next version of the CP.
7 Detailed Change Proposal

Change 1:   (check on originating side)

7.3.1.4     PoC Session establishment or rejoin using On-demand Session

Upon receiving an initial SIP INVITE request containing a Request-URI with a Conference-Factory-URI owned by this PoC Server, the PoC Server:

NOTE 1:
The procedure as follows applies when a PoC Client initiates an Ad-hoc PoC Group Session or a 1-1 PoC Session. The PoC Session will be owned by this same PoC Server.

1. MAY reject the SIP INVITE request with a SIP 503 "Service Unavailable" response depending on the value of the requested QoE Profile if QoE Profiles are enabled and a risk of congestion exists as specified in [OMA-PoC-UP] "Procedures at the PoC Server performing the Participating PoC Function". The PoC Server MAY include a Retry-After header to the 503 "Service Unavailable" response as specified in [RFC3261], set to a value expressed in seconds after which the PoC Client MAY re-attempt the PoC Session establishment.
NOTE 2:
The PoC Client is allowed to re-attempt the PoC Session establishment after the time defined by the Retry-After header.
2. SHALL authorize whether the Served PoC User indicated by the Authenticated Originator's PoC Address is entitled to request manual answer override, if a Priv-Answer-Mode header with the value 'Auto' is present in the incoming SIP INVITE request and if not authorized or if manual answer override is not supported the PoC Server SHALL return a SIP 403 "Forbidden" response. Otherwise continue with the rest of the steps; 
3.
SHALL return a SIP 403 "Forbidden" SIP response to the SIP INVITE request if the uri-parameter "stay-on-media-path" (specified in E.5.3 "Stay on Media path uri-parameter") is included in the Contact header of the initial SIP request;
4. SHALL perform the following actions, if Included Media Content is supported by the PoC Server and if media content is included in one or more MIME body:
a) authorize the Media Type of the media content in all MIME bodies using a Service Provider configurable setting and if all Media Types was not allowed send a SIP 415 "Unsupported Media Type", The SIP 415 "Unsupported Media Type" response SHALL include:

i. the Accept header with the acceptable Media Types that the PoC Server would accept according to rules and procedures of [RFC3261]; or,
ii. the Accept-Encoding header with the encoding formats that the PoC Server would accept according to rules and procedures of [RFC3261]; or,
iii. both
and do not continue with the rest of the steps. 
b) Check the total size of all MIME bodies containing media content and if the total size exceeds a configurable max size send a SIP 413 "Request Entity Too Large" response. Otherwise, continue with the rest of the steps.

5. SHALL check if a Resource-Priority header is included in the SIP INVITE request according to rules and procedures of [RFC4412], if the 'Official Government Use' QoE Profile is supported. If included the PoC Server SHALL:

a) perform actions to authorize the Resource-Priority header, as specified in subclause 5.8 "QoE Profiles". If the Resource-Priority header cannot be authorized, the PoC Server SHALL reject the request with a SIP 403 "Forbidden" response with the warning text set to '115 <RequestedQoE> QoE Profile not authorized' as specified in subclause 5.6 "Warning header";

b) check that the QoE Profile attribute contained in the SDP offer indicates 'Official Government Use' QoE Profile, as specified in subclause E.3.2 "QoE Profile". If the QoE Profile attribute indicates other QoE Profile, the PoC Server SHALL reject the request with a SIP 403 "Forbidden" with the warning text set to '114 QoE Assignment Error' as specified in subclause 5.6 "Warning header";
c) cache 'Official Government Use' as the Local QoE Profile assigned to the PoC User; and,

d) apply preferential treatment to the SIP request, as specified in [RFC4412], skip the next step and proceed with the rest of the steps; 

6. SHALL perform actions to authorize a QoE Profile attribute included in the PoC Client SDP offer, as specified in subclause 5.8 "QoE Profiles", if QoE Profiles are enabled and a QoE Profile attribute is included in the PoC Client SDP offer. The PoC Server SHALL:
a) cache the requested QoE Profile as the Local QoE Profile assigned to the PoC User if the requested QoE Profile is authorized and the PoC Server is acting as a B2BUA; or,

b) return a SIP 403 "Forbidden" response with the warning text set to '115 <RequestedQoE> QoE Profile not authorized' as specified in subclause 5.6 "Warning header" if the requested QoE Profile cannot be authorized. Otherwise continue with the rest of steps.
7. MAY remove the Subject header;
8. MAY remove the Alert-Info or the Call-Info header or both;

NOTE 3:
The reason for removing the Alert-Info header or the Call-Info header may be a local policy in the PoC Server.

9. SHALL check if the number of maximum Simultaneous PoC Sessions for the PoC Client has exceeded, if the PoC Service Settings for the Simultaneous PoC Sessions Support is set to "SSS active". If exceeded, the PoC Server SHALL respond with a SIP 486 "Busy Here" response with the warning text set to '104 Too many Simultaneous PoC Sessions' as specified in subclause 5.6 "Warning header". Otherwise, continue with the rest of the steps; and,

10. SHALL also adapt the role of a Controlling PoC Function and continue as specified in the subclause 7.2.1.2 "Ad-hoc PoC Group and 1-1 PoC Session setup request".

NOTE 4:
The handling of SIP requests and SIP responses within the SIP dialog created by this SIP INVITE request is described in the 7.2.1.2 "Ad-hoc PoC Group and 1-1 PoC Session setup request".

Upon receiving an initial SIP INVITE request that contains a Request-URI not owned by this PoC Server, the PoC Server:

NOTE 5:
The following procedure of this subclause applies when a PoC Client initiates or joins a Pre-arranged PoC Group Session, or when a PoC Client rejoins a PoC Session, or when a PoC Client joins a Chat PoC Group Session and in all these cases the PoC Session is owned by another PoC Server.

either

1. MAY reject the SIP INVITE request with a SIP 503 "Service Unavailable" response depending on the value of the requested QoE Profile if QoE Profiles are enabled and a risk of congestion exists as specified in [OMA-PoC-UP] "Procedures at the PoC Server performing the Participating PoC Function". The PoC Server MAY include a Retry-After header to the 503 "Service Unavailable" response as specified in [RFC3261], set to a value expressed in seconds after which the PoC Client MAY re-attempt the PoC Session establishment.
NOTE 6:
The PoC Client is allowed to re-attempt the PoC Session establishment after the time defined by the Retry-After header.
2.
SHALL return a SIP 403 "Forbidden" SIP response to the SIP INVITE request if the uri-parameter "stay-on-media-path" (specified in E.5.3 "Stay on Media path uri-parameter") is included in the Contact header of the initial SIP request;
3. SHALL perform the actions to verify the Authenticated Originator's PoC Address of the Inviting PoC User and authorize the request and if it is not authorized the PoC Server SHALL return a SIP 403 "Forbidden" response. Otherwise, continue with the rest of the steps;

4. SHALL validate that the new Media Parameters and at least one codec offered in the SIP INVITE request are acceptable by the PoC Server when staying on the Media path and if not reject the request with a SIP 488 "Not Acceptable Here" response. Otherwise, continue with the rest of the steps;

5. SHALL behave as a B2BUA according to rules and procedures of [RFC3261] for the duration of the PoC Session, when staying on the Media path; 

6. SHALL authorize whether the served PoC User indicated by the Authenticated Originator's PoC Address is entitled to request manual answer override, if a Priv-Answer-Mode header with the value 'Auto' is present in the incoming SIP INVITE request and if not authorized or if manual answer override is not supported the PoC Server SHALL return a SIP 403 "Forbidden" response. Otherwise continue with the rest of the steps;
7. SHALL check if the number of maximum Simultaneous PoC Sessions for the PoC Client has exceeded, if the PoC Service Settings for the Simultaneous PoC Sessions Support is set to "SSS active". If exceeded, the PoC Server SHALL respond with a SIP 486 "Busy Here" response with the warning text set to '104 Too many Simultaneous PoC Sessions' as specified in subclause 5.6 "Warning header". Otherwise, continue with the rest of the steps;

8. SHALL perform the following actions, if Included Media Content is supported by the PoC Server and if media content is included in one or more MIME body:
a) authorize the Media Type of the media content in all MIME bodies using a Service Provider configurable setting and if all Media Types was not allowed send a SIP 415 "Unsupported Media Type", the SIP 415 "Unsopprted Media Type" response SHALL include:
i. the Accept header with the acceptable Media Types that the PoC Server would accept according to rules and procedures of [RFC3261]; or,
ii. the Accept-Encoding header with the encoding formats that the PoC Server would accept according to rules and procedures of [RFC3261]; or,
iii. both
and do not continue with the rest of the steps.
b) Check the total size of all MIME bodies containing media content and if the total size exceeds a configurable max size send a SIP 413 "Request Entity Too Large" response. Otherwise, continue with the rest of the steps.

9. SHALL check if a Resource-Priority header is included in the SIP INVITE request according to rules and procedures of [RFC4412], if the 'Official Government Use' QoE Profile is supported. If included the PoC Server SHALL:

a) perform actions to authorize the Resource-Priority header, as specified in subclause 5.8 "QoE Profiles". If the Resource-Priority header cannot be authorized, the PoC Server SHALL reject the request with a SIP 403 "Forbidden" response with the warning text set to '115 <RequestedQoE> QoE Profile not authorized' as specified in subclause 5.6 "Warning header";
b) check that the QoE Profile attribute contained in the SDP offer indicates 'Official Government Use' QoE Profile, as specified in subclause E.3.2 "QoE Profile". If the QoE Profile attribute indicates other QoE Profile, the PoC Server SHALL reject the request with a SIP 403 "Forbidden" response with the warning text set to '114 QoE Assignment Error' as specified in subclause 5.6 "Warning header";
c) cache 'Official Government Use' as the Local QoE Profile assigned to the PoC User; and,

d) apply preferential treatment to the SIP request, as specified in [RFC4412], skip the next step and proceed with the rest of the steps; 

10. SHALL perform actions to authorize the QoE Profile attribute included in the PoC Client SDP offer, as specified in subclause 5.8 "QoE Profiles", if QoE Profiles are enabled and a QoE Profile attribute is included in the PoC Client SDP offer. The PoC Server SHALL:
a) cache the authorized QoE Profile as the Local QoE Profile assigned to the PoC User if the requested QoE Profile is authorized; or,

b) return a SIP 403 "Forbidden" response with the warning text set to '115 <RequestedQoE> QoE Profile not authorized' as specified in subclause 5.6 "Warning header" if the requested QoE Profile cannot be authorized. Otherwise continue with the rest of steps.
11. MAY remove the Subject header;
12. MAY remove the Alert-Info or the Call-Info header or both;

NOTE 7:
The reason for removing the Alert-Info header or the Call-Info header may be a local policy in the PoC Server.

13. SHALL generate a SIP INVITE request as specified in subclause 7.3.1.1 "General"; 

14. SHALL include as the contents of the Request-URI:

a) copy the received Request-URI including the Session Type uri-parameter and any other uri-parameter present in the received Request-URI; or,

b) resolve back the received Request-URI to the SIP URI received in the Contact header from the PoC Server performing the Controlling PoC Function within the SIP 200 "OK" response to the initial SIP INVITE request in the case of re-join.

15. SHALL include in the SIP INVITE request a MIME SDP body as an SDP offer based on the SDP offer in the received SIP INVITE request from the PoC Client as specified in the subclause 7.3.1.1a "SDP offer generation in case of On-demand session";

16. SHALL include the MIME bodies in the incoming SIP INVITE request into the outgoing SIP INVITE request as specified in [RFC2046], if Included Media Content is supported by the PoC Server and if media content is included in one or more MIME body;

17. SHALL include a Resource-Priority header according to rules and procedures of [RFC4412] set to the value indicated in the Resource-Priority header of the SIP INVITE request from the PoC Client, if the 'Official Government Use' QoE Profile is supported and if a Resource-Priority header was present in the SIP INVITE request from the PoC Client;

18. SHALL include the Subject header received in the incoming SIP INVITE request into the outgoing SIP INVITE request, if Text Content is supported by the PoC Server and if text content is included in Subject header;
19. SHALL include the Alert-Info header and Call-Info header received in the incoming SIP INVITE request into the outgoing SIP INVITE request, if Referenced Media Content is supported by the PoC Server and if a reference to media content is included in Alert-Info header or Call-Info header or both;
20. SHALL include in the Contact header the feature tag '+g.poc.fdcfo', as specified subclause E.2.4 "FDCFO Proceed Feature Tag", if the PoC Server supports the FDCFO Proceed feature, and the SIP INVITE request from the PoC Client contains this feature tag; 

21. SHALL include in the Contact header the feature tag '+g.poc.interworking', as specified subclause E.2.5.6 "PoC Interworking Service", if the PoC Server supports the PoC Interworking Service, and the SIP INVITE request from the PoC Client contains this feature tag; and

NOTE 8:
The '+g.poc.interworking'  is included in a SIP INVITE by the PoC Interworking Agent, behaving like a PoC Client on behalf of a PoC Remote Access User. 

22. SHALL send the SIP INVITE request towards the PoC Server performing the Controlling PoC Function according to rules and procedures of the SIP/IP Core.

or 

1. SHALL act as a SIP proxy according to rules and procedures of [RFC3261] for the duration of the PoC Session, when not staying in media and Talk Burst Control path;

3.
SHALL return a SIP 403 "Forbidden" SIP response to the SIP INVITE request if the uri-parameter "stay-on-media-path" (specified in E.5.3 "Stay on Media path uri-parameter") is included in the Contact header of the initial SIP request;
3. SHALL perform the following actions, if Included Media Content, or Text Content ,or Referenced Media Content is supported by the PoC Server and if media content is included in one or more MIME body:
a) authorize the Media Type of the media content in all MIME bodies,or Subject header, or Alert-Info header using a Service Provider configurable setting and if all Media Types was not allowed send a SIP 415 "Unsupported Media Type". The SIP 415 "Unsupported Media Type" response SHALL include:
i. the Accept header with the acceptable Media Types that the PoC Server would accept according to rules and procedures of [RFC3261]; or,
ii. the Accept-Encoding header with the encoding formats that the PoC Server would accept according to rules and procedures of [RFC3261]; or,
iii. both.
and do not continue with the rest of the steps.
b) Check the total size of all the MIME bodies, all the Subject header, and all the Alert-Info header containing media content and if the total size exceeds a configurable max size send a SIP 413 "Request Entity Too Large" response. Otherwise, continue with the rest of the steps.

4. SHALL check if a Resource-Priority header is included in the SIP INVITE request according to rules and procedures of [RFC4412], if the 'Official Government Use' QoE Profile is supported. If included the PoC Server SHALL:

a) perform actions to authorize the Resource-Priority header, as specified in subclause 5.8 "QoE Profiles". If the Resource-Priority header cannot be authorized, the PoC Server SHALL reject the request with a SIP 403 "Forbidden" response with the warning text set to '115 <RequestedQoE> QoE Profile not authorized' as specified in subclause 5.6 "Warning header";
b) check that the QoE Profile attribute contained in the SDP offer indicates 'Official Government Use' QoE Profile, as specified in subclause E.3.2 "QoE Profile". If the QoE Profile attribute indicates other QoE Profile, the PoC Server SHALL reject the request with a SIP 403 "Forbidden" response and do not proceed with the rest of the steps; and,

c) apply preferential treatment to the SIP request, as specified in [RFC4412], skip the next step and proceed with the rest of the steps.

5. SHALL perform actions to authorize the QoE Profile attribute included in the PoC Client SDP offer, as specified in subclause 5.8 "QoE Profiles", if QoE Profiles are enabled and a QoE Profile attribute is included in the PoC Client SDP offer. The PoC Server SHALL:
a) return a SIP 403 "Forbidden" response with the warning text set to '115 <RequestedQoE> QoE Profile not authorized' as specified in subclause 5.6 "Warning header" if the requested QoE Profile cannot be authorized. Otherwise continue with the rest of steps.
6. SHALL include a Record-Route header containing a URI identifying its own address; and,

7. SHALL forward the SIP INVITE request towards the PoC Server performing the Controlling PoC Function.

Upon receiving a SIP 180 "Ringing" response and when the PoC Server is acting as a B2BUA, the PoC Server: 

1. SHALL cache the list of supported SIP methods if received in the Allow header;
2. SHALL cache the contact if received in the Contact header;

3. SHALL generate a SIP 180 "Ringing" response to the SIP INVITE request as specified in the subclause 7.3.1.1 "General"; 

4. SHALL include Warning header(s) received in incoming SIP 180 "Ringing" response; and,

5. SHALL forward the SIP 180 "Ringing" response to the PoC Client according to rules and procedures of the SIP/IP Core.

Upon receiving a SIP 180 "Ringing" response and when the PoC Server is acting as a SIP proxy the PoC Server SHALL forward the SIP response towards the initiating PoC Client according to rules and procedures of [RFC3261].

Upon receiving a SIP 200 "OK" response, the PoC Server is acting as a B2BUA, the PoC Server: 

1. SHALL cache the list of supported SIP methods if received in the Allow header;
2. SHALL cache the contact received in the Contact header;

3. SHALL generate a SIP 200 "OK" response as specified in the subclause 7.3.1.1 "General"; 

4. SHALL include in the SIP 200 "OK" response a MIME SDP body as an SDP answer as specified in the subclause 7.3.1.1c "SDP answer generation"; 

5. SHALL include unmodified a P-Answer-State header if a P-Answer-State header was present in the incoming SIP 200 "OK" response;
6. SHALL include Warning header(s) received in the incoming SIP 200 "OK" responses.

7. SHALL send the SIP 200 "OK" response to the PoC Client according to rules and procedures of SIP/IP Core; and

8. SHALL interact with User Plane as specified in [OMA-PoC-UP] "Participating PoC Function procedures at PoC Session initialization";

Upon receiving a SIP 200 "OK" response, when the PoC Server is acting as a SIP proxy

1. SHALL forward the SIP 200 "OK" response toward the initiating PoC Client according to rules and procedures of [RFC3261] and SIP/IP Core;

2. SHALL continue to act as a SIP proxy for the duration of the PoC Session.

Upon receiving a SIP final response other than a SIP 200 "OK", the PoC Server SHALL forward the SIP final response along the signalling path towards the initiating PoC Client.

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

Change 2:  (checks on terminating side)

7.3.2.2.1     Automatic-answer using On-demand Session

The PoC Server SHALL act as B2BUA.

NOTE 1:
In this version the PoC Server acts as B2BUA.

The PoC Server:
1. SHALL generate a SIP 183 "Session Progress" response to the SIP INVITE request as specified in subclause 7.3.2.1 "General" and according to rules and procedures of [RFC3261] and [RFC3262];
2. MAY include a Require header set to '100rel' according to rules and procedures of [RFC3262];
3. SHALL include the P-Answer-State header set to "Unconfirmed"; and,
4. SHALL send the SIP 183 "Session Progress" response towards the PoC Server performing the Controlling PoC Function according to rules and procedures of SIP/IP Core.
The PoC Server:

1. SHALL generate a SIP INVITE request as specified in subclause 7.3.2.1 "General";

2. SHALL set the Request-URI to the PoC Address of the PoC User to be invited;

3. SHALL authorize the Authenticated Originator's PoC Address to override the Invited PoC User's Answer Mode setting, and if authorized include a Priv-Answer-Mode header with the value 'Auto', if the received SIP INVITE request contained a Priv-Answer-Mode header with the value set to 'Auto' and if not authorized or if the manual answer override functionality is not supported reject the request with a 403 "Forbidden" response;

4. SHALL include an Answer-Mode header with the value set to 'Auto', if the received SIP INVITE request did not contain a Priv-Answer-Mode header;

5. SHALL include in the SIP INVITE request a MIME SDP body as an SDP offer based on the SDP offer in the received SIP INVITE request as specified in the subclause 7.3.2.1a "SDP offer generation";

6. SHALL, in the establishment of an Ad-hoc PoC Group Session and 1-1 PoC session, and if the invited parties identity information feature is supported by PoC Service Provider's policy and Invited Parties Identity Information Mode setting is set to 'active';

a) include in the SIP INVITE request the MIME resource-lists body according to rules and procedures of [draft-URI-list]; and; 

b) perform procedures of [draft-URI-list-capacity] including the addition of the "count" attribute, relying on the "copyControl" and the "anonymize" attribute values in the list;
NOTE 2:
If Invited Parties Identity Information Mode setting is set to 'not active' or not available in the PoC Server, the PoC Server does not include the identity information in the SIP INVITE request. The URIs without both the "copyControl" and the "anonymize" attributes are interpreted as their "anonymize" attribute value has been set to 'true'.
NOTE 3:
The "copyControl" value is not required to be presented to the PoC Users.
7. SHALL include the Referred-By header from the incoming SIP request if anonymity is not requested by the value 'id' in the Privacy header; and,
8. SHALL send the SIP INVITE request towards the PoC Client according to rules and procedures of the SIP /IP Core.

Upon receiving a SIP 200 "OK" response to the SIP INVITE, the PoC Server:

· 1. SHALL perform actions to authorize the requested Local QoE Profile, as specified in subclause 5.8 "QoE Profiles", if QoE Profiles are enabled and a QoE Profile attribute is included in the received SDP answer. If the requested Local QoE Profile is authorized, the PoC Server SHALL assign and cache the requested Local QoE Profile as the Local QoE Profile for PoC User in the PoC Session and continue with step2. If the QoE Profile is not authorized, the PoC Server:

i. SHALL respond with a SIP 403 "Forbidden" response towards the Inviting PoC Client;

ii. SHALL interact with User Plane as specified in [OMA-PoC-UP] "Participating PoC Function procedures at PoC Session release ";

iii. SHALL generate a SIP BYE request according to rules and procedures of [RFC3261]; and,

iv. SHALL send the SIP BYE request towards the Invited PoC Client according to rules and procedures of the SIP/IP Core, and do not continue with the rest of steps;

3. SHALL  if the uri-parameter "stay-on-media-path" (specified in E.5.3 "Stay on Media path uri-parameter") is included in the Contact header of the initial SIP request perform the following actions:

a. SHALL respond with a SIP 487 "Request Terminated" response towards the Inviting PoC Client;
b. SHALL interact with User Plane as specified in [OMA-PoC-UP] "Participating PoC Function procedures at PoC Session release";

c. SHALL generate a SIP BYE request according to rules and procedures of [RFC3261]; and,
d. SHALL send the SIP BYE request towards the Invited PoC Client according to rules and procedures of the SIP/IP Core, and do not continue with the rest of steps.
2. Depending, according to rules and procedures of [RFC3261] and [RFC3262], on if the SIP 183 "Session Progress" was sent reliable or not as follows:

i. SHALL send the SIP 200 "OK" response immediately, if the SIP 183 "Session Progress" was sent unreliable (since the PoC Server does not have to wait for a SIP PRACK request); and, 

ii SHALL send the SIP 200 "OK" according to rules and procedures of [RFC3262] and [RFC3261], if the SIP 183 "Session Progress" was sent reliable.
If the SIP INVITE transaction is timeout, and the PoC Server supports PoC Box functionality, the PoC Server SHALL determine whether to route the SIP INVITE request to a PoC Box as specified in subclause 7.3.2.2.5.2. "Determination of routing to a NW PoC Box upon failure to receive a valid SIP 2xx response".
Upon receiving a SIP PRACK request the PoC Server 

1. SHALL generate a SIP 200 "OK" response to the SIP PRACK request according to rules and procedures of [RFC3262] and [RFC3261]; and, 

2. SHALL send the SIP 200 "OK" response towards the PoC Server performing the Controlling PoC Function according to the rules and procedures of SIP/IP Core.

Whenever the PoC Server sends the SIP 200 "OK" response the PoC Server:

1. SHALL generate a 200 "OK" response as described in the sub-clause 7.3.2.1 "General";
2. SHALL include in the SIP 200 "OK" response a MIME SDP body with an SDP answer based on the SDP answer in the received SIP 200 "OK" response as specified in 7.3.2.1b "SDP answer generation in case of On-demand session";
3. SHALL include in the Contact header the feature tag '+g.poc.fdcfo', as specified subclause E.2.4 "FDCFO Proceed Feature Tag", if the PoC Server supports the FDCFO Proceed feature, and the SIP 200 "OK" response from the PoC Client contains this feature tag; 
4. SHALL include in the Contact header the feature tag '+g.poc.interworking, as specified subclause E.2.5.6 "PoC Interworking Service" if the PoC Server supports the PoC Interworking Service,  and the SIP 200 "OK" response from the PoC Client contains this feature tag; 
5. SHALL interact with the User Plane as specified in [OMA-PoC-UP] "Participating PoC Function procedures at PoC Session initialization", and,
6. SHALL send the SIP 200 "OK" response towards the PoC Server performing the Controlling PoC Function according to rules and procedures of SIP/IP Core;

The PoC Server SHALL forward any other SIP response that does not contain SDP along the signalling path to the originating network according to rules and procedures of SIP/IP Core.

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS session establishment mechanisms according to rules and procedures of [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

7.3.2.2.3     Manual-answer using On-demand Session

The PoC Server:

1. SHALL determine if the PoC Server stays in the media path and Talk Burst Control path or not, as specified in [OMA-PoC-UP] "User Plane routing";

2. SHALL perform the following actions, if the PoC Server stays on the media path or the anonymity is requested by the value 'id' in the Privacy header:

a) generate a SIP INVITE request as specified in subclause 7.3.2.1 "General". 

b) include in the SIP INVITE request a MIME SDP body as an SDP offer on the SDP offer in the received SIP INVITE request as specified in the subclause 7.3.2.1a "SDP offer generation";

c) set the Request-URI to the PoC Address of the PoC User to be invited; and,

d) continue, for the duration of the SIP Session, acting as a B2BUA according to rules and procedures of [RFC3261].

3. SHALL perform the following actions, if the PoC Server does not stay in the media path: 

a) for the duration of the SIP Session and as long as the PoC Client is a Participant in the PoC Session, act as a SIP proxy according to rules and procedures of [RFC3261]; 

b) use the content of the received SIP INVITE to generate the SIP INVITE request according to rules and procedures of [RFC3261]; and,

c) include a Record-Route header containing a URI identifying its own address.

4. SHALL include the Answer-Mode header set to 'Manual;Require';

5. SHALL include the Referred-By header from the incoming SIP request if anonymity is not requested by the value 'id' in the Privacy header; 

6. SHALL, in the establishment of an Ad-hoc PoC Group Session and 1-1 PoC session, and if the invited parties identity information feature is supported by PoC Service Provider's policy and Invited Parties Identity Information Mode setting is set to 'active';
a) include in the SIP INVITE request the MIME resource-lists body according to rules and procedures of [draft-URI-list]; and,

b) perform procedures of [draft-URI-list-capacity] including the addition of the "count" attribute, relying on the "copyControl" and the "anonymize" attribute values in the list; and,

NOTE 1:
If Invited Parties Identity Information Mode setting is set as ‘not active’ or not available in the PoC Server, the PoC Server does not include the identity information in the SIP INVITE request. The URIs without both the "copyControl" and the "anonymize" attributes are interpreted as their "anonymize" attribute value has been set to 'true'.
NOTE 2:
The "copyControl" value is not required to be presented to the PoC Users.
7. SHALL send the SIP INVITE request towards the PoC Client according to rules and procedures of the SIP/IP Core.

Upon receiving a SIP 180 "Ringing" response to the SIP INVITE request the PoC Server:

1. SHALL cache the list of supported SIP methods if received in the Allow header;
2. SHALL cache the contact if received in the Contact header;

3. SHALL generate a SIP 180 "Ringing" response as specified in subclause 7.3.2.1 "General" if acting as a B2BUA; and,

4. SHALL generate a SIP 180 "Ringing" response according to rules and procedures of [RFC3261] if acting as a SIP proxy; and,

5. SHALL send the SIP 180 "Ringing" response towards the PoC Server performing the Controlling PoC Function according to rules and procedures of SIP/IP Core;

Upon receiving a SIP 200 "OK" response to the SIP INVITE request the PoC Server:

1. SHALL perform the following actions, if the PoC Server acts as B2BUA 

a) cache the list of supported SIP methods if received in the Allow header;

b) cache the contact received in the Contact header;
NOTE 3:
If the maximum number of Simultaneous PoC Sessions is exceeded, the PoC Server handles according to the local policy.
c) SHALL perform actions to authorize the requested Local QoE Profile, as specified in subclause 5.8 "QoE Profiles" if QoE Profiles are enabled and a QoE Profile attribute is included in the received SDP answer. If the requested Local QoE Profile is authorized, the PoC Server SHALL assign and cache the requested Local QoE Profile as the Local QoE Profile for PoC User in the PoC Session, and continue with step e. If the QoE Profile is not authorized, the PoC Server:

i. SHALL respond with a SIP 403 "Forbidden" response towards the inviting PoC Client;

ii. SHALL interact with User Plane as specified in [OMA-PoC-UP] "Participating PoC Function procedures at PoC Session release ";

iii. SHALL generate a SIP BYE request according to rules and procedures of [RFC3261]; and,

iv. SHALL send the SIP BYE request towards the Invited PoC Client according to rules and procedures of the SIP/IP Core, and do not continue with the rest of steps;

d) generate a SIP 200 "OK" response as specified in the subclause 7.3.2.1 "General";

e) include in the SIP 200 "OK" response a MIME SDP body as the SDP answer the SDP offer received from the PoC Server in the SIP INVITE request as specified in the subclause 7.3.2.1b "SDP answer generation in case of On-demand session"; and,

f) interact with the User Plane as specified in [OMA-PoC-UP] "Participating PoC Function procedures at PoC Session initialization".

2. SHALL perform the following actions, if the PoC Server acts as a SIP proxy

a. SHALL  if the uri-parameter "stay-on-media-path" (specified in E.5.3 "Stay on Media path uri-parameter") is included in the Contact header perform the following actions:

i. respond with a SIP 487 "Request Terminated" response towards the Inviting PoC Client;
ii. interact with User Plane as specified in [OMA-PoC-UP] "Participating PoC Function procedures at PoC Session release";

iii. generate a SIP BYE request according to rules and procedures of [RFC3261]; and,


iv. send the SIP BYE request towards the Invited PoC Client according to rules and procedures of the SIP/IP Core, and do not continue with the rest of steps.
b) generate a SIP 200 "OK" response according to rules and procedures of [RFC3261]; and,

c) include the same MIME SDP body as the SDP answer received in the SIP 200 "OK" response.

3. SHALL include in the Contact header the feature tag '+g.poc.fdcfo', as specified subclause E.2.4 "FDCFO Proceed Feature Tag", if the PoC Server supports the FDCFO Proceed feature, and the SIP 200 "OK" response from the PoC Client contains this feature tag; 

4. SHALL include in the Contact header the feature tag '+g.poc.interworking', as specified subclause E.2.5.6 "PoC Interworking Service", if the PoC Server supports the PoC Interworking Service, and the SIP 200 "OK" response from the PoC Client contains this feature tag; and,

5. SHALL send the SIP 200 "OK" response to the PoC Server performing the Controlling PoC Function according to rules and procedures of SIP/IP Core.

If the SIP INVITE transaction is timeout and the PoC Server supports PoC Box functionality, the PoC Server SHALL determine whether to route the SIP INVITE request to a PoC Box as specified in subclause 7.3.2.2.5.2. "Determination of routing to a NW PoC Box upon failure to receive a valid SIP2xx response".

The PoC Server SHALL forward any other SIP response that does not contain SDP along the signalling path to the originating network according to rules and procedures of SIP/IP Core.

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS session establishment mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
7.3.2.2.4     Manual-answer using Pre-established Session

Editor’s note: It is FFS, if and how Manual-answer using pre-established session can be used with redirecting to NW PoC Box or acceptance by a UE PoC Box
The PoC Server SHALL act as B2BUA.

Upon receiving an incoming SIP INVITE from the PoC Server performing Controlling PoC function, the PoC Server 

· 1. SHALL validate that the Media Parameters are compliant with the Pre-established PoC Session, and that the PoC Server and Invited PoC Client support Manual Answer using Pre-established Session, if not, follow as described in 7.3.2.2.3 "Manual answer using On-demand Session". Otherwise, continue with the rest of the steps;
NOTE 1:
PoC Server can make session modification to get Media Parameters to match between incoming PoC Session and existing Pre-established Session.

· 2. SHALL generate SIP re-INVITE request as described in subclause 7.3.2.1 "General";
· 3. SHALL set the Request-URI to the PoC Address of the PoC User to be invited;

· 4. SHALL include Call-ID, From tag and To tag which are provided from Pre-established Session;
· 5. SHALL include the Answer-Mode header set to 'Manual; Require';
· 6. SHALL include the Referred-By header from the incoming SIP INVITE request if anonymity is not requested by the value 'id' in the Privacy header.
· 7. SHALL include in the SIP re-INVITE request a MIME SDP body as an SDP offer on the SDP offer in the received SIP INVITE request as specified in the subclause 7.3.2.1a "SDP offer generation";

· 8. SHALL, in the establishment of an Ad-hoc PoC Group Session and 1-1 PoC session, and if the invited parties identity information feature is supported by PoC Service Provider's policy and Invited Parties Identity Information Mode setting is set to 'active';
a) include in the SIP re-INVITE request the MIME resource-lists body according to rules and procedures of [draft-URI-list]; and, 
b) perform procedures of [draft-URI-list-capacity] including the addition of the "count" attribute, relying on the "copyControl" and the "anonymize" attribute values in the list; and,

NOTE 2:
If Invited Parties Identity Information Mode setting is set to ‘not active’ or not available in the PoC Server, the PoC Server does not include the identity information in the SIP INVITE request. The URIs without both the "copyControl" and the "anonymize" attributes are interpreted as if their "anonymize" attribute value has been set to 'true'.
NOTE 3:
The "copyControl" value is not required to be presented to the PoC Users.
· 9. SHALL send the SIP re-INVITE request toward the terminating PoC Client within the existing SIP dialog according to rules and procedures of the SIP/IP Core.

Upon receiving a SIP 180 "Ringing" response to the SIP re-INVITE request, the PoC Server:

1. SHALL store the list of supported SIP methods if received in the Allow header;
2. SHALL generate a SIP 180 "Ringing" response as specified in subclause 7.3.2.1 "General" if acting as a B2BUA; and,

3. SHALL send the SIP 180 "Ringing" response towards the PoC Server performing the Controlling PoC Function according to rules and procedures of SIP/IP Core;

Upon receiving a SIP 200 "OK" response to the SIP re-INVITE request, the PoC Server:

1. SHALL  if the uri-parameter "stay-on-media-path" (specified in E.5.3 "Stay on Media path uri-parameter") is included in the Contact header perform the following actions:

a. respond with a SIP 487 "Request Terminated" response towards the Inviting PoC Client; and,
b. release the PoC Session towards the Invited PoC Client by interacting with User Plane as specified in [OMA-PoC-UP] "Participating PoC Function procedures at PoC Session release";

2. SHALL generate a SIP 200 "OK" response to the SIP INVITE request from the PoC Server performing Controlling PoC function as described in the subclause 7.3.2.1 "General";

3. SHALL include in the SIP 200 "OK" response to the SDP offer received in SIP INVITE request from the PoC Server performing the Controlling PoC Function, a MIME SDP body as a SDP answer as specified in the subclause 7.3.2.1c "SDP answer generation in case of Pre-established Session" based on the SDP negotiated during the Pre-established Session establishment as specified subclause 7.3.1.2 "Pre-established Session";

4. SHALL include value "id" in the Privacy header according to rules and procedures of [RFC3325], if the invited PoC Client has requested privacy, when the Pre-established Session was established; 

5. SHALL include in the Contact header the feature tag '+g.poc.fdcfo', as specified subclause E.2.4 "FDCFO Proceed Feature Tag", if PoC Server supports the FDCFO Proceed feature, and the SIP INVITE request of the Pre-established Session, as specified in subclause 7.3.1.2 "Pre-established Session", contained this feature tag;5. SHALL interact with the User Plane as described in [OMA-PoC-UP] "Participating PoC Function procedures at PoC Session initialization"; and,
6. SHALL send the SIP 200 "OK" Response to the SIP INVITE request according to rules and procedures of SIP/IP Core.
If the SIP INVITE transaction is timeout and the PoC Server supports PoC Box functionality, the PoC Server SHALL determine whether to route the SIP INVITE request to a PoC Box as specified in subclause 7.3.2.2.5.2. "Determination of routing to a NW PoC Box upon failure to receive a valid SIP2xx response".

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS Session establishment mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
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