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Change Request

	Title:
	AD B111-115
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 OMA Confidential

	To:
	PoC WG 

	Doc to Change:
	OMA-AD-PoC-V2_0-20070326-D

	Submission Date:
	3rd April 2007

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Andrew Allen, RIM, aallen@rim.com

	Replaces:
	  N/A


1 Reason for Change

a)
Justification: 

Covered the comments B111-115 (ref. OMA-CONRR-PoC-V2_0-20070402-D).
	B111
	2007.01.10
	E
	6.2.8 <Editor’s Note>
	Source: jonathan.lohr@sonyericsson.com
Form: OMA-REL-2007-0035R01
Comment: Is the Editor’s Note still needed?

Proposed Change: Delete the Editor’s Note.
	Status: CLOSED
See B112 
OMA-POC-POCv2-2007-0566R01-CR_AD_B111_115
AI for Andrew

	B112
	2007.01.22
	T
	6.2.8
	Source: aallen@rim.com

Form: OMA-REL-2007-0056R01 

Comment: Editor's Note:  Provisioning of the fixed PoC Clients should be covered also

Proposed Change: Proposed to add text that allows other provisioning possibilities that are out of scope
	Status: CLOSED
OMA-POC-POCv2-2007-0566R01-CR_AD_B111_115
AI for Andrew

	B113
	2007.01.10
	E
	6.2.9 <Editor’s Note>
	Source: jonathan.lohr@sonyericsson.com
Form: OMA-REL-2007-0035R01
Comment: Is the Editor’s Note still needed?

Proposed Change: Delete the Editor’s Note.
	Status: CLOSED
See B114

OMA-POC-POCv2-2007-0566R01-CR_AD_B111_115
AI for Andrew

	B114
	2007.01.22
	T
	6.2.9
	Source: aallen@rim.com

Form: OMA-REL-2007-0056R01 

Comment: Editor's Note:  Provisioning of the fixed PoC Clients should be covered also

Proposed Change: Proposed to add text that allows other provisioning possibilities that are out of scope
	Status: CLOSED
OMA-POC-POCv2-2007-0566R01-CR_AD_B111_115
AI for Andrew

	B115
	2007.01.22
	E
	6.2.9
	Source: Nortel

Form: OMA-REL-2007-0058
Comment: Where is the Device Provisioning and Management Server entity specified?.

Proposed Change: Add “This entity is specified in [???].” as a 2nd paragraph.
	Status: CLOSED
OMA-POC-POCv2-2007-0566R01-CR_AD_B111_115
AI for Andrew


b)
Clauses affected:

Sub clause 2.1, 6.2.8 and 6.2.9.
c)
Summary of change:

Covered the comments B111, 112, 113, 114 and 115.  

d)
Consequence if not approved:

Unsolved CONR comments.
e)
Reason for revision:
Addressed comments from the meeting.
2 Impact on Backward Compatibility

No impact.
3 Impact on Other Specifications

No impact.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To review by PoC WG, agree to the changes and incorporate in the next release of PoC AD.
6 Detailed Change Proposal
2 References
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	[OMA DM Bootstrap]
	OMA Device Management,  Bootstrap document
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	OMA Client Provisioning V1.1.
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	OMA: “Push to Talk over Cellular 2 Requirements”, V2.0. 
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	OMA: “Push to Talk over Cellular (PoC) - Architecture”, V1.0

URL: http://www.openmobilealliance.com/ 

	[OMA PoC V1.0 UP]
	OMA: “PoC User Plane”, V1.0.

URL: http://www.openmobilealliance.com/

	[OMA PoC V2.0 UP]
	OMA: ”PoC User Plane”, V2.0.
URL: http://www.openmobilealliance.com/  

	[OMA PoC V2.0 CP]
	OMA: “PoC Control Plane”, V2.0.
URL: http://www.openmobilealliance.com/  

	[OMA PoC XDM V2.0]
	OMA: “PoC XDM Specification”, V2.0.
URL: http://www.openmobilealliance.com/  

	[OMA PoC V2.0 SD]
	OMA: “Push to talk over Cellular (PoC) - System Description”, V2.0.   

URL: http://www.openmobilealliance.com/ 

	[OMA IM AD]
	OMA: “Instant Messaging using SIMPLE Architecture”, V1.0.
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6.2.8 Device Provisioning and Management Client

The device provisioning and management client is able to:

· receive the initial parameters needed for PoC service sent by service provider by using mechanisms specified in [OMA Client Provisioning] or [OMA DM Bootstrap]. 

· update the parameters needed for PoC service sent by service provider by using [OMA DM]. 

The exact syntax and definition of parameters needed for PoC service are specified in [OMA Client Provisioning] and in [OMA DM].
NOTE: In networks where other alternative provisioning systems are supported by the network and the UE (e.g corporate networks, PacketCable networks), the UE can alternatively use these provisioning systems but they are out of scope for this specification

6.2.9 Device Provisioning and Management Server

The device provisioning and management server can perform the following functions that are needed for the support of the PoC enabler:

· Initialization and update of all the configuration parameters necessary for the PoC Client.

· Support of software update for application upgradeable handsets.

The device provisioning and management server is specified in [OMA DM].
NOTE: In networks where other alternative provisioning systems are supported by the network and the UE (e.g corporate networks, PacketCable networks), these provisioning systems are also allowed to be used but they are out of scope for this specification
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