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1 Reason for Change

a) Justification:

     The PoC Client needs to know the NW PoC Box URI , through provisioning.

The NW PoC Box URI  needs to be a part of  OMA PoC Management Object. This CR proposes to add anew parameter, NW-POC-BOX-URI (changes indicated using  Green, need to be reverted to Black, if  changes are Agreed by the WG).

b) Clauses affected:

c) Summary of change:

d) Consequence if not approved:

     The specification is incomplete and also confusing to the Developers and Readers.

e) Reason for revision:

    N/A.
2 Impact on Backward Compatibility

N/A.

3 Impact on Other Specifications

N/A.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

<provide a description of the intended actions to be taken by the group>

6 Detailed Change Proposal

Change 1:  Adding the PoC Box Uri parameters for the UE PoC Box and the NW PoC Box.
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Figure 2: The OMA PoC Management Object – QoE Profiles information

A.1.1 Management Object parameters

This clause describes the parameters for the OMA PoC Management Object.

NOTE:
The "Occurrence" set to 'One' or 'OneOrMore' indicates that a parameter is mandatory. The "Occurrence" set to 'ZeroOrOne' indicates that the parameter is optional. 

1. Node: /<X>

This interior node acts as a placeholder for one or more accounts for a fixed node. The interior node is mandatory if the UE supports OMA PoC. 

· Occurrence: OneOrMore

· Format: Node

· Access Types: Get

· Values: xx
2. /<X>/APPID/

The APPID is the identity of the application service available at the described application service access point. The value is expected to be globally unique.  

· Occurrence: ZeroOrOne

· Format: chr

· Access Types: Get

· Values: <Globally unique value>
3. /<X>/NAME/

The Name leaf is the application name, which is to be displayed in user's equipment, it's specific for each service provider.

· Occurrence: ZeroOrOne

· Format: chr

· Access Types: Get
· Values: <User displayable name>
4. /<X>/PROVIDER-ID/

This parameter provides an identifier for the application service access point described by an APPLICATION characteristic. 

· Occurrence: ZeroOrOne

· Format: chr

· Access Types: Get
· Values: <Provider identifier>

5. /<X>/ToConRef

The ToConRef interior node is used to allow application to refer to a collection of connectivity definitions. Several connectivity parameters may be listed for a give application under this interior node.

· Occurrence: ZeroOrOne

· Format: node

· Access Types: Get

· Values: N/A

6. /<X>/ToConRef/<X>

This run-time node acts as a placeholder for one or more connectivity parameters. 


Occurrence: OneOrMore


Format: Node


Access Type: Get

Value: N/A

7. /<X>/ToConRef/<X>/ConRef

The ConRef indicates the linkage to connectivity parameters. This parameter points to the right connectivity identity, NAP ID and the SIP/IP Core.

· Occurrence: OneOrMore

· Format: chr

· Access Types: Get

· Values: N/A

8. /<X>/PRE-EST-SESN/

This is a flag to inform whether the PoC Server supports the Pre-established Session functionality.

· Occurrence: One

· Format: chr

· Access Types: Get

· Values: 0, 1

0 – Indicates that the home operator's network has NO support for Pre-established Session.


1 – Indicates that the home operator's network has support for Pre-established Session.

9. /<X>/SIMU-SESNS/

This parameter defines the maximum number of Simultaneous PoC Sessions allowed for the PoC User. The value is defined by each service provider.

· Occurrence: One

· Format: chr

· Access Types: Get
· Values: <Integer>
0 – Indicates that the home operator's network has NO support for Simultaneous PoC Sessions.


> 0 – Indicates the maximum number of Simultaneous PoC Sessions supported for the POC User.

10. /<X>/MAX_AD-HOC_ GROUP_SIZE/

This parameter defines the Maximum number of Participants allowed for an Ad-hoc PoC Group Session. The value is defined by each service provider.

· Occurrence: One

· Format: chr

· Access Types: Get

· Values: <Integer>

11. /<X>/CONF-FCTY-URI/

A SIP URI used for setting up an Ad-hoc PoC Group or 1-1 PoC Session. 

· Occurrence: One

· Format: chr

· Access Types: Get
· Values: <A SIP URI>
12. /<X>/EXPLODER-URI/

A SIP Exploder-URI used for PoC Client to send SIP MESSAGE, e.g. for Group Advertisement. 

· Occurrence: ZeroOrOne

· Format: chr

· Access Types: Get
· Values: <A SIP URI>

13. /<X>/NW-POC-BOX-URI/

A SIP URI of the NW PoC Box of the PoC Subscriber. 

· Occurrence: ZeroOrOne

· Format: chr

· Access Types: Get
· Values: <A SIP URI>

14. /<X>/TALK-BRST-REL-TMR/

      This parameter indicates the value of the T10 (Talk Burst Release) timer in milliseconds

· Occurrence: One

· Format: chr

· Access Types: Get
· Values: <A time length in millisecond>
15. /<X>/TALK-BRST-REQ-TMR/

This parameter indicates the value of the T11 (Talk Burst Request) timer in milliseconds

· Occurrence: One

· Format: chr

· Access Types: Get
· Values: <A time length in millisecond>

16. /<X>/END-RTP-MEDIA-TMR/

This parameter indicates the value of the T13 (End of RTP Media) timer in milliseconds

· Occurrence: ZeroOrOne

· Format: chr

· Access Types: Get
· Values: <A time length in millisecond>

17. /<X>/CONF-URI-TMPLT/

The Conference URI Template specifies the syntax of the conference URI. The Conference URI Template SHALL be a URI Template as specified in [XDM Specification] subclause C.1.

· Occurrence: One

· Format: chr

· Access Types: Get
· Values: <A SIP URI>

18. /<X>/PRES-SRV-CAP/
A binary flag used for PoC Server to indicate the Presence publish capability of the PoC Server, the PoC status on behalf of a PoC Client. The flag must be given in sequence order according to the list of parameters below:

bit1: "Application-specific (PoC) Availability for sessions"

bit2: "Application-specific (PoC) Availability for alerts"

bit3: "Session Participation"

bit 4-8 for future extension.
· Occurrence: One

· Format: bin

· Access Types: Get
· Values: <A binary, b1b2b3xxxxx>
bit 1-3 have 2 values: 

0 means no support by the PoC Server and 

1 means the support is available.

19. /<X>/INCLUDED-MEDIA-CONTENT-SIZE/

This parameter defines the total maximum size of media content included in one or more MIME bodies of a SIP INVITE request or SIP MESSAGE request. The value is defined by each service provider.

If the parameter is not present the PoC Client assumes the value zero.

· Occurrence: ZeroOrOne

· Format: chr

· Access Types: Get
· Values: <Integer>
20. /<X>/QoE-Use/

This interior node specifies the use of the QoE Profiles and acts as a placeholder of the supported QoE Profiles.

If the parameter is not present, QoE Profiles are not enabled by the Service Provider.

· Occurrence: ZeroOrOne

· Format: Node

· Access Types: Get
· Values: N/A

21. /<X>/QoE-Use/<X>/

This interior node acts as a placeholder for one or more QoE Profiles. It appears once per authorized QoE Profile according to the PoC User subscription.

· Occurrence: OneOrMore

· Format: Node

· Access Types: Get

· Values: N/A

22. /<X>/QoE-Use/<X>/QOE-PROFILE-NAME/

This parameter defines the name of the QoE Profile, as specified in subclause 5.8 "QoE Profiles".

· Occurrence: One

· Format: Chr

· Access Types: Get
· Values: Basic, Premium, Professional, Official Government Use

23. /<X>/QoE-Use/<X>/<X>/

This interior node acts as a placeholder for one or more Media Types and the associated QoS parameters. It appears once per Media Type.

· Occurrence: OneOrMore

· Format: Node

· Access Types: Get

· Values: N/A

24. /<X>/QoE-Use/<X>/<X>/MEDIA-TYPE

This parameter defines the Media Type the QoS Parameters will be applied to. The possible values are ‘discrete’, grouping any the discrete media types, 'speech', 'audio' or 'video'.

· Occurrence: One

· Format: Chr

· Access Types: Get
· Values: audio, speech, video, discrete.

25. /<X>/QoE-Use/<X>/<X>/ToConRef

This interior node acts as a placeholder for one or more references to collection of connectivity definitions for the underlying PS networks.

· Occurrence: One

· Format: Node

· Access Types: Get

· Values: N/A

26. /<X>/QoE-Use/<X>/<X>/ToConRef/<X>

This run-time node acts as a placeholder for one or more references to connectivity parameters. 


Occurrence: OneOrMore


Format: Node


Access Type: Get

Value: N/A

27. /<X>/QoE-Use/<X>/<X>/ToConRef/<X>/ConRef

This ConRef indicates the linkage to connectivity parameters of the underlying PS Access Network. This parameter points to the right Access Network parameters.

· Occurrence: OneOrMore

· Format: Chr

· Access Types: Get

· Values: [OMA-DM-3GPPPS-CONNMO], <token>

NOTE 1:
Token is used to indicate that any other references can be included. This references will point to Connectivity Management Objects defined by OMA DM WG for any other PS Access Network. 

NOTE 2:
The values of 3GPP parameters are supposed to be recommended by 3GPP.
28. /<X>/Ext/

The Ext is an interior node for where the vendor specific information about the OMA_PoC MO is being placed (vendor meaning application vendor, device vendor etc.). Usually the vendor extension is identified by vendor specific name under the ext node. The tree structure under the vendor identified is not defined and can therefore include un-standardized sub-tree.

· Occurrence: ZeroOrOne

· Format: node

· Access Types: Get

· Values: N/A
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