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1 Reason for Change
R01: Updated according to received comments i.e. the whole PoC Box function is optional and all functions in the mandatory part moved to the optional part instead.
R02: Updated according to comments received in Dallas and in R&A.
	Name
	 Objection
	 Comment
	 Date

	Mr. Allen Andrew
	Yes
	• Interoperability with PoC V1.0 Clients is OPTIONAL • Provide a PoC Box indication when accepting an invitation to a PoC Session is missing from 
4 UE PoC Box 
3. NW PoC Box • Media Burst Control Protocol (MBCP) • Media Burst Control procedures • Different Media types (e.g. Audio, video, images, text, files) 4. UE PoC Box • Media Burst Control Protocol (MBCP) • Media Burst Control procedures • Retrieval of PoC Session Data • Retrieval of PoC Session Control Data • Management of stored PoC Session Control Data and stored PoC Session Data These seem to be the wrong way round i.e what is stated for NW Poc Box seems to be correct for UE PoC Box and vice versa
	2007-05-13 13:52:07

	Mr. Sedlacek Ivo
	Yes
	- different Media Types - use "Media Types other than PoC Speech" - according to AD, NW PoC Box also supports retrievial of poc session data and poc session control data although the exact specification is not defined - this is the same as UE PoC Box
	2007-05-14 18:47:07


· NW PoC Box and UE PoC Box moved to optional functions
· Retrieval of Session Data and Session Control Data added for the NW PoC Box and marked as out of scope for UE PoC Box.

· different Media Types ( Media Types other than PoC Speech.
R03: Updated according to received comments in R&A
	Mr. Paavonen Tapio
	No
	If You use a new wording "Media types other than PoC Speech (e.g. Audio, Video, images, text, files)", should You use it also in the existing paragraphs ?
	2007-05-23 12:32:41

	Mr. Sedlacek Ivo
	Yes
	bullet 1 - "different Media Types" -> "Media Types other than PoC Speech" 
Retrieval of PoC Session Data, Retrieval of PoC Session Control Data in NW PoC Box should be also marked "(out of scope of this release of the Enabler)" in NW PoC Box. 
"Management of stored PoC Session Control Data and stored PoC Session Data (out of scope of this release of the Enabler)" should be added to NW PoC Box too.
"Provide a PoC Box indication when accepting an invitation to a PoC Session" is missing in UE PoC Box 
	


· Media types other than PoC Speech now used in the whole clause 7
· (out of scope of this release of the Enabler) added for Retrieval of PoC Session Data, Retrieval of PoC Session Control Data in NW PoC Box
· Management of stored PoC Session Control Data and stored PoC Session Data (out of scope of this release of the Enabler) added
· "Provide a PoC Box indication when accepting an invitation to a PoC Session" added in UE PoC Box
Justification
The comment introduced in OMA-POC-POCv2-2007-0739-CR_CONRR_Additional_comments
	Kxxx

	2007.03.30
	T
	7
	Source: Jan.Holm@ericsson.com

Form: OMA-POC-POCv2-2007-0739-CR_CONRR_Additional_comments.
Comment:  The clause does not contain the PoC Box

Proposed Change: Add the PoC Box i.e. the NW PoC Box and UE PoC Box.
	Status:CLOSED

Solved by this CR


Scope of change

Introduced PoC Box in ERELD that was forgotten in clause 7.
Impacted subclauses

Subclause 7 is modified.
Consequence if not accepted
Inconsistent ERELD

2 Impact on Backward Compatibility

No impact.
3 Impact on Other Specifications

No impact.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended that the proposed changes shall be included in the next version of the ERELD.
6 Detailed Change Proposal

7.     Minimum Functionality Description for PoC V2.0 

This section is informative. 

Editor’s Note: This section has to be updated with the supported functionalities of PoC V2.0.

The PoC enabler defined the following minimum mandatory functionality:

1. PoC Client and PoC Interworking Agent:

· Registration and de-registration

· PoC Session initiation, modification, joining and leaving, termination

· On-demand Session establishment

· PoC session handling for 1-to-1 communication, Pre-arranged PoC Group , Chat Group and Adhoc PoC Group communication

· Instant Personal Alert (receiving)

· Incoming PoC Session Barring

· Manual Answer Mode or Automatic Answer Mode for incoming PoC session invitations 

· Activation and deactivation of setting for service attributes (e.g. Incoming PoC Session Barring, Answer Mode) towards PoC Server

· Media transport (including support of UDP, port number handling, RTP, RTCP )

· Media control by supporting RTCP Sender Report/Receiver Report (SR/RR) compound packets

· PoC Session control 

· Talk Burst Control Protocol (TBCP) 

· Timer Handling 

· Provisioning and use of QoE profiles (*)

· Operator specified warning message functionality (*)

2. PoC Server and PoC Interworking Function:

· Determination of PoC Server role for performing the Participating or Controlling PoC Function or both.

· Common basic functions for Participating or Controlling PoC Function:

· Support of PoC Session initiation, modification, joining and leaving, termination

· PoC Session handling for 1-to-1 communication, Pre-arranged PoC Group, Chat Group and Ad-hoc PoC Group communication

· Support for Media Types other than PoC Speech (e.g. voice, video, images, text, files)

· PoC Sessions with Multiple PoC groups

· Talk Burst Control Protocol (TBCP)

· Media Burst Control  enhancements functionalities (*)

· Media control by supporting RTCP Sender Report/Receiver Report (SR/RR) compound packets

· On-demand Session establishment

· Invited Parties Identity Information (*)

· Provisioning and use of QoE profiles (*)

· Charging Functionalities (*)

· Interoperability with PoC V1.0 Servers and PoC V1.0 Clients

· Additional specific functions for PoC Server performing the Participating PoC Function

· Manual or Automatic Answer Mode handling for PoC Session establishment

· Setting, storing and enforcing different service attribute settings for the PoC Client

· Additional specific functions for PoC Server performing the Controlling PoC Function

· Media transport (including support of UDP, port number handling, RTP, RTCP )

· PoC Session control

· Session modification  for Media Parameter according to local policy and based on lowest negotiated media parameters

· Sender identification

· Timer Handling 

3. 
· 
· 
· 
· 
· 
· 
· 
· 
4. 
· 
· 
· 
· 
· 
· 
PoC enabler defines the following optional functionality:

1. PoC Client and PoC Interworking Agent:

· Group Advertisement 

· Pre-established Sessions (*)

· Simultaneous PoC Sessions (*)

· Media Types other than PoC Speech (e.g. voice, video, images, text, files)

· PoC Sessions with Multiple PoC groups (*)

· PoC Session establishment requests with Media contents (*)

· Scheduling of RTCP packages

· Sender identification

· Talk Burst queuing (e.g. positioning, status) and priority

· Media Adaptation (voice frame packetisation, voice codec adaptation)

· Media Burst Control enhancements functionalities (*)

· Timer Handling

· Invited Parties Identity Information (*)

· PoC Box functionality (*)

· Full-duplex call follow-on proceed (*)

· PoC Dispatcher functionality (*)

· Advanced Revocation Alert (*)

· QoE profiles prioritization and pre-emption (*)

· Inter-working Service for PoC Remote Access Users

· Browser-based PoC Client invocation (*)

· Included Media Content

2. PoC Server and PoC Interworking Function:

· Common basic functions:

· Media control by supporting quality feed back

· User Plane adaptation

· Instant Personal Alert Barring

· Group Advertisement 

· Media Transcoding

· PoC Session establishment requests with Media contents (*)

· Included Media Content

· Additional specific functions for PoC server performing the Participating PoC Function

· Pre-established Session (*)

· Simultaneous PoC Sessions (*)

· Media relay function

· Media transport (including support of UDP, port number handling, RTP, RTCP )

· Timer Handling

· Additional specific functions for PoC server performing the Controlling PoC Function

· Talk Burst operation for queuing (e.g. state, position) and priority (*)

· Session modification for media capabilities according to local policy and based on lowest negotiated media parameters

· Additional specific functions for the PoC server 

· Full-duplex call follow-on proceed (*)

· PoC Dispatcher functionality(*)

· QoE profiles prioritization and pre-emption (*)

· Operator specified warning message functionality (*)

· Browser-based PoC Client invocation (*)

· Additional specific functions for the PoC service infrastructure

· Lawful Interception (*)

· Advanced Revocation Alert (*)

· PoC Box functionality (*)

· PoC Interworking service to support symmetric communication with PoC remote access PoC Users

· PoC Interworking with External P2T Networks.

(*) These functions do not apply to PoC Interworking Function and PoC Interworking Agent 
3. NW PoC Box
· PoC Session initiation, modification, joining and leaving, termination

· Talk Burst Control Protocol (TBCP)
· Talk Burst Control procedure

· Storage of  PoC Session Data

· Support storage of  PoC Session Control Data

· Provide a PoC Box indication when accepting an invitation to a PoC Session
· Media transport (including support of UDP, port number handling, RTP, RTCP )
· Interoperability with PoC V1.0 Clients
· Media Burst Control Protocol (MBCP)
· Media Burst Control  procedures
· Retrieval of PoC Session Data (out of scope of this release of the Enabler)
· Retrieval of  PoC Session Control Data (out of scope of this release of the Enabler)
· Media types other than PoC Speech (e.g. Audio, Video, images, text, files)
· Management of stored PoC Session Control Data and stored PoC Session Data (out of scope of this release of the Enabler)
4. UE PoC Box

· PoC Session initiation, modification, joining and leaving, termination
· Support Talk Burst Control Protocol (TBCP)
· Support Talk Burst Control procedures;

· Support storage of  PoC Session Data; 
· Support storage of PoC Session Control Data; and

· Media transport (including support of UDP, port number handling, RTP, RTCP )
· Media Burst Control Protocol (MBCP)
· Media Burst Control  procedures
· Retrieval of PoC Session Data (out of scope of this release of the Enabler)
· Retrieval of  PoC Session Control Data (out of scope of this release of the Enabler)
· Management of stored PoC Session Control Data and stored PoC Session Data (out of scope of this release of the Enabler)
· Media types other than PoC Speech (e.g. Audio, Video, images, text, files)
· Provide a PoC Box indication when accepting an invitation to a PoC Session
The PoC enabler defines the following external dependencies:

· Mandatory

· XDM Document Management Enabler

· Device management

· Charging

· SIP/IP core: IP Multimedia Subsystem (IMS) – comment: Chapter 5-Architecture (under Table 1) states that "... SHALL utilize SIP/IP core from IMS as specified in 3GPP and 3GPP2.

· SIP/IP core: Multimedia Domain (MMD) – comment: Chapter 5-Architecture (under Table 1) states that "... SHALL utilize SIP/IP core from IMS as specified in 3GPP and 3GPP2.

· Optional

· Presence Service Enabler
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