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	Classification:
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 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Ivo Sedlacek, Siemens, ivo.sedlacek@siemens.com
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1 Reason for Change
a) Justification:
The contribution attempts to close the following comments:
	E130

	2007-01-19
	T
	6.2.5.1.2 NOTE
	Source: Siemens

Form: OMA-REL-2007-0005

Comment: NOTE is partly correct – if the PoC Session is set up using Pre-established Session, 200 OK is not sent.
	Status: CLOSED

	E139

	2007-01-19
	T
	6.2.5.3.7
	Source: Siemens

Form: OMA-REL-2007-0005

Comment: T11 should be stopped as there is no need to re-apply for the floor.
	Status: CLOSED

	E141

	2007-01-19
	T
	6.2.5.4
	Source: Siemens

Form: OMA-REL-2007-0005

Comment: It is unclear why queueing is mentioned in this chapter since the queue state machine is described elsewhere.
	Status: CLOSED

	E143

	2007-01-19
	T
	6.2.5.4.3

6.2.5.9.3
	Source: Siemens

Form: OMA-REL-2007-0005

Comment: Some reason codes are not covered (e.g. No resources available).
	Status: CLOSED

	E144

	2007-01-19
	T
	6.2.5.4.3
	Source: Siemens

Form: OMA-REL-2007-0005

Comment: T17 should be stopped
	Status: CLOSED


b) Clauses affected:

See justification.
c) Summary of change:
See justification. 
d) Consequence if not approved:
CONRR not closed.
e) Reason for revision:
2 Impact on Backward Compatibility
None
3 Impact on Other Specifications
None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation
It is recommended that the proposed changes are discussed and agreed. 
6 Detailed Change Proposal
 6.2.5.1 State 'Start-stop'

In this state no Media-floor Control Entity exists.

If the PoC Client supports Media buffering capability the PoC Client could already be buffering Media when the PoC Client enters this state. 

 6.2.5.1.1 PoC Session initiated – originating PoC User
When a PoC Session is initiated as described in [OMA-PoC-CP] "Using Pre-established Session" or in [OMA-PoC-CP] "Establishment of an On-demand Session" the originating PoC Client:

1. SHALL create an instance of the 'PoC Client state transition diagram for basic operation' state machine; and,

2. if the originating PoC Client receives a MBCP message before it receives the SIP 200 "OK" response, the PoC Client SHALL store the MBCP message.

NOTE:
The originating PoC Client might receive a MBCP message before the SIP 200 "OK" response, because of processing delays of the SIP 200 "OK" in the SIP/IP Core. Regardless the order the PoC Client receives the SIP 200 "OK" response and the MBCP message, the PoC Client must wait for SIP 200 "OK" before moving out from the Start-Stop state.

3. If the value of the Session Type uri parameter received in the Contact header of the SIP 200 "OK" response is "chat" the PoC Client:

a. SHALL enter the 'U: has no permission state.

4. If the value of the Session Type uri parameter received in the Contact header of SIP 200 "OK" response is different from "chat" the PoC Client,

a. for an On-demand Session if tb_granted parameter is either not received or received with the value 0 in the SIP 200 "OK" response as specified in [OMA-PoC-CP] "Controlling PoC Function procedures"; the PoC Client:

i.
SHALL start timer T11 (Media Burst Request); and,

ii.
in case that the PoC Client has received and stored a MBCP message before the reception of the SIP 200 "OK" response, the PoC Client SHALL act as if the MBCP message was received in the 'U: pending MB_Request' state, and not continue with the steps subsequent to this paragraph.

iii.
SHALL enter the 'U: pending MB_Request' state.

or

b. for an On-demand Session if tb_granted parameter is received and set to 1 in the SIP 200 "OK" response as specified in [OMA-PoC-CP] "Controlling PoC Function procedures" the PoC Client:

i.
SHALL enter the 'U: has permission' state.

c. for an On-demand Session if tb_seg_preload parameter is received and set to a non zero value in the SIP 200 "OK" response as specified in [OMA-PoC-CP] "Controlling PoC Function procedures" the PoC Client:

i. SHALL perform actions specified in subclause 6.2.5.9.1 "Enter State U: Permission to send limited segment".

or

d. for a Pre-established Session, when sending a SIP REFER request, the PoC Client:

i.
SHALL enter the 'U: pending MB_Request' state.

When the PoC Client is rejoining an ongoing PoC Session as described in [OMA-PoC-CP]" PoC Client rejoining a PoC Session" the PoC Client:

1. SHALL enter the 'U: has no permission state'.

 6.7.4.1.1 PoC Session established – terminating PoC User

When a PoC Session is established the terminating PoC Client:

1. SHALL create an instance of a PoC Client state transition diagram for basic operation state machine; and,

2. SHALL enter the 'U: has no permission' state.

NOTE:
From a PoC Client perspective the PoC Session is established when the PoC Client sends the SIP 200 "OK" response, in case of the On-demand Session or when the PoC Client sends MBCP Media Burst Acknowledgement, if case of the Pre-established Session.
 6.7.4.1.2 Connecting to a Media-floor Control Entity during an ongoing PoC Session

When the PoC Client is connected to a Media-floor Control Entity during a PoC Session as specified in [OMA-PoC-CP] "PoC Session Modification" the PoC Client:

1. SHALL enter the 'U: has no permission' state.
6.4.4.1.1 Send MBCP Media Burst Release message (S: MB_Release)

Upon receiving an indication from the PoC User to release permission to send Media, the PoC Client:

1. SHALL send a MBCP Media Burst Release message towards the PoC Server.

The MBCP Media Burst Release message:

a. SHALL set the sequence number ignore field to 1, because no RTP Media packets were sent.

2. SHALL start timer T10 (Media Burst Release); 
3. SHALL stop timer T11 (Media Burst Request); and,
4. SHALL enter the 'U: pending MB_Release' state.
 6.2.5.4 State: 'U: has permission'
The 'U: has permission' state is a stable state and the PoC Client uses this state when the PoC Client is permitted to send Media. In this state the PoC Client is allowed to send RTP Media packets or MSRP SEND requests or both and can receive MBCP Media Burst Control messages.

In this state, the PoC Client can release permission to send a Media Burst anytime, even before sending any Media.

The PoC Client can have already buffered Media when it enters this state. 

If the PoC Client entered this state from the 'U: Permission to send limited segment' state the PoC Client can have already transmitted some RTP Media packets for this Media Burst.

 6.2.5.4.3 Receive MBCP Media Burst Revoke message (R: MB_Revoke)
Upon receiving a MBCP Media Burst Revoke message from the PoC Server, the PoC Client:

1. SHALL inform the PoC User that the permission to send a Media Burst is being revoked;

2. MAY give information to the PoC User about the reason for revoking the permission to send a Media Burst received in the reason code field;

3. MAY inform the PoC User of the retry after time, if a retry after time is contained in the MBCP Media Burst Revoke message;

4. SHALL stop receiving and encoding PoC User's Media;

NOTE 1: 
Media can be buffered in transport layer, in which case it's sending can be impossible to stop.
NOTE 2:
MSRP chunk can be aborted according to rules and procedures of [MSRP], if chunk is being sent.
5. SHALL stop timer T17 (Revocation Alert), if timer T17 is running;
6. SHOULD start the optional timer T12 (PoC Client retry-after), if a retry after time is contained in the MBCP Media Burst Revoke message;

NOTE 3: 
The PoC Client does not take any action when T12 expires, but when T12 is running, the PoC Client does not send a MBCP Media Burst Request message.

7. If the reason code is 'Media Burst too long', 'Media-floor occupied too long', 'Other reason', 'No resources available' or 'Media Burst pre-empted', the PoC Client SHALL enter the 'U: pending MB_Revoke' state; and,

8. If the reason code is 'Only one PoC User' or 'No permission to send a Media Burst', the PoC Client:

a. SHOULD discard any remaining buffered RTP Media packets or MSRP SEND requests; and,

b. SHOULD perform the action in subclause 6.2.5.6.5 "Send MBCP Media Burst Release message".

 6.2.5.9.3 Receive MBCP Media Burst Revoke message (R: MB_Revoke)

Upon receiving a MBCP Media Burst Revoke message from the PoC Server, the PoC Client:

1. SHALL inform the PoC User that the permission to send a Media Burst is being revoked;

2. MAY give information to the PoC User about the reason for revoking the permission to send a Media Burst received in the reason code field;

3. MAY inform the PoC User of the retry after time, if a retry after time is contained in the MBCP Media Burst Revoke message;

4. SHALL stop receiving and encoding PoC User's Media,

5. SHOULD start the optional timer T12 (PoC Client retry-after), if a retry after time is contained in the MBCP Media Burst Revoke message;

NOTE:
The PoC Client does not take any action when T12 expires, but when T12 is running, the PoC Client does not send a MBCP Media Burst Request message.

6. If the reason code is 'Media Burst too long', 'Media-floor occupied too long', 'Other reason', 'No resources available' or 'Media Burst pre-empted', the PoC Client SHALL enter the 'U: pending MB_Revoke' state; and,

7. If the reason code is 'Only one PoC User' or 'No permission to send a Media Burst', the PoC Client:

a. SHOULD discard any remaining buffered Media; and,

b. SHOULD perform the action in 6.2.5.6.5"Send MBCP Media Burst Release message".
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