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	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Tapio Paavonen, NSN, tapio.paavonen@nsn.com; +358 400 672 937.

	Replaces:
	  N/A.


1 Reason for Change

a)
Justification: 

The comment C76 covered.
	C76
	2007-01-20
	E
	4.5.1
	Source: Agnieszka.r.Szczurowska@ericsson.com

Form: OMA-REL-2007-0028
Comment:  " UE hosting the PoC Client " Inconsistent usage

Proposed Change: Change to PoC Client.
	Status: CLOSED


Covered by this CR.

	
	
	
	
	
	


b)
Clauses affected:

Sub clauses : 6.1.1.1 and 6.1.1.2.
c)
Summary of change:

The registration is clarified. 

d)
Consequence if not approved:

Unsolved CONRR comments.
e)
Reason for revision:
R01: Meeting comments taken account.
R02:  Further meeting comments taken account.
R03:  R&A comments taken account:

Bert:  6.1.1.1: If it is possible to register only a subset of the enabler''s feature tags (because som features are not enabled)it is maybe better to say "also the feature tag(s) with which the other enablers are currently registered." Otherwise You may think that always ALL feature tags shall be registered. Minor editorial in 6.1.1.2 NOTE 1: Replace "to be also be de-registered" by "to also be de-registered".

2 Impact on Backward Compatibility

No impact.
3 Impact on Other Specifications

No impact.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To review by PoC WG, agree to the changes and incorporate in the next release of PoC CP.
6 Detailed Change Proposal
6.1.1 PoC service registration

6.1.1.1 PoC service registration and re-registration
The PoC Client registration and re-registration to the SIP/IP Core SHALL be made according to rules and procedures of [RFC3261] with the clarifications in this subclause.

When registering or re-registering , the PoC Client

· 1. SHALL generate a SIP REGISTER request;

· 2. SHALL include the PoC feature tag '+g.poc.talkburst' in the Contact header of the SIP REGISTER request that contains the contact address of the PoC Client;

· 3. SHALL include the PoC feature tag '+g.poc.dispatcher' in the Contact header of the SIP REGISTER request that contains the contact address of the PoC Client, if the PoC Dispatcher capability is supported; 

· 4. SHALL include the PoC feature tag '+g.poc.groupad' in the Contact header of the SIP REGISTER request that contains the contact address of the PoC Client, if receiving of Group Advertisement messages is supported;

· 5. SHALL include the PoC feature tag '+g.poc.discretemedia' in the Contact header of the SIP REGISTER request, if Discrete Media is supported;

· 6. SHALL include the PoC feature tag '+g.poc.fdcfo' in the Contact header of the SIP REGISTER request, if the FDCFO Proceed feature is supported; 

· 7. SHALL include an additional Contact header containing the contact address of the UE PoC Box and the feature tags 'automata' and  'actor' with the value 'principal' and the PoC feature tag '+g.poc.talkburst' if UE PoC Box functionality is supported by the UE and enabled by the PoC User;

Editor’s Note:It is FFS whether the combination of feature tags automata and actor with the value principal is sufficient to uniquely identify the UE PoC Box in order to avoid conflicts with other PoC services.

NOTE 1:
If the SIP/IP Core corresponds to 3GPP IMS then every contact address in the Contact header has to contain the same IP address and port number however they can contain different tokens as URI parameters to differentiate them. 3GPP2 IMS allows additional security mechanisms to be used (e.g TLS and HTTP Digest) as well as the security mechanism specified by 3GPP. Some 3GPP2 security mechanisms do not restrict the UE to use the same IP address and port number for all contact addresses.

· 8. SHALL include a Require header with the option tag 'pref ' according to rules and procedures of [RFC3840]; 

· 9. MAY include the User-Agent header in the SIP REGISTER request to indicate the PoC release version as specified in subclause E.4.1 "Release version in User-agent and Server headers"; 

· 10. SHALL insert in the SIP REGISTER request any necessary security parameters (e.g. Digest response) according to rules and procedures of the SIP/IP Core; 

· 11. SHOULD include a Resource-Priority header according to rules and procedures of [RFC4412], if the PoC Client supports 'Official Government Use' QoE Profile and the PoC User requests the priority treatment of the QoE Profile. If included, the value of the Resource-Priority header SHALL be equal to the level of priority assigned to the PoC User, as specified in subclause 5.8 "QoE Profiles"; and,

· 12. SHALL send the SIP REGISTER request towards the SIP/IP Core according to rules and procedures of the SIP/IP Core.

NOTE 2:
The UAC can register clients for several enablers using the same SIP REGISTER request.  In case other enabler client(s) are already registered and a new enabler client  is registering, the UAC includes in the SIP REGISTER request also the feature tag(s) with which the other enablers are currently registered.

Each time the PoC Client has successfully performed an initial registration the PoC Client SHALL set the PoC Service Setting as specified in subclause 6.1.2 "PoC Service Settings procedure".
NOTE 3: 
The SIP/IP Core may challenge and authenticate the SIP REGISTER request requiring the resending of the SIP REGISTER request with authentication credentials.

NOTE 4:
Periodic application level re-registration is initiated by the PoC Client to refresh an existing registration based on the re-registration requirements of the SIP/IP Core.
When the SIP/IP Core corresponds to 3GPP/3GPP2 IMS the PoC Client SHALL use 3GPP/3GPP2 IMS registration mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

6.1.1.2 PoC service de-registration

When de-registering the PoC Client SHALL de-register to the SIP/IP Core according to rules and procedures of [RFC3261] with the clarifications in the following.

The PoC Client:

· 1. SHALL generate a SIP REGISTER request;

· 2. SHALL include the PoC feature tag '+g.poc.groupad' in the Contact header of the SIP REGISTER request if the PoC Client needs to continue to receive Group Advertisement messages; 

· 3. SHALL include a Contact header containing the contact address of the UE PoC Box and the feature tags 'automata' and 'actor' with the value 'principal' and the PoC feature tag '+g.poc.talkburst' if UE PoC Box functionality is supported by the UE and the PoC User needs the UE to continue to act as a UE PoC Box; 

· 4. SHALL include a Require header with the option tag 'pref ' according to rules and procedures of [RFC3840], if the PoC Client needs to continue to receive Group Advertisement messages or need to continue to act as a UE PoC Box and MAY include a Require header with the option tag 'pref ' according to rules and procedures of [RFC3840] in all other cases; 

· 5. MAY include the User-Agent header in the SIP REGISTER request to indicate the PoC release version as specified in subclause E.4.1 "Release version in User-agent and Server headers";

· 6. SHALL include the expiration value set to 0 according to rules and procedures of [RFC3261], if the User Equipment also needs to de-register from the SIP/IP Core; and,

· 7. SHALL send the SIP REGISTER request towards the SIP/IP Core according to rules and procedures of the SIP/IP Core.
· NOTE 1:
In case several enabler clients are registered from the same UE, the UAC needs to ensure that it only deregisters the PoC Client and maintains all other enabler clients in the registered state unless the User intends those other clients also to be de-registered. To prevent complete de-registration of all registered enabler clients the SIP REGISTER request does not include an Expires header set to 0 but is a refresh registration without the relevant PoC enabler feature tags (e.g +g.poc.talkburst).
When the SIP/IP Core corresponds to 3GPP/3GPP2 IMS the PoC Client SHALL use 3GPP/3GPP2 IMS registration mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
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